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DOCUMENT 000101 
 

PROJECT TITLE PAGE 
 

1.01 PROJECT MANUAL 
A. Renovation East Visitor Grandstand, Martin Stadium. 
B. Lowndes County School System. 
C. 1592 Norman Drive, Valdosta, GA 31601. 
D. Architect Project No. 21006. 
E. Altman + Barrett Architects, P.C. 
F. 117 West Main Street. 
G. Hahira, GA 31632. 
H. Phone: 229-585-9018. 
I. Website: www.altmanbarrettarchitects.com. 
J. Issued: May 11, 2021. 
K. Copyright 2021 Altman + Barrett Architects. All rights reserved. 

END OF DOCUMENT 000101 
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SECTION 000115 
 

LIST OF DRAWING SHEETS 
 

2.01 LIST OF DRAWINGS 
A. Drawings: Drawings consist of the Contract Drawings and other drawings listed 

on the Table of Contents page of the separately bound drawing set titled Reno-
vation East Visitor Grandstand, Martin Stadium, dated May 11, 2021, as modified 
by subsequent Addenda and Contract modifications. 

END OF DOCUMENT 000115 
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SECTION 001116 
 

INVITATION TO BID 
 

1.01 PROJECT INFORMATION 
A. Notice to Bidders: Qualified bidders are invited to submit bids for Project as de-

scribed in this Document according to the Instructions to Bidders. 
B. Project Identification:  Renovation East Visitor Grandstand, Martin Stadium. 

1. Project Location: Lowndes High School, 1608 Norman Drive, Valdosta, 
GA 31601. 

C. Owner: Lowndes County School System 
1. Owner's Representative: Jeff Hill (Director of Facilities). 

D. Architect: Altman + Barrett Architects, P.O. Box 665 Hahira, GA 31632. 
E. Project Description: Project consists of renovation of visitor’s side grandstand 

Martin Stadium, including installation of a metal canopy panel system and cold 
formed framing system suspended from existing prestressed double tees.  Or-
namental aluminum fencing, ornamental steel gates, painting, EIFS finishes, door 
& frame replacement grading, and electrical lighting and power are also included. 

F. Construction Contract: Bids will be received for the following Work: 
1. General Contract (all trades). 

 
1.02 BID SUBMITTAL AND OPENING 

A. Owner will receive sealed bids until the bid time and date at the location indicated 
below. Owner will consider bids prepared in compliance with the Instructions to 
Bidders issued by Owner, and delivered as follows: 
1. Bid Date: June 16, 2021. 
2. Bid Time: 2:00 p.m., local time. 
3. Location: Board Meeting Room, Lowndes County Board of Education, 

1592 Norman Drive, Valdosta, GA 31601. 
B. Bids will be thereafter publicly opened and read aloud. 

 
1.03 BID SECURITY 

A. Bid security shall be submitted with each bid in the amount of [5] percent of the 
bid amount. No bids may be withdrawn for a period of [60] days after opening of 
bids. Owner reserves the right to reject any and all bids and to waive informalities 
and irregularities. 
 

1.04 PREBID CONFERENCE 
A. A prebid conference for all bidders will be held at the East Visitor Grandstand, 

Martin Stadium, 1608 Norman Dr. Valdosta, GA 31601 on May 27, 2021 at 2:00 
p.m., local time. Prospective bidders are requested to attend. 
 

1.05 DOCUMENTS 
A. Printed Procurement and Contracting Documents: Obtain after May 11, 2021, by 

contacting Print Life Printing and Supplies, Inc., 1006 Williams St. Valdosta, GA 
31601 or by calling (229)244-5598. Documents will be provided to prime bidders 
only; only complete sets of documents will be issued. 
1. Payment: $200.00 [made payable to Print Life Printing and Supplies]. 
2. Shipping: Additional shipping charges may apply. 

B. Online Procurement and Contracting Documents: Obtain access after by contact-
ing Architect. Online access will be provided to [all registered bidders and 
suppliers]. 

C. Viewing Procurement and Contracting Documents: Examine after May 11, 2021, 
at the locations below: 
1. www.altmanbarrettarchitects.com  
 

http://www.altmanbarrettarchitects.com/
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2.02 TIME OF COMPLETION 
Bidders shall begin the Work on receipt of the Notice to Proceed and shall com-
plete the Work by June 16, 2022. 

3.01 BIDDER'S QUALIFICATIONS 
A. Bidders must be properly licensed under the laws governing their respective 

trades and be able to obtain insurance and bonds required for the Work.[ A Per-
formance Bond, a separate Labor and Material Payment Bond, and Insur-
ance in a form acceptable to Owner will be required of the successful Bid-
der.] 

END OF DOCUMENT 001116 
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SECTION 002113 

INSTRUCTIONS TO BIDDERS 

 
PART 1 -  INSTRUCTIONS TO BIDDERS 
 

1.01 AIA Document A701, "Instructions to Bidders," is hereby incorporated into the Procure-
ment and Contracting Requirements by reference. 
A. A copy of AIA Document A701, "Instructions to Bidders," is bound in this Project 

Manual. 

END OF DOCUMENT 002113 
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SECTION 002114 
 

SUPPLEMENTARY INSTRUCTIONS TO BIDDERS 
 

1.01 INSTRUCTIONS TO BIDDERS 
A. Instructions to Bidders for Project consist of the following: 

1. AIA Document A701, "Instructions to Bidders”, a copy of which is bound 
in this Project Manual. 

2. The following Supplementary Instructions to Bidders that modify and add 
to the requirements of the Instructions to Bidders. 
 

1.02 SUPPLEMENTARY INSTRUCTIONS TO BIDDERS, GENERAL 
A. The following supplements modify AIA Document A701, "Instructions to Bidders." 

Where a portion of the Instructions to Bidders is modified or deleted by these 
Supplementary Instructions to Bidders, unaltered portions of the Instructions to 
Bidders shall remain in effect. 
 

1.03 ARTICLE 2 - BIDDER'S REPRESENTATIONS 
A. Add Section 2.1.7: 

1. 2.1.7 - The Bidder has investigated all required fees, permits, and regula-
tory requirements of authorities having jurisdiction and has properly in-
cluded in the submitted bid the cost of such fees, permits, and require-
ments not otherwise indicated as provided by Owner. 

B. Add Section 2.1.8: 
1. 2.1.8 - The Bidder is a properly licensed Contractor according to the laws 

and regulations of the state in which the project is being constructed and 
meets qualifications indicated in the Procurement and Contracting Doc-
uments. 

C. Add Section 2.1.9: 
1. 2.1.9 - The Bidder has incorporated into the Bid adequate sums for work 

performed by installers whose qualifications meet those indicated in the 
Procurement and Contracting Documents. 
 

1.04 ARTICLE 3 - BIDDING DOCUMENTS 
A. 3.4 - Addenda: 

1. Add Section 3.4.4.1: 
a) 3.4.4.1 - Owner may elect to waive the requirement for 

acknowledging receipt of 3.4.4 Addenda as follows: 
1) 3.4.4.1.1 - Information received as part of the Bid 

indicates that the Bid, as submitted, reflects 
modifications to the Procurement and Contracting 
Documents included in an unacknowledged Addendum. 

2) 3.4.4.1.2 - Modifications to the Procurement and 
Contracting Documents in an unacknowledged 
Addendum do not, in the opinion of Owner, affect the 
Contract Sum or Contract Time. 
 

1.05 ARTICLE 4 - BIDDING PROCEDURES 
A. 4.1 - Preparation of Bids: 

1. Add Section 4.1.1.1: 
a) 4.1.1.1 - Printable electronic Bid Forms and related documents 

are available from Architect. 
2. Add Section 4.1.9: 

a) 4.1.9 - The Bid shall include unit prices when called for by the 
Procurement and Contracting Documents. Owner may elect to 
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consider unit prices in the determination of award. Unit prices will 
be incorporated into the Contract. 

3. Add Section 4.1.10: 
a) 4.1.10 - Owner may elect to disqualify a bid due to failure to 

submit a bid in the form requested, failure to bid requested 
alternates or unit prices, failure to complete entries in all blanks 
in the Bid Form, or inclusion by the Bidder of any alternates, 
conditions, limitations or provisions not called for. 

4. Add Section 4.1.11: 
a) 4.1.11 - Bids shall include sales and use taxes. 

B. 4.3 - Submission of Bids: 
1. Add Section 4.3.1.2: 

a) 4.3.1.2 - Include Bidder's Contractor License Number applicable 
in Project jurisdiction on the face of the sealed bid envelope. 

C. 4.4 - Modification or Withdrawal of Bids: 
1. Add the following sections to 4.4.2: 

a) 4.4.2.1 - Such modifications to or withdrawal of a bid may only 
be made by persons authorized to act on behalf of the Bidder. 
Authorized persons are those so identified in the Bidder's 
corporate bylaws, specifically empowered by the Bidder's charter 
or similar legally binding document acceptable to Owner, or by a 
power of attorney, signed and dated, describing the scope and 
limitations of the power of attorney. Make such documentation 
available to Owner at the time of seeking modifications or 
withdrawal of the Bid. 

b) 4.4.2.2 - Owner will consider modifications to a bid written on the 
sealed bid envelope by authorized persons when such 
modifications comply with the following: the modification is 
indicated by a percent or stated amount to be added to or 
deducted from the Bid; the amount of the Bid itself is not made 
known by the modification; a signature of the authorized person, 
along with the time and date of the modification, accompanies 
the modification. Completion of an unsealed bid form, awaiting 
final figures from the Bidder, does not require power of attorney 
due to the evidenced authorization of the Bidder implied by the 
circumstance of the completion and delivery of the Bid. 
 

1.06 ARTICLE 6 - POSTBID INFORMATION 
A. 6.1 - Contractor's Qualification Statement: 

1. Add Section 6.1.1: 
a) 6.1.1 - Submit Contractor's Qualification Statement no later than 

two business days following Architect's request. 
B. 6.3 - Submittals: 

1. Add Section 6.3.1.4: 
a) 6.3.1.4 - Submit information requested in Sections 6.3.1.1, 

6.3.1.2, and 6.3.1.3 no later than two business days following 
Architect's request. 
 

1.07 ARTICLE 7 - PERFORMANCE BOND AND PAYMENT BOND 
A. 7.1 - Bond Requirements: 

1. Add Section 7.1.1.1: 
a) 7.1.1.1 - Both a Performance Bond and a Payment Bond will be 

required, each in an amount equal to 100 percent of the Contract 
Sum. 

B. 7.2 - Time of Delivery and Form of Bonds: 
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1. Delete the first sentence of Section 7.2.1 and insert the following: 
a) The Bidder shall deliver the required bonds to Owner no later 

than 5  days after the date of Notice of Intent to Award and no 
later than the date of execution of the Contract, whichever 
occurs first. Owner may deem the failure of the Bidder to deliver 
required bonds within the period of time allowed a default. 

2. Delete Section 7.2.3 and insert the following: 
a) 7.2.3 - Bonds shall be executed and be in force on the date of 

the execution of the Contract. 
 

1.08 ARTICLE 9 - EXECUTION OF THE CONTRACT 
A. Add Article 9: 

1. 9.1.1 - Subsequent to the Notice of Intent to Award, and within 10 days 
after the prescribed Form of Agreement is presented to the Awardee for 
signature, the Awardee shall execute and deliver the Agreement to 
Owner through Architect, in such number of counterparts as Owner may 
require. 

2. 9.1.2 - Owner may deem as a default the failure of the Awardee to exe-
cute the Contract and to supply the required bonds when the Agreement 
is presented for signature within the period of time allowed. 

3. 9.1.3 - Unless otherwise indicated in the Procurement and Contracting 
Documents or the executed Agreement, the date of commencement of 
the Work shall be the date of the executed Agreement. 

4. 9.1.4 - In the event of a default, Owner may declare the amount of the 
Bid security forfeited and elect to either award the Contract to the next 
responsible bidder or re-advertise for bids. 
 

END OF DOCUMENT 002213 
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SECTION 002215 
 

SUPPLEMENTARY CONDITIONS 
 
 
The following supplements modify the “General Conditions of the Contract for Construction,” AIA Documents 
A201–2017 which are included within Section 002214.  Where a portion of the General Conditions is modified 
or deleted by these Supplementary Conditions, the unaltered portions of the General Conditions shall remain in 
effect. 
 
ARTICLE 1 - GENERAL PROVISIONS 
 
A. Add the following sentence to the end of Subparagraph 1.1.1:  

The Contract Documents executed or identified in accordance with Subparagraph 1.5.1 shall prevail in 
case of an inconsistency with subsequent versions made through manipulatable electronic operations 
involving computers. 

 
B. Add Clause 1.4.1 to Subparagraph 1.4: 

1.4.1  In the event of conflicts or discrepancies about the Contract Documents, interpretations will be 
based on the following priorities: 

1. The Agreement. 
2. Addenda, with those of later date having precedence over those of earlier date. 
3. The Supplementary Conditions. 
4. The General Conditions of the Contract for Construction. 
5. Division 1 of the Specifications 
6. Drawings and Divisions 2-33 of the Specifications. 

In the case of conflicts or discrepancies between Drawings and Divisions 2-33 of the Specifications or 
within either Document not clarified by Addendum, the Architect will determine which takes 
precedence in accordance with Subparagraph 4.2.11. 

 
C. Add the following Subparagraph 1.5.3 to Paragraph 1.5: 
 1.5.3 Contractor’s Use of Instruments of Service in Electronic Form. 
 

1.5.3.1  The Architect may, with the concurrence of the Owner, furnish to the Contractor versions of 
Instruments of Service in electronic form.  The Contract Documents executed or identified in 
accordance with Subparagraph 1.1 shall prevail in case of an inconsistency with subsequent versions 
made through manipulatable electronic operations involving computers. 

 
1.5.3.2  The Contractor shall not transfer or reuse Instruments of Service in electronic or machine 
readable form without the prior written consent of the Architect. 

 
ARTICLE 3 - CONTRACTOR 
 
A. Add the following Subparagraph 3.2.5 to Paragraph 3.2: 

3.2.5.  The Owner shall be entitled to deduct from the Contract Sum amounts paid to the Architect for 
the Architect to evaluate and respond to the Contractor’s requests for information, where such 
information  was available to the Contractor from a careful study and comparison of the Contract 
Documents, field conditions, other Owner-provided information, Contractor-prepared coordination 
drawings, or prior Project correspondence or documentation. 

 
B. Delete Subparagraph 3.4.2 and substitute the following: 

3.4.2  After the Contract has been executed, the Owner and Architect will consider a formal request for 
the substitution of products in place of those specified only under the conditions set forth in the 
General Requirements (Division 1 of the Specifications).  By making request for substitutions, the 
Contractor: 

  .1 represents that the Contractor has personally investigated the proposed substitute 
product and determined that it is equal or superior in all respects to that specified; 

  .2 represents that the Contractor will provide the same warranty for the substitution that 
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the Contractor would for that specified; 
  .3 certifies that the cost data presented is complete and includes all related costs under 

this Contract except the Architect’s redesign costs, and waives all claims for 
additional costs related to the substitution which subsequently become apparent; and  

  .4 will coordinate the installation of the accepted substitute, making such changes as 
may be required for the Work to be complete in all respects. 

 
C. Add the following Subparagraph 3.4.4 to Paragraph 3.4: 

3.4.4  The Owner shall be entitled to deduct from the Contract Sum amounts paid to the Architect to 
evaluate the Contractor’s proposed substitutions and to make agreed upon changes in the Drawings 
and Specifications made necessary by the Owner’s acceptance of such substitutions. 

 
ARTICLE 4 - ADMINISTRATION OF THE CONTRACT 
 
A. Add Clause 4.2.2.1 to Subparagraph 4.2.2: 

4.2.2.1  The Contractor shall reimburse the Owner for compensation paid to the Architect for additional 
site visits made necessary by the fault, neglect or request of the Contractor. 

 
ARTICLE 7 - CHANGES IN THE WORK 
 
A. Add the following Subparagraph 7.1.4 to Paragraph 7.1: 

7.1.4  The combined overhead and profit included in the total cost to the Owner of a change in the 
Work shall be based on the following schedule: 

  .1 For the Contractor, for Work performed by the Contractor’s own forces, 10 percent of 
the cost. 

  .2 For the Contractor, for Work performed by the Contractor’s Subcontractors, 5 percent 
of the amount due the Subcontractors. 

  .3 For each Subcontractor involved, for Work performed by that Subcontractor’s own  
forces, 10 percent of the cost. 

  .4 For each Subcontractor involved, for Work performed by the Subcontractor’s Sub-
subcontractors, 5 percent of the amount due the Sub-subcontractor. 

  .5 Cost to which overhead and profit is to be applied shall be determined in accordance 
with Subparagraph 7.3.4. 

  .6 In order to facilitate checking of quotations for extras or credits, all proposals, except 
those so minor that their property can be seen by inspection, shall be accompanied 
by a complete itemization of costs including labor, materials and Subcontracts.  Labor 
and materials shall be itemized in the manner prescribed above.  Where major cost 
items are Subcontracts, they shall be itemized also. 

 
ARTICLE 9 - PAYMENTS AND COMPLETION 
 
A. Add the following Clause 9.3.1.3 to Subparagraph 9.3.1: 

9.3.1.3 Until final payment, the Owner shall pay 90 percent of the amount due the Contractor on 
account of progress payments.  10% retainage shall be withheld until job is 100% complete.  For each 
Work category shown to be 50 percent or more  complete in the Application for Payment, the Architect 
may, without reduction of previous retainage, certify any remaining progress payments for each Work 
category to be paid in full. 

 
B. Add the following Clause 9.8.3.1 to Subparagraph 9.8.3: 

9.8.3.1  Except with the consent of the Owner, the Architect will perform no more than two (2) 
inspections to determine whether the Work or a designated portion thereof has attained Substantial 
Completion in accordance with the Contract Documents.  The Owner shall be entitled to deduct from 
the Contract Sum amounts paid to the Architect for any additional inspections. 

 
C. Add the following Clause 9.10.1.1 to Subparagraph 9.10.1: 

9.10.1.1 Except with the consent of the Owner, the Architect will perform no more than two (2) 
inspections to determine whether the Work or a designated portion thereof has attained Final 
Completion in accordance with the Contract Documents.  The Owner shall be entitled to deduct from 
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the Contract Sum amounts paid to the Architect for any additional inspections. 
 
D. In Subparagraph 9.10.2 omit, “(5) if required by the Owner, . . . designated by the Owner” and 

substitute the following: “(5) Statutory Affidavit executed by the Contractor and all Subcontractors in 
the form following this section.” 

 
ARTICLE 11 - INSURANCE AND BONDS 
 
A. Add the following Clauses 11.1.2.1 through 11.1.2.3 to Subparagraph 11.1.2: 

11.1.2.1 The limits for Worker’s Compensation and Employer’s Liability insurance shall meet statutory 
limits mandated by State and Federal Laws.  If (1) limits in excess of those required by statute are to 
be provided or (2) the employer is not statutorily bound to obtain such insurance coverage or (3) 
additional coverages are required, additional coverages and limits for such insurance shall be as 
follows: 

 
11.1.2.2 The limits for Commercial General Liability insurance including coverage for Premises-
Operations, Independent Contractors’ Protective, Products-Completed Operations, Contractual 
Liability, Personal Injury and Broad Form Property Damage (including coverage for Explosion, 
Collapse and Underground hazards) shall be as follows: 

   
  $ 1,000,000.   Each Occurrence 
  $ 2,000,000.   General Aggregate 
  $ 1,000,000.   Personal and Advertising Injury 
  $ 2,000,000.   Products-Completed Operations Aggregate 
 
  .1 The policy shall be endorsed to have the General Aggregate apply to this Project 

only. 
  .2 The Contractual Liability insurance shall include coverage sufficient to meet the 

obligations in AIA Documents A201-2007 under Paragraph 3.18. 
  .3 Products and Completed Operations insurance shall be maintained for a minimum 

period of at least       One    (1) year(s) after either 90 days following Substantial 
Completion or final payment, whichever is earlier. 

 
11.1.2.3  Automobile Liability insurance (owned, non-owned and hired vehicles) for bodily injury and  
property damage shall be as follows: 

 
  $ 1,000,000.   Each Accident 
 
B.          In subparagraph 11.1.2, add the following: “Contractor shall furnish bonds equal to 100 percent of the 

Contract Sum. 
 

C. 11.1.3 Add the following after “furnished”; “not later than 5 days following date of agreement”. 
 
D.          Add the following Clause 11.1.3.1 to Subparagraph 11.1.3: 

11.1.3.1   The Contractor shall require the attorney-in-fact who executes the required bonds on behalf 
of the surety to affix thereto a certified and current copy of the power of attorney. 

 
ARTICLE 15 – CLAIMS AND DISPUTES 
 
A. Add the following Clauses 15.1.6.3 and 15.1.6.4 to Subparagraph 15.1.6: 

15.1.6.3  Claims for increase in the Contract Time shall set forth in detail the circumstances that form 
the basis for the Claim, the date upon which each cause of delay began to affect the progress of the 
Work, the date upon which each cause of delay ceased to affect the progress of the Work and the 
number of days’ increase in the Contract Time claimed as a consequence of each such cause of 
delay.  The Contractor shall provide such supporting documentation as the Owner may require 
including, where appropriate, a revised construction schedule indicating all the activities affected by 
the circumstances forming the basis of the Claim. 
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15.1.6.4 The Contractor shall not be entitled to a separate increase in the Contract Time for each one 
of the number of causes of delay which may have concurrent or interrelated effects on the progress of 
the Work, or for concurrent delays due to the fault of the Contractor. 
 

 
STATUTORY AFFIDAVIT 

 
STATE OF ___________________________    COUNTY OF_________________________ 
 
FROM:_____________________________________________________________________ 

(Contractor) 

TO:_______________________________________________________________________ 

 
RE:  Contract entered into this ________ day of ____________________, 20_____, between the above 

mentioned parties for the construction of a _________________________________________________ 

___________________________________________________________________________________. 

 
 KNOW ALL MEN BY THESE PRESENTS: 
 
1. The undersigned hereby certifies that all work required under the above contract has been performed 

in accordance with the terms thereof, that all material men, subcontractors, mechanics and laborers 
have been paid and satisfied in full and that there are not outstanding claims of any character arising 
out of the performance of the Contract which have not been paid and satisfied in full. 

 
2. The undersigned further certifies that to the best of his knowledge and belief there are not unsatisfied 

claims for damages resulting from injury or death to any employee, subcontractor, or the public at 
large arising out of the performance of the contract, or any suits or claims for any other damage of 
any kind, nature, or description which might constitute a lien upon the property of the Owner. 

 
3. The undersigned makes this affidavit as provided by law and for the purpose of receiving final 

payment in full settlement of all claims arising under or by virtue of the Contract, and acceptance of 
such payment is acknowledged as a release of the Owner from any and all claims arising under or by 
virtue of the Contract. 

 
IN WITNESS WHEREOF, the undersigned has signed and sealed this instrument 
 

    this ________ day of 
______________________, 20______. 

 
    
 _________________________________________________ 

 
     _________________________________________________ 

 
Personally appeared before the undersigned, _______________________ and 
_____________________ who after being duly sworn, depose(s) and say(s) that the facts stated in the 
above affidavit are true. 
 
____________________________________________ 
   (Notary Public) 
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This _________ day of _______________________, 20____. 
 
My Commission expires _____________________________. 
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SECTION 002513 

PREBID MEETINGS 

 
PART 3 -  PREBID MEETING 
 

4.01 Architect will conduct a Prebid meeting as indicated below: 
A. Meeting Date: May 27, 2021. 
B. Meeting Time: 10:00 a.m., local time. 
C. Location: East Visitor Grandstand, Martin Stadium, 1608 Norman Dr., Valdosta, 

GA 31601. 
 

4.02 Attendance: 
A. Prime Bidders: Attendance at Prebid meeting is recommended. 
B. Subcontractors: Attendance at Prebid meeting is recommended. 

 
5.01 Bidder Questions: Submit written questions to be addressed at Prebid meeting minimum 

of two business days prior to meeting. 
 

5.02 Agenda: Prebid meeting agenda will include review of topics that may affect proper prep-
aration and submittal of bids, including the following: 

1. Procurement and Contracting Requirements: 
a) Advertisement for Bids. 
b) Instructions to Bidders. 
c) Bidder Qualifications. 
d) Bonding. 
e) Insurance. 
f) Bid Security. 
g) Bid Form and Attachments. 
h) Bid Submittal Requirements. 
i) Bid Submittal Checklist. 
j) Notice of Award. 

2. Communication during Bidding Period: 
a) Obtaining documents. 
b) Access to Project Web site. 
c) Bidder's Requests for Information. 
d) Bidder's Substitution Request/Prior Approval Request. 
e) Addenda. 

3. Contracting Requirements: 
a) Agreement. 
b) The General Conditions. 
c) The Supplementary Conditions. 
d) Other Owner requirements. 

4. Construction Documents: 
a) Scopes of Work. 
b) Temporary Facilities. 
c) Use of Site. 
d) Work Restrictions. 
e) Alternates, Allowances, and Unit Prices. 
f) Substitutions following award. 

5. Separate Contracts: 
a) Work by Owner. 
b) Work of Other Contracts. 
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6. Schedule: 
a) Project Schedule. 
b) Contract Time. 
c) Liquidated Damages. 
d) Other Bidder Questions. 

7. Site/facility visit or walkthrough. 
8. Post-Meeting Addendum. 

 
5.03 Minutes: Entity responsible for conducting meeting will record and distribute meeting 

minutes to attendees and others known by the issuing office to have received a complete 
set of Procurement and Contracting Documents. Minutes of meeting are issued as Avail-
able Information and do not constitute a modification to the Procurement and Contracting 
Documents. Modifications to the Procurement and Contracting Documents are issued by 
written Addendum only. 
A. Sign-in Sheet: Minutes will include list of meeting attendees. 
B. List of Planholders: Minutes will include list of planholders. 

END OF DOCUMENT 002513 
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SECTION 002600 

PROCUREMENT SUBSTITUTION PROCEDURES 

 
PART 1 -  DEFINITIONS 
 

1.01 Procurement Substitution Requests: Requests for changes in products, materials, 
equipment, and methods of construction from those indicated in the Procurement and 
Contracting Documents, submitted prior to receipt of bids. 
 

1.02 Substitution Requests: Requests for changes in products, materials, equipment, and 
methods of construction from those indicated in the Contract Documents, submitted fol-
lowing Contract award. See Section 012500 "Substitution Procedures" for conditions un-
der which Substitution requests will be considered following Contract award. 

 
PART 2 -  QUALITY ASSURANCE 
 

2.01 Compatibility of Substitutions: Investigate and document compatibility of proposed substi-
tution with related products and materials. Engage a qualified testing agency to perform 
compatibility tests recommended by manufacturers. 
 

PART 3 -  PROCUREMENT SUBSTITUTIONS 
 

3.01 Procurement Substitutions, General: By submitting a bid, the Bidder represents that its 
bid is based on materials and equipment described in the Procurement and Contracting 
Documents, including Addenda. Bidders are encouraged to request approval of qualifying 
substitute materials and equipment when the Specifications Sections list materials and 
equipment by product or manufacturer name. 
 

3.02 Procurement Substitution Requests will be received and considered by Owner when the 
following conditions are satisfied, as determined by Architect; otherwise requests will be 
returned without action: 
A. Extensive revisions to the Contract Documents are not required. 
B. Proposed changes are in keeping with the general intent of the Contract Docu-

ments, including the level of quality of the Work represented by the requirements 
therein. 

C. The request is fully documented and properly submitted. 
 

PART 4 -  SUBMITTALS 
 

4.01 Procurement Substitution Request: Submit to Architect. Procurement Substitution Re-
quest must be made in writing by prime contract Bidder only in compliance with the fol-
lowing requirements: 
A. Requests for substitution of materials and equipment will be considered if re-

ceived no later than 10 days prior to date of bid opening. 
B. Submittal Format: Submit one copy of each written Procurement Substitution 

Request, using CSI Substitution Request Form 1.5C. 
C. Submittal Format: Submit Procurement Substitution Request. 

1. Identify the product or the fabrication or installation method to be re-
placed in each request. Include related Specifications Sections and 
drawing numbers. 

2. Provide complete documentation on both the product specified and the 
proposed substitute, including the following information as appropriate: 
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a) Point-by-point comparison of specified and proposed substitute 
product data, fabrication drawings, and installation procedures. 

b) Copies of current, independent third-party test data of salient 
product or system characteristics. 

c) Samples where applicable or when requested by Architect. 
d) Detailed comparison of significant qualities of the proposed 

substitute with those of the Work specified. Significant qualities 
may include attributes such as performance, weight, size, 
durability, visual effect, sustainable design characteristics, 
warranties, and specific features and requirements indicated. 
Indicate deviations, if any, from the Work specified. 

e) Material test reports from a qualified testing agency indicating 
and interpreting test results for compliance with requirements 
indicated. 

f) Research reports, where applicable, evidencing compliance with 
building code in effect for Project, from ICC-ES. 

g) Coordination information, including a list of changes or 
modifications needed to other parts of the Work and to 
construction performed by Owner and separate contractors, 
which will become necessary to accommodate the proposed 
substitute. 

3. Provide certification by manufacturer that the substitute proposed is 
equal to or superior to that required by the Procurement and Contracting 
Documents, and that its in-place performance will be equal to or superior 
to the product or equipment specified in the application indicated. 

4. Bidder, in submitting the Procurement Substitution Request, waives the 
right to additional payment or an extension of Contract Time because of 
the failure of the substitute to perform as represented in the Procurement 
Substitution Request. 
 

4.02 Architect's Action: 
A. Architect may request additional information or documentation necessary for 

evaluation of the Procurement Substitution Request. Architect will notify all bid-
ders of acceptance of the proposed substitute by means of an Addendum to the 
Procurement and Contracting Documents. 
 

4.03 Architect's approval of a substitute during bidding does not relieve Contractor of the re-
sponsibility to submit required shop drawings and to comply with all other requirements of 
the Contract Documents. 

END OF DOCUMENT 002600 
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SECTION 004113 

BID FORM 

1.1 BID INFORMATION 

A. Bidder: ____________________________________________________. 

B. Project Name: Renovation East Visitor Grandstand, Martin Stadium. 

C. Project Location: Lowndes High School, 1608 Norman Drive., Valdosta, GA 31601 

D. Owner: Lowndes County School System. 

E. Architect: Altman + Barrett Architects. 

F. Architect Project Number: 21006. 

1.2 CERTIFICATIONS AND BASE BID 

A. Base Bid, Single-Prime (All Trades) Contract: The undersigned Bidder, having carefully 
examined the Procurement and Contracting Requirements, Conditions of the Contract, 
Drawings, Specifications, and all subsequent Addenda, as prepared by Altman + Barrett 
Architects and Architect's consultants, having visited the site, and being familiar with all 
conditions and requirements of the Work, hereby agrees to furnish all material, labor, equipment 
and services, including all scheduled allowances, necessary to complete the construction of the 
above-named project, according to the requirements of the Procurement and Contracting 
Documents, for the stipulated sum of: 

1. ________________________________________________ Dollars ($______________). 
2. The above amount may be modified by amounts indicated by the Bidder on the attached 

Document 004322 "Unit Prices Form" and Document 004323 "Alternates Form." 

1.3 BID GUARANTEE 

A. The undersigned Bidder agrees to execute a contract for this Work in the above amount and to 
furnish surety as specified within [10] <Insert number> days after a written Notice of Award, 
if offered within [60] <Insert number> days after receipt of bids, and on failure to do so agrees 
to forfeit to Owner the attached cash, cashier's check, certified check, U.S. money order, or bid 
bond, as liquidated damages for such failure, in the following amount constituting five percent 
(5%) of the Base Bid amount above: 

1. ________________________________________________ Dollars ($______________). 

B. In the event Owner does not offer Notice of Award within the time limits stated above, Owner 
will return to the undersigned the cash, cashier's check, certified check, U.S. money order, or 
bid bond. 
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1.4 SUBCONTRACTORS AND SUPPLIERS 

A. The following companies shall execute subcontracts for the portions of the Work indicated: 

1. Concrete Work: ________________________________________________________. 
2. Masonry Work: ________________________________________________________. 
3. Roofing Work: _________________________________________________________. 
4. Plumbing Work: ________________________________________________________. 
5. HVAC Work: __________________________________________________________. 
6. Electrical Work: _________________________________________________________. 

1.5 TIME OF COMPLETION 

A. The undersigned Bidder proposes and agrees hereby to commence the Work of the Contract 
Documents on a date specified in a written Notice to Proceed to be issued by Architect, and 
shall fully complete the Work by June 16, 2022. 

1.6 ACKNOWLEDGEMENT OF ADDENDA 

A. The undersigned Bidder acknowledges receipt of and use of the following Addenda in the 
preparation of this Bid: 

1. Addendum No. 1, dated ____________________. 
2. Addendum No. 2, dated ____________________. 
3. Addendum No. 3, dated ____________________. 
4. Addendum No. 4, dated ____________________. 

1.7 BID SUPPLEMENTS 

A. The following supplements are a part of this Bid Form and are attached hereto. 

1. Bid Form Supplement - Alternates. 
2. Bid Form Supplement - Unit Prices. 
3. Bid Form Supplement - Allowances. 
4. Bid Form Supplement - Bid Bond Form (AIA Document A310-2010). 
5. <Insert name of Bid Form supplement>. 

1.8 CONTRACTOR'S LICENSE 

A. The undersigned further states that it is a duly licensed contractor, for the type of work 
proposed, in <Insert Project jurisdiction>, and that all fees, permits, etc., pursuant to 
submitting this proposal have been paid in full. 

1.9 SUBMISSION OF BID 

A. Respectfully submitted this ____ day of ____________, <Insert year>. 
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B. Submitted By:_______________________________________(Name of bidding firm or 
corporation). 

C. Authorized Signature:___________________________________(Handwritten signature). 

D. Signed By:______________________________________________(Type or print name). 

E. Title:__________________________________(Owner/Partner/President/Vice President). 

F. Witnessed By:___________________________________________(Handwritten signature). 

G. Attest:_______________________________________________(Handwritten signature). 

H. By:___________________________________________________(Type or print name). 

I. Title:________________________________(Corporate Secretary or Assistant Secretary). 

J. Street Address:___________________________________________________________. 

K. City, State, Zip:__________________________________________________________. 

L. Phone:_________________________________________________________________. 

M. License No.:____________________________________________________________. 

N. Federal ID No.:____________________________________(Affix Corporate Seal Here). 

END OF DOCUMENT 004113 
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SECTION 004313 

BID SECURITY FORMS 

 
PART 1 -  BID FORM SUPPLEMENT 
 

1.01 A completed bid bond form is required to be attached to the Bid Form. 
 

PART 2 -  BID BOND FORM 
 

2.01 AIA Document A310-2010 "Bid Bond" is the recommended form for a bid bond. A bid 
bond acceptable to Owner, or other bid security as described in the Instructions to Bid-
ders, is required to be attached to the Bid Form as a supplement. 
 

2.02 Copies of AIA standard forms may be obtained from The American Institute of Architects; 
https://www.aiacontracts.org/; email: docspurchases@aia.org; (800) 942-7732. 

END OF DOCUMENT 004313 

https://www.aiacontracts.org/
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SECTION 004321 

ALLOWANCE FORM 

 
PART 1 -  BID INFORMATION 
 

1.01 Bidder: ____________________________________________________. 
 

1.02 Project Name: Renovation East Visitor Grandstand Martin Stadium. 
 

1.03 Project Location: Lowndes High School, 1608 Norman Dr., Valdosta, GA 31601. 
 

1.04 Owner: Lowndes County Board of Education. 
 

1.05 Architect: Altman + Barrett Architects, P.C.. 
 

1.06 Architect Project Number: 21006. 
 
PART 2 -  BID FORM SUPPLEMENT 
 

2.01 This form is required to be attached to the Bid Form. 
 

2.02 The undersigned Bidder certifies that Base Bid submission to which this Bid Supplement 
is attached includes those allowances described in the Contract Documents and sched-
uled in Section 012100 "Allowances." 

 
PART 3 -  SUBMISSION OF BID SUPPLEMENT 
 

3.01 Respectfully submitted this ____ day of ____________, 2021. 
 

3.02 Submitted By:_______________________________(Insert name of bidding firm or cor-
poration). 

 
3.03 Authorized Signature:_______________________________________(Handwritten sig-

nature). 
 

3.04 Signed By:______________________________________________(Type or print 
name). 

 
3.05 Title:___________________________________(Owner/Partner/President/Vice Presi-

dent). 

END OF DOCUMENT 004321 
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SECTION 004322 

UNIT PRICES FORM 

 
PART 1 -  BID INFORMATION 
 

1.01 Bidder: ____________________________________________________. 
 

1.02 Project Name: Renovation East Visitor Grandstand Martin Stadium. 
 

1.03 Project Location: Lowndes High School, 1608 Norman Dr., Valdosta, GA 31601. 
 

1.04 Owner: Lowndes County Board of Education. 
 

1.05 Architect: Altman + Barrett Architects, P.C.. 
 

1.06 Architect Project Number: 21006. 
 

PART 2 -  BID FORM SUPPLEMENT 
 

2.01 This form is required to be attached to the Bid Form. 
 

2.02 The undersigned Bidder proposes the amounts below be added to or deducted from the 
Contract Sum on performance and measurement of the individual items of Work[ and for 
adjustment of the quantity given in the Unit-Price Allowance for the actual meas-
urement of individual items of the Work]. 
 

2.03 If the unit price does not affect the Work of this Contract, the Bidder shall indicate "NOT 
APPLICABLE." 
 

PART 3 -  UNIT PRICES 
 

3.01 Unit-Price No. <Insert unit-price number>: <Insert unit-price item>. 
A. _______________________________________ dollars ($_____________) per 

unit. 
 

PART 4 -  SUBMISSION OF BID SUPPLEMENT 
 

4.01 Respectfully submitted this ____ day of ____________, 2021. 
 

4.02 Submitted By:___________________________________(Insert name of bidding firm or 
corporation). 

 
4.03 Authorized Signature:___________________________________(Handwritten signa-

ture). 
 

4.04 Signed By:______________________________________________(Type or print 
name). 

 
4.05 Title:___________________________________(Owner/Partner/President/Vice Presi-

dent). 
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END OF DOCUMENT 004322 
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SECTION 004393 

BID SUBMITTAL CHECKLIST 

 
PART 1 -  BID INFORMATION 
 

1.01 Bidder: ___________________________________________________________. 
 

1.02 Project Name: Renovation East Visitor Grandstand, Martin Stadium. 
 

1.03 Project Location: Lowndes High School, 1608 Norman Drive, Valdosta, GA 31601 
 

1.04 Owner: Lowndes County School System. 
 

1.05 Architect: Altman + Barrett Architects, P.C.. 
 

1.06 Architect Project Number: 21006. 
 
PART 2 -  BIDDER'S CHECKLIST 
 

2.01 In an effort to assist the Bidder in properly completing all documentation required, the fol-
lowing checklist is provided for the Bidder's convenience. The Bidder is solely responsi-
ble for verifying compliance with bid submittal requirements. 
 

2.02 Attach this completed checklist to the outside of the Submittal envelope. 
A. Used the Bid Form provided in the Project Manual. 
B. Prepared the Bid Form as required by the Instructions to Bidders. 
C. Indicated on the Bid Form the Addenda received. 
D. Attached to the Bid Form: Bid Supplement Form - Allowances. 
E. Attached to the Bid Form: Bid Supplement Form - Unit Prices. 
F. Attached to the Bid Form: Bid Bond. 
G. Bid envelope shows name and address of the Bidder. 
H. Bid envelope shows the Bidder's Contractor's License Number. 
I. Bid envelope shows name of Project being bid. 
J. Bid envelope shows name of Prime Contract being bid, if applicable. 
K. Bid envelope shows time and day of Bid Opening. 
L. Verified that the Bidder can provide executed Performance Bond and Labor and 

Material Bond. 
M. Verified that the Bidder can provide Certificates of Insurance in the amounts indi-

cated. 

END OF DOCUMENT 004393 
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SECTION 011000 

SUMMARY OF WORK 

PART 1 -  GENERAL 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section Includes: 

1. Project information. 
2. Work covered by Contract Documents. 
3. Phased construction. 
4. Work by Owner. 
5. Owner-furnished products. 
6. Access to site. 
7. Coordination with occupants. 
8. Work restrictions. 
9. Miscellaneous provisions. 

B. Related Requirements: 
1. Section 01 50 00 "Temporary Facilities and Controls" for limitations and 

procedures governing temporary use of Owner's facilities. 
 

1.03 PROJECT INFORMATION 
A. Project Identification: 21006, Renovation East Visitor Grandstand, Martin Stadi-

um. 
1. Project Location: Lowndes High School, 1608 Norman Dr., Valdosta, GA 

31601. 
B. Owner: Lowndes County School System, 1592 Norman Drive, Valdosta, GA 

31601  
1. Owner's Representative: Jeff Hill, Director of Facilities. 

C. Architect: Altman + Barrett Architects, P.O. Box 665 Hahira, GA 31632. 
D. Architect's Consultants: Architect has retained the following design professionals 

who have prepared designated portions of the Contract Documents: 
1. Electrical Design Consultants, Augusta – Electrical 

a) Jef Fleming, P.E. 1201 Broad Street, Suite 1A, Augusta, GA 
30901 

2. Lindsey & Ritter, Inc. – Structural 
a) John L. Smart, P.E. – 401 E. Jane Street, Valdosta, GA  31601 
 

1.04 WORK COVERED BY CONTRACT DOCUMENTS 
A. The Work of Project is defined by the Contract Documents and consists of the 

following: 
B. Project consists of renovation of visitor’s side grandstand Martin Stadium, includ-

ing installation of a metal canopy panel system and cold formed framing system 
suspended from existing prestressed double tees.  Ornamental aluminum fenc-
ing, ornamental steel gates, painting, EIFS finishes, door & frame replacement 
grading, and electrical lighting and power are also included. 

C. Type of Contract: 
1. Project will be constructed under a single prime contract. 

 
1.05 PHASED CONSTRUCTION 
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A. The Work shall be conducted in one phase. 
 

1.06 ACCESS TO SITE 
A. General: Each Contractor shall have limited use of Project site for construction 

operations as indicated on Drawings by the Contract limits and as indicated by 
requirements of this Section. 

B. Use of Site: Limit use of Project site to areas within the Contract limits indicated. 
Do not disturb portions of Project site beyond areas in which the Work is indicat-
ed. 
1. Limits: Confine construction operations to immediate area of work. 
2. Driveways, Walkways and Entrances: Keep driveways and entrances 

serving premises clear and available to Owner, Owner's employees, and 
emergency vehicles at all times. Do not use these areas for parking or 
for storage of materials. 
a) Schedule deliveries to minimize use of driveways and entrances 

by construction operations. 
b) Schedule deliveries to minimize space and time requirements for 

storage of materials and equipment on-site. 
C. Condition of Existing Building: Maintain portions of existing building affected by 

construction operations in a weathertight condition throughout construction peri-
od. Repair damage caused by construction operations. 

D. Condition of Existing Grounds: Maintain portions of existing grounds, landscap-
ing, and hardscaping affected by construction operations throughout construction 
period. Repair damage caused by construction operations. 
 

1.07 COORDINATION WITH OCCUPANTS 
A. Partial Owner Occupancy: Owner will occupy the premises during entire con-

struction period, with the exception of areas under construction. Cooperate with 
Owner during construction operations to minimize conflicts and facilitate Owner 
usage. Perform the Work so as not to interfere with Owner's operations. Maintain 
existing exits unless otherwise indicated. 
1. Maintain access to existing walkways, corridors, and other adjacent oc-

cupied or used facilities. Do not close or obstruct walkways, corridors, or 
other occupied or used facilities without written permission from Owner 
and authorities having jurisdiction. 

2. Provide not less than 72 hours' notice to Owner of activities that will af-
fect Owner's operations. 
 

1.08 WORK RESTRICTIONS 
A. Work Restrictions, General: Comply with restrictions on construction operations. 

1. Comply with limitations on use of public streets and with other require-
ments of authorities having jurisdiction. 

B. On-Site Work Hours: Limit work in the existing building to normal business work-
ing hours of 7:00 a.m. to 7:00 p.m., Monday through Friday, unless otherwise in-
dicated. 

C. Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by 
Owner or others unless permitted under the following conditions and then only af-
ter providing temporary utility services according to requirements indicated: 
1. Notify Architect and Owner not less than ten days in advance of pro-

posed utility interruptions. 
D. Noise, Vibration, and Odors: Coordinate operations that may result in high levels 

of noise and vibration, odors, or other disruption to Owner occupancy with Own-
er. 
1. Notify Owner not less than two days in advance of proposed disruptive 

operations. 
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E. Restricted Substances: Use of tobacco products and other controlled substances 
on Project site is not permitted. 

F. Employee Identification: Provide identification tags for Contractor personnel 
working on Project site. Require personnel to use identification tags at all times. 

PART 2 -  PRODUCTS (Not Used) 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 011000 
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SECTION 012100 
 

ALLOWANCES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements governing allow-

ances. 
B. Types of allowances include the following: 

1. Unit-cost allowances. 
2. Quantity allowances. 
3. Contingency allowances. 

C. Related Requirements: 
1. Section 012200 "Unit Prices" for procedures for using unit prices, includ-

ing adjustment of quantity allowances when applicable. 
2. Section 014000 "Quality Requirements" for procedures governing the 

use of allowances for field testing by an independent testing agency. 
 

1.03 DEFINITIONS 
A. Allowance is a quantity of work or dollar amount established in lieu of additional 

requirements, used to defer selection of actual materials and equipment to a later 
date when direction will be provided to Contractor. If necessary, additional re-
quirements will be issued by Change Order. 
 

1.04 SELECTION AND PURCHASE 
A. At the earliest practical date after award of the Contract, advise Architect of the 

date when final selection, or purchase and delivery, of each product or system 
described by an allowance must be completed by the Owner to avoid delaying 
the Work. 

B. At Architect's request, obtain proposals for each allowance for use in making final 
selections. Include recommendations that are relevant to performing the Work. 

C. Purchase products and systems selected by Architect from the designated sup-
plier. 
 

1.05 ACTION SUBMITTALS 
A. Submit proposals for purchase of products or systems included in allowances in 

the form specified for Change Orders. 
 

1.06 INFORMATIONAL SUBMITTALS 
A. Submit invoices or delivery slips to show actual quantities of materials delivered 

to the site for use in fulfillment of each allowance. 
B. Submit time sheets and other documentation to show labor time and cost for in-

stallation of allowance items that include installation as part of the allowance. 
C. Coordinate and process submittals for allowance items in same manner as for 

other portions of the Work. 
 

1.07 LUMP-SUM ALLOWANCES 
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A. Allowance shall include cost to Contractor of specific products and materials or-
dered by Owner or selected by Architect under allowance and shall include tax-
es, freight, and delivery to Project site. 

B. Unless otherwise indicated, Contractor's costs for receiving and handling at Pro-
ject site, labor, installation, overhead and profit, and similar costs related to prod-
ucts and materials ordered by Owner or selected by Architect under allowance 
shall be included as part of the Contract Sum and not part of the allowance. 

C. Unused Materials: Return unused materials purchased under an allowance to 
manufacturer or supplier for credit to Owner, after installation has been complet-
ed and accepted. 
1. If requested by Architect, retain and prepare unused material for storage 

by Owner. Deliver unused material to Owner's storage space as directed. 
 

1.08 UNIT-COST ALLOWANCES 
A. Allowance shall include cost to Contractor of specific products and materials or-

dered by Owner or selected by Architect under allowance and shall include tax-
es, freight, and delivery to Project site. 

B. Unless otherwise indicated, Contractor's costs for receiving and handling at Pro-
ject site, labor, installation, overhead and profit, and similar costs related to prod-
ucts and materials ordered by Owner or selected by Architect under allowance 
shall be included as part of the Contract Sum and not part of the allowance. 

C. Unused Materials: Return unused materials purchased under an allowance to 
manufacturer or supplier for credit to Owner, after installation has been complet-
ed and accepted. 
1. If requested by Architect, retain and prepare unused material for storage 

by Owner. Deliver unused material to Owner's storage space as directed. 
 

1.09 QUANTITY ALLOWANCES 
A. Allowance shall include cost to Contractor of specific products and materials or-

dered by Owner or selected by Architect under allowance and shall include tax-
es, freight, and delivery to Project site. 

B. Unless otherwise indicated, Contractor's costs for receiving and handling at Pro-
ject site, labor, installation, overhead and profit, and similar costs related to prod-
ucts and materials ordered by Owner or selected by Architect under allowance 
shall be included as part of the Contract Sum and not part of the allowance. 

C. Unused Materials: Return unused materials purchased under an allowance to 
manufacturer or supplier for credit to Owner, after installation has been complet-
ed and accepted. 
1. If requested by Architect, retain and prepare unused material for storage 

by Owner. Deliver unused material to Owner's storage space as directed. 
 

1.10 CONTINGENCY ALLOWANCES 
A. Use the contingency allowance only as directed by Architect for Owner's purpos-

es and only by Change Orders that indicate amounts to be charged to the allow-
ance. 

B. Contractor's overhead, profit, and related costs for products and equipment or-
dered by Owner under the contingency allowance are included in the allowance 
and are not part of the Contract Sum. These costs include delivery, installa-
tion, taxes, insurance, equipment rental, and similar costs. 

C. Change Orders authorizing use of funds from the contingency allowance will in-
clude Contractor's related costs and reasonable overhead and profit. 

D. At Project closeout, credit unused amounts remaining in the contingency allow-
ance to Owner by Change Order. 
 

1.11 TESTING AND INSPECTING ALLOWANCES 
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A. Testing and inspecting allowances include the cost of engaging testing agencies, 
actual tests and inspections, and reporting results. 

B. The allowance does not include incidental labor required to assist the testing 
agency or costs for retesting if previous tests and inspections result in failure. 
The cost for incidental labor to assist the testing agency shall be included in the 
Contract Sum. 

C. Costs of testing and inspection services not required by the Contract Documents 
are not included in the allowance. 

D. At Project closeout, credit unused amounts remaining in the testing and inspect-
ing allowance to Owner by Change Order. 
 

1.12 ADJUSTMENT OF ALLOWANCES 
A. Allowance Adjustment: To adjust allowance amounts, prepare a Change Order 

proposal based on the difference between purchase amount and the allowance, 
multiplied by final measurement of work-in-place where applicable. If applicable, 
include reasonable allowances for cutting losses, tolerances, mixing wastes, 
normal product imperfections, and similar margins. 
1. Include installation costs in purchase amount only where indicated as 

part of the allowance. 
2. If requested, prepare explanation and documentation to substantiate dis-

tribution of overhead costs and other markups. 
3. Submit substantiation of a change in scope of Work, if any, claimed in 

Change Orders related to unit-cost allowances. 
4. Owner reserves the right to establish the quantity of work-in-place by in-

dependent quantity survey, measure, or count. 
B. Submit claims for increased costs because of a change in scope or nature of the 

allowance described in the Contract Documents, whether for the purchase order 
amount or Contractor's handling, labor, installation, overhead, and profit. 
1. Do not include Contractor's or subcontractor's indirect expense in the 

Change Order cost amount unless it is clearly shown that the nature or 
extent of Work has changed from what could have been foreseen from 
information in the Contract Documents. 

2. No change to Contractor's indirect expense is permitted for selection of 
higher- or lower-priced materials or systems of the same scope and na-
ture as originally indicated. 

PART 2 -  PRODUCTS (Not Used) 

PART 3 -  EXECUTION 

 
3.01 EXAMINATION 

A. Examine products covered by an allowance promptly on delivery for damage or 
defects. Return damaged or defective products to manufacturer for replacement. 
 

3.02 PREPARATION 
A. Coordinate materials and their installation for each allowance with related mate-

rials and installations to ensure that each allowance item is completely integrated 
and interfaced with related work. 
 

3.03 SCHEDULE OF ALLOWANCES 
A. Allowance No. 1 (Quantity) 



 
21006 Lowndes HS Visitor Stadium 
Altman + Barrett Architects 012100 - 4 

Allowance:  Include the quantity of 250 cubic yards structural sand / clay fill to be 
placed, spread, compacted and graded in the void under the grandstand as 
shown and described in drawing C1000. 
1. This allowance includes [material cost] [receiving, handling, and installa-

tion] [and] [Contractor overhead and profit]. 
2. Coordinate quantity allowance adjustment with corresponding unit-price 

requirements in Section 012200 "Unit Prices." 
B. Allowance No. 2 (Contingency) 

Allowance:  Include the sum of $20,000.00 for unforeseen conditions. 
1. This allowance includes [material cost] [receiving, handling, and installa-

tion] [and] [Contractor overhead and profit]. 
2. Coordinate quantity allowance adjustment with corresponding unit-price 

requirements in Section 012200 "Unit Prices." 

END OF SECTION 012100 
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SECTION 012200 
 

UNIT PRICES 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for unit prices. 
B. Related Requirements: 

1. Section 012100 "Allowances" for procedures for using unit prices to ad-
just quantity allowances. 

2. Section 014000 "Quality Requirements" for field testing by an independ-
ent testing agency. 
 

1.03 DEFINITIONS 
A. Unit price is an amount incorporated into the Agreement, applicable during the 

duration of the Work as a price per unit of measurement for materials, equip-
ment, or services, or a portion of the Work, added to or deducted from the Con-
tract Sum by appropriate modification, if the scope of Work or estimated quanti-
ties of Work required by the Contract Documents are increased or decreased. 
 

1.04 PROCEDURES 
A. Unit prices include all necessary material, plus cost for delivery, installation, in-

surance, applicable taxes, overhead, and profit. 
B. Measurement and Payment: See individual Specification Sections for work that 

requires establishment of unit prices. Methods of measurement and payment for 
unit prices are specified in those Sections. 

C. Owner reserves the right to reject Contractor's measurement of work-in-place 
that involves use of established unit prices and to have this work measured, at 
Owner's expense, by an independent surveyor acceptable to Contractor. 

D. List of Unit Prices: A schedule of unit prices is included in Part 3. Specification 
Sections referenced in the schedule contain requirements for materials described 
under each unit price. 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION 
 

3.01 SCHEDULE OF UNIT PRICES 
A. Unit Price No. 1 

1. Description: Structural sand / clay fill to be placed, spread, compacted 
and graded in the void under the grandstand as shown and described in 
drawing C1000. 

2. Unit of Measurement: Cubic Yard. 
3. Quantity Allowance: Coordinate unit price with allowance adjustment re-

quirements in Section 012100 “Allowances.” 
 
 

END OF SECTION 012200 
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SECTION 012500 
 

SUBSTITUTION PROCEDURES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for substitutions. 
B. Related Requirements: 

1. Section 012100 "Allowances" for products selected under an allowance. 
2. Section 016000 "Product Requirements" for requirements for submitting 

comparable product submittals for products by listed manufacturers. 
 

1.03 DEFINITIONS 
A. Substitutions: Changes in products, materials, equipment, and methods of con-

struction from those required by the Contract Documents and proposed by Con-
tractor. 
1. Substitutions for Cause: Changes proposed by Contractor that are re-

quired due to changed Project conditions, such as unavailability of prod-
uct, regulatory changes, or unavailability of required warranty terms. 

2. Substitutions for Convenience: Changes proposed by Contractor or 
Owner that are not required in order to meet other Project requirements 
but may offer advantage to Contractor or Owner. 
 

1.04 ACTION SUBMITTALS 
A. Substitution Requests: Submit one copy of each request for consideration. Identi-

fy product or fabrication or installation method to be replaced. Include Specifica-
tion Section number and title and Drawing numbers and titles. 
1. Substitution Request Form: Use facsimile of form provided in Project 

Manual. 
2. Documentation: Show compliance with requirements for substitutions 

and the following, as applicable: 
a) Statement indicating why specified product or fabrication or in-

stallation method cannot be provided, if applicable. 
b) Coordination of information, including a list of changes or 

revisions needed to other parts of the Work and to construction 
performed by Owner and separate contractors that will be 
necessary to accommodate proposed substitution. 

c) Detailed comparison of significant qualities of proposed 
substitutions with those of the Work specified. Include annotated 
copy of applicable Specification Section. Significant qualities 
may include attributes, such as performance, weight, size, 
durability, visual effect, sustainable design characteristics, 
warranties, and specific features and requirements indicated. 
Indicate deviations, if any, from the Work specified. 

d) Product Data, including drawings and descriptions of products 
and fabrication and installation procedures. 

e) Samples, where applicable or requested. 
f) Certificates and qualification data, where applicable or 

requested. 
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g) List of similar installations for completed projects, with project 
names and addresses as well as names and addresses of 
architects and owners. 

h) Material test reports from a qualified testing agency, indicating 
and interpreting test results for compliance with requirements 
indicated. 

i) Research reports evidencing compliance with building code in 
effect for Project, from ICC-ES  

j) Detailed comparison of Contractor's construction schedule using 
proposed substitutions with products specified for the Work, 
including effect on the overall Contract Time. If specified product 
or method of construction cannot be provided within the Contract 
Time, include letter from manufacturer, on manufacturer's 
letterhead, stating date of receipt of purchase order, lack of 
availability, or delays in delivery. 

k) Cost information, including a proposal of change, if any, in the 
Contract Sum. 

l) Contractor's certification that proposed substitution complies with 
requirements in the Contract Documents, except as indicated in 
substitution request, is compatible with related materials and is 
appropriate for applications indicated. 

m) Contractor's waiver of rights to additional payment or time that 
may subsequently become necessary because of failure of 
proposed substitution to produce indicated results. 

3. Architect's Action: If necessary, Architect will request additional infor-
mation or documentation for evaluation within seven days of receipt of a 
request for substitution. Architect will notify Contractor of acceptance or 
rejection of proposed substitution within 15 days of receipt of request, or 
seven days of receipt of additional information or documentation, which-
ever is later. 
a) Forms of Acceptance: Change Order, Construction Change 

Directive, or Architect's Supplemental Instructions for minor 
changes in the Work. 

b) Use product specified if Architect does not issue a decision on 
use of a proposed substitution within time allocated. 
 

1.05 QUALITY ASSURANCE 
A. Compatibility of Substitutions: Investigate and document compatibility of pro-

posed substitution with related products and materials. Engage a qualified testing 
agency to perform compatibility tests recommended by manufacturers. 
 

1.06 PROCEDURES 
A. Coordination: Revise or adjust affected work as necessary to integrate work of 

the approved substitutions. 
 

1.07 SUBSTITUTIONS 
A. Substitutions for Cause: Submit requests for substitution immediately on discov-

ery of need for change, but not later than 15 days prior to time required for prepa-
ration and review of related submittals. 
1. Conditions: Architect will consider Contractor's request for substitution 

when the following conditions are satisfied. If the following conditions are 
not satisfied, Architect will return requests without action, except to rec-
ord noncompliance with these requirements: 
a) Requested substitution is consistent with the Contract 

Documents and will produce indicated results. 
b) Substitution request is fully documented and properly submitted. 



 
21006 Lowndes HS Visitor Stadium 
Altman + Barrett Architects 012500-3 

c) Requested substitution will not adversely affect Contractor's 
construction schedule. 

d) Requested substitution has received necessary approvals of 
authorities having jurisdiction. 

e) Requested substitution is compatible with other portions of the 
Work. 

f) Requested substitution has been coordinated with other portions 
of the Work. 

g) Requested substitution provides specified warranty. 
h) If requested substitution involves more than one contractor, 

requested substitution has been coordinated with other portions 
of the Work, is uniform and consistent, is compatible with other 
products, and is acceptable to all contractors involved. 

B. Substitutions for Convenience: Not allowed 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 012500 
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SECTION 012600 
 

CONTRACT MODIFICATION PROCEDURES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for handling and 

processing Contract modifications. 
B. Related Requirements: 

1. Section 012500 "Substitution Procedures" for administrative procedures 
for handling requests for substitutions made after the Contract award. 
 

1.03 MINOR CHANGES IN THE WORK 
A. Architect will issue supplemental instructions authorizing minor changes in the 

Work, not involving adjustment to the Contract Sum or the Contract Time, on 
AIA Document G710. 
 

1.04 PROPOSAL REQUESTS 
A. Owner-Initiated Proposal Requests: Architect will issue a detailed description of 

proposed changes in the Work that may require adjustment to the Contract Sum 
or the Contract Time. If necessary, the description will include supplemental or 
revised Drawings and Specifications. 
1. Work Change Proposal Requests issued by Architect are not instruc-

tions either to stop work in progress or to execute the proposed change. 
2. Within time specified in Proposal Request or 20 days, when not oth-

erwise specified, after receipt of Proposal Request, submit a quotation 
estimating cost adjustments to the Contract Sum and the Contract Time 
necessary to execute the change. 
a) Include a list of quantities of products required or eliminated and 

unit costs, with total amount of purchases and credits to be 
made. If requested, furnish survey data to substantiate 
quantities. 

b) Indicate applicable taxes, delivery charges, equipment rental, 
and amounts of trade discounts. 

c) Include costs of labor and supervision directly attributable to the 
change. 

d) Include an updated Contractor's construction schedule that 
indicates the effect of the change, including, but not limited to, 
changes in activity duration, start and finish times, and activity 
relationship. Use available total float before requesting an 
extension of the Contract Time. 

e) Quotation Form: Use forms acceptable to Architect. 
B. Contractor-Initiated Proposals: If latent or changed conditions require modifica-

tions to the Contract, Contractor may initiate a claim by submitting a request for a 
change to Architect. 
1. Include a statement outlining reasons for the change and the effect of the 

change on the Work. Provide a complete description of the proposed 
change. Indicate the effect of the proposed change on the Contract Sum 
and the Contract Time. 
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2. Include a list of quantities of products required or eliminated and unit 
costs, with total amount of purchases and credits to be made. If request-
ed, furnish survey data to substantiate quantities. 

3. Indicate applicable taxes, delivery charges, equipment rental, and 
amounts of trade discounts. 

4. Include costs of labor and supervision directly attributable to the change. 
5. Include an updated Contractor's construction schedule that indicates the 

effect of the change, including, but not limited to, changes in activity du-
ration, start and finish times, and activity relationship. Use available total 
float before requesting an extension of the Contract Time. 

6. Comply with requirements in Section 012500 "Substitution Procedures" if 
the proposed change requires substitution of one product or system for 
product or system specified. 

7. Proposal Request Form: Use [form provided by Owner. Sample copy is 
included in Project Manual] [form acceptable to Architect]. 
 

1.05 ADMINISTRATIVE CHANGE ORDERS 
A. Allowance Adjustment: See Section 012100 "Allowances" for administrative pro-

cedures for preparation of Change Order Proposal for adjusting the Contract 
Sum to reflect actual costs of allowances. 
 

1.06 CHANGE ORDER PROCEDURES 
A. On Owner's approval of a Work Change Proposal Request, Architect will issue a 

Change Order for signatures of Owner and Contractor on AIA Document G701. 
 

1.07 CONSTRUCTION CHANGE DIRECTIVE 
A. Construction Change Directive: Architect may issue a Construction Change Di-

rective on AIA Document G714. Construction Change Directive instructs Con-
tractor to proceed with a change in the Work, for subsequent inclusion in a 
Change Order. 
1. Construction Change Directive contains a complete description of 

change in the Work. It also designates method to be followed to deter-
mine change in the Contract Sum or the Contract Time. 

B. Documentation: Maintain detailed records on a time and material basis of work 
required by the Construction Change Directive. 
1. After completion of change, submit an itemized account and supporting 

data necessary to substantiate cost and time adjustments to the Con-
tract. 
 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 
 

END OF SECTION 012600 
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SECTION 012900 
 

PAYMENT PROCEDURES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements necessary to pre-

pare and process Applications for Payment. 
B. Related Requirements: 

1. Section 012100 "Allowances" for procedural requirements governing the 
handling and processing of allowances. 
 

1.03 DEFINITIONS 
A. Schedule of Values: A statement furnished by Contractor allocating portions of 

the Contract Sum to various portions of the Work and used as the basis for re-
viewing Contractor's Applications for Payment. 
 

1.04 SCHEDULE OF VALUES 
A. Coordination: Coordinate preparation of the schedule of values with preparation 

of Contractor's construction schedule 
1. Coordinate line items in the schedule of values with items required to be 

indicated as separate activities in Contractor's construction schedule. 
2. Submit the schedule of values to Architect at earliest possible date, but 

no later than seven days before the date scheduled for submittal of initial 
Applications for Payment. 

3. Subschedules for Phased Work: Where the Work is separated into 
phases requiring separately phased payments, provide subschedules 
showing values coordinated with each phase of payment. 

4. Subschedules for Separate Elements of Work: Where the Contractor's 
construction schedule defines separate elements of the Work, provide 
subschedules showing values coordinated with each element. 

B. Format and Content: Use Project Manual table of contents as a guide to estab-
lish line items for the schedule of values. Provide at least one line item for each 
Specification Section. 
1. Identification: Include the following Project identification on the schedule 

of values: 
a) Project name and location. 
b) Name of Architect. 
c) Architect's Project number. 
d) Contractor's name and address. 
e) Date of submittal. 

2. Arrange the schedule of values in tabular form, with separate columns to 
indicate the following for each item listed: 
a) Related Specification Section or Division. 
b) Description of the Work. 
c) Name of subcontractor. 
d) Name of manufacturer or fabricator. 
e) Name of supplier. 
f) Change Orders (numbers) that affect value. 
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g) Dollar value of the following, as a percentage of the Contract 
Sum to nearest one-hundredth percent, adjusted to total 100 
percent. Round dollar amounts to whole dollars, with total equal 
to Contract Sum. 
1) Labor. 
2) Materials. 
3) Equipment. 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate 
continued evaluation of Applications for Payment and progress reports. 
Provide multiple line items for principal subcontract amounts in excess of 
ten percent of the Contract Sum. 

4. Provide a separate line item in the schedule of values for each part of the 
Work where Applications for Payment may include materials or equip-
ment purchased or fabricated and stored, but not yet installed. 
a) Differentiate between items stored on-site and items stored off-

site. 
5. Allowances: Provide a separate line item in the schedule of values for 

each allowance. Show line-item value of unit-cost allowances, as a prod-
uct of the unit cost, multiplied by measured quantity. Use information in-
dicated in the Contract Documents to determine quantities. 

6. Overhead Costs: Include total cost and proportionate share of general 
overhead and profit for each line item. 

7. Closeout Costs. Include separate line items under Contractor 
and principal subcontracts for Project closeout requirements in an 
amount totaling five percent of the Contract Sum and subcontract 
amount. 

8. Schedule of Values Revisions: Revise the schedule of values when 
Change Orders or Construction Change Directives result in a change in 
the Contract Sum. Include at least one separate line item for each 
Change Order and Construction Change Directive. 
 

1.05 APPLICATIONS FOR PAYMENT 
A. Each Application for Payment following the initial Application for Payment shall 

be consistent with previous applications and payments as certified by Architect 
and paid for by Owner. 

B. Payment Application Times: Submit Application for Payment to Architect by the 
25th day of the month. The period covered by each Application for Payment is 
one month, ending on the 25th day of the month. 
1. Submit draft copy of Application for Payment three days prior to due 

date for review by Architect. 
A. Application for Payment Forms: Use AIA Document G702 and 

AIA Document G703 or AIA Document G732 and AIA Document G703. 
1. Other Application for Payment forms proposed by the Contractor shall be 

acceptable to Architect and Owner. Submit forms for approval with initial 
submittal of schedule of values. 

B. Application Preparation: Complete every entry on form. Notarize and execute by 
a person authorized to sign legal documents on behalf of Contractor. Architect 
will return incomplete applications without action. 
1. Entries shall match data on the schedule of values and Contractor's con-

struction schedule. Use updated schedules if revisions were made. 
2. Include amounts for work completed following previous Application for 

Payment, whether or not payment has been received. Include only 
amounts for work completed at time of Application for Payment. 

3. Include amounts of Change Orders and Construction Change Directives 
issued before last day of construction period covered by application. 
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4. Indicate separate amounts for work being carried out under Owner-
requested project acceleration. 

C. Stored Materials: Include in Application for Payment amounts applied for materi-
als or equipment purchased or fabricated and stored, but not yet installed. Differ-
entiate between items stored on-site and items stored off-site. 
1. Provide certificate of insurance, evidence of transfer of title to Owner, 

and consent of surety to payment for stored materials. 
2. Provide supporting documentation that verifies amount requested, such 

as paid invoices. Match amount requested with amounts indicated on 
documentation; do not include overhead and profit on stored materials. 

3. Provide summary documentation for stored materials indicating the fol-
lowing: 
a) Value of materials previously stored and remaining stored as of 

date of previous Applications for Payment. 
b) Value of previously stored materials put in place after date of 

previous Application for Payment and on or before date of 
current Application for Payment. 

c) Value of materials stored since date of previous Application for 
Payment and remaining stored as of date of current Application 
for Payment. 

D. Transmittal: Submit four signed and notarized original copies of each Application 
for Payment to Architect by a method ensuring receipt within 24 hours. One 
copy shall include waivers of lien and similar attachments if required. 
1. Transmit each copy with a transmittal form listing attachments and re-

cording appropriate information about application. 
E. Waivers of Mechanic's Lien: With each Application for Payment, submit waivers 

of mechanic's lien from entities lawfully entitled to file a mechanic's lien arising 
out of the Contract and related to the Work covered by the payment subcontrac-
tors, sub-subcontractors, and suppliers for construction period covered by the 
previous application. 
1. Submit partial waivers on each item for amount requested in previous 

application, after deduction for retainage, on each item. 
2. When an application shows completion of an item, submit conditional fi-

nal or full waivers. 
3. Owner reserves the right to designate which entities involved in the Work 

must submit waivers. 
4. Submit final Application for Payment with or preceded by conditional final 

waivers from every entity involved with performance of the Work covered 
by the application who is lawfully entitled to a lien. 

5. Waiver Forms: Submit executed waivers of lien on forms acceptable to 
Owner. 

F. Initial Application for Payment: Administrative actions and submittals that must 
precede or coincide with submittal of first Application for Payment include the fol-
lowing: 
1. List of subcontractors. 
2. Schedule of values. 
3. Contractor's construction schedule (preliminary if not final). 
4. Products list (preliminary if not final). 
5. Sustainable design action plans, including preliminary project materials 

cost data. 
6. Schedule of unit prices. 
7. Submittal schedule (preliminary if not final). 
8. List of Contractor's staff assignments. 
9. List of Contractor's principal consultants. 
10. Copies of building permits. 
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11. Copies of authorizations and licenses from authorities having jurisdiction 
for performance of the Work. 

12. Initial progress report. 
13. Report of preconstruction conference. 

G. Application for Payment at Substantial Completion: After Architect issues the 
Certificate of Substantial Completion, submit an Application for Payment showing 
100 percent completion for portion of the Work claimed as substantially com-
plete. 
1. Include documentation supporting claim that the Work is substantially 

complete and a statement showing an accounting of changes to the Con-
tract Sum. 

2. This application shall reflect Certificate(s) of Substantial Completion is-
sued previously for Owner occupancy of designated portions of the 
Work. 

H. Final Payment Application: After completing Project closeout requirements, sub-
mit final Application for Payment with releases and supporting documentation not 
previously submitted and accepted, including, but not limited, to the following: 
1. Evidence of completion of Project closeout requirements. 
2. Insurance certificates for products and completed operations where re-

quired and proof that taxes, fees, and similar obligations were paid. 
3. Updated final statement, accounting for final changes to the Contract 

Sum. 
4. AIA Document G706. 
5. AIA Document G706A. 
6. AIA Document G707. 
7. Evidence that claims have been settled. 
8. Final meter readings for utilities, a measured record of stored fuel, and 

similar data as of date of Substantial Completion or when Owner took 
possession of and assumed responsibility for corresponding elements of 
the Work. 

9. Final liquidated damages settlement statement. 
 

PART 3 -  PRODUCTS (Not Used) 
 

PART 4 -  EXECUTION (Not Used) 

END OF SECTION 012900 
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SECTION 013100 
 

PROJECT MANAGEMENT AND COORDINATION 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative provisions for coordinating construction opera-

tions on Project including, but not limited to, the following: 
1. General coordination procedures. 
2. Coordination drawings. 
3. RFIs. 
4. Digital project management procedures. 
5. Project meetings. 

B. Related Requirements: 
1. Section 013200 "Construction Progress Documentation" for preparing 

and submitting Contractor's construction schedule. 
2. Section 017300 "Execution" for procedures for coordinating general in-

stallation and field-engineering services, including establishment of 
benchmarks and control points. 

3. Section 017700 "Closeout Procedures" for coordinating closeout of the 
Contract. 
 

1.03 DEFINITIONS 
A. RFI: Request for Information. Request from Owner, Architect, or Contractor seek-

ing information required by or clarifications of the Contract Documents. 
 

1.04 INFORMATIONAL SUBMITTALS 
A. Subcontract List: Prepare a written summary identifying individuals or firms pro-

posed for each portion of the Work, including those who are to furnish products 
or equipment fabricated to a special design. Include the following information in 
tabular form: 
1. Name, address, telephone number, and email address of entity perform-

ing subcontract or supplying products. 
2. Number and title of related Specification Section(s) covered by subcon-

tract. 
3. Drawing number and detail references, as appropriate, covered by sub-

contract. 
B. Key Personnel Names: Within 15 days of starting construction operations, submit 

a list of key personnel assignments, including superintendent and other person-
nel in attendance at Project site. Identify individuals and their duties and respon-
sibilities; list addresses and cellular telephone numbers and e-mail addresses. 
Provide names, addresses, and telephone numbers of individuals assigned as al-
ternates in the absence of individuals assigned to Project. 
1. Post copies of list in project meeting room, in temporary field office, ]and 

in prominent location in built facility. Keep list current at all times. 
 

1.05 GENERAL COORDINATION PROCEDURES 
A. Coordination: Coordinate construction operations included in different Sections of 

the Specifications to ensure efficient and orderly installation of each part of the 
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Work. Coordinate construction operations included in different Sections that de-
pend on each other for proper installation, connection, and operation. 
1. Schedule construction operations in sequence required to obtain the best 

results where installation of one part of the Work depends on installation 
of other components, before or after its own installation. 

2. Coordinate installation of different components to ensure maximum per-
formance and accessibility for required maintenance, service, and repair. 

3. Make adequate provisions to accommodate items scheduled for later in-
stallation. 

B. Prepare memoranda for distribution to each party involved, outlining special pro-
cedures required for coordination. Include such items as required notices, re-
ports, and list of attendees at meetings. 
1. Prepare similar memoranda for Owner and separate contractors if coor-

dination of their Work is required. 
C. Administrative Procedures: Coordinate scheduling and timing of required admin-

istrative procedures with other construction activities to avoid conflicts and to en-
sure orderly progress of the Work. Such administrative activities include, but are 
not limited to, the following: 
1. Preparation of Contractor's construction schedule. 
2. Preparation of the schedule of values. 
3. Installation and removal of temporary facilities and controls. 
4. Delivery and processing of submittals. 
5. Progress meetings. 
6. Preinstallation conferences. 
7. Project closeout activities. 
8. Startup and adjustment of systems. 

 
1.06 COORDINATION DRAWINGS 

A. Coordination Drawings, General: Prepare coordination drawings according to re-
quirements in individual Sections, and additionally where installation is not com-
pletely indicated on Shop Drawings, where limited space availability necessitates 
coordination, or if coordination is required to facilitate integration of products and 
materials fabricated or installed by more than one entity. 
1. Content: Project-specific information, drawn accurately to a scale large 

enough to indicate and resolve conflicts. Do not base coordination draw-
ings on standard printed data. Include the following information, as appli-
cable: 
a) Use applicable Drawings as a basis for preparation of 

coordination drawings. Prepare sections, elevations, and details 
as needed to describe relationship of various systems and 
components. 

b) Indicate functional and spatial relationships of components of 
architectural, structural, civil, mechanical, and electrical systems. 

c) Indicate space requirements for routine maintenance and for 
anticipated replacement of components during the life of the 
installation. 

d) Show location and size of access doors required for access to 
concealed dampers, valves, and other controls. 

e) Indicate required installation sequences. 
f) Indicate dimensions shown on Drawings. Specifically note 

dimensions that appear to be in conflict with submitted 
equipment and minimum clearance requirements. Provide 
alternative sketches to Architect indicating proposed resolution of 
such conflicts. Minor dimension changes and difficult installations 
will not be considered changes to the Contract. 

B. Coordination Drawing Organization: Organize coordination drawings as follows: 
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1. Floor Plans and Reflected Ceiling Plans: Show architectural and struc-
tural elements, and mechanical, plumbing, fire-protection, fire-alarm, and 
electrical Work. Show locations of visible ceiling-mounted devices rela-
tive to acoustical ceiling grid. Supplement plan drawings with section 
drawings where required to adequately represent the Work. 

2. Plenum Space: Indicate subframing for support of ceiling and wall sys-
tems, mechanical and electrical equipment, and related Work. Locate 
components within plenums to accommodate layout of light fixtures and 
other components indicated on Drawings. Indicate areas of conflict be-
tween light fixtures and other components. 

3. Mechanical Rooms: Provide coordination drawings for mechanical rooms 
showing plans and elevations of mechanical, plumbing, fire-protection, 
fire-alarm, and electrical equipment. 

4. Structural Penetrations: Indicate penetrations and openings required for 
all disciplines. 

5. Slab Edge and Embedded Items: Indicate slab edge locations and sizes 
and locations of embedded items for metal fabrications, sleeves, anchor 
bolts, bearing plates, angles, door floor closers, slab depressions for 
floor finishes, curbs and housekeeping pads, and similar items. 

6. Mechanical and Plumbing Work: Show the following: 
a) Sizes and bottom elevations of ductwork, piping, and conduit 

runs, including insulation, bracing, flanges, and support systems. 
b) Dimensions of major components, such as dampers, valves, 

diffusers, access doors, cleanouts and electrical distribution 
equipment. 

c) Fire-rated enclosures around ductwork. 
7. Electrical Work: Show the following: 

a) Runs of vertical and horizontal conduit 1-1/4 inches (32 mm) in 
diameter and larger. 

b) Light fixture, exit light, emergency battery pack, smoke detector, 
and other fire-alarm locations. 

c) Panel board, switch board, switchgear, transformer, busway, 
generator, and motor-control center locations. 

d) Location of pull boxes and junction boxes, dimensioned from 
column center lines. 

8. Fire-Protection System: Show the following: 
a) Locations of standpipes, mains piping, branch lines, pipe drops, 

and sprinkler heads. 
9. Review: Architect will review coordination drawings to confirm that in 

general the Work is being coordinated, but not for the details of the coor-
dination, which are Contractor's responsibility. If Architect determines 
that coordination drawings are not being prepared in sufficient scope or 
detail, or are otherwise deficient, Architect will so inform Contractor, who 
shall make suitable modifications and resubmit. 

10. Coordination Drawing Prints: Prepare coordination drawing prints ac-
cording to requirements in Section 013300 "Submittal Procedures." 

1.07 REQUEST FOR INFORMATION (RFI) 
A. General: Immediately on discovery of the need for additional information, clarifi-

cation, or interpretation of the Contract Documents, Contractor shall prepare and 
submit an RFI in the form specified. 
1. Architect will return without response those RFIs submitted to Architect 

by other entities controlled by Contractor. 
2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in 

Contractor's work or work of subcontractors. 
B. Content of the RFI: Include a detailed, legible description of item needing infor-

mation or interpretation and the following: 
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1. Project name. 
2. Project number. 
3. Date. 
4. Name of Contractor. 
5. Name of Architect. 
6. RFI number, numbered sequentially. 
7. RFI subject. 
8. Specification Section number and title and related paragraphs, as appro-

priate. 
9. Drawing number and detail references, as appropriate. 
10. Field dimensions and conditions, as appropriate. 
11. Contractor's suggested resolution. If Contractor's suggested resolution 

impacts the Contract Time or the Contract Sum, Contractor shall state 
impact in the RFI. 

12. Contractor's signature. 
13. Attachments: Include sketches, descriptions, measurements, photos, 

Product Data, Shop Drawings, coordination drawings, and other infor-
mation necessary to fully describe items needing interpretation. 
a) Include dimensions, thicknesses, structural grid references, and 

details of affected materials, assemblies, and attachments on at-
tached sketches. 

C. RFI Forms: AIA Document G716 or Software-generated form with substantially 
the same content as indicated above, acceptable to Architect. 
1. Attachments shall be electronic files in PDF format. 

D. Architect's Action: Architect will review each RFI, determine action required, and 
respond. Allow fifteen working days for Architect's response for each RFI. RFIs 
received by Architect after 1:00 p.m. will be considered as received the following 
working day. 
1. The following Contractor-generated RFIs will be returned without action: 

a) Requests for approval of submittals. 
b) Requests for approval of substitutions. 
c) Requests for approval of Contractor's means and methods. 
d) Requests for coordination information already indicated in the 

Contract Documents. 
e) Requests for adjustments in the Contract Time or the Contract 

Sum. 
f) Requests for interpretation of Architect's actions on submittals. 
g) Incomplete RFIs or inaccurately prepared RFIs. 

2. Architect's action may include a request for additional information, in 
which case Architect's time for response will date from time of receipt by 
Architect of additional information. 

3. Architect's action on RFIs that may result in a change to the Contract 
Time or the Contract Sum may be eligible for Contractor to submit 
Change Proposal according to Section 012600 "Contract Modification 
Procedures." 
a) If Contractor believes the RFI response warrants change in the 

Contract Time or the Contract Sum, notify Architect in writing 
within 10 days of receipt of the RFI response. 

E. RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the 
RFI number. Submit log monthly: 
1. Project name. 
2. Name and address of Contractor. 
3. Name and address of Architect. 
4. RFI number including RFIs that were returned without action or with-

drawn. 
5. RFI description. 
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6. Date the RFI was submitted. 
7. Date Architect's response was received. 
8. Identification of related Minor Change in the Work, Construction Change 

Directive, and Proposal Request, as appropriate. 
F. On receipt of Architect's action, update the RFI log. Review response and notify 

Architect within seven days if Contractor disagrees with response. 
 

1.08 DIGITAL PROJECT MANAGEMENT PROCEDURES 
A. Use of Architect's Digital Data Files: Digital data files of Architect's BIM model (if 

available) or CAD drawings will be provided by Architect for Contractor's use 
during construction if deemed necessary by the Architect. 
1. Digital data files may be used by Contractor in preparing coordination 

drawings, Shop Drawings, and Project record Drawings. 
2. Architect makes no representations as to the accuracy or completeness 

of digital data files as they relate to Contract Drawings. 
3. Digital Drawing Software Program: Contract Drawings are available in 

media determined by Architect only. 
4. Contractor shall execute a data licensing agreement in the form of 

AIA Document C106 Digital Data Licensing Agreement. 
a) Subcontractors, and other parties requesting access thru the 

Contractor to Architect's digital data files shall execute a data 
licensing agreement in the form of AIA Document C106 with the 
Architect. 

 
1.09 PROJECT MEETINGS 

A. General: Schedule and conduct meetings and conferences at Project site un-
less otherwise indicated. 
1. Attendees: Inform participants and others involved, and individuals 

whose presence is required, of date and time of each meeting. Notify 
Owner and Architect of scheduled meeting dates and times a minimum 
of 10 working days prior to meeting. 

2. Agenda: Prepare the meeting agenda. Distribute the agenda to all invited 
attendees. 

3. Minutes: Entity responsible for conducting meeting will record significant 
discussions and agreements achieved. Distribute the meeting minutes to 
everyone concerned, including Owner and Architect, within three days of 
the meeting. 

B. Preconstruction Conference: Contractor shall schedule and conduct a pre-
construction conference before starting construction, at a time convenient to 
Owner and Architect, but no later than [15] days after execution of the Agree-
ment. 
1. Attendees: Authorized representatives of Owner, Architect, and their 

consultants; Contractor and its superintendent; major subcontractors; 
suppliers; and other concerned parties shall attend the conference. Par-
ticipants at the conference shall be familiar with Project and authorized to 
conclude matters relating to the Work. 

2. Agenda: Discuss items of significance that could affect progress, includ-
ing the following: 
a) Responsibilities and personnel assignments. 
b) Tentative construction schedule. 
c) Phasing. 
d) Critical work sequencing and long lead items. 
e) Designation of key personnel and their duties. 
f) Lines of communications. 
g) Use of web-based Project software. 
h) Procedures for processing field decisions and Change Orders. 
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i) Procedures for RFIs. 
j) Procedures for testing and inspecting. 
k) Procedures for processing Applications for Payment. 
l) Distribution of the Contract Documents. 
m) Submittal procedures. 
n) Preparation of Record Documents. 
o) Use of the premises and existing building. 
p) Work restrictions. 
q) Working hours. 
r) Owner's occupancy requirements. 
s) Responsibility for temporary facilities and controls. 
t) Procedures for moisture and mold control. 
u) Procedures for disruptions and shutdowns. 
v) Construction waste management and recycling. 
w) Parking availability. 
x) Office, work, and storage areas. 
y) Equipment deliveries and priorities. 
z) First aid. 
aa) Security. 
bb) Progress cleaning. 

3. Minutes: Entity responsible for conducting meeting will record and dis-
tribute meeting minutes. 

C. Preinstallation Conferences: Conduct a preinstallation conference at Project site 
before each construction activity when required by other sections and when re-
quired for coordination with other construction. 
1. Attendees: Installer and representatives of manufacturers and fabricators 

involved in or affected by the installation and its coordination or integra-
tion with other materials and installations that have preceded or will fol-
low, shall attend the meeting. Advise Architect, of scheduled meeting 
dates. 

2. Agenda: Review progress of other construction activities and prepara-
tions for the particular activity under consideration, including require-
ments for the following: 
a) Contract Documents. 
b) Options. 
c) Related RFIs. 
d) Related Change Orders. 
e) Purchases. 
f) Deliveries. 
g) Submittals. 
h) Review of mockups. 
i) Possible conflicts. 
j) Compatibility requirements. 
k) Time schedules. 
l) Weather limitations. 
m) Manufacturer's written instructions. 
n) Warranty requirements. 
o) Compatibility of materials. 
p) Acceptability of substrates. 
q) Temporary facilities and controls. 
r) Space and access limitations. 
s) Regulations of authorities having jurisdiction. 
t) Testing and inspecting requirements. 
u) Installation procedures. 
v) Coordination with other work. 
w) Required performance results. 
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x) Protection of adjacent work. 
y) Protection of construction and personnel. 

3. Record significant conference discussions, agreements, and disagree-
ments, including required corrective measures and actions. 

4. Reporting: Distribute minutes of the meeting to each party present and to 
other parties requiring information. 

5. Do not proceed with installation if the conference cannot be successfully 
concluded. Initiate whatever actions are necessary to resolve impedi-
ments to performance of the Work and reconvene the conference at ear-
liest feasible date. 

D. Project Closeout Conference: Schedule and conduct a project closeout confer-
ence, at a time convenient to Owner and Architect, but no later than 90 days prior 
to the scheduled date of Substantial Completion. 
1. Conduct the conference to review requirements and responsibilities re-

lated to Project closeout. 
2. Attendees: Authorized representatives of Owner, Architect, and their 

consultants; Contractor and its superintendent; major subcontractors; 
suppliers; and other concerned parties shall attend the meeting. Partici-
pants at the meeting shall be familiar with Project and authorized to con-
clude matters relating to the Work. 

3. Agenda: Discuss items of significance that could affect or delay Project 
closeout, including the following: 
a) Preparation of Record Documents. 
b) Procedures required prior to inspection for Substantial 

Completion and for final inspection for acceptance. 
c) Procedures for completing and archiving web-based Project 

software site data files. 
d) Submittal of written warranties. 
e) Requirements for preparing operations and maintenance data. 
f) Requirements for delivery of material samples, attic stock, and 

spare parts. 
g) Requirements for demonstration and training. 
h) Preparation of Contractor's punch list. 
i) Procedures for processing Applications for Payment at 

Substantial Completion and for final payment. 
j) Submittal procedures. 
k) Owner's partial occupancy requirements. 
l) Installation of Owner's furniture, fixtures, and equipment. 
m) Responsibility for removing temporary facilities and controls. 

4. Minutes: Entity conducting meeting will record and distribute meeting 
minutes. 

E. Progress Meetings: Conduct progress meetings at monthly intervals. 
1. Coordinate dates of meetings with preparation of payment requests. 
2. Attendees: Representatives of Owner, Architect, and Contractor. All par-

ticipants at the meeting shall be familiar with Project and authorized to 
conclude matters relating to the Work. 

3. Agenda: Review and correct or approve minutes of previous progress 
meeting. Review other items of significance that could affect progress. 
Include topics for discussion as appropriate to status of Project. 
a) Contractor's Construction Schedule: Review progress since the 

last meeting. Determine whether each activity is on time, ahead 
of schedule, or behind schedule, in relation to Contractor's 
construction schedule. Determine how construction behind 
schedule will be expedited; secure commitments from parties 
involved to do so. Discuss whether schedule revisions are 
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required to ensure that current and subsequent activities will be 
completed within the Contract Time. 
1) Review schedule for next period. 

b) Review present and future needs of each entity present, 
including the following: 
1) Interface requirements. 
2) Sequence of operations. 
3) Status of submittals. 
4) Deliveries. 
5) Off-site fabrication. 
6) Access. 
7) Site use. 
8) Temporary facilities and controls. 
9) Progress cleaning. 
10) Quality and work standards. 
11) Status of correction of deficient items. 
12) Field observations. 
13) Status of RFIs. 
14) Status of Proposal Requests. 
15) Pending changes. 
16) Status of Change Orders. 
17) Pending claims and disputes. 
18) Documentation of information for payment requests. 

4. Minutes: Entity responsible for conducting the meeting will record and 
distribute the meeting minutes to each party present and to parties re-
quiring information. 
a) Schedule Updating: Revise Contractor's construction schedule 

after each progress meeting where revisions to the schedule 
have been made or recognized. Issue revised schedule 
concurrently with the report of each meeting. 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 013100 
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SECTION 013200 
 

CONSTRUCTION PROGRESS DOCUMENTATION 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for documenting the 

progress of construction during performance of the Work, including the following: 
1. Startup construction schedule. 
2. Contractor's Construction Schedule. 
3. Construction schedule updating reports. 
4. Daily construction reports. 
5. Material location reports. 
6. Site condition reports. 
7. Unusual event reports. 

 
1.03 DEFINITIONS 

A. Activity: A discrete part of a project that can be identified for planning, schedul-
ing, monitoring, and controlling the construction Project. Activities included in a 
construction schedule consume time and resources. 
1. Critical Activity: An activity on the critical path that must start and finish 

on the planned early start and finish times. 
2. Predecessor Activity: An activity that precedes another activity in the 

network. 
3. Successor Activity: An activity that follows another activity in the network. 

B. Float: The measure of leeway in starting and completing an activity. 
1. Float time is not for the exclusive use or benefit of either Owner or Con-

tractor, but is a jointly owned, expiring Project resource available to both 
parties as needed to meet schedule milestones and Contract completion 
date. 

2. Free float is the amount of time an activity can be delayed without ad-
versely affecting the early start of the successor activity. 

3. Total float is the measure of leeway in starting or completing an activity 
without adversely affecting the planned Project completion date. 

C. Resource Loading: The allocation of manpower and equipment necessary for 
completing an activity as scheduled. 
 

1.04 INFORMATIONAL SUBMITTALS 
A. Format for Submittals: Submit required submittals in the following format: 

1. PDF file. 
B. Startup construction schedule. 
C. Contractor's Construction Schedule: Initial schedule, of size required to display 

entire schedule for entire construction period. 
D. Construction Schedule Updating Reports: Submit with Applications for Payment. 
E. Daily Construction Reports: Submit at weekly intervals. 
F. Material Location Reports: Submit at monthly intervals. 
G. Site Condition Reports: Submit at time of discovery of differing conditions. 
H. Unusual Event Reports: Submit at time of unusual event. 

 
1.05 QUALITY ASSURANCE 
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A. Prescheduling Conference: Conduct conference at Project site to comply with re-
quirements in Section 013100 "Project Management and Coordination." Review 
methods and procedures related to the preliminary construction schedule and 
Contractor's Construction Schedule, including, but not limited to, the following: 
1. Review software limitations and content and format for reports. 
2. Verify availability of qualified personnel needed to develop and update 

schedule. 
3. Discuss constraints, including phasing, work stages, interim milestones, 

and partial Owner occupancy. 
4. Review delivery dates for Owner-furnished products. 
5. Review schedule for work of Owner's separate contracts. 
6. Review submittal requirements and procedures. 
7. Review time required for review of submittals and resubmittals. 
8. Review requirements for tests and inspections by independent testing 

and inspecting agencies. 
9. Review time required for Project closeout and Owner startup procedures. 
10. Review and finalize list of construction activities to be included in sched-

ule. 
11. Review procedures for updating schedule. 

 
1.06 COORDINATION 

A. Coordinate Contractor's Construction Schedule with the schedule of values, 
submittal schedule, progress reports, payment requests, and other required 
schedules and reports. 
1. Secure time commitments for performing critical elements of the Work 

from entities involved. 
2. Coordinate each construction activity in the network with other activities 

and schedule them in proper sequence. 
 

1.07 CONTRACTOR'S CONSTRUCTION SCHEDULE, GENERAL 
A. Computer Scheduling Software: Prepare schedules using current version of a 

program that has been developed specifically to manage construction schedules. 
B. Time Frame: Extend schedule from date established for the Notice to Proceed to 

date of final completion. 
1. Contract completion date shall not be changed by submission of a 

schedule that shows an early completion date, unless specifically author-
ized by Change Order. 

C. Activities: Treat each floor or separate area as a separate numbered activity for 
each main element of the Work. Comply with the following: 
1. Procurement Activities: Include procurement process activities for long 

lead items and major items, requiring a cycle of more than 60 days, as 
separate activities in schedule. Procurement cycle activities include, but 
are not limited to, submittals, approvals, purchasing, fabrication, and de-
livery. 

2. Submittal Review Time: Include review and resubmittal times indicated in 
Section 013300 "Submittal Procedures" in schedule. Coordinate submit-
tal review times in Contractor's Construction Schedule with submittal 
schedule. 

3. Substantial Completion: Indicate completion in advance of date estab-
lished for Substantial Completion, and allow time for Architect's adminis-
trative procedures necessary for certification of Substantial Completion. 

4. Punch List and Final Completion: Include not more than 45 days for 
completion of punch list items and final completion. 

D. Constraints: Include constraints and work restrictions indicated in the Contract 
Documents and as follows in schedule, and show how the sequence of the Work 
is affected. 
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1. Phasing: Arrange list of activities on schedule by phase. 
2. Work by Owner: Include a separate activity for each portion of the Work 

performed by Owner. 
3. Owner-Furnished Products: Include a separate activity for each product. 

Include delivery date indicated in Section 011000 "Summary." Delivery 
dates indicated stipulate the earliest possible delivery date. 

4. Work Restrictions: Show the effect of the following items on the sched-
ule: 
a) Coordination with existing construction. 
b) Limitations of continued occupancies. 
c) Uninterruptible services. 
d) Partial occupancy before Substantial Completion. 
e) Use-of-premises restrictions. 
f) Provisions for future construction. 
g) Seasonal variations. 
h) Environmental control. 

E. Milestones: Include milestones indicated in the Contract Documents in schedule, 
including, but not limited to, the Notice to Proceed, Substantial Completion, and 
final completion: 

F. Upcoming Work Summary: Prepare summary report indicating activities sched-
uled to occur or commence prior to submittal of next schedule update. Summa-
rize the following issues: 
1. Unresolved issues. 
2. Unanswered Requests for Information. 
3. Rejected or unreturned submittals. 
4. Notations on returned submittals. 
5. Pending modifications affecting the Work and the Contract Time. 

G. Contractor's Construction Schedule Updating: At monthly intervals, update 
schedule to reflect actual construction progress and activities. Issue schedule 
during each regularly scheduled progress meeting. 
1. Revise schedule immediately after each meeting or other activity where 

revisions have been recognized or made. Issue updated schedule con-
currently with the report of each such meeting. 

2. Include a report with updated schedule that indicates every change, in-
cluding, but not limited to, changes in logic, durations, actual starts and 
finishes, and activity durations. 

3. As the Work progresses, indicate final completion percentage for each 
activity. 

H. Distribution: Distribute copies of approved schedule to Architect, Owner, sepa-
rate contractors, testing and inspecting agencies, and other parties identified by 
Contractor with a need-to-know schedule responsibility. 
1. Post copies in Project meeting rooms and temporary field offices. 
2. When revisions are made, distribute updated schedules to the same par-

ties and post in the same locations. Delete parties from distribution when 
they have completed their assigned portion of the Work and are no long-
er involved in performance of construction activities. 
 

1.08 GANTT-CHART SCHEDULE REQUIREMENTS 
A. Gantt-Chart Schedule: Submit a comprehensive, fully developed, horizontal, 

Gantt-chart-type, Contractor's Construction Schedule within 30 days of date es-
tablished for the Notice to Proceed. 
1. Base schedule on the startup construction schedule and additional in-

formation received since the start of Project. 
B. Preparation: Indicate each significant construction activity separately. Identify first 

workday of each week with a continuous vertical line. 
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1. For construction activities that require three months or longer to com-
plete, indicate an estimated completion percentage in 10 percent incre-
ments within time bar. 
 

1.09 REPORTS 
A. Daily Construction Reports: Prepare a daily construction report recording the fol-

lowing information concerning events at Project site: 
1. List of subcontractors at Project site. 
2. List of separate contractors at Project site. 
3. Approximate count of personnel at Project site. 
4. Equipment at Project site. 
5. Material deliveries. 
6. High and low temperatures and general weather conditions, including 

presence of rain or snow. 
7. Testing and inspection. 
8. Accidents. 
9. Meetings and significant decisions. 
10. Unusual events. 
11. Stoppages, delays, shortages, and losses. 
12. Meter readings and similar recordings. 
13. Emergency procedures. 
14. Orders and requests of authorities having jurisdiction. 
15. Change Orders received and implemented. 
16. Construction Change Directives received and implemented. 
17. Services connected and disconnected. 
18. Equipment or system tests and startups. 
19. Partial completions and occupancies. 
20. Substantial Completions authorized. 

B. Material Location Reports: At monthly intervals, prepare and submit a compre-
hensive list of materials delivered to and stored at Project site. List shall be cu-
mulative, showing materials previously reported plus items recently delivered. In-
clude with list a statement of progress on and delivery dates for materials or 
items of equipment fabricated or stored away from Project site. Indicate the fol-
lowing categories for stored materials: 
1. Material stored prior to previous report and remaining in storage. 
2. Material stored prior to previous report and since removed from storage 

and installed. 
3. Material stored following previous report and remaining in storage. 

C. Site Condition Reports: Immediately on discovery of a difference between site 
conditions and the Contract Documents, prepare and submit a detailed report. 
Submit with a Request for Information. Include a detailed description of the differ-
ing conditions, together with recommendations for changing the Contract Docu-
ments. 

D. Unusual Event Reports: When an event of an unusual and significant nature oc-
curs at Project site, whether or not related directly to the Work, prepare and 
submit a special report. List chain of events, persons participating, responses by 
Contractor's personnel, evaluation of results or effects, and similar pertinent in-
formation. Advise Owner in advance when these events are known or predicta-
ble. 
1. Submit unusual event reports directly to Owner and Architect within one 

day of an occurrence. Distribute copies of report to parties affected by 
the occurrence. 
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PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 013200 
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SECTION 013300 
 

SUBMITTAL PROCEDURES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section Includes: 

1. Submittal schedule requirements. 
2. Administrative and procedural requirements for submittals. 

B. Related Requirements: 
1. Section 012900 "Payment Procedures" for submitting Applications for 

Payment and the schedule of values. 
2. Section 013100 "Project Management and Coordination" for submitting 

coordination drawings and subcontract list and for requirements for web-
based Project software. 

3. Section 013200 "Construction Progress Documentation" for submitting 
schedules and reports, including Contractor's construction schedule. 

4. Section 013233 "Photographic Documentation" for submitting precon-
struction photographs, periodic construction photographs, and final com-
pletion construction photographs. 

5. Section 014000 "Quality Requirements" for submitting test and inspec-
tion reports, and schedule of tests and inspections. 

6. Section 017700 "Closeout Procedures" for submitting closeout submittals 
and maintenance material submittals. 

7. Section 017823 "Operation and Maintenance Data" for submitting opera-
tion and maintenance manuals. 

8. Section 017839 "Project Record Documents" for submitting record Draw-
ings, record Specifications, and record Product Data. 

9. Section 017900 "Demonstration and Training" for submitting video re-
cordings of demonstration of equipment and training of Owner's person-
nel. 
 

1.03 DEFINITIONS 
A. Action Submittals: Written and graphic information and physical samples that re-

quire Architect's responsive action. Action submittals are those submittals indi-
cated in individual Specification Sections as "action submittals." 

B. Informational Submittals: Written and graphic information and physical samples 
that do not require Architect's responsive action. Submittals may be rejected for 
not complying with requirements. Informational submittals are those submittals 
indicated in individual Specification Sections as "informational submittals." 
 

1.04 SUBMITTAL SCHEDULE 
A. Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged 

in chronological order by dates required by construction schedule. Include time 
required for review, ordering, manufacturing, fabrication, and delivery when es-
tablishing dates. Include additional time required for making corrections or revi-
sions to submittals noted by Architect and additional time for handling and re-
viewing submittals required by those corrections. 
1. Coordinate submittal schedule with list of subcontracts, the schedule of 

values, and Contractor's construction schedule. 
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2. Final Submittal: Submit concurrently with the first complete submittal of 
Contractor's construction schedule. 
a) Submit revised submittal schedule to reflect changes in current 

status and timing for submittals. 
3. Format: Arrange the following information in a tabular format: 

a) Scheduled date for first submittal. 
b) Specification Section number and title. 
c) Submittal Category: Action; informational. 
d) Name of subcontractor. 
e) Description of the Work covered. 
f) Scheduled date for Architect's final release or approval. 

 
1.05 SUBMITTAL FORMATS 

A. Submittal Information: Include the following information in each submittal: 
1. Project name. 
2. Date. 
3. Name of Architect. 
4. Name of Contractor. 
5. Name of firm or entity that prepared submittal. 
6. Names of subcontractor, manufacturer, and supplier. 
7. Unique submittal number, including revision identifier. Include Specifica-

tion Section number with sequential alphanumeric identifier; and alpha-
numeric suffix for resubmittals. 

8. Category and type of submittal. 
9. Submittal purpose and description. 
10. Number and title of Specification Section, with paragraph number and 

generic name for each of multiple items. 
11. Drawing number and detail references, as appropriate. 
12. Indication of full or partial submittal. 
13. Location(s) where product is to be installed, as appropriate. 
14. Other necessary identification. 
15. Remarks. 
16. Signature of transmitter. 

B. Options: Identify options requiring selection by Architect. 
C. Deviations and Additional Information: On each submittal, clearly indicate devia-

tions from requirements in the Contract Documents, including minor variations 
and limitations; include relevant additional information and revisions, other than 
those requested by Architect on previous submittals. Indicate by highlighting on 
each submittal or noting on attached separate sheet. 

D. PDF Submittals: Prepare submittals as PDF package, incorporating complete in-
formation into each PDF file. Name PDF file with submittal number. 
 

1.06 SUBMITTAL PROCEDURES 
A. Prepare and submit submittals required by individual Specification Sections. 

Types of submittals are indicated in individual Specification Sections. 
1. Email: Prepare submittals as PDF package, and transmit to Architect by 

sending via email. Include PDF transmittal form. Include information in 
email subject line as requested by Architect. 
a) Architect will return annotated file. Annotate and retain one copy 

of file as a digital Project Record Document file. 
B. Coordination: Coordinate preparation and processing of submittals with perfor-

mance of construction activities. 
1. Coordinate each submittal with fabrication, purchasing, testing, delivery, 

other submittals, and related activities that require sequential activity. 
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2. Submit all submittal items required for each Specification Section concur-
rently unless partial submittals for portions of the Work are indicated on 
approved submittal schedule. 

3. Submit action submittals and informational submittals required by the 
same Specification Section as separate packages under separate 
transmittals. 

4. Coordinate transmittal of submittals for related parts of the Work speci-
fied in different Sections so processing will not be delayed because of 
need to review submittals concurrently for coordination. 
a) Architect reserves the right to withhold action on a submittal 

requiring coordination with other submittals until related 
submittals are received. 

C. Processing Time: Allow time for submittal review, including time for resubmittals, 
as follows. Time for review shall commence on Architect's receipt of submittal. 
No extension of the Contract Time will be authorized because of failure to trans-
mit submittals enough in advance of the Work to permit processing, including re-
submittals. 
1. Initial Review: Allow 15 days for initial review of each submittal. Allow 

additional time if coordination with subsequent submittals is required. 
Architect will advise Contractor when a submittal being processed must 
be delayed for coordination. 

2. Intermediate Review: If intermediate submittal is necessary, process it in 
same manner as initial submittal. 

3. Resubmittal Review: Allow 15 days for review of each resubmittal. 
D. Resubmittals: Make resubmittals in same form and number of copies as initial 

submittal. 
1. Note date and content of previous submittal. 
2. Note date and content of revision in label or title block and clearly indi-

cate extent of revision. 
3. Resubmit submittals until they are marked with approval notation from 

Architect's action stamp. 
E. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, 

suppliers, fabricators, installers, authorities having jurisdiction, and others as 
necessary for performance of construction activities. Show distribution on trans-
mittal forms. 

F. Use for Construction: Retain complete copies of submittals on Project site. Use 
only final action submittals that are marked with approval notation from Archi-
tect's action stamp. 
 

1.07 SUBMITTAL REQUIREMENTS 
A. Product Data: Collect information into a single submittal for each element of con-

struction and type of product or equipment. 
1. If information must be specially prepared for submittal because standard 

published data are unsuitable for use, submit as Shop Drawings, not as 
Product Data. 

2. Mark each copy of each submittal to show which products and options 
are applicable. 

3. Include the following information, as applicable: 
a) Manufacturer's catalog cuts. 
b) Manufacturer's product specifications. 
c) Standard color charts. 
d) Statement of compliance with specified referenced standards. 
e) Testing by recognized testing agency. 
f) Application of testing agency labels and seals. 
g) Notation of coordination requirements. 
h) Availability and delivery time information. 
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4. For equipment, include the following in addition to the above, as applica-
ble: 
a) Wiring diagrams that show factory-installed wiring. 
b) Printed performance curves. 
c) Operational range diagrams. 
d) Clearances required to other construction, if not indicated on 

accompanying Shop Drawings. 
5. Submit Product Data before Shop Drawings, and before or concurrent 

with Samples. 
B. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. 

Do not base Shop Drawings on reproductions of the Contract Documents or 
standard printed data unless submittal based on Architect's digital data 
drawing files is otherwise permitted. 
1. Preparation: Fully illustrate requirements in the Contract Documents. In-

clude the following information, as applicable: 
a) Identification of products. 
b) Schedules. 
c) Compliance with specified standards. 
d) Notation of coordination requirements. 
e) Notation of dimensions established by field measurement. 
f) Relationship and attachment to adjoining construction clearly 

indicated. 
g) Seal and signature of professional engineer if specified. 

C. Samples: Submit Samples for review of kind, color, pattern, and texture for a 
check of these characteristics with other materials. 
1. Transmit Samples that contain multiple, related components such as ac-

cessories together in one submittal package. 
2. Identification: Permanently attach label on unexposed side of Samples 

that includes the following: 
a) Project name and submittal number. 
b) Generic description of Sample. 
c) Product name and name of manufacturer. 
d) Sample source. 
e) Number and title of applicable Specification Section. 
f) Specification paragraph number and generic name of each item. 

3. Email Transmittal: Provide PDF transmittal. Include digital image file illus-
trating Sample characteristics, and identification information for record. 

4. Disposition: Maintain sets of approved Samples at Project site, available 
for quality-control comparisons throughout the course of construction ac-
tivity. Sample sets may be used to determine final acceptance of con-
struction associated with each set. 
a) Samples that may be incorporated into the Work are indicated in 

individual Specification Sections. Such Samples must be in an 
undamaged condition at time of use. 

b) Samples not incorporated into the Work, or otherwise designated 
as Owner's property, are the property of Contractor. 

5. Samples for Initial Selection: Submit manufacturer's color charts consist-
ing of units or sections of units showing the full range of colors, textures, 
and patterns available. 
a) Number of Samples: Submit one full set of available choices 

where color, pattern, texture, or similar characteristics are 
required to be selected from manufacturer's product line. 
Architect will return submittal with options selected. 

6. Samples for Verification: Submit full-size units or Samples of size indi-
cated, prepared from same material to be used for the Work, cured and 
finished in manner specified, and physically identical with material or 
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product proposed for use, and that show full range of color and texture 
variations expected. Samples include, but are not limited to, the follow-
ing: partial sections of manufactured or fabricated components; small 
cuts or containers of materials; complete units of repetitively used mate-
rials; swatches showing color, texture, and pattern; color range sets; and 
components used for independent testing and inspection. 
a) Number of Samples: Submit two sets of Samples. Architect will 

retain one Sample set; remainder will be returned. 
1) Submit a single Sample where assembly details, 

workmanship, fabrication techniques, connections, 
operation, and other similar characteristics are to be 
demonstrated. 

2) If variation in color, pattern, texture, or other 
characteristic is inherent in material or product 
represented by a Sample, submit at least three sets of 
paired units that show approximate limits of variations. 

D. Product Schedule: As required in individual Specification Sections, prepare a 
written summary indicating types of products required for the Work and their in-
tended location. Include the following information in tabular form: 
1. Type of product. Include unique identifier for each product indicated in 

the Contract Documents or assigned by Contractor if none is indicated. 
2. Manufacturer and product name, and model number if applicable. 
3. Number and name of room or space. 
4. Location within room or space. 

E. Qualification Data: Prepare written information that demonstrates capabilities and 
experience of firm or person. Include lists of completed projects with project 
names and addresses, contact information of architects and owners, and other 
information specified. 

F. Design Data: Prepare and submit written and graphic information indicating com-
pliance with indicated performance and design criteria in individual Specification 
Sections. Include list of assumptions and summary of loads. Include load dia-
grams if applicable. Provide name and version of software, if any, used for calcu-
lations. Number each page of submittal. 

G. Certificates: 
1. Certificates and Certifications Submittals: Submit a statement that in-

cludes signature of entity responsible for preparing certification. Certifi-
cates and certifications shall be signed by an officer or other individual 
authorized to sign documents on behalf of that entity. Provide a notarized 
signature where indicated. 

2. Installer Certificates: Submit written statements on manufacturer's letter-
head certifying that Installer complies with requirements in the Contract 
Documents and, where required, is authorized by manufacturer for this 
specific Project. 

3. Manufacturer Certificates: Submit written statements on manufacturer's 
letterhead certifying that manufacturer complies with requirements in the 
Contract Documents. Include evidence of manufacturing experience 
where required. 

4. Material Certificates: Submit written statements on manufacturer's letter-
head certifying that material complies with requirements in the Contract 
Documents. 

5. Product Certificates: Submit written statements on manufacturer's letter-
head certifying that product complies with requirements in the Contract 
Documents. 

6. Welding Certificates: Prepare written certification that welding proce-
dures and personnel comply with requirements in the Contract Docu-
ments. Submit record of Welding Procedure Specification and Procedure 
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Qualification Record on AWS forms. Include names of firms and person-
nel certified. 

H. Test and Research Reports: 
1. Compatibility Test Reports: Submit reports written by a qualified testing 

agency, on testing agency's standard form, indicating and interpreting 
results of compatibility tests performed before installation of product. In-
clude written recommendations for primers and substrate preparation 
needed for adhesion. 

2. Field Test Reports: Submit written reports indicating and interpreting re-
sults of field tests performed either during installation of product or after 
product is installed in its final location, for compliance with requirements 
in the Contract Documents. 

3. Material Test Reports: Submit reports written by a qualified testing agen-
cy, on testing agency's standard form, indicating and interpreting test re-
sults of material for compliance with requirements in the Contract Docu-
ments. 

4. Preconstruction Test Reports: Submit reports written by a qualified test-
ing agency, on testing agency's standard form, indicating and interpreting 
results of tests performed before installation of product, for compliance 
with performance requirements in the Contract Documents. 

5. Product Test Reports: Submit written reports indicating that current 
product produced by manufacturer complies with requirements in the 
Contract Documents. Base reports on evaluation of tests performed by 
manufacturer and witnessed by a qualified testing agency, or on com-
prehensive tests performed by a qualified testing agency. 

6. Research Reports: Submit written evidence, from a model code organi-
zation acceptable to authorities having jurisdiction, that product complies 
with building code in effect for Project. Include the following information: 
a) Name of evaluation organization. 
b) Date of evaluation. 
c) Time period when report is in effect. 
d) Product and manufacturers' names. 
e) Description of product. 
f) Test procedures and results. 
g) Limitations of use. 

 
1.08 DELEGATED-DESIGN SERVICES 

A. Performance and Design Criteria: Where professional design services or certifi-
cations by a design professional are specifically required of Contractor by the 
Contract Documents, provide products and systems complying with specific per-
formance and design criteria indicated. 
1. If criteria indicated are insufficient to perform services or certification re-

quired, submit a written request for additional information to Architect. 
B. Delegated-Design Services Certification: In addition to Shop Drawings, Product 

Data, and other required submittals, submit digitally signed PDF file of certifi-
cate, signed and sealed by the responsible design professional, for each product 
and system specifically assigned to Contractor to be designed or certified by a 
design professional. 
1. Indicate that products and systems comply with performance and design 

criteria in the Contract Documents. Include list of codes, loads, and other 
factors used in performing these services. 
 

1.09 CONTRACTOR'S REVIEW 
A. Action Submittals and Informational Submittals: Review each submittal and 

check for coordination with other Work of the Contract and for compliance with 
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the Contract Documents. Note corrections and field dimensions. Mark with ap-
proval stamp before submitting to Architect. 

B. Contractor's Approval: Indicate Contractor's approval for each submittal with a 
uniform approval stamp. Include name of reviewer, date of Contractor's ap-
proval, and statement certifying that submittal has been reviewed, checked, and 
approved for compliance with the Contract Documents. 
1. Architect will not review submittals received from Contractor that do not 

have Contractor's review and approval. 
 

1.10 ARCHITECT'S REVIEW 
A. Action Submittals: Architect will review each submittal, indicate corrections or re-

visions required, and return it. 
1. PDF Submittals: Architect will indicate, via markup on each submittal, the 

appropriate actions, as follows: 
a) No Exceptions Taken: The submittal is approved and no 

comments have been noted. 
b) Exceptions Noted: The submittal is approved unless noted 

otherwise with incorporation of comments noted within the 
submittal. 

c) Resubmit:  The submittal is not approved and must be 
resubmitted due to the comments noted. 

B. Informational Submittals: Architect will review each submittal and will not return it, 
or will return it if it does not comply with requirements. Architect will forward each 
submittal to appropriate party. 

C. Partial submittals prepared for a portion of the Work will be reviewed when use of 
partial submittals has received prior approval from Architect. 

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and 
will be returned for resubmittal without review. 

E. Architect will discard submittals received from sources other than Contractor. 
F. Submittals not required by the Contract Documents will be returned by Architect 

without action. 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 013300 
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SECTION 014000 
 

QUALITY REQUIREMENTS 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for quality assur-

ance and quality control. 
B. Testing and inspection services are required to verify compliance with require-

ments specified or indicated. These services do not relieve Contractor of respon-
sibility for compliance with the Contract Document requirements. 
1. Specific quality-assurance and quality-control requirements for individual 

work results are specified in their respective Specification Sections. Re-
quirements in individual Sections may also cover production of standard 
products. 

2. Specified tests, inspections, and related actions do not limit Contractor's 
other quality-assurance and quality-control procedures that facilitate 
compliance with the Contract Document requirements. 

3. Requirements for Contractor to provide quality-assurance and quality-
control services required by Architect, Owner, or authorities having juris-
diction are not limited by provisions of this Section. 

4. Specific test and inspection requirements are not specified in this Sec-
tion. 
 

1.03 DEFINITIONS 
A. Experienced: When used with an entity or individual, "experienced" unless oth-

erwise further described means having successfully completed a minimum of 
five previous projects similar in nature, size, and extent to this Project; being fa-
miliar with special requirements indicated; and having complied with require-
ments of authorities having jurisdiction. 

B. Field Quality-Control Tests: Tests and inspections that are performed on-site for 
installation of the Work and for completed Work. 

C. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor 
as an employee, Subcontractor, or Sub-subcontractor, to perform a particular 
construction operation, including installation, erection, application, assembly, and 
similar operations. 
1. Use of trade-specific terminology in referring to a trade or entity does not 

require that certain construction activities be performed by accredited or 
unionized individuals, or that requirements specified apply exclusively to 
specific trade(s). 

D. Mockups: Full-size physical assemblies that are constructed on-site either as 
freestanding temporary built elements or as part of permanent construction. 
Mockups are constructed to verify selections made under Sample submittals; to 
demonstrate aesthetic effects and qualities of materials and execution; to review 
coordination, testing, or operation; to show interface between dissimilar materi-
als; and to demonstrate compliance with specified installation tolerances. 
Mockups are not Samples. Unless otherwise indicated, approved mockups es-
tablish the standard by which the Work will be judged. 
1. Integrated Exterior Mockups: Mockups of the exterior envelope con-

structed on-site as freestanding temporary built elements or as part 
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of permanent construction, consisting of multiple products, assem-
blies, and subassemblies. 

2. Room Mockups: Mockups of typical interior spaces complete with wall, 
floor, and ceiling finishes; doors; windows; millwork; casework; special-
ties; furnishings and equipment; and lighting. 

E. Preconstruction Testing: Tests and inspections performed specifically for Project 
before products and materials are incorporated into the Work, to verify perfor-
mance or compliance with specified criteria. 

F. Product Tests: Tests and inspections that are performed by a nationally recog-
nized testing laboratory (NRTL) according to 29 CFR 1910.7, by a testing agency 
accredited according to NIST's National Voluntary Laboratory Accreditation Pro-
gram (NVLAP), or by a testing agency qualified to conduct product testing and 
acceptable to authorities having jurisdiction, to establish product performance 
and compliance with specified requirements. 

G. Source Quality-Control Tests: Tests and inspections that are performed at the 
source; for example, plant, mill, factory, or shop. 

H. Testing Agency: An entity engaged to perform specific tests, inspections, or both. 
Testing laboratory shall mean the same as testing agency. 

I. Quality-Assurance Services: Activities, actions, and procedures performed before 
and during execution of the Work to guard against defects and deficiencies and 
substantiate that proposed construction will comply with requirements. 

J. Quality-Control Services: Tests, inspections, procedures, and related actions dur-
ing and after execution of the Work to evaluate that actual products incorporated 
into the Work and completed construction comply with requirements. Contractor's 
quality-control services do not include contract administration activities performed 
by Architect. 
 

1.04 DELEGATED-DESIGN SERVICES 
A. Performance and Design Criteria: Where professional design services or certifi-

cations by a design professional are specifically required of Contractor by the 
Contract Documents, provide products and systems complying with specific per-
formance and design criteria indicated. 
1. If criteria indicated are not sufficient to perform services or certification 

required, submit a written request for additional information to Architect. 
 

1.05 CONFLICTING REQUIREMENTS 
A. Conflicting Standards and Other Requirements: If compliance with two or more 

standards or requirements are specified and the standards or requirements es-
tablish different or conflicting requirements for minimum quantities or quality lev-
els, comply with the most stringent requirement. Refer conflicting requirements 
that are different, but apparently equal, to Architect for direction before proceed-
ing. 

B. Minimum Quantity or Quality Levels: The quantity or quality level shown or speci-
fied shall be the minimum provided or performed. The actual installation may 
comply exactly with the minimum quantity or quality specified, or it may exceed 
the minimum within reasonable limits. To comply with these requirements, indi-
cated numeric values are minimum or maximum, as appropriate, for the context 
of requirements. Refer uncertainties to Architect for a decision before proceed-
ing. 
 

1.06 ACTION SUBMITTALS 
A. Delegated-Design Services Submittal: In addition to Shop Drawings, Product Da-

ta, and other required submittals, submit a statement signed and sealed by the 
responsible design professional, for each product and system specifically as-
signed to Contractor to be designed or certified by a design professional, indicat-
ing that the products and systems are in compliance with performance and de-
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sign criteria indicated. Include list of codes, loads, and other factors used in per-
forming these services. 
 

1.07 INFORMATIONAL SUBMITTALS 
A. Qualification Data: For Contractor's quality-control personnel. 
B. Testing Agency Qualifications: For testing agencies specified in "Quality Assur-

ance" Article to demonstrate their capabilities and experience. Include proof of 
qualifications in the form of a recent report on the inspection of the testing agen-
cy by a recognized authority. 

C. Reports: Prepare and submit certified written reports and documents as speci-
fied. 

D. Permits, Licenses, and Certificates: For Owner's record, submit copies of per-
mits, licenses, certifications, inspection reports, releases, jurisdictional settle-
ments, notices, receipts for fee payments, judgments, correspondence, records, 
and similar documents established for compliance with standards and regulations 
bearing on performance of the Work. 
 

1.08 REPORTS AND DOCUMENTS 
A. Test and Inspection Reports: Prepare and submit certified written reports speci-

fied in other Sections. Include the following: 
1. Date of issue. 
2. Project title and number. 
3. Name, address, telephone number, and email address of testing agency. 
4. Dates and locations of samples and tests or inspections. 
5. Names of individuals making tests and inspections. 
6. Description of the Work and test and inspection method. 
7. Identification of product and Specification Section. 
8. Complete test or inspection data. 
9. Test and inspection results and an interpretation of test results. 
10. Record of temperature and weather conditions at time of sample taking 

and testing and inspection. 
11. Comments or professional opinion on whether tested or inspected Work 

complies with the Contract Document requirements. 
12. Name and signature of laboratory inspector. 
13. Recommendations on retesting and reinspecting. 

B. Manufacturer's Technical Representative's Field Reports: Prepare written infor-
mation documenting manufacturer's technical representative's tests and inspec-
tions specified in other Sections. Include the following: 
1. Name, address, telephone number, and email address of technical rep-

resentative making report. 
2. Statement on condition of substrates and their acceptability for installa-

tion of product. 
3. Statement that products at Project site comply with requirements. 
4. Summary of installation procedures being followed, whether they comply 

with requirements and, if not, what corrective action was taken. 
5. Results of operational and other tests and a statement of whether ob-

served performance complies with requirements. 
6. Statement whether conditions, products, and installation will affect war-

ranty. 
7. Other required items indicated in individual Specification Sections. 

C. Factory-Authorized Service Representative's Reports: Prepare written infor-
mation documenting manufacturer's factory-authorized service representative's 
tests and inspections specified in other Sections. Include the following: 
1. Name, address, telephone number, and email address of factory-

authorized service representative making report. 
2. Statement that equipment complies with requirements. 
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3. Results of operational and other tests and a statement of whether ob-
served performance complies with requirements. 

4. Statement whether conditions, products, and installation will affect war-
ranty. 

5. Other required items indicated in individual Specification Sections. 
 

1.09 QUALITY ASSURANCE 
A. General: Qualifications paragraphs in this article establish the minimum qualifica-

tion levels required; individual Specification Sections specify additional require-
ments. 

B. Manufacturer Qualifications: A firm experienced in manufacturing products or 
systems similar to those indicated for this Project and with a record of successful 
in-service performance, as well as sufficient production capacity to produce re-
quired units. As applicable, procure products from manufacturers able to meet 
qualification requirements, warranty requirements, and technical or factory-
authorized service representative requirements. 

C. Fabricator Qualifications: A firm experienced in producing products similar to 
those indicated for this Project and with a record of successful in-service perfor-
mance, as well as sufficient production capacity to produce required units. 

D. Installer Qualifications: A firm or individual experienced in installing, erecting, ap-
plying, or assembling work similar in material, design, and extent to that indicated 
for this Project, whose work has resulted in construction with a record of suc-
cessful in-service performance. 

E. Professional Engineer Qualifications: A professional engineer who is legally qual-
ified to practice in jurisdiction where Project is located and who is experienced in 
providing engineering services of the kind indicated. Engineering services are de-
fined as those performed for installations of the system, assembly, or product 
that are similar in material, design, and extent to those indicated for this Project. 

F. Specialists: Certain Specification Sections require that specific construction activ-
ities shall be performed by entities who are recognized experts in those opera-
tions. Specialists shall satisfy qualification requirements indicated and shall be 
engaged for the activities indicated. 
1. Requirements of authorities having jurisdiction shall supersede require-

ments for specialists. 
G. Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency 

with the experience and capability to conduct testing and inspection indicated, as 
documented according to ASTM E329; and with additional qualifications speci-
fied in individual Sections; and, where required by authorities having jurisdiction, 
that is acceptable to authorities. 

H. Manufacturer's Technical Representative Qualifications: An authorized repre-
sentative of manufacturer who is trained and approved by manufacturer to ob-
serve and inspect installation of manufacturer's products that are similar in mate-
rial, design, and extent to those indicated for this Project. 

I. Factory-Authorized Service Representative Qualifications: An authorized repre-
sentative of manufacturer who is trained and approved by manufacturer to in-
spect installation of manufacturer's products that are similar in material, design, 
and extent to those indicated for this Project. 
 

1.10 QUALITY CONTROL 
A. Owner Responsibilities: Where quality-control services are indicated as Owner's 

responsibility, Owner will engage a qualified testing agency to perform these ser-
vices. 
1. Owner will furnish Contractor with names, addresses, and telephone 

numbers of testing agencies engaged and a description of types of test-
ing and inspection they are engaged to perform. 
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2. Costs for retesting and reinspecting construction that replaces or is ne-
cessitated by work that failed to comply with the Contract Documents will 
be charged to Contractor, and the Contract Sum will be adjusted by 
Change Order. 

B. Contractor Responsibilities: Tests and inspections not explicitly assigned to 
Owner are Contractor's responsibility. Perform additional quality-control activities, 
whether specified or not, to verify and document that the Work complies with re-
quirements. 
1. Unless otherwise indicated, provide quality-control services specified and 

those required by authorities having jurisdiction. Perform quality-control 
services required of Contractor by authorities having jurisdiction, whether 
specified or not. 

2. Engage a qualified testing agency to perform quality-control services. 
a) Contractor shall not employ same entity engaged by Owner, 

unless agreed to in writing by Owner. 
3. Notify testing agencies at least 24 hours in advance of time when Work 

that requires testing or inspection will be performed. 
4. Where quality-control services are indicated as Contractor's responsibil-

ity, submit a certified written report, in duplicate, of each quality-control 
service. 

5. Testing and inspection requested by Contractor and not required by the 
Contract Documents are Contractor's responsibility. 

6. Submit additional copies of each written report directly to authorities hav-
ing jurisdiction, when they so direct. 

C. Retesting/Reinspecting: Regardless of whether original tests or inspections were 
Contractor's responsibility, provide quality-control services, including retesting 
and reinspecting, for construction that replaced Work that failed to comply with 
the Contract Documents. 

D. Testing Agency Responsibilities: Cooperate with Architect and Contractor in per-
formance of duties. Provide qualified personnel to perform required tests and in-
spections. 
1. Notify Architect and Contractor promptly of irregularities or deficiencies 

observed in the Work during performance of its services. 
2. Determine the locations from which test samples will be taken and in 

which in-situ tests are conducted. 
3. Conduct and interpret tests and inspections and state in each report 

whether tested and inspected work complies with or deviates from re-
quirements. 

4. Submit a certified written report, in duplicate, of each test, inspection, 
and similar quality-control service through Contractor. 

5. Do not release, revoke, alter, or increase the Contract Document re-
quirements or approve or accept any portion of the Work. 

6. Do not perform duties of Contractor. 
E. Manufacturer's Field Services: Where indicated, engage a factory-authorized 

service representative to inspect field-assembled components and equipment in-
stallation, including service connections. Report results in writing as specified in 
Section 013300 "Submittal Procedures." 

F. Manufacturer's Technical Services: Where indicated, engage a manufacturer's 
technical representative to observe and inspect the Work. Manufacturer's tech-
nical representative's services include participation in preinstallation conferences, 
examination of substrates and conditions, verification of materials, observation of 
Installer activities, inspection of completed portions of the Work, and submittal of 
written reports. 

G. Associated Contractor Services: Cooperate with agencies and representatives 
performing required tests, inspections, and similar quality-control services, and 
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provide reasonable auxiliary services as requested. Notify agency sufficiently in 
advance of operations to permit assignment of personnel. Provide the following: 
1. Access to the Work. 
2. Incidental labor and facilities necessary to facilitate tests and inspections. 
3. Adequate quantities of representative samples of materials that require 

testing and inspection. Assist agency in obtaining samples. 
4. Facilities for storage and field curing of test samples. 
5. Preliminary design mix proposed for use for material mixes that require 

control by testing agency. 
6. Security and protection for samples and for testing and inspection 

equipment at Project site. 
H. Coordination: Coordinate sequence of activities to accommodate required quali-

ty-assurance and quality-control services with a minimum of delay and to avoid 
necessity of removing and replacing construction to accommodate testing and 
inspection. 
1. Schedule times for tests, inspections, obtaining samples, and similar ac-

tivities. 
 

1.11 SPECIAL TESTS AND INSPECTIONS 
A. Special Tests and Inspections: Owner will engage a qualified special inspector 

to conduct special tests and inspections required by authorities having jurisdic-
tion as the responsibility of Owner, and as follows: 
1. Verifying that manufacturer maintains detailed fabrication and quality-

control procedures and reviewing the completeness and adequacy of 
those procedures to perform the Work. 

2. Notifying Architect and Contractor promptly of irregularities and deficien-
cies observed in the Work during performance of its services. 

3. Submitting a certified written report of each test, inspection, and similar 
quality-control service to Architect with copy to Contractor and to authori-
ties having jurisdiction. 

4. Submitting a final report of special tests and inspections at Substantial 
Completion, which includes a list of unresolved deficiencies. 

5. Interpreting tests and inspections and stating in each report whether 
tested and inspected work complies with or deviates from the Contract 
Documents. 

6. Retesting and reinspecting corrected work. 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION 
 

3.01 TEST AND INSPECTION LOG 
A. Test and Inspection Log: Prepare a record of tests and inspections. Include the 

following: 
1. Date test or inspection was conducted. 
2. Description of the Work tested or inspected. 
3. Date test or inspection results were transmitted to Architect. 
4. Identification of testing agency or special inspector conducting test or in-

spection. 
B. Maintain log at Project site. Post changes and revisions as they occur. Provide 

access to test and inspection log for Architect's reference during normal working 
hours. 
1. Submit log at Project closeout as part of Project Record Documents. 

 
3.02 REPAIR AND PROTECTION 
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A. General: On completion of testing, inspection, sample taking, and similar ser-
vices, repair damaged construction and restore substrates and finishes. 
1. Provide materials and comply with installation requirements specified in 

other Specification Sections or matching existing substrates and finishes. 
Restore patched areas and extend restoration into adjoining areas with 
durable seams that are as invisible as possible. Comply with the Con-
tract Document requirements for cutting and patching in Section 017300 
"Execution." 

B. Protect construction exposed by or for quality-control service activities. 
C. Repair and protection are Contractor's responsibility, regardless of the assign-

ment of responsibility for quality-control services. 
 

3.03 CODE REQUIRED SPECIAL INSPECTION 
A. Statement of Special Inspection and included Exhibit 014000 A – Schedule of 

Special Inspections. 

END OF SECTION 014000 
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SECTION 015000 
 

TEMPORARY FACILITIES AND CONTROLS 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes requirements for temporary utilities, support facilities, and secu-

rity and protection facilities. 
B. Related Requirements: 

1. Section 011000 "Summary" for work restrictions and limitations on utility 
interruptions. 
 

1.03 USE CHARGES 
A. General: Installation and removal of and use charges for temporary facilities shall 

be included in the Contract Sum unless otherwise indicated. Allow other entities 
engaged in the Project to use temporary services and facilities without cost, in-
cluding, but not limited to, Owner's construction forces, Architect, occupants 
of Project, testing agencies, and authorities having jurisdiction. 

B. Water and Sewer Service from Existing System: Water from Owner's existing wa-
ter system is available for use without metering and without payment of use 
charges. Provide connections and extensions of services as required for con-
struction operations. 

C. Electric Power Service from Existing System: Electric power from Owner's exist-
ing system is available for use without metering and without payment of use 
charges. Provide connections and extensions of services as required for con-
struction operations. 
 

1.04 INFORMATIONAL SUBMITTALS 
A. Site Utilization Plan: Show temporary facilities, temporary utility lines and con-

nections, staging areas, construction site entrances, vehicle circulation, and park-
ing areas for construction personnel. 

B. Implementation and Termination Schedule: Within 15 days of date established 
for commencement of the Work, submit schedule indicating implementation and 
termination dates of each temporary utility. 

C. Project Identification and Temporary Signs: Show fabrication and installation de-
tails, including plans, elevations, details, layouts, typestyles, graphic elements, 
and message content. 

D. Fire-Safety Program: Show compliance with requirements of NFPA 241 and au-
thorities having jurisdiction. Indicate Contractor personnel responsible for man-
agement of fire-prevention program. 

E. Moisture- and Mold-Protection Plan: Describe procedures and controls for pro-
tecting materials and construction from water absorption and damage and mold. 

F. Dust- and HVAC-Control Plan: Submit coordination drawing and narrative that 
indicates the dust- and HVAC-control measures proposed for use, proposed lo-
cations, and proposed time frame for their operation. Include the following: 
1. Locations of dust-control partitions at each phase of work. 
2. HVAC system isolation schematic drawing. 
3. Location of proposed air-filtration system discharge. 
4. Waste-handling procedures. 
5. Other dust-control measures. 
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1.05 QUALITY ASSURANCE 

A. Electric Service: Comply with NECA, NEMA, and UL standards and regulations 
for temporary electric service. Install service to comply with NFPA 70. 

B. Tests and Inspections: Arrange for authorities having jurisdiction to test and in-
spect each temporary utility before use. Obtain required certifications and per-
mits. 

C. Accessible Temporary Egress: Comply with applicable provisions in the United 
States Access Board's ADA-ABA Accessibility Guidelines and ICC/ANSI A117.1. 
 

1.06 PROJECT CONDITIONS 
A. Temporary Use of Permanent Facilities: Engage Installer of each permanent ser-

vice to assume responsibility for operation, maintenance, and protection of each 
permanent service during its use as a construction facility before Owner's ac-
ceptance, regardless of previously assigned responsibilities. 
 

PART 2 -  PRODUCTS 
 

2.01 MATERIALS 
A. Chain-Link Fencing: Minimum 2-inch (50-mm), 0.148-inch- (3.8-mm-) thick, gal-

vanized-steel, chain-link fabric fencing; minimum 6 feet (1.8 m) high with galva-
nized-steel pipe posts; minimum 2-3/8-inch- (60-mm-) OD line posts and 2-7/8-
inch- (73-mm-) OD corner and pull posts with 1-5/8-inch- (42-mm-) OD top rails. 

B. Portable Chain-Link Fencing: Minimum 2-inch (50-mm), 0.148-inch- (3.8-mm-) 
thick, galvanized-steel, chain-link fabric fencing; minimum 6 feet (1.8 m) high with 
galvanized-steel pipe posts; minimum 2-3/8-inch- (60-mm-) OD line posts and 2-
7/8-inch- (73-mm-) OD corner and pull posts, with 1-5/8-inch- (42-mm-) OD top 
and bottom rails. Provide concrete bases for supporting posts. 

C. Fencing Windscreen Privacy Screen: Polyester fabric scrim with grommets for at-
tachment to chain link fence, sized to height of fence, in color selected by Archi-
tect from manufacturer's standard colors.  85% closed mesh. 

D. Polyethylene Sheet: Reinforced, fire-resistive sheet, 10-mil (0.25-mm) minimum 
thickness, with flame-spread rating of 15 or less per ASTM E84 and passing 
NFPA 701 Test Method 2. 
 

2.02 TEMPORARY FACILITIES 
A. Field Offices, General: Owner will provide conditioned interior space for field of-

fices for duration of Project. 
B. Storage and Fabrication Sheds: Provide sheds sized, furnished, and equipped to 

accommodate materials and equipment for construction operations. 
1. Store combustible materials apart from building. 

 
2.03 EQUIPMENT 

A. Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as re-
quired by locations and classes of fire exposures. 

B. HVAC Equipment: Unless Owner authorizes use of permanent HVAC sys-
tem, provide vented, self-contained, liquid-propane-gas or fuel-oil heaters with 
individual space thermostatic control. 
1. Use of gasoline-burning space heaters, open-flame heaters, or salaman-

der-type heating units is prohibited. 
2. Heating Units: Listed and labeled for type of fuel being consumed, by a 

qualified testing agency acceptable to authorities having jurisdiction, and 
marked for intended location and application. 
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PART 3 -  EXECUTION 
 

3.01 TEMPORARY FACILITIES, GENERAL 
A. Conservation: Coordinate construction and use of temporary facilities with con-

sideration given to conservation of energy, water, and materials. Coordinate use 
of temporary utilities to minimize waste. 
1. Salvage materials and equipment involved in performance of, but not ac-

tually incorporated into, the Work. See other Sections for disposition of 
salvaged materials that are designated as Owner's property. 
 

3.02 INSTALLATION, GENERAL 
A. Locate facilities where they will serve Project adequately and result in minimum 

interference with performance of the Work. Relocate and modify facilities as re-
quired by progress of the Work. 
1. Locate facilities to limit site disturbance as specified in Section 011000 

Summary. 
B. Provide each facility ready for use when needed to avoid delay. Do not remove 

until facilities are no longer needed or are replaced by authorized use of com-
pleted permanent facilities. 
 

3.03 TEMPORARY UTILITY INSTALLATION 
A. General: Install temporary service or connect to existing service. 

1. Arrange with utility company, Owner, and existing users for time when 
service can be interrupted, if necessary, to make connections for tempo-
rary services. 

B. Water Service: Connect to Owner's existing water service facilities. Clean and 
maintain water service facilities in a condition acceptable to Owner. At Substan-
tial Completion, restore these facilities to condition existing before initial use. 

C. Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water 
for use of construction personnel. Comply with requirements of authorities having 
jurisdiction for type, number, location, operation, and maintenance of fixtures and 
facilities. 

D. Temporary Heating and Cooling: Provide temporary heating and cooling required 
by construction activities for curing or drying of completed installations or for pro-
tecting installed construction from adverse effects of low temperatures or high 
humidity. Select equipment that will not have a harmful effect on completed in-
stallations or elements being installed. 
1. Provide temporary dehumidification systems when required to reduce 

ambient and substrate moisture levels to level required to allow installa-
tion or application of finishes and their proper curing or drying. 

E. Isolation of Work Areas in Occupied Facilities: Prevent dust, fumes, and odors 
from entering occupied areas. 
1. Prior to commencing work, isolate the HVAC system in area where work 

is to be performed. 
a) Disconnect supply and return ductwork in work area from HVAC 

systems servicing occupied areas. 
b) Maintain negative air pressure within work area using HEPA-

equipped air-filtration units, starting with commencement of 
temporary partition construction, and continuing until removal of 
temporary partitions is complete. 

2. Maintain dust partitions during the Work. Use vacuum collection attach-
ments on dust-producing equipment. Isolate limited work within occupied 
areas using portable dust-containment devices. 

3. Perform daily construction cleanup and final cleanup using approved, 
HEPA-filter-equipped vacuum equipment. 
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A. Electric Power Service: Connect to Owner's existing electric power service. Main-
tain equipment in a condition acceptable to Owner. 

B. Lighting: Provide temporary lighting with local switching that provides adequate il-
lumination for construction operations, observations, inspections, and traffic con-
ditions. 
1. Install and operate temporary lighting that fulfills security and protection 

requirements without operating entire system. 
 

4.02 SUPPORT FACILITIES INSTALLATION 
A. General: Comply with the following: 

1. Provide construction for temporary offices, shops, and sheds located 
within construction area or within 30 feet (9 m) of building lines that is 
noncombustible according to ASTM E136. Comply with NFPA 241. 

2. Maintain support facilities until Architect schedules Substantial Comple-
tion inspection. Remove before Substantial Completion. Personnel re-
maining after Substantial Completion will be permitted to use permanent 
facilities, under conditions acceptable to Owner. 

B. Temporary Roads and Paved Areas: Construct and maintain temporary roads 
and paved areas adequate for construction operations. Locate temporary roads 
and paved areas within construction limits indicated on Drawings. 
1. Provide dust-control treatment that is nonpolluting and nontracking. Re-

apply treatment as required to minimize dust. 
C. Temporary Use of Planned Permanent Roads and Paved Areas: Locate tempo-

rary roads and paved areas in same location as permanent roads and paved ar-
eas. Construct and maintain temporary roads and paved areas adequate for 
construction operations. Extend temporary roads and paved areas, within con-
struction limits indicated, as necessary for construction operations. 
1. Coordinate elevations of temporary roads and paved areas with perma-

nent roads and paved areas. 
2. Prepare subgrade and install subbase and base for temporary roads and 

paved areas according to specifications. 
3. Recondition base after temporary use, including removing contaminated 

material, regrading, proofrolling, compacting, and testing. 
4. Delay installation of final course of permanent hot-mix asphalt pavement 

until immediately before Substantial Completion. Repair hot-mix asphalt 
base-course pavement before installation of final course according to 
specifications. 

D. Traffic Controls: Comply with requirements of authorities having jurisdiction. 
1. Protect existing site improvements to remain including curbs, pavement, 

and utilities. 
2. Maintain access for fire-fighting equipment and access to fire hydrants. 

E. Parking: Use designated areas of Owner's existing parking areas for construction 
personnel. 

F. Dewatering Facilities and Drains: Comply with requirements of authorities having 
jurisdiction. Maintain Project site, excavations, and construction free of water. 
1. Dispose of rainwater in a lawful manner that will not result in flooding 

Project or adjoining properties or endanger permanent Work or tempo-
rary facilities. 

2. Remove snow and ice as required to minimize accumulations. 
G. Project Signs: Provide Project signs as indicated. Unauthorized signs are not 

permitted. 
1. Temporary Signs: Provide other signs as indicated and as required to in-

form public and individuals seeking entrance to Project. 
a) Provide temporary, directional signs for construction personnel 

and visitors. 
2. Maintain and touch up signs so they are legible at all times. 
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H. Waste Disposal Facilities: Provide waste-collection containers in sizes adequate 
to handle waste from construction operations. Comply with requirements of au-
thorities having jurisdiction.  

I. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel. 
1. Truck cranes and similar devices used for hoisting materials are consid-

ered "tools and equipment" and not temporary facilities. 
J. Temporary Stairs: Until permanent stairs are available, provide temporary stairs 

where ladders are not adequate. 
 

4.03 SECURITY AND PROTECTION FACILITIES INSTALLATION 
A. Protection of Existing Facilities: Protect existing vegetation, equipment, struc-

tures, utilities, and other improvements at Project site and on adjacent properties, 
except those indicated to be removed or altered. Repair damage to existing facili-
ties. 
1. Where access to adjacent properties is required in order to affect protec-

tion of existing facilities, obtain written permission from adjacent property 
owner to access property for that purpose. 

B. Environmental Protection: Provide protection, operate temporary facilities, and 
conduct construction as required to comply with environmental regulations and 
that minimize possible air, waterway, and subsoil contamination or pollution or 
other undesirable effects. 
1. Comply with work restrictions specified in Section 011000 Summary. 

C. Temporary Erosion and Sedimentation Control: Comply with requirements of 
EPA Construction General Permit or authorities having jurisdiction, whichever is 
more stringent and requirements specified. 

D. Temporary Erosion and Sedimentation Control: Provide measures to prevent soil 
erosion and discharge of soil-bearing water runoff and airborne dust to undis-
turbed areas and to adjacent properties and walkways, according to erosion- 
and sedimentation-control Drawings and requirements of EPA Construction 
General Permit or authorities having jurisdiction, whichever is more strin-
gent. 
1. Verify that flows of water redirected from construction areas or generated 

by construction activity do not enter or cross tree- or plant-protection 
zones. 

2. Inspect, repair, and maintain erosion- and sedimentation-control 
measures during construction until permanent vegetation has been es-
tablished. 

3. Clean, repair, and restore adjoining properties and roads affected by 
erosion and sedimentation from Project site during the course of Project. 

4. Remove erosion and sedimentation controls and restore and stabilize 
areas disturbed during removal. 

E. Stormwater Control: Comply with requirements of authorities having jurisdiction. 
Provide barriers in and around excavations and subgrade construction to prevent 
flooding by runoff of stormwater from heavy rains. 

F. Tree and Plant Protection: Install temporary fencing located as indicated or out-
side the drip line of trees to protect vegetation from damage from construction 
operations. Protect tree root systems from damage, flooding, and erosion. 

G. Pest Control: Engage pest-control service to recommend practices to minimize 
attraction and harboring of rodents, roaches, and other pests and to perform ex-
termination and control procedures at regular intervals so Project will be free of 
pests and their residues at Substantial Completion. Perform control operations 
lawfully, using materials approved by authorities having jurisdiction. 

H. Site Enclosure Fence: Before construction operations begin furnish and install 
site enclosure fence in a manner that will prevent people from easily entering site 
except by entrance gates. 
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1. Extent of Fence: As required to enclose entire Project site or portion de-
termined sufficient to accommodate construction operations. 

2. Maintain security by limiting number of keys and restricting distribution to 
authorized personnel.  

I. Security Enclosure and Lockup: Install temporary enclosure around partially 
completed areas of construction. Provide lockable entrances to prevent unau-
thorized entrance, vandalism, theft, and similar violations of security. Lock en-
trances at end of each workday. 

J. Barricades, Warning Signs, and Lights: Comply with requirements of authorities 
having jurisdiction for erecting structurally adequate barricades, including warn-
ing signs and lighting. 

K. Temporary Egress: Maintain temporary egress from existing occupied facilities 
as indicated and as required by authorities having jurisdiction. 

L. Temporary Enclosures: Provide temporary enclosures for protection of construc-
tion, in progress and completed, from exposure, foul weather, other construction 
operations, and similar activities. Provide temporary weathertight enclosure for 
building exterior. 
1. Where heating or cooling is needed and permanent enclosure is incom-

plete, insulate temporary enclosures. 
M. Temporary Partitions: Provide floor-to-ceiling dustproof partitions to limit dust and 

dirt migration and to separate areas occupied by Owner from fumes and noise. 
1. Construct dustproof partitions with gypsum wallboard with joints taped on 

occupied side, and fire-retardant-treated plywood on construction opera-
tions side. 

2. Construct dustproof partitions with two layers of 6-mil (0.14-mm) polyeth-
ylene sheet on each side. Cover floor with two layers of 6-mil (0.14-mm) 
polyethylene sheet, extending sheets 18 inches (460 mm) up the side-
walls. Overlap and tape full length of joints. Cover floor with fire-
retardant-treated plywood. 
a) Construct vestibule and airlock at each entrance through 

temporary partition with not less than 48 inches (1219 mm) 
between doors. Maintain water-dampened foot mats in vestibule. 

3. Where fire-resistance-rated temporary partitions are indicated or are re-
quired by authorities having jurisdiction, construct partitions according to 
the rated assemblies. 

4. Insulate partitions to control noise transmission to occupied areas. 
5. Seal joints and perimeter. Equip partitions with gasketed dustproof doors 

and security locks where openings are required. 
6. Protect air-handling equipment. 
7. Provide walk-off mats at each entrance through temporary partition. 

N. Temporary Fire Protection: Install and maintain temporary fire-protection facilities 
of types needed to protect against reasonably predictable and controllable fire 
losses. Comply with NFPA 241; manage fire-prevention program. 
1. Prohibit smoking in construction areas. Comply with additional limits on 

smoking specified in other Sections. 
2. Supervise welding operations, combustion-type temporary heating units, 

and similar sources of fire ignition according to requirements of authori-
ties having jurisdiction. 

3. Develop and supervise an overall fire-prevention and -protection pro-
gram for personnel at Project site. Review needs with local fire depart-
ment and establish procedures to be followed. Instruct personnel in 
methods and procedures. Post warnings and information. 

4. Provide temporary standpipes and hoses for fire protection. Hang hoses 
with a warning sign stating that hoses are for fire-protection purposes on-
ly and are not to be removed. Match hose size with outlet size and equip 
with suitable nozzles. 
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4.04 MOISTURE AND MOLD CONTROL 

A. Contractor's Moisture-Protection Plan: Describe delivery, handling, storage, in-
stallation, and protection provisions for materials subject to water absorption or 
water damage. 
1. Indicate procedures for discarding water-damaged materials, protocols 

for mitigating water intrusion into completed Work, and replacing water-
damaged Work. 

2. Indicate sequencing of work that requires water, such as sprayed fire-
resistive materials, plastering, and terrazzo grinding, and describe plans 
for dealing with water from these operations. Show procedures for verify-
ing that wet construction has dried sufficiently to permit installation of fin-
ish materials. 

3. Indicate methods to be used to avoid trapping water in finished work. 
B. Exposed Construction Period: Before installation of weather barriers, when mate-

rials are subject to wetting and exposure and to airborne mold spores, protect as 
follows: 
1. Protect porous materials from water damage. 
2. Protect stored and installed material from flowing or standing water. 
3. Keep porous and organic materials from coming into prolonged contact 

with concrete. 
4. Remove standing water from decks. 
5. Keep deck openings covered or dammed. 

C. Partially Enclosed Construction Period: After installation of weather barriers but 
before full enclosure and conditioning of building, when installed materials are 
still subject to infiltration of moisture and ambient mold spores, protect as follows: 
1. Do not load or install drywall or other porous materials or components, or 

items with high organic content, into partially enclosed building. 
2. Keep interior spaces reasonably clean and protected from water dam-

age. 
3. Periodically collect and remove waste containing cellulose or other or-

ganic matter. 
4. Discard or replace water-damaged material. 
5. Do not install material that is wet. 
6. Discard and replace stored or installed material that begins to grow mold. 
7. Perform work in a sequence that allows wet materials adequate time to 

dry before enclosing the material in gypsum board or other interior fin-
ishes. 

D. Controlled Construction Period: After completing and sealing of the building en-
closure but prior to the full operation of permanent HVAC systems, maintain as 
follows: 
1. Control moisture and humidity inside building by maintaining effective 

dry-in conditions. 
2. Use temporary or permanent HVAC system to control humidity within 

ranges specified for installed and stored materials. 
3. Comply with manufacturer's written instructions for temperature, relative 

humidity, and exposure to water limits. 
a) Hygroscopic materials that may support mold growth, including 

wood and gypsum-based products, that become wet during the 
course of construction and remain wet for 48  hours are 
considered defective and require replacing. 

b) Measure moisture content of materials that have been exposed 
to moisture during construction operations or after installation. 
Record readings beginning at time of exposure and continuing 
daily for 48 hours. Identify materials containing moisture levels 
higher than allowed. Report findings in writing to Architect. 
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c) Remove and replace materials that cannot be completely 
restored to their manufactured moisture level within 48 hours. 
 

4.05 OPERATION, TERMINATION, AND REMOVAL 
A. Supervision: Enforce strict discipline in use of temporary facilities. To minimize 

waste and abuse, limit availability of temporary facilities to essential and intended 
uses. 

B. Maintenance: Maintain facilities in good operating condition until removal. 
1. Maintain operation of temporary enclosures, heating, cooling, humidity 

control, ventilation, and similar facilities on a 24-hour basis where re-
quired to achieve indicated results and to avoid possibility of damage. 

C. Temporary Facility Changeover: Do not change over from using temporary secu-
rity and protection facilities to permanent facilities until Substantial Completion. 

D. Termination and Removal: Remove each temporary facility when need for its 
service has ended, when it has been replaced by authorized use of a permanent 
facility, or no later than Substantial Completion. Complete or, if necessary, re-
store permanent construction that may have been delayed because of interfer-
ence with temporary facility. Repair damaged Work, clean exposed surfaces, and 
replace construction that cannot be satisfactorily repaired. 
1. Materials and facilities that constitute temporary facilities are property of 

Contractor. Owner reserves right to take possession of Project identifica-
tion signs. 

2. Remove temporary roads and paved areas not intended for or accepta-
ble for integration into permanent construction. Where area is intended 
for landscape development, remove soil and aggregate fill that do not 
comply with requirements for fill or subsoil. Remove materials contami-
nated with road oil, asphalt and other petrochemical compounds, and 
other substances that might impair growth of plant materials or lawns. 
Repair or replace street paving, curbs, and sidewalks at temporary en-
trances, as required by authorities having jurisdiction. 

3. At Substantial Completion, repair, renovate, and clean permanent facili-
ties used during construction period. Comply with final cleaning require-
ments specified in Section 017700 Closeout Procedures. 

END OF SECTION 015000 
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SECTION 016000 
 

PRODUCT REQUIREMENTS 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for selection of 

products for use in Project; product delivery, storage, and handling; manufactur-
ers' standard warranties on products; special warranties; and comparable prod-
ucts. 

B. Related Requirements: 
1. Section 012500 "Substitution Procedures" for requests for substitutions. 

 
1.03 DEFINITIONS 

A. Products: Items obtained for incorporating into the Work, whether purchased for 
Project or taken from previously purchased stock. The term "product" includes 
the terms "material," "equipment," "system," and terms of similar intent. 
1. Named Products: Items identified by manufacturer's product name, in-

cluding make or model number or other designation shown or listed in 
manufacturer's published product literature that is current as of date of 
the Contract Documents. 

2. New Products: Items that have not previously been incorporated into an-
other project or facility. Products salvaged or recycled from other projects 
are not considered new products. 

3. Comparable Product: Product that is demonstrated and approved by Ar-
chitect through submittal process to have the indicated qualities related 
to type, function, dimension, in-service performance, physical properties, 
appearance, and other characteristics that equal or exceed those of 
specified product. 

B. Basis-of-Design Product Specification: A specification in which a single manufac-
turer's product is named and accompanied by the words "basis-of-design prod-
uct," including make or model number or other designation. In addition to the ba-
sis-of-design product description, product attributes and characteristics may be 
listed to establish the significant qualities related to type, function, in-service per-
formance and physical properties, weight, dimension, durability, visual character-
istics, and other special features and requirements for purposes of evaluating 
comparable products of additional manufacturers named in the specification. 

C. Subject to Compliance with Requirements: Where the phrase "Subject to compli-
ance with requirements" introduces a product selection procedure in an individual 
Specification Section, provide products qualified under the specified product pro-
cedure. In the event that a named product or product by a named manufacturer 
does not meet the other requirements of the specifications, select another named 
product or product from another named manufacturer that does meet the re-
quirements of the specifications. Submit a comparable product request, if appli-
cable. 
 

1.04 ACTION SUBMITTALS 
A. Comparable Product Request Submittal: Submit request for consideration of 

each comparable product. Identify basis-of-design product or fabrication or instal-
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lation method to be replaced. Include Specification Section number and title and 
Drawing numbers and titles. 
1. Include data to indicate compliance with the requirements specified in 

"Comparable Products" Article. 
2. Architect's Action: If necessary, Architect will request additional infor-

mation or documentation for evaluation within seven days of receipt of a 
comparable product request. Architect will notify Contractor of approval 
or rejection of proposed comparable product request within 15 days of 
receipt of request, or seven days of receipt of additional information or 
documentation, whichever is later. 
a) Form of Architect's Approval of Submittal: As specified in 

Section 013300 "Submittal Procedures." 
b) Use product specified if Architect does not issue a decision on 

use of a comparable product request within time allocated. 
B. Basis-of-Design Product Specification Submittal: Comply with requirements in 

Section 013300 "Submittal Procedures." Show compliance with requirements. 
 

1.05 QUALITY ASSURANCE 
A. Compatibility of Options: If Contractor is given option of selecting between two or 

more products for use on Project, select product compatible with products previ-
ously selected, even if previously selected products were also options. 

B. Identification of Products: Except for required labels and operating data, do not 
attach or imprint manufacturer or product names or trademarks on exposed sur-
faces of products or equipment that will be exposed to view in occupied spaces 
or on the exterior. 
1. Labels: Locate required product labels and stamps on a concealed sur-

face, or, where required for observation following installation, on a visual-
ly accessible surface that is not conspicuous. 

2. Equipment Nameplates: Provide a permanent nameplate on each item of 
service-connected or power-operated equipment. Locate on a visually 
accessible but inconspicuous surface. Include information essential for 
operation, including the following: 
a) Name of product and manufacturer. 
b) Model and serial number. 
c) Capacity. 
d) Speed. 
e) Ratings. 

3. See individual identification sections in Divisions 21, 22, 23, and 26 for 
additional identification requirements. 
 

1.06 PRODUCT DELIVERY, STORAGE, AND HANDLING 
A. Deliver, store, and handle products using means and methods that will prevent 

damage, deterioration, and loss, including theft and vandalism. Comply with 
manufacturer's written instructions. 

B. Delivery and Handling: 
1. Schedule delivery to minimize long-term storage at Project site and to 

prevent overcrowding of construction spaces. 
2. Coordinate delivery with installation time to ensure minimum holding time 

for items that are flammable, hazardous, easily damaged, or sensitive to 
deterioration, theft, and other losses. 

3. Deliver products to Project site in an undamaged condition in manufac-
turer's original sealed container or other packaging system, complete 
with labels and instructions for handling, storing, unpacking, protecting, 
and installing. 
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4. Inspect products on delivery to determine compliance with the Contract 
Documents and to determine that products are undamaged and properly 
protected. 

C. Storage: 
1. Store products to allow for inspection and measurement of quantity or 

counting of units. 
2. Store materials in a manner that will not endanger Project structure. 
3. Store products that are subject to damage by the elements, under cover 

in a weathertight enclosure above ground, with ventilation adequate to 
prevent condensation. 

4. Protect foam plastic from exposure to sunlight, except to extent neces-
sary for period of installation and concealment. 

5. Comply with product manufacturer's written instructions for temperature, 
humidity, ventilation, and weather-protection requirements for storage. 

6. Protect stored products from damage and liquids from freezing. 
7. Provide a secure location and enclosure at Project site for storage of ma-

terials and equipment by Owner's construction forces. Coordinate loca-
tion with Owner. 
 

1.07 PRODUCT WARRANTIES 
A. Warranties specified in other Sections shall be in addition to, and run concurrent 

with, other warranties required by the Contract Documents. Manufacturer's dis-
claimers and limitations on product warranties do not relieve Contractor of obliga-
tions under requirements of the Contract Documents. 
1. Manufacturer's Warranty: Written warranty furnished by individual manu-

facturer for a particular product and specifically endorsed by manufactur-
er to Owner. 

2. Special Warranty: Written warranty required by the Contract Documents 
to provide specific rights for Owner. 

B. Special Warranties: Prepare a written document that contains appropriate terms 
and identification, ready for execution. 
1. Manufacturer's Standard Form: Modified to include Project-specific in-

formation and properly executed. 
2. Specified Form: When specified forms are included with the Specifica-

tions, prepare a written document using indicated form properly execut-
ed. 

3. See other Sections for specific content requirements and particular re-
quirements for submitting special warranties. 

C. Submittal Time: Comply with requirements in Section 017700 "Closeout Proce-
dures." 
 

PART 2 -  PRODUCTS 
 

2.01 PRODUCT SELECTION PROCEDURES 
A. General Product Requirements: Provide products that comply with the Contract 

Documents, are undamaged and, unless otherwise indicated, are new at time of 
installation. 
1. Provide products complete with accessories, trim, finish, fasteners, and 

other items needed for a complete installation and indicated use and ef-
fect. 

2. Standard Products: If available, and unless custom products or non-
standard options are specified, provide standard products of types that 
have been produced and used successfully in similar situations on other 
projects. 

3. Owner reserves the right to limit selection to products with warranties 
meeting requirements of the Contract Documents. 
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4. Where products are accompanied by the term "as selected," Architect 
will make selection. 

5. Descriptive, performance, and reference standard requirements in the 
Specifications establish salient characteristics of products. 

6. Limited List of Products: Where Specifications include a list of names of 
both manufacturers and products, provide one of the products listed that 
complies with requirements. Comparable products or substitutions for 
Contractor's convenience will be considered unless otherwise indicat-
ed. 
a) Limited list of products may be indicated by the phrase: "Subject 

to compliance with requirements, provide one of the following: 
…" 

7. Limited List of Manufacturers: Where Specifications include a list of 
manufacturers' names, provide a product by one of the manufacturers 
listed that complies with requirements. Comparable products or substitu-
tions for Contractor's convenience will be considered unless otherwise 
indicated. 
a) Limited list of manufacturers is indicated by the phrase: "Subject 

to compliance with requirements, provide products by one of the 
following: …" 

8. Basis-of-Design Product: Where Specifications name a product, or refer 
to a product indicated on Drawings, and include a list of manufacturers, 
provide the specified or indicated product or a comparable product by 
one of the other named manufacturers. Drawings and Specifications in-
dicate sizes, profiles, dimensions, and other characteristics that are 
based on the product named. Comply with requirements in "Comparable 
Products" Article for consideration of an unnamed product by one of the 
other named manufacturers. 
a) For approval of products by unnamed manufacturers, comply 

with requirements in Section 012500 "Substitution Procedures" 
for substitutions for convenience. 

B. Visual Matching Specification: Where Specifications require "match Architect's 
sample," provide a product that complies with requirements and matches Archi-
tect's sample. Architect's decision will be final on whether a proposed product 
matches. 
1. If no product available within specified category matches and complies 

with other specified requirements, comply with requirements in Sec-
tion 012500 "Substitution Procedures" for proposal of product. 

C. Visual Selection Specification: Where Specifications include the phrase "as se-
lected by Architect from manufacturer's full range" or similar phrase, select a 
product that complies with requirements. Architect will select color, gloss, pattern, 
density, or texture from manufacturer's product line that includes both standard 
and premium items. 
 

2.02 COMPARABLE PRODUCTS 
A. Conditions for Consideration of Comparable Products: Architect will consider 

Contractor's request for comparable product when the following conditions are 
satisfied. If the following conditions are not satisfied, Architect may return re-
quests without action, except to record noncompliance with these requirements: 
1. Evidence that proposed product does not require revisions to the Con-

tract Documents, is consistent with the Contract Documents, will produce 
the indicated results, and is compatible with other portions of the Work. 
Detailed comparison of significant qualities of proposed product with 
those named in the Specifications. Significant product qualities include 
attributes such as type, function, in-service performance and physical 
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properties, weight, dimension, durability, visual characteristics, and other 
specific features and requirements. 

2. Evidence that proposed product provides specified warranty. 
3. List of similar installations for completed projects with project names and 

addresses and names and addresses of architects and owners, if re-
quested. 

4. Samples, if requested. 
B. Submittal Requirements: Approval by the Architect of Contractor's request for 

use of comparable product is not intended to satisfy other submittal require-
ments. Comply with specified submittal requirements. 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 016000 
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SECTION 017300 
 

EXECUTION 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes general administrative and procedural requirements governing 

execution of the Work including, but not limited to, the following: 
1. Construction layout. 
2. Field engineering and surveying. 
3. Installation of the Work. 
4. Cutting and patching. 
5. Coordination of Owner-installed products. 
6. Progress cleaning. 
7. Starting and adjusting. 
8. Protection of installed construction. 

B. Related Requirements: 
1. Section 011000 "Summary" for limits on use of Project site. 
2. Section 013300 "Submittal Procedures" for submitting surveys. 
3. Section 017700 "Closeout Procedures" for submitting final property sur-

vey with Project Record Documents, recording of Owner-accepted devia-
tions from indicated lines and levels, replacing defective work, and final 
cleaning. 

4. Section 024119 "Selective Demolition" for demolition and removal of se-
lected portions of the building. 
 

1.03 DEFINITIONS 
A. Cutting: Removal of in-place construction necessary to permit installation or per-

formance of subsequent work. 
B. Patching: Fitting and repair work required to restore construction to original con-

ditions after installation of subsequent work. 
 

1.04 PREINSTALLATION MEETINGS 
A. Cutting and Patching Conference: Conduct conference at Project site. 

1. Prior to commencing work requiring cutting and patching, review ex-
tent of cutting and patching anticipated and examine procedures for en-
suring satisfactory result from cutting and patching work. Require repre-
sentatives of each entity directly concerned with cutting and patching to 
attend, including the following: 
a) Contractor's superintendent. 
b) Trade supervisor responsible for cutting operations. 
c) Trade supervisor(s) responsible for patching of each type of 

substrate. 
d) Mechanical, electrical, and utilities subcontractors' supervisors, 

to the extent each trade is affecting by cutting and patching 
operations. 

2. Review areas of potential interference and conflict. Coordinate proce-
dures and resolve potential conflicts before proceeding. 
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1.05 QUALITY ASSURANCE 
A. Land Surveyor Qualifications: A professional land surveyor who is legally quali-

fied to practice in jurisdiction where Project is located and who is experienced in 
providing land-surveying services of the kind indicated. 

B. Cutting and Patching: Comply with requirements for and limitations on cutting 
and patching of construction elements. 
1. Structural Elements: When cutting and patching structural elements, noti-

fy Architect of locations and details of cutting and await directions from 
Architect before proceeding. Shore, brace, and support structural ele-
ments during cutting and patching. Do not cut and patch structural ele-
ments in a manner that could change their load-carrying capacity or in-
crease deflection. 

2. Operational Elements: Do not cut and patch operating elements and re-
lated components in a manner that results in reducing their capacity to 
perform as intended or that results in increased maintenance or de-
creased operational life or safety. 

3. Other Construction Elements: Do not cut and patch other construction 
elements or components in a manner that could change their load-
carrying capacity, that results in reducing their capacity to perform as in-
tended, or that results in increased maintenance or decreased opera-
tional life or safety. 

4. Visual Elements: Do not cut and patch construction in a manner that re-
sults in visual evidence of cutting and patching. Do not cut and patch ex-
posed construction in a manner that would, in Architect's opinion, reduce 
the building's aesthetic qualities. Remove and replace construction that 
has been cut and patched in a visually unsatisfactory manner. 

C. Manufacturer's Installation Instructions: Obtain and maintain on-site manufactur-
er's written recommendations and instructions for installation of products and 
equipment. 
 

PART 2 -  PRODUCTS 
 

2.01 MATERIALS 
A. General: Comply with requirements specified in other Sections. 
B. In-Place Materials: Use materials for patching identical to in-place materials. For 

exposed surfaces, use materials that visually match in-place adjacent surfaces to 
the fullest extent possible. 
1. If identical materials are unavailable or cannot be used, use materials 

that, when installed, will provide a match acceptable to Architect for the 
visual and functional performance of in-place materials. 
 

PART 3 -  EXECUTION 
 

3.01 EXAMINATION 
A. Existing Conditions: The existence and location of underground and other utilities 

and construction indicated as existing are not guaranteed. Before beginning 
sitework, investigate and verify the existence and location of underground utili-
ties, mechanical and electrical systems, and other construction affecting the 
Work. 
1. Before construction, verify the location and invert elevation at points of 

connection of sanitary sewer, storm sewer, and water-service piping; un-
derground electrical services; and other utilities. 

2. Furnish location data for work related to Project that must be performed 
by public utilities serving Project site. 

B. Examination and Acceptance of Conditions: Before proceeding with each com-
ponent of the Work, examine substrates, areas, and conditions, with Installer or 
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Applicator present where indicated, for compliance with requirements for installa-
tion tolerances and other conditions affecting performance. Record observations. 
1. Examine roughing-in for mechanical and electrical systems to verify ac-

tual locations of connections before equipment and fixture installation. 
2. Examine walls, floors, and roofs for suitable conditions where products 

and systems are to be installed. 
3. Verify compatibility with and suitability of substrates, including compatibil-

ity with existing finishes or primers. 
C. Written Report: Where a written report listing conditions detrimental to perfor-

mance of the Work is required by other Sections, include the following: 
1. Description of the Work. 
2. List of detrimental conditions, including substrates. 
3. List of unacceptable installation tolerances. 
4. Recommended corrections. 

D. Proceed with installation only after unsatisfactory conditions have been correct-
ed. Proceeding with the Work indicates acceptance of surfaces and conditions. 
 

3.02 PREPARATION 
A. Field Measurements: Take field measurements as required to fit the Work 

properly. Recheck measurements before installing each product. Where portions 
of the Work are indicated to fit to other construction, verify dimensions of other 
construction by field measurements before fabrication. Coordinate fabrication 
schedule with construction progress to avoid delaying the Work. 

B. Space Requirements: Verify space requirements and dimensions of items shown 
diagrammatically on Drawings. 

C. Review of Contract Documents and Field Conditions: Immediately on discovery 
of the need for clarification of the Contract Documents caused by differing field 
conditions outside the control of Contractor, submit a request for information to 
Architect according to requirements in Section 013100 "Project Management and 
Coordination." 
 

3.03 CONSTRUCTION LAYOUT 
A. Verification: Before proceeding to lay out the Work, verify layout information 

shown on Drawings, in relation to the survey and existing benchmarks. If dis-
crepancies are discovered, notify Architect promptly. 
 

4.01 INSTALLATION 
A. General: Locate the Work and components of the Work accurately, in correct 

alignment and elevation, as indicated. 
1. Make vertical work plumb and make horizontal work level. 
2. Where space is limited, install components to maximize space available 

for maintenance and ease of removal for replacement. 
3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indi-

cated. 
4. Maintain minimum headroom clearance of 96 inches (2440 mm) in oc-

cupied spaces and 90 inches (2300 mm) in unoccupied spaces. 
B. Comply with manufacturer's written instructions and recommendations for in-

stalling products in applications indicated. 
C. Install products at the time and under conditions that will ensure the best possible 

results. Maintain conditions required for product performance until Substantial 
Completion. 

D. Conduct construction operations so no part of the Work is subjected to damaging 
operations or loading in excess of that expected during normal conditions of oc-
cupancy. 

E. Sequence the Work and allow adequate clearances to accommodate movement 
of construction items on site and placement in permanent locations. 
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F. Tools and Equipment: Where possible, select tools or equipment that minimize 
production of excessive noise levels. 

G. Templates: Obtain and distribute to the parties involved templates for work speci-
fied to be factory prepared and field installed. Check Shop Drawings of other por-
tions of the Work to confirm that adequate provisions are made for locating and 
installing products to comply with indicated requirements. 

H. Attachment: Provide blocking and attachment plates and anchors and fasteners 
of adequate size and number to securely anchor each component in place, accu-
rately located and aligned with other portions of the Work. Where size and type 
of attachments are not indicated, verify size and type required for load conditions. 
1. Mounting Heights: Where mounting heights are not indicated, mount 

components at heights directed by Architect. 
2. Allow for building movement, including thermal expansion and contrac-

tion. 
3. Coordinate installation of anchorages. Furnish setting drawings, tem-

plates, and directions for installing anchorages, including sleeves, con-
crete inserts, anchor bolts, and items with integral anchors, that are to be 
embedded in concrete or masonry. Deliver such items to Project site in 
time for installation. 

I. Joints: Make joints of uniform width. Where joint locations in exposed work are 
not indicated, arrange joints for the best visual effect. Fit exposed connections 
together to form hairline joints. 

J. Repair or remove and replace damaged, defective, or nonconforming Work. 
1. Comply with Section 017700 "Closeout Procedures" for repairing or re-

moving and replacing defective Work. 
 

4.02 CUTTING AND PATCHING 
A. Cutting and Patching, General: Employ skilled workers to perform cutting and 

patching. Proceed with cutting and patching at the earliest feasible time, and 
complete without delay. 
1. Cut in-place construction to provide for installation of other components 

or performance of other construction, and subsequently patch as re-
quired to restore surfaces to their original condition. 

B. Existing Warranties: Remove, replace, patch, and repair materials and surfaces 
cut or damaged during installation or cutting and patching operations, by meth-
ods and with materials so as not to void existing warranties. 

C. Temporary Support: Provide temporary support of work to be cut. 
D. Protection: Protect in-place construction during cutting and patching to prevent 

damage. Provide protection from adverse weather conditions for portions of Pro-
ject that might be exposed during cutting and patching operations. 

E. Adjacent Occupied Areas: Where interference with use of adjoining areas or in-
terruption of free passage to adjoining areas is unavoidable, coordinate cutting 
and patching according to requirements in Section 011000 "Summary." 

F. Existing Utility Services and Mechanical/Electrical Systems: Where existing ser-
vices/systems are required to be removed, relocated, or abandoned, bypass 
such services/systems before cutting to prevent interruption to occupied areas. 

G. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, 
and similar operations, including excavation, using methods least likely to dam-
age elements retained or adjoining construction. If possible, review proposed 
procedures with original Installer; comply with original Installer's written recom-
mendations. 
1. In general, use hand or small power tools designed for sawing and grind-

ing, not hammering and chopping. Cut holes and slots neatly to minimum 
size required, and with minimum disturbance of adjacent surfaces. Tem-
porarily cover openings when not in use. 
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2. Finished Surfaces: Cut or drill from the exposed or finished side into 
concealed surfaces. 

3. Concrete and Masonry: Cut using a cutting machine, such as an abra-
sive saw or a diamond-core drill. 

4. Excavating and Backfilling: Comply with requirements in applicable Sec-
tions where required by cutting and patching operations. 

5. Mechanical and Electrical Services: Cut off pipe or conduit in walls or 
partitions to be removed. Cap, valve, or plug and seal remaining portion 
of pipe or conduit to prevent entrance of moisture or other foreign matter 
after cutting. 

H. Patching: Patch construction by filling, repairing, refinishing, closing up, and simi-
lar operations following performance of other work. Patch with durable seams 
that are as invisible as practicable. Provide materials and comply with installation 
requirements specified in other Sections, where applicable. 
1. Inspection: Where feasible, test and inspect patched areas after comple-

tion to demonstrate physical integrity of installation. 
2. Exposed Finishes: Restore exposed finishes of patched areas and ex-

tend finish restoration into retained adjoining construction in a manner 
that will minimize evidence of patching and refinishing. 
a) Clean piping, conduit, and similar features before applying paint 

or other finishing materials. 
b) Restore damaged pipe covering to its original condition. 

3. Floors and Walls: Where walls or partitions that are removed extend one 
finished area into another, patch and repair floor and wall surfaces in the 
new space. Provide an even surface of uniform finish, color, texture, and 
appearance. Remove in-place floor and wall coverings and replace with 
new materials, if necessary, to achieve uniform color and appearance. 
a) Where patching occurs in a painted surface, prepare substrate 

and apply primer and intermediate paint coats appropriate for 
substrate over the patch, and apply final paint coat over entire 
unbroken surface containing the patch. Provide additional coats 
until patch blends with adjacent surfaces. 

4. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to pro-
vide an even-plane surface of uniform appearance. 

5. Exterior Building Enclosure: Patch components in a manner that restores 
enclosure to a weathertight condition and ensures thermal and moisture 
integrity of building enclosure. 

I. Cleaning: Clean areas and spaces where cutting and patching are performed. 
Remove paint, mortar, oils, putty, and similar materials from adjacent finished 
surfaces. 
 

4.03 PROGRESS CLEANING 
A. General: Clean Project site and work areas daily, including common areas. En-

force requirements strictly. Dispose of materials lawfully. 
1. Comply with requirements in NFPA 241 for removal of combustible 

waste materials and debris. 
2. Do not hold waste materials more than seven days during normal weath-

er or three days if the temperature is expected to rise above 80 deg F 
(27 deg C). 

3. Containerize hazardous and unsanitary waste materials separately from 
other waste. Mark containers appropriately and dispose of legally, ac-
cording to regulations. 
a) Use containers intended for holding waste materials of type to be 

stored. 
B. Site: Maintain Project site free of waste materials and debris. 
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C. Work Areas: Clean areas where work is in progress to the level of cleanliness 
necessary for proper execution of the Work. 
1. Remove liquid spills promptly. 
2. Where dust would impair proper execution of the Work, broom-clean or 

vacuum the entire work area, as appropriate. 
D. Installed Work: Keep installed work clean. Clean installed surfaces according to 

written instructions of manufacturer or fabricator of product installed, using only 
cleaning materials specifically recommended. If specific cleaning materials are 
not recommended, use cleaning materials that are not hazardous to health or 
property and that will not damage exposed surfaces. 

E. Concealed Spaces: Remove debris from concealed spaces before enclosing the 
space. 

F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as 
necessary to ensure freedom from damage and deterioration at time of Substan-
tial Completion. 

G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste 
materials down sewers or into waterways. Comply with waste disposal require-
ments in Section 015000 Temporary Facilities and Controls. 

H. During handling and installation, clean and protect construction in progress and 
adjoining materials already in place. Apply protective covering where required to 
ensure protection from damage or deterioration at Substantial Completion. 

I. Clean and provide maintenance on completed construction as frequently as nec-
essary through the remainder of the construction period. Adjust and lubricate op-
erable components to ensure operability without damaging effects. 

J. Limiting Exposures: Supervise construction operations to ensure that no part of 
the construction, completed or in progress, is subject to harmful, dangerous, 
damaging, or otherwise deleterious exposure during the construction period. 
 

4.04 STARTING AND ADJUSTING 
A. Coordinate startup and adjusting of equipment and operating components with 

requirements in Section 019113 "General Commissioning Requirements." 
B. Start equipment and operating components to confirm proper operation. Remove 

malfunctioning units, replace with new units, and retest. 
C. Adjust equipment for proper operation. Adjust operating components for proper 

operation without binding. 
D. Test each piece of equipment to verify proper operation. Test and adjust controls 

and safeties. Replace damaged and malfunctioning controls and equipment. 
E. Manufacturer's Field Service: Comply with qualification requirements in Sec-

tion 014000 "Quality Requirements." 
 

4.05 PROTECTION OF INSTALLED CONSTRUCTION 
A. Provide final protection and maintain conditions that ensure installed Work is 

without damage or deterioration at time of Substantial Completion. 
B. Protection of Existing Items: Provide protection and ensure that existing items to 

remain undisturbed by construction are maintained in condition that existed at 
commencement of the Work. 

C. Comply with manufacturer's written instructions for temperature and relative hu-
midity. 

END OF SECTION 017300 
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SECTION 017700 
 

CLOSEOUT PROCEDURES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for contract close-

out, including, but not limited to, the following: 
1. Substantial Completion procedures. 
2. Final completion procedures. 
3. Warranties. 
4. Final cleaning. 
5. Repair of the Work. 

B. Related Requirements: 
1. Section 013233 "Photographic Documentation" for submitting final com-

pletion construction photographic documentation. 
2. Section 017823 "Operation and Maintenance Data" for additional opera-

tion and maintenance manual requirements. 
3. Section 017839 "Project Record Documents" for submitting Record 

Drawings, Record Specifications, and Record Product Data. 
4. Section 017900 "Demonstration and Training" for requirements to train 

the Owner's maintenance personnel to adjust, operate, and maintain 
products, equipment, and systems. 
 

1.03 ACTION SUBMITTALS 
A. Product Data: For each type of cleaning agent. 
B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion. 
C. Certified List of Incomplete Items: Final submittal at final completion. 

 
1.04 CLOSEOUT SUBMITTALS 

A. Certificates of Release: From authorities having jurisdiction. 
B. Certificate of Insurance: For continuing coverage. 
C. Field Report: For pest control inspection. 

 
1.05 MAINTENANCE MATERIAL SUBMITTALS 

A. Schedule of Maintenance Material Items: For maintenance material submittal 
items specified in other Sections. 
 

1.06 SUBSTANTIAL COMPLETION PROCEDURES 
A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be 

completed and corrected (Contractor's punch list), indicating the value of each 
item on the list and reasons why the Work is incomplete. 

B. Submittals Prior to Substantial Completion: Complete the following a minimum of 
10 days prior to requesting inspection for determining date of Substantial Com-
pletion. List items below that are incomplete at time of request. 
1. Certificates of Release: Obtain and submit releases from authorities hav-

ing jurisdiction permitting Owner unrestricted use of the Work and access 
to services and utilities. Include occupancy permits, operating certifi-
cates, and similar releases. 
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2. Submit closeout submittals specified in other Division 01 Sections, in-
cluding project record documents, operation and maintenance manuals, 
damage or settlement surveys, property surveys, and similar final record 
information. 

3. Submit closeout submittals specified in individual Sections, including 
specific warranties, workmanship bonds, maintenance service agree-
ments, final certifications, and similar documents. 

4. Submit maintenance material submittals specified in individual Sections, 
including tools, spare parts, extra materials, and similar items, and deliv-
er to location designated by Architect. Label with manufacturer's name 
and model number. 

5. Submit testing, adjusting, and balancing records. 
6. Submit changeover information related to Owner's occupancy, use, op-

eration, and maintenance. 
C. Procedures Prior to Substantial Completion: Complete the following a minimum 

of 10 days prior to requesting inspection for determining date of Substantial 
Completion. List items below that are incomplete at time of request. 
1. Advise Owner of pending insurance changeover requirements. 
2. Make final changeover of permanent locks and deliver keys to Owner. 

Advise Owner's personnel of changeover in security provisions. 
3. Complete startup and testing of systems and equipment. 
4. Perform preventive maintenance on equipment used prior to Substantial 

Completion. 
5. Instruct Owner's personnel in operation, adjustment, and maintenance of 

products, equipment, and systems. Submit demonstration and training 
video recordings specified in Section 017900 "Demonstration and Train-
ing." 

6. Advise Owner of changeover in utility services. 
7. Participate with Owner in conducting inspection and walkthrough with lo-

cal emergency responders. 
8. Terminate and remove temporary facilities from Project site, along with 

mockups, construction tools, and similar elements. 
9. Complete final cleaning requirements. 
10. Touch up paint and otherwise repair and restore marred exposed finish-

es to eliminate visual defects. 
D. Inspection: Submit a written request for inspection to determine Substantial 

Completion a minimum of 10 days prior to date the Work will be completed and 
ready for final inspection and tests. On receipt of request, Architect will either 
proceed with inspection or notify Contractor of unfulfilled requirements. Architect 
will prepare the Certificate of Substantial Completion after inspection or will notify 
Contractor of items, either on Contractor's list or additional items identified by Ar-
chitect, that must be completed or corrected before certificate will be issued. 
1. Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 
2. Results of completed inspection will form the basis of requirements for fi-

nal completion. 
 

1.07 FINAL COMPLETION PROCEDURES 
A. Submittals Prior to Final Completion: Before requesting final inspection for de-

termining final completion, complete the following: 
1. Submit a final Application for Payment according to Section 012900 

"Payment Procedures." 
2. Certified List of Incomplete Items: Submit certified copy of Architect's 

Substantial Completion inspection list of items to be completed or cor-
rected (punch list), endorsed and dated by Architect. Certified copy of the 
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list shall state that each item has been completed or otherwise resolved 
for acceptance. 

3. Certificate of Insurance: Submit evidence of final, continuing insurance 
coverage complying with insurance requirements. 

4. Submit pest-control final inspection report. 
B. Inspection: Submit a written request for final inspection to determine acceptance 

a minimum of 10 days prior to date the work will be completed and ready for final 
inspection and tests. On receipt of request, Architect will either proceed with in-
spection or notify Contractor of unfulfilled requirements. Architect will prepare a 
final Certificate for Payment after inspection or will notify Contractor of construc-
tion that must be completed or corrected before certificate will be issued. 
1. Request reinspection when the Work identified in previous inspections as 

incomplete is completed or corrected. 
 

1.08 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 
A. Organization of List: Include name and identification of each space and area af-

fected by construction operations for incomplete items and items needing correc-
tion including, if necessary, areas disturbed by Contractor that are outside the 
limits of construction. 
1. Organize list of spaces in sequential order, starting with exterior areas 

first and proceeding from lowest floor to highest floor. 
2. Organize items applying to each space by major element, including cat-

egories for ceiling, individual walls, floors, equipment, and building sys-
tems. 

3. Include the following information at the top of each page: 
a) Project name. 
b) Date. 
c) Page number. 

4. Submit list of incomplete items in one of the following formats: 
a) PDF electronic file. Architect will return annotated file. 
b) Web-based project software upload. Utilize software feature for 

creating and updating list of incomplete items (punch list). 
 

1.09 SUBMITTAL OF PROJECT WARRANTIES 
A. Time of Submittal: Submit written warranties on request of Architect for designat-

ed portions of the Work where warranties are indicated to commence on dates 
other than date of Substantial Completion, or when delay in submittal of warran-
ties might limit Owner's rights under warranty. 

B. Partial Occupancy: Submit properly executed warranties within 15 days of com-
pletion of designated portions of the Work that are completed and occupied or 
used by Owner during construction period by separate agreement with Contrac-
tor. 

C. Organize warranty documents into an orderly sequence based on the table of 
contents of Project Manual. 

D. Warranty Electronic File: Provide warranties and bonds in PDF format. Assemble 
complete warranty and bond submittal package into a single electronic PDF file 
with bookmarks enabling navigation to each item. Provide bookmarked table of 
contents at beginning of document. 
1. Submit by email to Architect]. 
 

PART 2 -  PRODUCTS 
 

2.01 MATERIALS 
A. Cleaning Agents: Use cleaning materials and agents recommended by manufac-

turer or fabricator of the surface to be cleaned. Do not use cleaning agents that 
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are potentially hazardous to health or property or that might damage finished sur-
faces. 

 
PART 3 -  EXECUTION 

 
3.01 FINAL CLEANING 

A. General: Perform final cleaning. Conduct cleaning and waste-removal operations 
to comply with local laws and ordinances and Federal and local environmental 
and antipollution regulations. 

B. Cleaning: Employ experienced workers or professional cleaners for final clean-
ing. Clean each surface or unit to condition expected in an average commercial 
building cleaning and maintenance program. Comply with manufacturer's written 
instructions. 
1. Complete the following cleaning operations before requesting inspection 

for certification of Substantial Completion for entire Project or for a des-
ignated portion of Project unless granted otherwise by the Architect. 
a) Clean Project site, yard, and grounds, in areas disturbed by 

construction activities, including landscape development areas, 
of rubbish, waste material, litter, and other foreign substances. 

b) Sweep paved areas broom clean. Remove petrochemical spills, 
stains, and other foreign deposits. 

c) Rake grounds that are not planted, mulched, or paved to a 
smooth, even-textured surface. 

d) Remove tools, construction equipment, machinery, and surplus 
material from Project site. 

e) Remove snow and ice to provide safe access to building. 
f) Clean exposed exterior and interior hard-surfaced finishes to a 

dirt-free condition, free of stains, films, and similar foreign 
substances. Avoid disturbing natural weathering of exterior 
surfaces. Restore reflective surfaces to their original condition. 

g) Remove debris and surface dust from limited access spaces, 
including roofs, plenums, shafts, trenches, equipment vaults, 
manholes, attics, and similar spaces. 

h) Sweep concrete floors broom clean in unoccupied spaces. 
i) Vacuum carpet and similar soft surfaces, removing debris and 

excess nap; clean according to manufacturer's 
recommendations if visible soil or stains remain. 

j) Clean transparent materials, including mirrors and glass in doors 
and windows. Remove glazing compounds and other noticeable, 
vision-obscuring materials. Polish mirrors and glass, taking care 
not to scratch surfaces. 

k) Remove labels that are not permanent. 
l) Wipe surfaces of mechanical and electrical equipment and 

similar equipment. Remove excess lubrication, paint and mortar 
droppings, and other foreign substances. 

m) Clean plumbing fixtures to a sanitary condition, free of stains, 
including stains resulting from water exposure. 

n) Replace disposable air filters and clean permanent air filters. 
Clean exposed surfaces of diffusers, registers, and grills. 

o) Clean ducts, blowers, and coils if units were operated 
without filters during construction or that display 
contamination with particulate matter on inspection. 

p) Clean luminaires, lamps, globes, and reflectors to function with 
full efficiency. 

q) Leave Project clean and ready for occupancy. 
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C. Pest Control: Comply with pest control requirements in Section 015000 "Tempo-
rary Facilities and Controls." Prepare written report. 

D. Construction Waste Disposal: Comply with waste disposal requirements in Sec-
tion 015000 "Temporary Facilities and Controls. 
 

3.02 REPAIR OF THE WORK 
A. Complete repair and restoration operations before requesting inspection for de-

termination of Substantial Completion. 
B. Repair, or remove and replace, defective construction. Repairing includes replac-

ing defective parts, refinishing damaged surfaces, touching up with matching ma-
terials, and properly adjusting operating equipment. Where damaged or worn 
items cannot be repaired or restored, provide replacements. Remove and re-
place operating components that cannot be repaired. Restore damaged con-
struction and permanent facilities used during construction to specified condition. 
1. Remove and replace chipped, scratched, and broken glass, reflective 

surfaces, and other damaged transparent materials. 
2. Touch up and otherwise repair and restore marred or exposed finishes 

and surfaces. Replace finishes and surfaces that that already show evi-
dence of repair or restoration. 
a) Do not paint over "UL" and other required labels and 

identification, including mechanical and electrical nameplates. 
Remove paint applied to required labels and identification. 

3. Replace parts subject to operating conditions during construction that 
may impede operation or reduce longevity. 

4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and 
defective and noisy starters in fluorescent and mercury vapor fixtures to 
comply with requirements for new fixtures. 
 

END OF SECTION 017700 
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SECTION 017823 
 

OPERATION AND MAINTENANCE DATA 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for preparing opera-

tion and maintenance manuals, including the following: 
1. Operation and maintenance documentation directory manuals. 
2. Emergency manuals. 
3. Systems and equipment operation manuals. 
4. Systems and equipment maintenance manuals. 
5. Product maintenance manuals. 

B. Related Requirements: 
1. Section 013300 "Submittal Procedures" for submitting copies of submit-

tals for operation and maintenance manuals. 
 

1.03 DEFINITIONS 
A. System: An organized collection of parts, equipment, or subsystems united by 

regular interaction. 
B. Subsystem: A portion of a system with characteristics similar to a system. 

 
1.04 CLOSEOUT SUBMITTALS 

A. Submit operation and maintenance manuals indicated. Provide content for each 
manual as specified in individual Specification Sections, and as reviewed and 
approved at the time of Section submittals. Submit reviewed manual content for-
matted and organized as required by this Section. 
1. Architect will comment on whether content of operation and maintenance 

submittals is acceptable. 
2. Where applicable, clarify and update reviewed manual content to corre-

spond to revisions and field conditions. 
B. Format: Submit operation and maintenance manuals in the following format: 

1. Submit by email to Architect. Enable reviewer comments on draft submit-
tals. 

C. Final Manual Submittal: Submit each manual in final form prior to requesting in-
spection for Substantial Completion and at least 15 days before commencing 
demonstration and training. Architect will return copy with comments. 
1. Correct or revise each manual to comply with Architect's comments. 

Submit copies of each corrected manual within 15 days of receipt of Ar-
chitect's comments and prior to commencing demonstration and training. 

D. Comply with Section 017700 "Closeout Procedures" for schedule for submitting 
operation and maintenance documentation. 
 

1.05 FORMAT OF OPERATION AND MAINTENANCE MANUALS 
A. Manuals, Electronic Files: Submit manuals in the form of a multiple file composite 

electronic PDF file for each manual type required. 
1. Electronic Files: Use electronic files prepared by manufacturer where 

available. Where scanning of paper documents is required, configure 
scanned file for minimum readable file size. 
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2. File Names and Bookmarks: Bookmark individual documents based on 
file names. Name document files to correspond to system, subsystem, 
and equipment names used in manual directory and table of contents. 
Group documents for each system and subsystem into individual com-
posite bookmarked files, then create composite manual, so that resulting 
bookmarks reflect the system, subsystem, and equipment names in a 
readily navigated file tree. Configure electronic manual to display book-
mark panel on opening file. 

 
1.06 REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS 

A. Organization of Manuals: Unless otherwise indicated, organize each manual into 
a separate section for each system and subsystem, and a separate section for 
each piece of equipment not part of a system. Each manual shall contain the fol-
lowing materials, in the order listed: 
1. Title page. 
2. Table of contents. 
3. Manual contents. 

B. Title Page: Include the following information: 
1. Subject matter included in manual. 
2. Name and address of Project. 
3. Name and address of Owner. 
4. Date of submittal. 
5. Name and contact information for Contractor. 
6. Name and contact information for Construction Manager. 
7. Name and contact information for Architect. 
8. Name and contact information for Commissioning Authority. 
9. Names and contact information for major consultants to the Architect that 

designed the systems contained in the manuals. 
10. Cross-reference to related systems in other operation and maintenance 

manuals. 
C. Table of Contents: List each product included in manual, identified by product 

name, indexed to the content of the volume, and cross-referenced to Specifica-
tion Section number in Project Manual. 

D. Manual Contents: Organize into sets of manageable size. Arrange contents al-
phabetically by system, subsystem, and equipment. If possible, assemble in-
structions for subsystems, equipment, and components of one system into a sin-
gle binder. 

E. Identification: In the documentation directory and in each operation and mainte-
nance manual, identify each system, subsystem, and piece of equipment with 
same designation used in the Contract Documents. If no designation exists, as-
sign a designation according to ASHRAE Guideline 4, "Preparation of Operating 
and Maintenance Documentation for Building Systems." 
 

1.07 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY MANUAL 
A. Operation and Maintenance Documentation Directory: Prepare a separate man-

ual that provides an organized reference to emergency, operation, and mainte-
nance manuals. List items and their location to facilitate ready access to desired 
information. Include the following: 
1. List of Systems and Subsystems: List systems alphabetically. Include 

references to operation and maintenance manuals that contain infor-
mation about each system. 

2. List of Equipment: List equipment for each system, organized alphabeti-
cally by system. For pieces of equipment not part of system, list alpha-
betically in separate list. 
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3. Tables of Contents: Include a table of contents for each emergency, op-
eration, and maintenance manual. 
 

1.08 EMERGENCY MANUALS 
A. Emergency Manual: Assemble a complete set of emergency information indicat-

ing procedures for use by emergency personnel and by Owner's operating per-
sonnel for types of emergencies indicated. 

B. Content: Organize manual into a separate section for each of the following: 
1. Type of emergency. 
2. Emergency instructions. 
3. Emergency procedures. 

C. Type of Emergency: Where applicable for each type of emergency indicated be-
low, include instructions and procedures for each system, subsystem, piece of 
equipment, and component: 
1. Fire. 
2. Flood. 
3. Gas leak. 
4. Water leak. 
5. Power failure. 
6. Water outage. 
7. System, subsystem, or equipment failure. 
8. Chemical release or spill. 

D. Emergency Instructions: Describe and explain warnings, trouble indications, error 
messages, and similar codes and signals. Include responsibilities of Owner's op-
erating personnel for notification of Installer, supplier, and manufacturer to main-
tain warranties. 

E. Emergency Procedures: Include the following, as applicable: 
1. Instructions on stopping. 
2. Shutdown instructions for each type of emergency. 
3. Operating instructions for conditions outside normal operating limits. 
4. Required sequences for electric or electronic systems. 
5. Special operating instructions and procedures. 

 
1.09 SYSTEMS AND EQUIPMENT OPERATION MANUALS 

A. Systems and Equipment Operation Manual: Assemble a complete set of data in-
dicating operation of each system, subsystem, and piece of equipment not part of 
a system. Include information required for daily operation and management, op-
erating standards, and routine and special operating procedures. 
1. Engage a factory-authorized service representative to assemble and 

prepare information for each system, subsystem, and piece of equipment 
not part of a system. 

2. Prepare a separate manual for each system and subsystem, in the form 
of an instructional manual for use by Owner's operating personnel. 

B. Content: In addition to requirements in this Section, include operation data re-
quired in individual Specification Sections and the following information: 
1. System, subsystem, and equipment descriptions. Use designations for 

systems and equipment indicated on Contract Documents. 
2. Performance and design criteria if Contractor has delegated design re-

sponsibility. 
3. Operating standards. 
4. Operating procedures. 
5. Operating logs. 
6. Wiring diagrams. 
7. Control diagrams. 
8. Piped system diagrams. 
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9. Precautions against improper use. 
10. License requirements including inspection and renewal dates. 

C. Descriptions: Include the following: 
1. Product name and model number. Use designations for products indicat-

ed on Contract Documents. 
2. Manufacturer's name. 
3. Equipment identification with serial number of each component. 
4. Equipment function. 
5. Operating characteristics. 
6. Limiting conditions. 
7. Performance curves. 
8. Engineering data and tests. 
9. Complete nomenclature and number of replacement parts. 

D. Operating Procedures: Include the following, as applicable: 
1. Startup procedures. 
2. Equipment or system break-in procedures. 
3. Routine and normal operating instructions. 
4. Regulation and control procedures. 
5. Instructions on stopping. 
6. Normal shutdown instructions. 
7. Seasonal and weekend operating instructions. 
8. Required sequences for electric or electronic systems. 
9. Special operating instructions and procedures. 

E. Systems and Equipment Controls: Describe the sequence of operation, and dia-
gram controls as installed. 

F. Piped Systems: Diagram piping as installed, and identify color coding where re-
quired for identification. 
 

1.10 SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS 
A. Systems and Equipment Maintenance Manuals: Assemble a complete set of data 

indicating maintenance of each system, subsystem, and piece of equipment not 
part of a system. Include manufacturers' maintenance documentation, preventive 
maintenance procedures and frequency, repair procedures, wiring and systems 
diagrams, lists of spare parts, and warranty information. 
1. Engage a factory-authorized service representative to assemble and 

prepare information for each system, subsystem, and piece of equipment 
not part of a system. 

2. Prepare a separate manual for each system and subsystem, in the form 
of an instructional manual for use by Owner's operating personnel. 

B. Content: For each system, subsystem, and piece of equipment not part of a sys-
tem, include source information, manufacturers' maintenance documentation, 
maintenance procedures, maintenance and service schedules, spare parts list 
and source information, maintenance service contracts, and warranties and 
bonds as described below. 

C. Source Information: List each system, subsystem, and piece of equipment in-
cluded in manual, identified by product name and arranged to match manual's 
table of contents. For each product, list name, address, and telephone number of 
Installer or supplier and maintenance service agent, and cross-reference Specifi-
cation Section number and title in Project Manual and drawing or schedule des-
ignation or identifier where applicable. 

D. Manufacturers' Maintenance Documentation: Include the following information for 
each component part or piece of equipment: 
1. Standard maintenance instructions and bulletins; include only sheets 

pertinent to product or component installed. Mark each sheet to identify 
each product or component incorporated into the Work. If data include 
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more than one item in a tabular format, identify each item using appro-
priate references from the Contract Documents. Identify data applicable 
to the Work and delete references to information not applicable. 
a) Prepare supplementary text if manufacturers' standard printed 

data are not available and where the information is necessary for 
proper operation and maintenance of equipment or systems. 

2. Drawings, diagrams, and instructions required for maintenance, including 
disassembly and component removal, replacement, and assembly. 

3. Identification and nomenclature of parts and components. 
4. List of items recommended to be stocked as spare parts. 

E. Maintenance Procedures: Include the following information and items that detail 
essential maintenance procedures: 
1. Test and inspection instructions. 
2. Troubleshooting guide. 
3. Precautions against improper maintenance. 
4. Disassembly; component removal, repair, and replacement; and reas-

sembly instructions. 
5. Aligning, adjusting, and checking instructions. 
6. Demonstration and training video recording, if available. 

F. Maintenance and Service Schedules: Include service and lubrication require-
ments, list of required lubricants for equipment, and separate schedules for pre-
ventive and routine maintenance and service with standard time allotment. 
1. Scheduled Maintenance and Service: Tabulate actions for daily, weekly, 

monthly, quarterly, semiannual, and annual frequencies. 
2. Maintenance and Service Record: Include manufacturers' forms for re-

cording maintenance. 
G. Spare Parts List and Source Information: Include lists of replacement and repair 

parts, with parts identified and cross-referenced to manufacturers' maintenance 
documentation and local sources of maintenance materials and related services. 

H. Warranties and Bonds: Include copies of warranties and bonds and lists of 
circumstances and conditions that would affect validity of warranties or 
bonds. 
1. Include procedures to follow and required notifications for warranty 

claims. 
I. Drawings: Prepare drawings supplementing manufacturers' printed data to illus-

trate the relationship of component parts of equipment and systems and to illus-
trate control sequence and flow diagrams. Coordinate these drawings with infor-
mation contained in record Drawings to ensure correct illustration of completed 
installation. 
1. Do not use original project record documents as part of maintenance 

manuals. 
 

1.11 PRODUCT MAINTENANCE MANUALS 
A. Product Maintenance Manual: Assemble a complete set of maintenance data in-

dicating care and maintenance of each product, material, and finish incorporated 
into the Work. 

B. Content: Organize manual into a separate section for each product, material, and 
finish. Include source information, product information, maintenance procedures, 
repair materials and sources, and warranties and bonds, as described below. 

C. Source Information: List each product included in manual, identified by product 
name and arranged to match manual's table of contents. For each product, list 
name, address, and telephone number of Installer or supplier and maintenance 
service agent, and cross-reference Specification Section number and title in Pro-
ject Manual and drawing or schedule designation or identifier where applicable. 

D. Product Information: Include the following, as applicable: 
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1. Product name and model number. 
2. Manufacturer's name. 
3. Color, pattern, and texture. 
4. Material and chemical composition. 
5. Reordering information for specially manufactured products. 

E. Maintenance Procedures: Include manufacturer's written recommendations and 
the following: 
1. Inspection procedures. 
2. Types of cleaning agents to be used and methods of cleaning. 
3. List of cleaning agents and methods of cleaning detrimental to product. 
4. Schedule for routine cleaning and maintenance. 
5. Repair instructions. 

F. Repair Materials and Sources: Include lists of materials and local sources of ma-
terials and related services. 

G. Warranties and Bonds: Include copies of warranties and bonds and lists of 
circumstances and conditions that would affect validity of warranties or 
bonds. 
1. Include procedures to follow and required notifications for warranty 

claims. 
 

PART 2 -  PRODUCTS (Not Used) 
 

PART 3 -  EXECUTION (Not Used) 

END OF SECTION 017823 
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SECTION 017839 
 

PROJECT RECORD DOCUMENTS 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for project record 

documents, including the following: 
1. Record Drawings. 
2. Record Specifications. 
3. Record Product Data. 
4. Miscellaneous record submittals. 

B. Related Requirements: 
1. Section 017300 "Execution" for final property survey. 
2. Section 017700 "Closeout Procedures" for general closeout procedures. 
3. Section 017823 "Operation and Maintenance Data" for operation and 

maintenance manual requirements. 
 

1.03 CLOSEOUT SUBMITTALS 
A. Record Drawings: Comply with the following: 

1. Number of Copies: Submit one set(s) of marked-up record prints. 
2. Number of Copies: Submit copies of record Drawings as follows: 

a) Initial Submittal: 
1) Submit record digital data files and one set(s) of plots. 
2) Architect will indicate whether general scope of changes, 

additional information recorded, and quality of drafting 
are acceptable. 

b) Final Submittal: 
1) Submit PDF electronic files of scanned record prints and 

two set(s) of prints. 
2) Print each drawing, whether or not changes and 

additional information were recorded. 
B. Record Specifications: Submit annotated PDF electronic files of Project's 

Specifications, including addenda and contract modifications. 
C. Record Product Data: Submit annotated PDF electronic files and directories of 

each submittal. 
1. Where record Product Data are required as part of operation and 

maintenance manuals, submit duplicate marked-up Product Data as a 
component of manual. 

D. Miscellaneous Record Submittals: See other Specification Sections for miscella-
neous record-keeping requirements and submittals in connection with various 
construction activities. Submit annotated PDF electronic files and directories 
of each submittal. 

E. Reports: Submit written report monthly indicating items incorporated into project 
record documents concurrent with progress of the Work, including revisions, 
concealed conditions, field changes, product selections, and other notations in-
corporated. 
 

1.04 RECORD DRAWINGS 
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A. Record Prints: Maintain one set of marked-up paper copies of the Contract Draw-
ings and Shop Drawings, incorporating new and revised drawings as modifica-
tions are issued. 
1. Preparation: Mark record prints to show the actual installation where in-

stallation varies from that shown originally. Require individual or entity 
who obtained record data, whether individual or entity is Installer, sub-
contractor, or similar entity, to provide information for preparation of cor-
responding marked-up record prints. 
a) Give particular attention to information on concealed elements 

that would be difficult to identify or measure and record later. 
b) Accurately record information in an acceptable drawing 

technique. 
c) Record data as soon as possible after obtaining it. 
d) Record and check the markup before enclosing concealed 

installations. 
e) Cross-reference record prints to corresponding photographic 

documentation. 
2. Content: Types of items requiring marking include, but are not limited to, 

the following: 
a) Dimensional changes to Drawings. 
b) Revisions to details shown on Drawings. 
c) Depths of foundations. 
d) Locations and depths of underground utilities. 
e) Revisions to routing of piping and conduits. 
f) Revisions to electrical circuitry. 
g) Actual equipment locations. 
h) Duct size and routing. 
i) Locations of concealed internal utilities. 
j) Changes made by Change Order or Construction Change 

Directive. 
k) Changes made following Architect's written orders. 
l) Details not on the original Contract Drawings. 
m) Field records for variable and concealed conditions. 
n) Record information on the Work that is shown only 

schematically. 
3. Mark the Contract Drawings and Shop Drawings completely and accu-

rately. Use personnel proficient at recording graphic information in pro-
duction of marked-up record prints. 

4. Mark record sets with erasable, red-colored pencil. Use other colors to 
distinguish between changes for different categories of the Work at same 
location. 

5. Mark important additional information that was either shown schematical-
ly or omitted from original Drawings. 

6. Note Construction Change Directive numbers, alternate numbers, 
Change Order numbers, and similar identification, where applicable. 

B. Format: Identify and date each record Drawing; include the designation 
"PROJECT RECORD DRAWING" in a prominent location. 
1. Record Prints: Organize record prints into manageable sets. Bind each 

set with durable paper cover sheets. Include identification on cover 
sheets. 

2. Format: Annotated PDF electronic file with comment function enabled. 
3. Record Digital Data Files: Organize digital data information into separate 

electronic files that correspond to each sheet of the Contract Drawings. 
Name each file with the sheet identification. Include identification in each 
digital data file. 

4. Identification: As follows: 
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a) Project name. 
b) Date. 
c) Designation "PROJECT RECORD DRAWINGS." 
d) Name of Architect. 
e) Name of Contractor. 

 
1.05 RECORD SPECIFICATIONS 

A. Preparation: Mark Specifications to indicate the actual product installation where 
installation varies from that indicated in Specifications, addenda, and contract 
modifications. 
1. Give particular attention to information on concealed products and instal-

lations that cannot be readily identified and recorded later. 
2. For each principal product, indicate whether record Product Data has 

been submitted in operation and maintenance manuals instead of sub-
mitted as record Product Data. 

3. Note related Change Orders and record Drawings where applicable. 
B. Format: Submit record Specifications as scanned PDF electronic file. 

 
1.06 RECORD PRODUCT DATA 

A. Recording: Maintain one copy of each submittal during the construction period for 
project record document purposes. Post changes and revisions to project record 
documents as they occur; do not wait until end of Project. 

B. Preparation: Mark Product Data to indicate the actual product installation where 
installation varies substantially from that indicated in Product Data submittal. 
1. Give particular attention to information on concealed products and instal-

lations that cannot be readily identified and recorded later. 
2. Include significant changes in the product delivered to Project site and 

changes in manufacturer's written instructions for installation. 
3. Note related Change Orders and record Drawings where applicable. 

C. Format: Submit record Product Data as scanned PDF electronic file(s) of 
marked-up paper copy of Product Data. 
1. Include record Product Data directory organized by Specification Section 

number and title, electronically linked to each item of record Product Da-
ta. 
 

1.07 MAINTENANCE OF RECORD DOCUMENTS 
A. Maintenance of Record Documents: Store record documents in the field office 

apart from the Contract Documents used for construction. Do not use project 
record documents for construction purposes. Maintain record documents in good 
order and in a clean, dry, legible condition, protected from deterioration and loss. 
Provide access to project record documents for Architect's reference during nor-
mal working hours. 
 

PART 2 -  PRODUCTS 
 

PART 3 -  EXECUTION 

END OF SECTION 017839 
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SECTION 017900 
 

DEMONSTRATION AND TRAINING 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and other Division 01 Specification Sections, apply to this 
Section. 
 

1.02 SUMMARY 
A. Section includes administrative and procedural requirements for instructing Own-

er's personnel, including the following: 
1. Instruction in operation and maintenance of systems, subsystems, and 

equipment. 
2. Demonstration and training video recordings. 
 

1.03 INFORMATIONAL SUBMITTALS 
A. Instruction Program: Submit outline of instructional program for demonstration 

and training, including a list of training modules and a schedule of proposed 
dates, times, length of instruction time, and instructors' names for each training 
module. Include learning objective and outline for each training module. 
1. Indicate proposed training modules using manufacturer-produced 

demonstration and training video recordings for systems, equipment, and 
products in lieu of video recording of live instructional module. 

B. Attendance Record: For each training module, submit list of participants 
and length of instruction time. 
 

1.04 CLOSEOUT SUBMITTALS 
A. Demonstration and Training Video Recordings: Submit two copies within seven 

days of end of each training module. 
1. Identification: On each copy, provide an applied label with the following 

information: 
a) Name of Project. 
b) Name and address of videographer. 
c) Name of Architect. 
d) Name of Contractor. 
e) Date of video recording. 

2. Transcript: Prepared in PDF electronic format. Include a cover sheet with 
same label information as the corresponding video recording and a table 
of contents with links to corresponding training components. Include 
name of Project and date of video recording on each page. 

3. At completion of training, submit complete training manual(s) for Owner's 
use prepared in same PDF file format required for operation and 
maintenance manuals specified in Section 017823 "Operation and 
Maintenance Data." 
 

1.05 QUALITY ASSURANCE 
A. Facilitator Qualifications: A firm or individual experienced in training or educating 

maintenance personnel in a training program similar in content and extent to that 
indicated for this Project, and whose work has resulted in training or education 
with a record of successful learning performance. 

B. Instructor Qualifications: A factory-authorized service representative, complying 
with requirements in Section 014000 "Quality Requirements," experienced in op-
eration and maintenance procedures and training. 
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1.06 COORDINATION 

A. Coordinate instruction schedule with Owner's operations. Adjust schedule as re-
quired to minimize disrupting Owner's operations and to ensure availability of 
Owner's personnel. 

B. Coordinate instructors, including providing notification of dates, times, length of 
instruction time, and course content. 

C. Coordinate content of training modules with content of approved emergency, op-
eration, and maintenance manuals. Do not submit instruction program until oper-
ation and maintenance data have been reviewed and approved by Architect. 
 

 
1.07 PREPARATION 

A. Assemble educational materials necessary for instruction, including documenta-
tion and training module. Assemble training modules into a training manual orga-
nized in coordination with requirements in Section 017823 "Operation and 
Maintenance Data." 

B. Set up instructional equipment at instruction location. 
 

1.08 INSTRUCTION 
A. Facilitator: Engage a qualified facilitator to prepare instruction program and train-

ing modules, to coordinate instructors, and to coordinate between Contractor and 
Owner for number of participants, instruction times, and location. 

B. Engage qualified instructors to instruct Owner's personnel to adjust, operate, and 
maintain systems, subsystems, and equipment not part of a system. 

C. Scheduling: Provide instruction at mutually agreed-on times. For equipment that 
requires seasonal operation, provide similar instruction at start of each season. 
1. Schedule training with Owner, through Architect, with at least seven 

days' advance notice. 
D. Training Location and Reference Material: Conduct training on-site in the com-

pleted and fully operational facility using the actual equipment in-place. Conduct 
training using final operation and maintenance data submittals. 

E. Cleanup: Collect used and leftover educational materials and give to Owner. 
Remove instructional equipment. Restore systems and equipment to condition 
existing before initial training use. 
 

1.09 DEMONSTRATION AND TRAINING VIDEO RECORDINGS 
A. General: Engage a qualified videographer to record demonstration and training 

video recordings. Record each training module separately. Include classroom in-
structions and demonstrations, board diagrams, and other visual aids, but not 
student practice. 
1. At beginning of each training module, record each chart containing learn-

ing objective and lesson outline. 
B. Digital Video Recordings: Provide high-resolution, digital video in MPEG format, 

produced by a digital camera with minimum sensor resolution of 12 megapixels 
and capable of recording in full HD mode. 
1. Submit video recordings on thumb drive or by uploading to web-based 

file share site]. 
2. File Hierarchy: Organize folder structure and file locations according to 

Project Manual table of contents. Provide complete screen-based menu. 
3. File Names: Utilize file names based on name of equipment generally 

described in video segment, as identified in Project specifications. 
4. Contractor and Installer Contact File: Using appropriate software, create 

a file for inclusion on the equipment demonstration and training recording 
that describes the following for each Contractor involved on the Project, 
arranged according to Project Manual table of contents: 
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a) Name of Contractor/Installer. 
b) Business address. 
c) Business phone number. 
d) Point of contact. 
e) Email address. 

C. Recording: Mount camera on tripod before starting recording, unless otherwise 
necessary to adequately cover area of demonstration and training. Display con-
tinuous running time. 
1. Film training session(s) in segments not to exceed 15 minutes. 

a) Organize segments with multiple pieces of equipment to follow 
order of Project Manual table of contents. 

b) Where a training session on a particular piece of equipment 
exceeds 15 minutes, stop filming and pause training session. 
Begin training session again upon commencement of new filming 
segment. 

D. Light Levels: Verify light levels are adequate to properly light equipment. Verify 
equipment markings are clearly visible prior to recording. 
1. Furnish additional portable lighting as required. 

E. Narration: Describe scenes on video recording by audio narration by micro-
phone while video recording is recorded. Include description of items being 
viewed. 

F. Transcript: Provide a transcript of the narration. Display images and running time 
captured from videotape opposite the corresponding narration segment. 

G. Preproduced Video Recordings: Provide video recordings used as a component 
of training modules in same format as recordings of live training. 
 

PART 2 -  PRODUCTS 
 

PART 3 -  EXECUTION 

END OF SECTION 017900 
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SECTION 031000 

CONCRETE FORMING AND ACCESSORIES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Form-facing material for cast-in-place concrete. 
2. Shoring, bracing, and anchoring. 

1.3 DEFINITIONS 

A. Form-Facing Material: Temporary structure or mold for the support of concrete while the concrete 
is setting and gaining sufficient strength to be self-supporting. 

B. Formwork: The total system of support of freshly placed concrete, including the mold or sheathing 
that contacts the concrete, as well as supporting members, hardware, and necessary bracing. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Concrete Formwork: Design, engineer, erect, shore, brace, and maintain formwork, shores, and 
reshores in accordance with ACI 301, to support vertical, lateral, static, and dynamic loads, and 
construction loads that might be applied, until structure can support such loads, so that resulting 
concrete conforms to the required shapes, lines, and dimensions. 

1. Design wood panel forms in accordance with APA's "Concrete Forming 
Design/Construction Guide." 

2. Design formwork to limit deflection of form-facing material to 1/240 of center-to-center 
spacing of supports. 

a. For architectural concrete specified in Section 033300 "Architectural Concrete," limit 
deflection of form-facing material, studs, and walers to 0.0025 times their respective 
clear spans (L/400). 
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2.2 FORM-FACING MATERIALS 

A. As-Cast Surface Form-Facing Material: 

1. Provide continuous, true, and smooth concrete surfaces. 
2. Furnish in largest practicable sizes to minimize number of joints. 
3. Acceptable Materials: As required to comply with Surface Finish designations specified in 

Section 033000 "Cast-In-Place Concrete, and as follows: 

a. Plywood, metal, or other approved panel materials. 

B. Concealed Surface Form-Facing Material: Lumber, plywood, metal, plastic, or another approved 
material. 

1. Provide lumber dressed on at least two edges and one side for tight fit. 

2.3 RELATED MATERIALS 

A. Form-Release Agent: Commercially formulated form-release agent that does not bond with, stain, 
or adversely affect concrete surfaces and does not impair subsequent treatments of concrete 
surfaces. 

1. Formulate form-release agent with rust inhibitor for steel form-facing materials. 
2. Form release agent for form liners shall be acceptable to form liner manufacturer. 

B. Form Ties: Factory-fabricated, removable or snap-off, glass-fiber-reinforced plastic or metal form 
ties designed to resist lateral pressure of fresh concrete on forms and to prevent spalling of 
concrete on removal. 

1. Furnish units that leave no corrodible metal closer than 1 inch to the plane of exposed 
concrete surface. 

2. Furnish ties that, when removed, leave holes no larger than 1 inch in diameter in concrete 
surface. 

PART 3 - EXECUTION 

3.1 INSTALLATION OF FORMWORK 

A. Comply with ACI 301. 

B. Construct formwork, so concrete members and structures are of size, shape, alignment, 
elevation, and position indicated, within tolerance limits of ACI 117 and to comply with the Surface 
Finish designations specified in Section 033000 "Cast-In-Place Concrete" for as-cast finishes. 

C. Limit concrete surface irregularities as follows: 

1. Surface Finish-2.0: ACI 117 Class B, 1/4 inch. 
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D. Construct forms tight enough to prevent loss of concrete mortar. 

1. Minimize joints. 
2. Exposed Concrete: Symmetrically align joints in forms. 

E. Construct removable forms for easy removal without hammering or prying against concrete 
surfaces. 

1. Provide crush or wrecking plates where stripping may damage cast-concrete surfaces. 
2. Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1 vertical. 

F. Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required 
elevations and slopes in finished concrete surfaces. 

1. Provide and secure units to support screed strips. 
2. Use strike-off templates or compacting-type screeds. 

G. Provide temporary openings for cleanouts and inspection ports where interior area of formwork 
is inaccessible. 

1. Close openings with panels tightly fitted to forms and securely braced to prevent loss of 
concrete mortar. 

2. Locate temporary openings in forms at inconspicuous locations. 

H. At construction joints, overlap forms onto previously placed concrete not less than 12 inches. 

I. Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and bulkheads 
required in the Work. 

1. Determine sizes and locations from trades providing such items. 
2. Obtain written approval of Architect prior to forming openings not indicated on Drawings. 

J. Construction and Movement Joints: 

1. Construct joints true to line with faces perpendicular to surface plane of concrete. 
2. Install so strength and appearance of concrete are not impaired, at locations indicated or 

as approved by Architect. 
3. Place joints perpendicular to main reinforcement. 
4. Locate joints for beams, slabs, joists, and girders in the middle third of spans. 

a. Offset joints in girders a minimum distance of twice the beam width from a beam-
girder intersection. 

5. Locate horizontal joints in walls and columns at underside of floors, slabs, beams, and 
girders and at the top of footings or floor slabs. 

6. Space vertical joints in walls as indicated on Drawings. 

a. Locate joints beside piers integral with walls, near corners, and in concealed 
locations where possible. 

K. Provide temporary ports or openings in formwork where required to facilitate cleaning and 
inspection. 

1. Locate ports and openings in bottom of vertical forms, in inconspicuous location, to allow 
flushing water to drain. 
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2. Close temporary ports and openings with tight-fitting panels, flush with inside face of form, 
and neatly fitted, so joints will not be apparent in exposed concrete surfaces. 

L. Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust, dirt, and 
other debris just before placing concrete. 

M. Retighten forms and bracing before placing concrete, as required, to prevent mortar leaks and 
maintain proper alignment. 

N. Coat contact surfaces of forms with form-release agent, according to manufacturer's written 
instructions, before placing reinforcement. 

3.2 INSTALLATION OF EMBEDDED ITEMS 

A. Place and secure anchorage devices and other embedded items required for adjoining work that 
is attached to or supported by cast-in-place concrete. 

1. Use setting drawings, templates, diagrams, instructions, and directions furnished with 
items to be embedded. 

2. Install anchor rods, accurately located, to elevations required and complying with 
tolerances in Section 7.5 of AISC 303. 

3. Install reglets to receive waterproofing and to receive through-wall flashings in outer face 
of concrete frame at exterior walls, where flashing is shown at lintels, shelf angles, and 
other conditions. 

4. Install dovetail anchor slots in concrete structures, as indicated on Drawings. 
5. Clean embedded items immediately prior to concrete placement. 

3.3 REMOVING AND REUSING FORMS 

A. Formwork for sides of beams, walls, columns, and similar parts of the Work that does not support 
weight of concrete may be removed after cumulatively curing at not less than 50 deg F for 24 
hours after placing concrete. Concrete has to be hard enough to not be damaged by form-removal 
operations, and curing and protection operations need to be maintained. 

1. Leave formwork for beam soffits, joists, slabs, and other structural elements that support 
weight of concrete in place until concrete has achieved  at least 70 percent of its 28-day 
design compressive strength. 

2. Remove forms only if shores have been arranged to permit removal of forms without 
loosening or disturbing shores. 

B. Clean and repair surfaces of forms to be reused in the Work. 

1. Split, frayed, delaminated, or otherwise damaged form-facing material are unacceptable 
for exposed surfaces. 

2. Apply new form-release agent. 

C. When forms are reused, clean surfaces, remove fins and laitance, and tighten to close joints. 

1. Align and secure joints to avoid offsets. 
2. Do not use patched forms for exposed concrete surfaces unless approved by Architect. 
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3.4 SHORING AND RESHORING INSTALLATION 

A. Comply with ACI 318 and ACI 301 for design, installation, and removal of shoring and reshoring. 

1. Do not remove shoring or reshoring until measurement of slab tolerances is complete. 

B. Plan sequence of removal of shores and reshore to avoid damage to concrete. Locate and 
provide adequate reshoring to support construction without excessive stress or deflection. 

END 
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SECTION 032000 

CONCRETE REINFORCING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Steel reinforcement bars. 
2. Welded-wire reinforcement. 

1.3 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Each type of steel reinforcement. 
2. Bar supports. 

B. Shop Drawings: Comply with ACI SP-066: 

1. Include placing drawings that detail fabrication, bending, and placement. 
2. Include bar sizes, lengths, materials, grades, bar schedules, stirrup spacing, bent bar 

diagrams, bar arrangement, location of splices, lengths of lap splices, details of mechanical 
splice couplers, details of welding splices, tie spacing, hoop spacing, and supports for 
concrete reinforcement. 

C. Construction Joint Layout: Indicate proposed construction joints required to build the structure. 

1. Location of construction joints is subject to approval of the Architect. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Statements: For testing and inspection agency. 

B. Field quality-control reports. 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications: An independent agency, qualified in accordance with 
ASTM C1077 and ASTM E329 for testing indicated. 
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1.6 DELIVERY, STORAGE, AND HANDLING 

A. Steel Reinforcement: Deliver, store, and handle steel reinforcement to prevent bending and 
damage. 

1. Store reinforcement to avoid contact with earth. 
2. Do not allow epoxy-coated reinforcement to be stored outdoors for more than 60 days 

without being stored under an opaque covering. 
3. Do not allow dual-coated reinforcement to be stored outdoors for more than 60 days 

without being stored under an opaque covering. 
4. Do not allow stainless steel reinforcement to come into contact with uncoated 

reinforcement. 

PART 2 - PRODUCTS 

2.1 STEEL REINFORCEMENT 

A. Reinforcing Bars: ASTM A615/A615M, Grade 60 , deformed. 

B. Low-Alloy Steel Reinforcing Bars: ASTM A706/A706M, deformed. 

C. Plain-Steel Welded-Wire Reinforcement: ASTM A1064/A1064M, plain, fabricated from as-drawn 
steel wire into flat sheets. 

2.2 REINFORCEMENT ACCESSORIES 

A. Bar Supports: Bolsters, chairs, spacers, and other devices for spacing, supporting, and fastening 
reinforcing bars and welded-wire reinforcement in place. 

1. Manufacture bar supports from steel wire, plastic, or precast concrete in accordance with 
CRSI's "Manual of Standard Practice," of greater compressive strength than concrete and 
as follows: 

a. For concrete surfaces exposed to view, where legs of wire bar supports contact 
forms, use CRSI Class 1 plastic-protected steel wire, all-plastic bar supports, or 
CRSI Class 2 stainless steel bar supports. 

B. Steel Tie Wire: ASTM A1064/A1064M, annealed steel, not less than 0.0508 inch in diameter. 

1. Finish: Plain. 

2.3 FABRICATING REINFORCEMENT 

A. Fabricate steel reinforcement according to CRSI's "Manual of Standard Practice." 
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PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protection of In-Place Conditions: 

1. Do not cut or puncture vapor retarder. 
2. Repair damage and reseal vapor retarder before placing concrete. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, and other foreign materials that reduce 
bond to concrete. 

3.2 INSTALLATION OF STEEL REINFORCEMENT 

A. Comply with CRSI's "Manual of Standard Practice" for placing and supporting reinforcement. 

B. Accurately position, support, and secure reinforcement against displacement. 

1. Locate and support reinforcement with bar supports to maintain minimum concrete cover. 
2. Do not tack weld crossing reinforcing bars. 

C. Preserve clearance between bars of not less than 1 inch, not less than one bar diameter, or not 
less than 1-1/3 times size of large aggregate, whichever is greater. 

D. Provide concrete coverage in accordance with ACI 318. 

E. Set wire ties with ends directed into concrete, not toward exposed concrete surfaces. 

F. Splices: Lap splices as indicated on Drawings. 

1. Bars indicated to be continuous, and all vertical bars shall be lapped not less than 36 bar 
diameters at splices, or 24 inches, whichever is greater. 

2. Stagger splices in accordance with ACI 318. 
3. Weld reinforcing bars in accordance with AWS D1.4/D 1.4M, where indicated on Drawings. 

G. Install welded-wire reinforcement in longest practicable lengths. 

1. Support welded-wire reinforcement in accordance with CRSI "Manual of Standard 
Practice." 

a. For reinforcement less than W4.0 or D4.0, continuous support spacing shall not 
exceed 12 inches. 

2. Lap edges and ends of adjoining sheets at least one wire spacing plus 2 inches for plain 
wire and 8 inches for deformed wire. 

3. Offset laps of adjoining sheet widths to prevent continuous laps in either direction. 
4. Lace overlaps with wire. 
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3.3 JOINTS 

A. Construction Joints: Install so strength and appearance of concrete are not impaired, at locations 
indicated or as approved by Architect. 

1. Place joints perpendicular to main reinforcement. 
2. Continue reinforcement across construction joints unless otherwise indicated. 
3. Do not continue reinforcement through sides of strip placements of floors and slabs. 

B. Doweled Joints: Install dowel bars and support assemblies at joints where indicated. Lubricate or 
asphalt coat one-half of dowel length, to prevent concrete bonding to one side of joint. 

3.4 INSTALLATION TOLERANCES 

A. Comply with ACI 117. 

3.5 FIELD QUALITY CONTROL 

A. Special Inspections: Owner will engage a special inspector and qualified testing and inspecting 
agency to perform field tests and inspections and prepare test reports. 

B. Inspections: 

1. Steel-reinforcement placement. 
2. Steel-reinforcement mechanical splice couplers. 
3. Steel-reinforcement welding. 

C. Manufacturer's Inspections: Engage manufacturer of structural thermal break insulated 
connection system to inspect completed installations prior to placement of concrete, and to 
provide written report that installation complies with manufacturer's written instructions. 

END 
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SECTION 033000 

CAST-IN-PLACE CONCRETE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cast-in-place concrete, including concrete materials, mixture design, placement 
procedures, and finishes. 

B. Related Requirements: 

1. Section 031000 "Concrete Forming and Accessories" for form-facing materials, form liners, 
insulating concrete forms, and waterstops. 

2. Section 032000 "Concrete Reinforcing" for steel reinforcing bars and welded-wire 
reinforcement. 

1.3 DEFINITIONS 

A. Cementitious Materials: Portland cement alone or in combination with one or more of the 
following: blended hydraulic cement, fly ash, slag cement, other pozzolans, and silica fume; 
materials subject to compliance with requirements. 

B. Water/Cement Ratio (w/cm): The ratio by weight of water to cementitious materials. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each of the following. 

1. Portland cement. 
2. Fly ash. 
3. Aggregates. 
4. Admixtures: 

a. Include limitations of use, including restrictions on cementitious materials, 
supplementary cementitious materials, air entrainment, aggregates, temperature at 
time of concrete placement, relative humidity at time of concrete placement, curing 
conditions, and use of other admixtures. 

5. Fiber reinforcement. 
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6. Vapor retarders. 
7. Curing materials. 
8. Joint fillers. 

B. Design Mixtures: For each concrete mixture, include the following: 

1. Mixture identification. 
2. Minimum 28-day compressive strength. 
3. Provide basis of mix design, field use or trial batch, and supporting data. 
4. Durability exposure class. 
5. Maximum w/cm. 
6. Slump limit. 
7. Air content. 
8. Nominal maximum aggregate size. 
9. Synthetic micro-fiber content. 
10. Indicate amounts of mixing water to be withheld for later addition at Project site if permitted. 
11. Intended placement method. 
12. Submit alternate design mixtures when characteristics of materials, Project conditions, 

weather, test results, or other circumstances warrant adjustments. 

C. Shop Drawings: 

1. Construction Joint Layout: Indicate proposed construction joints required to construct the 
structure. 

a. Location of construction joints is subject to approval of the Architect. 

D. Concrete Schedule: For each location of each Class of concrete indicated in "Concrete Mixtures" 
Article, including the following: 

1. Concrete Class designation. 
2. Location within Project. 
3. Exposure Class designation. 
4. Formed Surface Finish designation and final finish. 
5. Final finish for floors. 
6. Curing process. 
7. Floor treatment if any. 

1.5 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For each of the following, signed by manufacturers: 

1. Cementitious materials. 
2. Admixtures. 
3. Fiber reinforcement. 
4. Curing compounds. 
5. Semirigid joint filler. 
6. Joint-filler strips. 

B. Material Test Reports: For the following, from a qualified testing agency: 

1. Portland cement. 
2. Fly ash. 
3. Aggregates. 
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C. Floor surface flatness and levelness measurements report, indicating compliance with specified 
tolerances. 

D. Field quality-control reports. 

1.6 QUALITY ASSURANCE 

A. Laboratory Testing Agency Qualifications: A testing agency qualified in accordance with 
ASTM C1077 and ASTM E329 for testing indicated and employing an ACI-certified Concrete 
Quality Control Technical Manager. 

1. Personnel performing laboratory tests shall be an ACI-certified Concrete Strength Testing 
Technician and Concrete Laboratory Testing Technician, Grade I. Testing agency 
laboratory supervisor shall be an ACI-certified Concrete Laboratory Testing Technician, 
Grade II. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Comply with ASTM C94/C94M and ACI 301. 

1.8 FIELD CONDITIONS 

A. Cold-Weather Placement: Comply with ACI 301 and ACI 306.1 and as follows. 

1. Protect concrete work from physical damage or reduced strength that could be caused by 
frost, freezing actions, or low temperatures. 

2. When average high and low temperature is expected to fall below 40 deg F for three 
successive days, maintain delivered concrete mixture temperature within the temperature 
range required by ACI 301. 

3. Do not use frozen materials or materials containing ice or snow. 
4. Do not place concrete in contact with surfaces less than 35 deg F, other than reinforcing 

steel. 
5. Do not use calcium chloride, salt, or other materials containing antifreeze agents or 

chemical accelerators unless otherwise specified and approved in mixture designs. 

B. Hot-Weather Placement: Comply with ACI 301 and ACI 305.1, and as follows: 

1. Maintain concrete temperature at time of discharge to not exceed 95 deg F. 
2. Fog-spray forms, steel reinforcement, and subgrade just before placing concrete. Keep 

subgrade uniformly moist without standing water, soft spots, or dry areas. 

PART 2 - PRODUCTS 

2.1 CONCRETE, GENERAL 

A. ACI Publications: Comply with ACI 301unless modified by requirements in the Contract 
Documents. 
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2.2 CONCRETE MATERIALS 

A. Source Limitations: 

1. Obtain all concrete mixtures from a single ready-mixed concrete manufacturer for entire 
Project. 

2. Obtain each type or class of cementitious material of the same brand from the same 
manufacturer's plant. 

3. Obtain aggregate from single source. 
4. Obtain each type of admixture from single source from single manufacturer. 

B. Cementitious Materials: 

1. Portland Cement: ASTM C150/C150M, Type I/II , . 
2. Fly Ash: ASTM C618, Class C or F. 

C. Normal-Weight Aggregates: ASTM C33/C33M, Class 3S coarse aggregate or better, graded. 
Provide aggregates from a single source. 

1. Alkali-Silica Reaction: Comply with one of the following: 

a. Expansion Result of Aggregate: Not more than 0.04 percent at one-year when tested 
in accordance with ASTM C1293. 

b. Expansion Results of Aggregate and Cementitious Materials in Combination: Not 
more than 0.10 percent at an age of 16 days when tested in accordance with 
ASTM C1567. 

c. Alkali Content in Concrete: Not more than 4 lb./cu. yd. for moderately reactive 
aggregate or 3 lb./cu. yd. for highly reactive aggregate, when tested in accordance 
with ASTM C1293 and categorized in accordance with ASTM C1778, based on 
alkali content being calculated in accordance with ACI 301. 

2. Maximum Coarse-Aggregate Size: 1 inchor3/4 inch nominal. 
3. Fine Aggregate: Free of materials with deleterious reactivity to alkali in cement. 

D. Air-Entraining Admixture: ASTM C260/C260M. 

E. Chemical Admixtures: Certified by manufacturer to be compatible with other admixtures that do 
not contribute water-soluble chloride ions exceeding those permitted in hardened concrete. Do 
not use calcium chloride or admixtures containing calcium chloride . 

1. Water-Reducing Admixture: ASTM C494/C494M, Type A. 
2. High-Range, Water-Reducing Admixture: ASTM C494/C494M, Type F. 

F. Water and Water Used to Make Ice: ASTM C94/C94M, potable  

2.3 FIBER REINFORCEMENT 

A. Synthetic Monofilament Micro-Fiber: Monofilament polypropylene micro-fibers engineered and 
designed for use in concrete, complying with ASTM C1116/C1116M, Type III, 1/2 to 1-1/2 inches 
long. 

B. Synthetic Fibrillated Micro-Fiber: Fibrillated polypropylene micro-fibers engineered and designed 
for use in concrete, complying with ASTM C1116/C1116M, Type III, 1/2 to 1-1/2 inches long. 
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2.4 CURING MATERIALS 

A. Water: Potable or complying with ASTM C1602/C1602M. 

B. Clear, Waterborne, Membrane-Forming, Dissipating Curing Compound: ASTM C309, Type 1, 
Class B. 

1. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 
a. ChemMasters, Inc. 
b. Dayton Superior. 
c. Euclid Chemical Company (The); an RPM company. 

2.5 RELATED MATERIALS 

A. Expansion- and Isolation-Joint-Filler Strips: ASTM D1751, asphalt-saturated cellulosic fiber or 
ASTM D1752, cork or self-expanding cork. 

B. Semirigid Joint Filler: Two-component, semirigid, 100 percent solids, epoxy resin with a Type A 
shore durometer hardness of 80 in accordance with ASTM D2240. 

2.6 CONCRETE MIXTURES, GENERAL 

A. Prepare design mixtures for each type and strength of concrete, proportioned on the basis of 
laboratory trial mixture or field test data, or both, in accordance with ACI 301. 

1. Use a qualified testing agency for preparing and reporting proposed mixture designs, 
based on laboratory trial mixtures. 

B. Cementitious Materials: Limit percentage, by weight, of cementitious materials other than 
Portland cement in concrete as follows: 

1. Fly Ash or Other Pozzolans: 25 percent by mass. 

C. Admixtures: Use admixtures in accordance with manufacturer's written instructions. 

1. Use water-reducing high-range water-reducing or plasticizing admixture in concrete, as 
required, for placement and workability. 

2. Use water-reducing and -retarding admixture when required by high temperatures, low 
humidity, or other adverse placement conditions. 

3. Use water-reducing admixture in pumped concrete, concrete for heavy-use industrial slabs 
. 

2.7 CONCRETE MIXING 

A. Ready-Mixed Concrete: Measure, batch, mix, and deliver concrete in accordance with 
ASTM C94/C94M  and ASTM C1116/C1116M, and furnish batch ticket information. 

http://www.specagent.com/LookUp/?ulid=11026&mf=04&src=wd#http://www.specagent.com/LookUp/?ulid=11026&mf=04&src=wd
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verification of Conditions: 

1. Before placing concrete, verify that installation of concrete forms, accessories, and 
reinforcement, and embedded items is complete and that required inspections have been 
performed. 

2. Do not proceed until unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Provide reasonable auxiliary services to accommodate field testing and inspections, acceptable 
to testing agency, including the following: 

1. Daily access to the Work. 
2. Incidental labor and facilities necessary to facilitate tests and inspections. 
3. Secure space for storage, initial curing, and field curing of test samples, including source 

of water and continuous electrical power at Project site during site curing period for test 
samples. 

4. Security and protection for test samples and for testing and inspection equipment at Project 
site. 

3.3 INSTALLATION OF EMBEDDED ITEMS 

A. Place and secure anchorage devices and other embedded items required for adjoining Work that 
is attached to or supported by cast-in-place concrete. 

1. Use setting drawings, templates, diagrams, instructions, and directions furnished with 
items to be embedded. 

2. Install anchor rods, accurately located, to elevations required and complying with 
tolerances in Section 7.5 of ANSI/AISC 303. 

3.4 JOINTS 

A. Construct joints true to line, with faces perpendicular to surface plane of concrete. 

B. Construction Joints: Coordinate with floor slab pattern and concrete placement sequence. 

1. Install so strength and appearance of concrete are not impaired, at locations indicated on 
Drawings or as approved by Architect. 

2. Place joints perpendicular to main reinforcement. 

a. Continue reinforcement across construction joints unless otherwise indicated. 
b. Do not continue reinforcement through sides of strip placements of floors and slabs. 

3. Form keyed joints as indicated. Embed keys at least 1-1/2 inches into concrete. 
4. Locate joints for beams, slabs, joists, and girders at third points of spans. Offset joints in 

girders a minimum distance of twice the beam width from a beam-girder intersection. 
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5. Locate horizontal joints in walls and columns at underside of floors, slabs, beams, and 
girders and at the top of footings or floor slabs. 

6. Space vertical joints in walls as indicated on Drawings . Unless otherwise indicated on 
Drawings, locate vertical joints beside piers integral with walls, near corners, and in 
concealed locations where possible. 

C. Control Joints in Slabs-on-Ground: Form weakened-plane control joints, sectioning concrete into 
areas as indicated. Construct control joints for a depth equal to at least one-fourth of concrete 
thickness as follows: 

1. Grooved Joints: Form control joints after initial floating by grooving and finishing each edge 
of joint to a radius of 1/8 inch. Repeat grooving of control joints after applying surface 
finishes. Eliminate groover tool marks on concrete surfaces. 

2. Sawed Joints: Form control joints with power saws equipped with shatterproof abrasive or 
diamond-rimmed blades. Cut 1/8-inch- wide joints into concrete when cutting action does 
not tear, abrade, or otherwise damage surface and before concrete develops random 
cracks. 

D. Isolation Joints in Slabs-on-Ground: After removing formwork, install joint-filler strips at slab 
junctions with vertical surfaces, such as column pedestals, foundation walls, grade beams, and 
other locations, as indicated. 

1. Extend joint-filler strips full width and depth of joint, terminating flush with finished concrete 
surface unless otherwise indicated on Drawings. 

2. Terminate full-width joint-filler strips not less than 1/2 inch or more than 1 inch below 
finished concrete surface, where joint sealants, specified in Section 079200 "Joint 
Sealants," are indicated. 

3. Install joint-filler strips in lengths as long as practicable. Where more than one length is 
required, lace or clip sections together. 

3.5 CONCRETE PLACEMENT 

A. Before placing concrete, verify that installation of formwork, reinforcement, embedded items, and 
vapor retarder is complete and that required inspections are completed. 

1. Immediately prior to concrete placement, inspect vapor retarder for damage and deficient 
installation, and repair defective areas. 

2. Provide continuous inspection of vapor retarder during concrete placement and make 
necessary repairs to damaged areas as Work progresses. 

B. Notify Architect and testing and inspection agencies 24 hours prior to commencement of concrete 
placement. 

C. Do not add water to concrete during delivery, at Project site, or during placement unless approved 
by Architect in writing, but not to exceed the amount indicated on the concrete delivery ticket. 

1. Do not add water to concrete after adding high-range water-reducing admixtures to 
mixture. 

D. Before test sampling and placing concrete, water may be added at Project site, subject to 
limitations of ACI 301, but not to exceed the amount indicated on the concrete delivery ticket. 

1. Do not add water to concrete after adding high-range water-reducing admixtures to 
mixture. 
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E. Deposit concrete continuously in one layer or in horizontal layers of such thickness that no new 
concrete is placed on concrete that has hardened enough to cause seams or planes of weakness. 

1. If a section cannot be placed continuously, provide construction joints as indicated. 
2. Deposit concrete to avoid segregation. 
3. Deposit concrete in horizontal layers of depth not to exceed formwork design pressures 

and in a manner to avoid inclined construction joints. 
4. Consolidate placed concrete with mechanical vibrating equipment in accordance with 

ACI 301. 

a. Do not use vibrators to transport concrete inside forms. 
b. Insert and withdraw vibrators vertically at uniformly spaced locations to rapidly 

penetrate placed layer and at least 6 inches into preceding layer. 
c. Do not insert vibrators into lower layers of concrete that have begun to lose plasticity. 
d. At each insertion, limit duration of vibration to time necessary to consolidate 

concrete, and complete embedment of reinforcement and other embedded items 
without causing mixture constituents to segregate. 

F. Deposit and consolidate concrete for floors and slabs in a continuous operation, within limits of 
construction joints, until placement of a panel or section is complete. 

1. Do not place concrete floors and slabs in a checkerboard sequence. 
2. Consolidate concrete during placement operations, so concrete is thoroughly worked 

around reinforcement and other embedded items and into corners. 
3. Maintain reinforcement in position on chairs during concrete placement. 
4. Screed slab surfaces with a straightedge and strike off to correct elevations. 
5. Level concrete, cut high areas, and fill low areas. 
6. Slope surfaces uniformly to drains where required. 
7. Begin initial floating using bull floats or darbies to form a uniform and open-textured surface 

plane, before excess bleedwater appears on the surface. 
8. Do not further disturb slab surfaces before starting finishing operations. 

3.6 FINISHING FORMED SURFACES 

A. As-Cast Surface Finishes: 

1. ACI 301 Surface Finish SF-1.0: As-cast concrete texture imparted by form-facing material. 

a. Patch voids larger than 1-1/2 inches wide or 1/2 inch deep. 
b. Remove projections larger than 1 inch. 
c. Tie holes do not require patching. 
d. Surface Tolerance: ACI 117 Class D. 
e. Apply to concrete surfaces not exposed to public view . 

2. ACI 301Surface Finish SF-2.0: As-cast concrete texture imparted by form-facing material, 
arranged in an orderly and symmetrical manner with a minimum of seams. 

a. Patch voids larger than 3/4 inch wide or 1/2 inch deep. 
b. Remove projections larger than 1/4 inch. 
c. Patch tie holes. 
d. Surface Tolerance: ACI 117 Class B. 
e. Locations: Apply to concrete surfaces to receive a rubbed finish, . 
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3. ACI 301 Surface Finish SF-3.0: 

a. Patch voids larger than 3/4 inch wide or 1/2 inch deep. 
b. Remove projections larger than 1/8 inch. 
c. Patch tie holes. 
d. Surface Tolerance: ACI 117 Class A. 
e. Locations: Apply to concrete surfaces to receive a rubbed finish, or to be covered 

with a coating or covering material applied directly to concrete . 

B. Rubbed Finish: Apply the following to as cast surface finishes where indicated on Drawings: 

1. Smooth-Rubbed Finish: 

a. Perform no later than one day after form removal. 
b. Moisten concrete surfaces and rub with carborundum brick or another abrasive until 

producing a uniform color and texture. 
c. If sufficient cement paste cannot be drawn from the concrete by the rubbing process, 

use a grout made from the same cementitious materials used in the in-place 
concrete. 

d. Maintain required patterns or variances as shown on Drawings or to match field 
sample panels . 

C. Related Unformed Surfaces: 

1. At tops of walls, horizontal offsets, and similar unformed surfaces adjacent to formed 
surfaces, strike off smooth and finish with a color and texture matching adjacent formed 
surfaces. 

2. Continue final surface treatment of formed surfaces uniformly across adjacent unformed 
surfaces unless otherwise indicated. 

3.7 FINISHING FLOORS AND SLABS 

A. Comply with ACI 302.1R recommendations for screeding, restraightening, and finishing 
operations for concrete surfaces. Do not wet concrete surfaces. 

3.8 INSTALLATION OF MISCELLANEOUS CONCRETE ITEMS 

A. Filling In: 

1. Fill in holes and openings left in concrete structures after Work of other trades is in place 
unless otherwise indicated. 

2. Mix, place, and cure concrete, as specified, to blend with in-place construction. 
3. Provide other miscellaneous concrete filling indicated or required to complete the Work. 

B. Curbs: Provide monolithic finish to interior curbs by stripping forms while concrete is still green 
and by steel-troweling surfaces to a hard, dense finish with corners, intersections, and 
terminations slightly rounded. 



21006 Lowndes HS Visitor Stadium 
Lindsey & Ritter, Inc. 

 

 
 

033000 - 10 
 

C. Equipment Bases and Foundations: 

1. Coordinate sizes and locations of concrete bases with actual equipment provided. 
2. Construct concrete bases 4 inches high unless otherwise indicated on Drawings, and 

extend base not less than 6 inches in each direction beyond the maximum dimensions of 
supported equipment unless otherwise indicated on Drawings, or unless required for 
seismic anchor support. 

3. Minimum Compressive Strength: 3500 psi at 28 days. 
4. Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated, 

install dowel rods on 18-inch centers around the full perimeter of concrete base. 
5. For supported equipment, install epoxy-coated anchor bolts that extend through concrete 

base and anchor into structural concrete substrate. 
6. Prior to pouring concrete, place and secure anchorage devices. 

a. Use setting drawings, templates, diagrams, instructions, and directions furnished 
with items to be embedded. 

b. Cast anchor-bolt insert into bases. 
c. Install anchor bolts to elevations required for proper attachment to supported 

equipment. 

D. Steel Pan Stairs: Provide concrete fill for steel pan stair treads, landings, and associated items. 

1. Cast-in inserts and accessories, as shown on Drawings. 
2. Screed, tamp, and trowel finish concrete surfaces. 

3.9 CONCRETE CURING 

A. Protect freshly placed concrete from premature drying and excessive cold or hot temperatures. 

1. Comply with ACI 301 and ACI 306.1 for cold weather protection during curing. 
2. Comply with ACI 301 and ACI 305.1 for hot-weather protection during curing. 
3. Maintain moisture loss no more than 0.2 lb/sq. ft. x h before and during finishing operations. 

B. Curing Formed Surfaces: Comply with ACI 308.1 as follows: 

1. Cure formed concrete surfaces, including underside of beams, supported slabs, and other 
similar surfaces. 

2. Cure concrete containing color pigments in accordance with color pigment manufacturer's 
instructions. 

3. If forms remain during curing period, moist cure after loosening forms. 

3.10 TOLERANCES 

A. Conform to ACI 117. 

3.11 JOINT FILLING 

A. Prepare, clean, and install joint filler in accordance with manufacturer's written instructions. 

1. Defer joint filling until concrete has aged at least one month(s). 
2. Do not fill joints until construction traffic has permanently ceased. 
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B. Remove dirt, debris, saw cuttings, curing compounds, and sealers from joints; leave contact faces 
of joints clean and dry. 

C. Install semirigid joint filler full depth in saw-cut joints and at least 2 inches deep in formed joints. 

D. Overfill joint, and trim joint filler flush with top of joint after hardening. 

3.12 CONCRETE SURFACE REPAIRS 

A. Defective Concrete: 

1. Repair and patch defective areas when approved by Architect. 
2. Remove and replace concrete that cannot be repaired and patched to Architect's approval. 

B. Patching Mortar: Mix dry-pack patching mortar, consisting of 1 part Portland cement to 2-1/2 parts 
fine aggregate passing a No. 16 sieve, using only enough water for handling and placing. 

C. Repairing Unformed Surfaces: 

1. Test unformed surfaces, such as floors and slabs, for finish, and verify surface tolerances 
specified for each surface. 

a. Correct low and high areas. 
b. Test surfaces sloped to drain for trueness of slope and smoothness; use a sloped 

template. 

2. Repair finished surfaces containing surface defects, including spalls, popouts, 
honeycombs, rock pockets, crazing, and cracks in excess of 0.01 inch wide or that 
penetrate to reinforcement or completely through unreinforced sections regardless of 
width, and other objectionable conditions. 

3. After concrete has cured at least 14 days, correct high areas by grinding. 
4. Correct localized low areas during, or immediately after, completing surface-finishing 

operations by cutting out low areas and replacing with patching mortar. 

a. Finish repaired areas to blend into adjacent concrete. 

5. Correct other low areas scheduled to receive floor coverings with a repair underlayment. 

a. Prepare, mix, and apply repair underlayment and primer in accordance with 
manufacturer's written instructions to produce a smooth, uniform, plane, and level 
surface. 

b. Feather edges to match adjacent floor elevations. 

6. Correct other low areas scheduled to remain exposed with repair topping. 

a. Cut out low areas to ensure a minimum repair topping depth of 1/4 inch to match 
adjacent floor elevations. 

b. Prepare, mix, and apply repair topping and primer in accordance with manufacturer's 
written instructions to produce a smooth, uniform, plane, and level surface. 

7. Repair defective areas, except random cracks and single holes 1 inch or less in diameter, 
by cutting out and replacing with fresh concrete. 



21006 Lowndes HS Visitor Stadium 
Lindsey & Ritter, Inc. 

 

 
 

033000 - 12 
 

a. Remove defective areas with clean, square cuts, and expose steel reinforcement 
with at least a 3/4-inch clearance all around. 

b. Dampen concrete surfaces in contact with patching concrete and apply bonding 
agent. 

c. Mix patching concrete of same materials and mixture as original concrete, except 
without coarse aggregate. 

d. Place, compact, and finish to blend with adjacent finished concrete. 
e. Cure in same manner as adjacent concrete. 

8. Repair random cracks and single holes 1 inch or less in diameter with patching mortar. 

a. Groove top of cracks and cut out holes to sound concrete, and clean off dust, dirt, 
and loose particles. 

b. Dampen cleaned concrete surfaces and apply bonding agent. 
c. Place patching mortar before bonding agent has dried. 
d. Compact patching mortar and finish to match adjacent concrete. 
e. Keep patched area continuously moist for at least 72 hours. 

D. Perform structural repairs of concrete, subject to Architect's approval, using epoxy adhesive and 
patching mortar. 

E. Repair materials and installation not specified above may be used, subject to Architect's approval. 

3.13 FIELD QUALITY CONTROL 

A. Special Inspections: Owner will engage a special inspector to perform field tests and inspections 
and prepare testing and inspection reports. 

B. Testing Agency: Engage a qualified testing and inspecting agency to perform tests and 
inspections and to submit reports. 

1. Testing agency shall be responsible for providing curing container for composite samples 
on Site and verifying that field-cured composite samples are cured in accordance with 
ASTM C31/C31M. 

2. Testing agency shall immediately report to Architect, Contractor, and concrete 
manufacturer any failure of Work to comply with Contract Documents. 

3. Testing agency shall report results of tests and inspections, in writing, to Owner, Architect, 
Contractor, and concrete manufacturer within 48 hours of inspections and tests. 

a. Test reports shall include reporting requirements of ASTM C31/C31M, 
ASTM C39/C39M, and ACI 301, including the following as applicable to each test 
and inspection: 

1) Project name. 
2) Name of testing agency. 
3) Names and certification numbers of field and laboratory technicians 

performing inspections and testing. 
4) Name of concrete manufacturer. 
5) Date and time of inspection, sampling, and field testing. 
6) Date and time of concrete placement. 
7) Location in Work of concrete represented by samples. 
8) Date and time sample was obtained. 
9) Truck and batch ticket numbers. 
10) Design compressive strength at 28 days. 
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11) Concrete mixture designation, proportions, and materials. 
12) Field test results. 
13) Information on storage and curing of samples before testing, including curing 

method and maximum and minimum temperatures during initial curing period. 
14) Type of fracture and compressive break strengths at seven days and 28 days. 

C. Batch Tickets: For each load delivered, submit three copies of batch delivery ticket to testing 
agency, indicating quantity, mix identification, admixtures, design strength, aggregate size, 
design air content, design slump at time of batching, and amount of water that can be added at 
Project site. 

D. Inspections: 

1. Headed bolts and studs. 
2. Verification of use of required design mixture. 
3. Concrete placement, including conveying and depositing. 
4. Curing procedures and maintenance of curing temperature. 
5. Verification of concrete strength before removal of shores and forms from beams and 

slabs. 
6. Batch Plant Inspections: On a random basis, as determined by Architect. 

E. Concrete Tests: Testing of composite samples of fresh concrete obtained in accordance with 
ASTM C 172/C 172M shall be performed in accordance with the following requirements: 

1. Testing Frequency: Obtain one composite sample for each day's pour of each concrete 
mixture exceeding 5 cu. yd., but less than 25 cu. yd., plus one set for each additional 50 
cu. yd. or fraction thereof. 

a. When frequency of testing provides fewer than five compressive-strength tests for 
each concrete mixture, testing shall be conducted from at least five randomly 
selected batches or from each batch if fewer than five are used. 

2. Slump: ASTM C143/C143M: 

a. One test at point of placement for each composite sample, but not less than one test 
for each day's pour of each concrete mixture. 

b. Perform additional tests when concrete consistency appears to change. 

3. Slump Flow: ASTM C1611/C1611M: 

a. One test at point of placement for each composite sample, but not less than one test 
for each day's pour of each concrete mixture. 

b. Perform additional tests when concrete consistency appears to change. 

4. Air Content: ASTM C231/C231M pressure method, for normal-weight concrete; . 

a. One test for each composite sample, but not less than one test for each day's pour 
of each concrete mixture. 

5. Concrete Temperature: ASTM C1064/C1064M: 

a. One test hourly when air temperature is 40 deg F and below or 80 deg F and above, 
and one test for each composite sample. 
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6. Compression Test Specimens: ASTM C31/C31M: 

a. Cast and laboratory cure two sets of 6-inch by 12-inch or 4-inch by 8-inch cylinder 
specimens for each composite sample. 

b. A set consists of three 4-inch by 8-inch cylinder specimens or two 6-inch by 12-inch 
cylinder specimens. 

7. Compressive-Strength Tests: ASTM C39/C39M. 

a. Test one set of laboratory-cured specimens at seven days and one set of specimens 
at 28 days. 

b. A compressive-strength test shall be the average compressive strength from a set 
of two specimens obtained from same composite sample and tested at age 
indicated. 

8. When strength of field-cured cylinders is less than 85 percent of companion laboratory-
cured cylinders, Contractor shall evaluate operations and provide corrective procedures 
for protecting and curing in-place concrete. 

9. Strength of each concrete mixture will be satisfactory if every average of any three 
consecutive compressive-strength tests equals or exceeds specified compressive 
strength, and no compressive-strength test value falls below specified compressive 
strength by more than 500 psi if specified compressive strength is 5000 psi, or no 
compressive strength test value is less than 10 percent of specified compressive strength 
if specified compressive strength is greater than 5000 psi. 

10. Nondestructive Testing: Impact hammer, sonoscope, or other nondestructive device may 
be permitted by Architect but will not be used as sole basis for approval or rejection of 
concrete. 

11. Additional Tests: 

a. Testing and inspecting agency shall make additional tests of concrete when test 
results indicate that slump, air entrainment, compressive strengths, or other 
requirements have not been met, as directed by Architect. 

b. Testing and inspecting agency may conduct tests to determine adequacy of 
concrete by cored cylinders complying with ASTM C42/C42M or by other methods 
as directed by Architect. 

1) Acceptance criteria for concrete strength shall be in accordance with ACI 301 
section 1.6.6.3. 

12. Additional testing and inspecting, at Contractor's expense, will be performed to determine 
compliance of replaced or additional work with specified requirements. 

13. Correct deficiencies in the Work that test reports and inspections indicate do not comply 
with the Contract Documents. 

F. Measure floor and slab flatness and levelness in accordance with ASTM E1155 within 24 hours 
of completion of floor finishing and promptly report test results to Architect. 

3.14 PROTECTION 

A. Protect concrete surfaces as follows: 

1. Protect from petroleum stains. 
2. Diaper hydraulic equipment used over concrete surfaces. 
3. Prohibit vehicles from interior concrete slabs. 
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4. Prohibit use of pipe-cutting machinery over concrete surfaces. 
5. Prohibit placement of steel items on concrete surfaces. 
6. Prohibit use of acids or acidic detergents over concrete surfaces. 
7. Protect liquid floor treatment from damage and wear during the remainder of construction 

period. Use protective methods and materials, including temporary covering, 
recommended in writing by liquid floor treatments installer. 

8. Protect concrete surfaces scheduled to receive surface hardener or polished concrete 
finish using Floor Slab Protective Covering. 

END 
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SECTION 042000 

UNIT MASONRY 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Concrete masonry units. 
2. Lintels. 
3. Brick. 
4. Mortar and grout materials. 
5. Reinforcement. 
6. Ties and anchors. 
7. Embedded flashing. 
8. Accessories. 
9. Mortar and grout mixes. 

B. Products Installed but not Furnished under This Section: 

1. Steel lintels in unit masonry. 

1.2 DEFINITIONS 

A. CMU(s): Concrete masonry unit(s). 

B. Reinforced Masonry: Masonry containing reinforcing steel in grouted cells. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For the following: 

1. Masonry Units: Indicate sizes, profiles, coursing, and locations of special shapes. 
2. Reinforcing Steel: Indicate bending, lap lengths, and placement of unit masonry reinforcing 

bars. Comply with ACI 315R.  Indicate elevations of reinforced walls. 

C. Samples for Verification: For each type and color of the following: 

1.  Exposed CMUs. 
2.  Clay face brick , in the form of straps of five or more bricks. 
3. Special brick shapes. 
4.  Pigmented mortar. Make Samples using same sand and mortar ingredients to be used on 

Project. 
5. Accessories embedded in masonry. 
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1.4 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For each type of the following: 

1. Masonry units. 

a. Include data on material properties. 
b. For brick, include size-variation data verifying that actual range of sizes falls within 

specified tolerances. 
c. For exposed brick, include test report for efflorescence in accordance with 

ASTM C67/C67M. 
d. For surface-coated brick, include test report for durability of surface appearance 

after 50 cycles of freezing and thawing in accordance with ASTM C67/C67M  or a 
list of addresses of buildings in Project's area where proposed brick has been used 
successfully and with a history of durability. 

e. For masonry units  used in structural masonry, include data and calculations 
establishing average net-area compressive strength of units. 

2. Integral water repellent used in CMUs. 
3. Cementitious materials. Include name of manufacturer, brand name, and type. 
4. Mortar admixtures. 
5. Preblended, dry mortar mixes. Include description of type and proportions of ingredients. 
6. Grout mixes. Include description of type and proportions of ingredients. 
7. Reinforcing bars. 
8. Joint reinforcement. 
9. Anchors, ties, and metal accessories. 

B. Mix Designs: For each type of mortar  and grout. Include description of type and proportions of 
ingredients. 

1. Include test reports for mortar mixes required to comply with property specification. Test in 
accordance with ASTM C109/C109M for compressive strength, ASTM C1506 for water 
retention, and ASTM C91/C91M for air content. 

2. Include test reports, in accordance with ASTM C1019, for grout mixes required to comply 
with compressive strength requirement. 

C. Statement of Compressive Strength of Masonry: For each combination of masonry unit type and 
mortar type, provide statement of average net-area compressive strength of masonry units, 
mortar type, and resulting net-area compressive strength of masonry determined in accordance 
with TMS 602. 

D.  Cold-Weather  and Hot-Weather Procedures: Detailed description of methods, materials, and 
equipment to be used to comply with requirements. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Store masonry units on elevated platforms in a dry location. If units are not stored in an enclosed 
location, cover tops and sides of stacks with waterproof sheeting, securely tied. If units become 
wet, do not install until they are dry. 

B. Deliver preblended, dry mortar mix in moisture-resistant containers. Store preblended, dry mortar 
mix in delivery containers on elevated platforms in a dry location or in covered weatherproof 
dispensing silos. 
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C. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt 
and oil. 

1.6 FIELD CONDITIONS 

A. Protection of Masonry: During construction, cover tops of walls, projections, and sills with 
waterproof sheeting at end of each day's work. Cover partially completed masonry when 
construction is not in progress. 

1. Extend cover a minimum of 24 inches down both sides of walls, and hold cover securely in 
place. 

2. Where one wythe of multiwythe masonry walls is completed in advance of other wythes, 
secure cover a minimum of 24 inches down face next to unconstructed wythe, and hold 
cover in place. 

B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least 
three days after building masonry walls or columns. 

C. Stain Prevention: Prevent grout, mortar, and soil from staining the face of masonry to be left 
exposed or painted. Immediately remove grout, mortar, and soil that come in contact with such 
masonry. 

1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading 
coverings on ground and over wall surface. 

2. Protect sills, ledges, and projections from mortar droppings. 
3. Protect surfaces of window and door frames, as well as similar products with painted and 

integral finishes, from mortar droppings. 
4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from 

splashing mortar and dirt onto completed masonry. 

D. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice 
or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost 
or by freezing conditions. Comply with cold-weather construction requirements contained in 
TMS 602. 

1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 
deg F and higher and will remain so until masonry has dried, but not less than seven days 
after completing cleaning. 

E. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in 
TMS 602. 

PART 2 - PRODUCTS 

2.1 SOURCE LIMITATIONS 

A. For exposed masonry units and cementitious mortar components, obtain each color and grade 
from single source with resources to provide materials of consistent quality in appearance and 
physical properties. 
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2.2 PERFORMANCE REQUIREMENTS 

A. Provide  structural unit masonry that develops indicated net-area compressive strengths at 28 
days. 

1. Determine net-area compressive strength of masonry from average net-area compressive 
strengths of masonry units and mortar types (unit-strength method) in accordance with 
TMS 602. 

2. Determine net-area compressive strength of masonry by testing masonry prisms in 
accordance with ASTM C1314. 

2.3 UNIT MASONRY, GENERAL 

A. Masonry Standard: Comply with TMS 602, except as modified by requirements in the Contract 
Documents. 

B. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to 
contain chips, cracks, or other defects exceeding limits stated. Do not use units where such 
defects are exposed in the completed Work  and will be within 20 ft. vertically and horizontally of 
a walking surface. 

C. Fire-Resistance Ratings: Comply with requirements for fire-resistance-rated assembly designs 
indicated. 

1. Where fire-resistance-rated construction is indicated, units shall be listed and labeled by a 
qualified testing agency acceptable to authorities having jurisdiction. 

2.4 CONCRETE MASONRY UNITS 

A. Shapes: Provide shapes indicated and as follows, with exposed surfaces matching exposed faces 
of adjacent units unless otherwise indicated. 

1. Provide special shapes for lintels, corners, jambs, sashes, movement joints, headers, 
bonding, and other special conditions. 

2. Provide square-edged units for outside corners unless otherwise indicated. 

B. CMUs: ASTM C90, lightweight  unless otherwise indicated. 

1. Unit Compressive Strength: Provide units with minimum average net-area compressive 
strength of 2150 psi. 

2. Size (Width): Manufactured to dimensions 3/8 inch less than nominal dimensions. 
3. Exposed Faces: Provide color and texture matching the range represented by Architect's 

sample. 
4. Faces to Receive Plaster: Where units are indicated to receive a direct application of 

plaster, provide textured-face units made with gap-graded aggregates. 

2.5 LINTELS 

A. Masonry Lintels: Prefabricated or built-in-place masonry lintels made from bond beam CMUs 
matching adjacent CMUs in color, texture, and density classification, with reinforcing bars placed 
as indicated and filled with coarse grout. Cure precast lintels before handling and installing. 
Temporarily support built-in-place lintels until cured. 



21006 Lowndes HS Visitor Stadium 
Lindsey & Ritter, Inc. 

 

 
 

042000 - 5 
 

2.6 BRICK 

A. General: Provide shapes indicated and as follows, with exposed surfaces matching finish and 
color of exposed faces of adjacent units: 

1. For ends of sills and caps and for similar applications that would otherwise expose 
unfinished brick surfaces, provide units without cores or frogs and with exposed surfaces 
finished. 

2. Provide special shapes for applications where stretcher units cannot accommodate special 
conditions, including those at corners, movement joints, bond beams, sashes, and lintels 
requiring brick of size, form, color, and texture on exposed surfaces that cannot be 
produced by sawing. 

B. Clay Face Brick: Facing brick complying with ASTM C216 , Grade MW or Grade SW , Type FBS. 

1. Manufacturers: Subject to compliance with requirements, provide products by one of the 
following: 

a. Cherokee Brick Company. 
b. General Shale Brick. 
c. Palmetto Brick Company. 
d. Statesville Brick Company. 
e. Triangle Brick. 

2. Unit Compressive Strength: Provide units with minimum average net-area compressive 
strength of 3350 psi. 

3. Initial Rate of Absorption: Less than 30 g/30 sq. in. per minute when tested in accordance 
with ASTM C67/C67M. 

4. Efflorescence: Provide brick that has been tested in accordance with ASTM C67/C67M 
and is rated "not effloresced." 

5. Surface Coating: Brick with colors or textures produced by application of coatings shall 
withstand 50 cycles of freezing and thawing in accordance with ASTM C67/C67M with no 
observable difference in the applied finish when viewed from 10 ft.  or shall have a history 
of successful use in Project's area. 

6. Size (Actual Dimensions):  3-5/8 inches wide by 2-1/4 inches high by 7-5/8 inches long. 
7. Application: Use where brick is exposed unless otherwise indicated. 
8.  Where shown to "match existing," provide face brick matching color range, texture, and 

size of existing adjacent brickwork. 
9. Color and Texture: Match Architect's samples. 

2.7 MORTAR AND GROUT MATERIALS 

A. Masonry Cement: ASTM C91/C91M. 

B. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use 
in mortar mixes and complying with ASTM C979/C979M. Use only pigments with a record of 
satisfactory performance in masonry mortar. 

C. Preblended Dry Mortar Mix: Packaged blend made from portland cement and hydrated 
limeormasonry cement , sand, mortar pigments, and admixtures and complying with 
ASTM C1714/C1714M. 

http://www.specagent.com/LookUp/?ulid=10028&mf=04&src=wd#http://www.specagent.com/LookUp/?ulid=10028&mf=04&src=wd
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1. Preblended Dry Portland Cement Mortar Mix: 

a. Manufacturers: Subject to compliance with requirements, provide products by one 
of the following: 
1) ACCUMIX. 
2) Amerimix. 
3) SAKRETE of North America LLC. 
4) Spec Mix, LLC. 

2. Preblended Dry Masonry Cement Mortar Mix 

a. Manufacturers: Subject to compliance with requirements, provide products by one 
of the following: 

1) ACCUMIX. 
2) Amerimix. 
3) Spec Mix, LLC. 

D. Aggregate for Mortar: ASTM C144. 

1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or 
crushed stone. 

2. For joints less than 1/4 inch thick, use aggregate graded with 100 percent passing the 
No. 16 sieve. 

3. White-Mortar Aggregates: Natural white sand or crushed white stone. 
4. Colored-Mortar Aggregates: Natural sand or crushed stone of color necessary to produce 

required mortar color. 

E. Aggregate for Grout: ASTM C404. 

F. Water: Potable. 

2.8 REINFORCEMENT 

A. Uncoated-Steel Reinforcing Bars: ASTM A615/A615M or ASTM A996/A996M, Grade 60. 

B. Reinforcing Bar Positioners: Wire units designed to fit into mortar bed joints spanning masonry 
unit cells and to hold reinforcing bars in center of cells. Units are formed from 0.148-inch steel 
wire, hot-dip galvanized after fabrication. Provide units designed for number of bars indicated. 

C. Masonry-Joint Reinforcement, General: ASTM A951/A951M. 

1. Interior Walls: Hot-dip galvanized carbon steel. 
2. Exterior Walls: Hot-dip galvanized carbon steel. 
3. Wire Size for Side Rods: 0.148-inch diameter. 
4. Wire Size for Cross Rods: 0.148-inch diameter. 
5. Wire Size for Veneer Ties: 0.187-inch diameter. 
6. Spacing of Cross Rods, Tabs, and Cross Ties: Not more than 16 inches o.c. 
7. Provide in lengths of not less than 10 ft. , with prefabricated corner and tee units. 

D. Masonry-Joint Reinforcement for Single-Wythe Masonry: Ladder type with single pair of side rods. 

http://www.specagent.com/LookUp/?ulid=14157&mf=04&src=wd#http://www.specagent.com/LookUp/?ulid=14157&mf=04&src=wd
http://www.specagent.com/LookUp/?ulid=14158&mf=04&src=wd#http://www.specagent.com/LookUp/?ulid=14158&mf=04&src=wd
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E. Masonry-Joint Reinforcement for Multiwythe Masonry: 

1. Adjustable (two-piece) type, either ladder design, with one side rod at each face shell of 
backing wythe and with separate adjustable ties with pintle-and-eye connections having a 
maximum horizontal play of1/16 inch and maximum vertical adjustment of 1-1/4 inches. 
Size ties to extend at least halfway through facing wythe but with at least 5/8-inch cover on 
outside face. 

2.9 TIES AND ANCHORS 

A. General: Ties and anchors shall extend at least 1-1/2 inches into veneer but with at least a 5/8-
inch cover on outside face. 

B. Materials: Provide ties and anchors specified in this article that are made from materials that 
comply with the following unless otherwise indicated: 

1. Hot-Dip Galvanized, Carbon-Steel Wire: ASTM A1064/A1064M, with ASTM A153/A153M, 
Class B-2 coating. 

2. Galvanized-Steel Sheet: ASTM A653/A653M, Commercial Steel, G60 zinc coating. 
3. Steel Sheet, Galvanized after Fabrication: ASTM A1008/A1008M, Commercial Steel, with 

ASTM A153/A153M, Class B coating. 
4. Steel Plates, Shapes, and Bars: ASTM A36/A36M. 
5. Stainless Steel Bars: ASTM A276 or ASTM A666, Type 304. 

C. Individual Wire Ties: Rectangular units with closed ends and not less than 4 inches wide. 

1. Z-shaped ties with ends bent 90 degrees to provide hooks not less than 2 inches long for 
masonry constructed from solid units. 

2. Where wythes are of different materials, use adjustable ties with pintle-and-eye 
connections having a maximum adjustment of 1-1/4 inches. 

3. Wire: Fabricate from 3/16-inch- diameter, hot-dip galvanized steel wire. 

D. Adjustable Anchors for Connecting to Structural Steel Framing: Provide anchors that allow vertical 
or horizontal adjustment but resist tension and compression forces perpendicular to plane of wall. 

1. Anchor Section for Welding to Steel Frame: Crimped 1/4-inch- diameter, hot-dip galvanized 
steel wire. 

2. Tie Section: Triangular-shaped wire tie made from 0.187-inch- diameter, hot-dip 
galvanized steel wire. 

E. Rigid Anchors: Fabricate from steel bars 1-1/2 inches wide by 1/4 inch thick by 24 inches long, 
with ends turned up 2 inches or with cross pins unless otherwise indicated. 

1. Corrosion Protection: Hot-dip galvanized to comply with ASTM A153/A153M. 

2.10 ACCESSORIES 

A. Compressible Filler: Premolded filler strips complying with ASTM D1056, Grade 2A1; 
compressible up to 35 percent; of width and thickness indicated; formulated from PVC. 

B. Preformed Control-Joint Gaskets: Made from PVC, complying with ASTM D2287, Type PVC-
65406 and designed to fit standard sash block and to maintain lateral stability in masonry wall; 
size and configuration as indicated. 
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C. Bond-Breaker Strips: Asphalt-saturated felt complying with ASTM D226/D226M, Type I (No. 15 
asphalt felt). 

D. Cavity Drainage Material: Free-draining mesh, made from polymer strands that will not degrade 
within the wall cavity. 

1. Mortar Deflector: Strips, full depth of cavity and 16 inches high, with dovetail-shaped 
notches that prevent clogging with mortar droppings. 

2.11 MORTAR AND GROUT MIXES 

A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, 
retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise 
indicated. 

1. Do not use calcium chloride in mortar or grout. 
2. Use portland cement-limeormasonry cement mortar unless otherwise indicated. 
3. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to 

view, regardless of weather conditions, to ensure that mortar color is consistent. 

B. Preblended, Dry Mortar Mix: Furnish dry mortar ingredients in form of a preblended mix. Measure 
quantities by weight to ensure accurate proportions, and thoroughly blend ingredients before 
delivering to Project site. 

C. Mortar for Unit Masonry: Comply with ASTM C270, Proportion Specification. Provide the following 
types of mortar for applications stated unless another type is indicated. 

1. For masonry below grade or in contact with earth, use Type M. 
2. For reinforced masonry, use Type S. 
3. For masonry veneer, use Type S, except that Type N may be used for veneer with CMU 

backup. 
4. For interior nonload-bearing partitions, Type O may be used instead of Type N. 

D. Pigmented Mortar: Use colored cement product. 

1. Pigments shall not exceed 10 percent of portland cement by weight. 
2. Pigments shall not exceed 5 percent of masonry cement by weight. 
3. Mix to match Architect's sample. 
4. Application: Use pigmented mortar for exposed mortar joints with the following units: Face 

Brick. 

E. Colored-Aggregate Mortar: Produce required mortar color by using colored aggregates and 
natural color or white cement as necessary to produce required mortar color. 

1. Mix to match Architect's sample. 
2. Application: Use colored-aggregate mortar for exposed mortar joints with the following 

units: Face Brick. 

F. Grout for Unit Masonry: Comply with ASTM C476. 

1. Use grout of type indicated or, if not otherwise indicated, of type (fine or coarse) that will 
comply with TMS 602 for dimensions of grout spaces and pour height. 

2. Proportion grout in accordance with the requirements of Section 033000, Cast-in-Place 
Concrete for a specified 28-day strength not less than 3000 psi. 
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3. Use course grout unless fine grout is required by the size of the space to be grouted. 
4. Provide grout with a slump of 8 to 11 inches as measured in accordance with 

ASTM C143/C143M. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance of the Work. 

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental 
to performance of the Work. 

2. Verify that foundations are within tolerances specified. 
3. Verify that reinforcing dowels are properly placed. 
4. Verify that substrates are free of substances that impair mortar bond. 

B. Before installation, examine rough-in and built-in construction for piping systems to verify actual 
locations of piping connections. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION, GENERAL 

A. Thickness: Build cavity and composite walls and other masonry construction to full thickness 
shown. Build single-wythe walls to actual widths of masonry units, using units of widths indicated. 

B. Build chases and recesses to accommodate items specified in this and other Sections. 

C. Leave openings for equipment to be installed before completing masonry. After installing 
equipment, complete masonry to match construction immediately adjacent to opening. 

D. Use full-size units without cutting if possible. If cutting is required to provide a continuous pattern 
or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, unchipped 
edges. Allow units to dry before laying unless wetting of units is specified. Install cut units with cut 
surfaces and, where possible, cut edges concealed. 

E. Select and arrange units for exposed unit masonry to produce a uniform blend of colors and 
textures. Mix units from several pallets or cubes as they are placed. 

F. Matching Existing Masonry: Match coursing, bonding, color, and texture of existing masonry. 

G. Wetting of Brick: Wet brick before laying if initial rate of absorption exceeds 30 g/30 sq. in. per 
minute when tested in accordance with ASTM C67/C67M. Allow units to absorb water so they are 
damp but not wet at time of laying. 
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3.3 TOLERANCES 

A. Dimensions and Locations of Elements: 

1. For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch or 
minus 1/4 inch. 

2. For location of elements in plan, do not vary from that indicated by more than plus or minus 
1/2 inch. 

3. For location of elements in elevation, do not vary from that indicated by more than plus or 
minus 1/4 inch in a story height or 1/2 inch total. 

B. Lines and Levels: 

1. For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4 
inch in 10 ft., or 1/2-inch maximum. 

2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary 
from level by more than 1/8 inch in 10 ft., 1/4 inch in 20 ft., or 1/2-inch maximum. 

3. For vertical lines and surfaces, do not vary from plumb by more than 1/4 inch in 10 ft., 3/8 
inch in 20 ft., or 1/2-inch maximum. 

4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and 
expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 ft., 1/4 
inch in 20 ft., or 1/2-inch maximum. 

5. For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 ft., 3/8 inch in 
20 ft., or 1/2-inch maximum. 

6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 
inch in 10 ft., or 1/2-inch maximum. 

7. For faces of adjacent exposed masonry units, do not vary from flush alignment by more 
than 1/16 inch except due to warpage of masonry units within tolerances specified for 
warpage of units. 

C. Joints: 

1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch, 
with a maximum thickness limited to 1/2 inch. 

2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more 
than 1/8 inch. 

3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 inch 
or minus 1/4 inch. 

4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 
1/8 inch.  Do not vary from adjacent bed-joint and head-joint thicknesses by more than 1/8 
inch. 

5. For exposed bed joints and head joints of stacked bond, do not vary from a straight line by 
more than 1/16 inch from one masonry unit to the next. 

3.4 LAYING MASONRY WALLS 

A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform joint 
thicknesses and for accurate location of openings, movement-type joints, returns, and offsets. 
Avoid using less-than-half-size units, particularly at corners, jambs, and, where possible, at other 
locations. 

B. Bond Pattern for Exposed Concrete Masonry: Unless otherwise indicated, lay exposed masonry 
in running bond stack bond ; do not use units with less-than-nominal 4-inch horizontal face 
dimensions at corners or jambs. 
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C. Bond Pattern for Exposed Brick Masonry: Lay as indicated on the drawings. 

D. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping not less 
than 4 inches. Bond and interlock each course of each wythe at corners. Do not use units with 
less-than-nominal 4-inch horizontal face dimensions at corners or jambs. 

E. Stopping and Resuming Work: Stop work by stepping back units in each course from those in 
course below; do not tooth. When resuming work, clean masonry surfaces that are to receive 
mortar, remove loose masonry units and mortar, and wet brick if required before laying fresh 
masonry. 

F. Built-in Work: As construction progresses, build in items specified in this and other Sections. Fill 
in solidly with masonry around built-in items. 

G. Fill space between steel frames and masonry solidly with mortar unless otherwise indicated. 

H. Where built-in items are to be embedded in cores of hollow masonry units, place a layer of metal 
lath, wire mesh, or plastic mesh in the joint below, and rod mortar or grout into core. 

I. Fill cores in hollow CMUs with grout 24 inches under bearing plates, beams, lintels, posts, and 
similar items unless otherwise indicated. 

J. Build nonload-bearing interior partitions full height of story to underside of solid floor or roof 
structure above unless otherwise indicated. 

1. Install compressible filler in joint between top of partition and underside of structure above. 
2. Wedge nonload-bearing partitions against structure above with small pieces of tile, slate, 

or metal. Fill joint with mortar after dead-load deflection of structure above approaches final 
position. 

3. At fire-rated partitions, treat joint between top of partition and underside of structure above 
to comply with Section 078443 "Joint Firestopping." 

3.5 MORTAR BEDDING AND JOINTING 

A. Lay CMUs as follows: 

1. Bed face shells in mortar and make head joints of depth equal to bed joints. 
2. Bed webs in mortar in all courses of piers, columns, and pilasters. 
3. Bed webs in mortar in grouted masonry, including starting course on footings. 
4. Fully bed entire units, including areas under cells, at starting course on footings where cells 

are not grouted. 
5. Fully bed units and fill cells with mortar at anchors and ties as needed to fully embed 

anchors and ties in mortar. 

B. Lay solid masonry units with completely filled bed and head joints; butter ends with sufficient 
mortar to fill head joints and shove into place. Do not deeply furrow bed joints or slush head joints. 

C. Lay structural clay tile as follows: 

1. Lay vertical-cell units with full head joints unless otherwise indicated. Provide bed joints 
with full mortar coverage on face shells and webs. 

2. Lay horizontal-cell units with full bed joints unless otherwise indicated. Keep drainage 
channels, if any, free of mortar. Form head joints with sufficient mortar so excess will be 
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squeezed out as units are placed in position. Butter both sides of units to be placed, or 
butter one side of unit already in place and one side of unit to be placed. 

3. Maintain joint thicknesses indicated except for minor variations required to maintain bond 
alignment. If not indicated, lay walls with 1/4- to 3/8-inch- thick joints. 

D. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint 
thickness unless otherwise indicated. 

E. Cut joints flush for masonry walls to receive plaster or other direct-applied finishes (other than 
paint) unless otherwise indicated. 

F. Cut joints flush where indicated to receive cavity wall insulationorair barriers unless otherwise 
indicated. 

3.6 MASONRY-JOINT REINFORCEMENT 

A. General: Install entire length of longitudinal side rods in mortar with a minimum cover of 5/8 inch 
on exterior side of walls, 1/2 inch elsewhere. Lap reinforcement a minimum of 6 inches. 

1. Space reinforcement not more than 16 inches o.c. 
2. Space reinforcement not more than 8 inches o.c. in foundation walls and parapet walls. 
3. Provide reinforcement not more than 8 inches above and below wall openings and 

extending 12 inches beyond openings  in addition to continuous reinforcement. 

B. Interrupt joint reinforcement at control and expansion joints unless otherwise indicated. 

C. Provide continuity at wall intersections by using prefabricated T-shaped units. 

D. Provide continuity at corners by using prefabricated L-shaped units. 

3.7 CONTROL AND EXPANSION JOINTS 

A. General: Install control- and expansion-joint materials in unit masonry as masonry progresses. 
Do not allow materials to span control and expansion joints without provision to allow for in-plane 
wall or partition movement. 

B. Form control joints in concrete masonry using one of the following methods: 

1. Fit bond-breaker strips into hollow contour in ends of CMUs on one side of control joint. Fill 
resultant core with grout, and rake out joints in exposed faces for application of sealant. 

2. Install preformed control-joint gaskets designed to fit standard sash block. 
3. Install interlocking units designed for control joints. Install bond-breaker strips at joint. Keep 

head joints free and clear of mortar, or rake out joint for application of sealant. 
4. Install temporary foam-plastic filler in head joints, and remove filler when unit masonry is 

complete for application of sealant. 

C. Form expansion joints in brick as follows: 

1. Build flanges of metal expansion strips into masonry. Lap each joint 4 inches in direction 
of water flow. Seal joints below grade and at junctures with horizontal expansion joints if 
any. 

2. Build flanges of factory-fabricated, expansion-joint units into masonry. 
3. Build in compressible joint fillers where indicated. 
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4. Form open joint full depth of brick wythe and of width indicated, but not less than 3/8 inch 
for installation of sealant and backer rod specified in Section 079200 "Joint Sealants." 

D. Provide horizontal, pressure-relieving joints by either leaving an airspace or inserting a 
compressible filler of width required for installing sealant and backer rod specified in 
Section 079200 "Joint Sealants," but not less than 3/8 inch. 

1. Locate horizontal, pressure-relieving joints beneath shelf angles supporting masonry. 

3.8 LINTELS 

A. Install steel lintels where indicated. 

B. Provide masonry or offset angle support lintels where indicated and where openings of more than 
12 inches for brick-size units and 24 inches for block-size units are indicated without structural 
steel or other supporting lintels. 

C. Provide minimum bearing of 8 inches at each jamb unless otherwise indicated. 

3.9 REINFORCED UNIT MASONRY 

A. Temporary Formwork and Shores: Construct formwork and shores as needed to support 
reinforced masonry elements during construction. 

1. Construct formwork to provide shape, line, and dimensions of completed masonry as 
indicated. Make forms sufficiently tight to prevent leakage of mortar and grout. Brace, tie, 
and support forms to maintain position and shape during construction and curing of 
reinforced masonry. 

2. Do not remove forms and shores until reinforced masonry members have hardened 
sufficiently to carry their own weight and that of other loads that may be placed on them 
during construction. 

B. Placing Reinforcement: Comply with requirements in TMS 602. 

C. Grouting: Do not place grout until entire height of masonry to be grouted has attained enough 
strength to resist grout pressure. 

1. Comply with requirements in TMS 602 for cleanouts and for grout placement, including 
minimum grout space and maximum pour height. 

2. Limit height of vertical grout pours to not more than 12.67 ft. 

3.10 FIELD QUALITY CONTROL 

A. Testing Agency: Owner will engage a qualified testing agency to perform tests and inspections. 
Allow inspectors access to scaffolding and work areas as needed to perform tests and 
inspections. Retesting of materials that fail to comply with specified requirements will be at 
Contractor's expense. 

B. Inspections: Special inspections in accordance with Level 2 in TMS 402. 

1. Begin masonry construction only after inspectors have verified proportions of site-prepared 
mortar. 
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2. Place grout only after inspectors have verified compliance of grout spaces and of grades, 
sizes, and locations of reinforcement. 

3. Place grout only after inspectors have verified proportions of site-prepared grout. 

C. Testing Prior to Construction: One set of tests. 

D. Testing Frequency: One set of tests for each 5000 sq. ft. of wall area or portion thereof. 

E. Concrete Masonry Unit Test: For each type of unit provided, in accordance with 
ASTM C140/C140M for compressive strength. 

F. Mortar Aggregate Ratio Test (Proportion Specification): For each mix provided, in accordance 
with ASTM C780. 

G. Mortar Test (Property Specification): For each mix provided, in accordance with ASTM C780. 
Test mortar for compressive strength. 

H. Grout Test (Compressive Strength): For each mix provided, in accordance with ASTM C1019. 

3.11 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise 
damaged or that do not match adjoining units. Install new units to match adjoining units; install in 
fresh mortar, pointed to eliminate evidence of replacement. 

B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and completely 
fill with mortar. Point up joints, including corners, openings, and adjacent construction, to provide 
a neat, uniform appearance. Prepare joints for sealant application, where indicated. 

C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar 
fins and smears before tooling joints. 

D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes 
or chisels. 

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for 
comparison purposes. Obtain Architect's approval of sample cleaning before proceeding 
with cleaning of masonry. 

3. Protect adjacent stone and nonmasonry surfaces from contact with cleaner by covering 
them with liquid strippable masking agent or polyethylene film and waterproof masking 
tape. 

4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by rinsing 
surfaces thoroughly with clear water. 

5. Clean brick by bucket-and-brush hand-cleaning method described in BIA Technical 
Notes 20. 

6. Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A. 

3.12 MASONRY WASTE DISPOSAL 

A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's 
property. At completion of unit masonry work, remove from Project site. 
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B. Waste Disposal as Fill Material: Dispose of clean masonry waste, including excess or soil-
contaminated sand, waste mortar, and broken masonry units, by crushing and mixing with fill 
material as fill is placed. 

1. Crush masonry waste to less than 4 inches in each dimension. 
2. Mix masonry waste with at least two parts of specified fill material for each part of masonry 

waste. Fill material is specified in Section 312000 "Earth Moving." 
3. Do not dispose of masonry waste as fill within 18 inches of finished grade. 

C. Masonry Waste Recycling: Return broken CMUs not used as fill to manufacturer for recycling. 

D. Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as 
described above or recycled, and other masonry waste, and legally dispose of off Owner's 
property. 

END 
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SECTION 050519 

POST-INSTALLED CONCRETE ANCHORS 

PART 1 - GENERAL 

1.1 SECTION INCLUDES 

A. Requirements pertaining to post-installed and cast-in-place anchors for materials and 
equipment. This section pertains to all other sections of these specifications that require 
post-installed or cast-in-place anchors, unless specified otherwise. 

1.2 REFERENCES 

A. ACI 318 – Building Code Requirements for Structural Concrete 

B. ACI 355.4 – Qualification of Post-Installed Adhesive Anchors in Concrete 

C. ANSI B212.15 – Cutting Tools - Carbide-tipped Masonry Drills and Blanks for Carbide-
tipped Masonry Drills 

D. ASTM A153 – Standard Specification for Zinc Coating (Hot-Dip) on Iron and Steel 
Hardware 

E. ASTM A193 – Standard Specification for Alloy-Steel and Stainless Steel Bolting 
Materials for High-Temperature Service 

F. ASTM A615 – Standard Specification for Deformed and Plain Billet-Steel Bars for 
Concrete Reinforcement 

G. ASTM A706 – Standard Specification for Deformed and Plain Low-Alloy Steel Bars for 
Concrete Reinforcement 

H. ASTM B633 – Standard Specification for Electrodeposited Coatings of Zinc on Iron and 
Steel 

I. ASTM B695 – Standard Specification for Coatings of Zinc Mechanically Deposited on 
Iron and Steel 

J. ASTM C881 – Standard Specification Epoxy-Resin-Based Bonding Systems for 
Concrete 

K. ASTM E488 – Standard Test Methods for Strength of Anchors in Concrete Elements 

L. ASTM E1190 – Standard Test Methods for Strength of Power-Actuated Fasteners 
Installed in Structural Members 
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M. ASTM E1512 – Standard Test Methods for Testing Bond Performance of Bonded 
Anchors 

N. ASTM E3121 – Standard Test Methods for Field Testing of Anchors in Concrete or 
Masonry 

O. ASTM F1554 – Standard Specification for Anchor Bolts, Steel, 36, 55, and 105-ksi Yield 
Strength 

P. ASTM F1624 – Standard Test Method for Measurement of Hydrogen Embrittlement 
Threshold in Steel by the Incremental Step Loading Technique 

Q. ICC-ES AC58 – Acceptance Criteria for Adhesive Anchors in Masonry Elements 

R. ICC-ES AC106 – Acceptance Criteria for Predrilled Fasteners (Screw Anchors) in 
Masonry Elements 

S. ICC-ES AC193 – Acceptance Criteria for Mechanical Anchors in Concrete Elements 

T. ICC-ES AC308 – Acceptance Criteria for Post-Installed Adhesive Anchors in Concrete 
Elements 

1.3 SUBMITTALS AND SUBSTITUTIONS 

A. Submittals are to be in accordance with Section 01300 Submittals. 

1. Submit product data for proprietary products and materials that include: 

a. Product Information 
b. Technical Information 
c. Material Safety Data Sheets (MSDS) 
d. Manufacturer’s Published Installation Instructions (MPII) 

2. Submit code reports and agency listings as applicable that include: 

a. ICC-ES Evaluation Report 
b. IAPMO-UES Evaluation Report 
c. City of Los Angeles 
d. City of Miami/Dad County 
e. Underwriters Laboratories 
f. Factory Mutual 

3. Installer Qualification for Adhesive Anchors: Submit proof of certification by an 
applicable certification program. Certification shall include written and performance 
tests in accordance with the ACI/CRSI Adhesive Anchor Installer Certification 
program. 
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B. Substitutions: Substitute in accordance with Section 01631 Substitutions. 

1. Only manufacturers with an ICC-ES or IAPMO-UES listing will be considered for 
substitution requests. 

2. The contractor shall submit, for Engineer-of-Record’s review, calculations that are 
prepared & sealed by a registered Professional Engineer demonstrating that the 
substituted product is capable of achieving the pertinent equivalent performance 
values of the specified product using the appropriate design procedure and/or 
standard(s) as required by the Building Code. 

3. In addition, the calculations shall specify the diameter and embedment depth of 
the substituted product. 

4. Any increase in material costs for such submittal shall be the responsibility of the 
contractor. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications: The installer shall be experienced in installing anchors equal to 
type, and into the substrate material required for this project. See PART 3 EXECUTION. 

B. Evaluations Reports and Listings: Anchors and related materials shall be listed by one 
or more of the following agencies, as applicable: 

1. ICC Evaluation Service 

a. Anchors shall be manufactured under an approved quality assurance 
program with follow-up inspections by an inspection agency under ISO/IEC 
17020 by a recognized accreditation body conforming to the requirements of 
ISO/IEC 17011. 

2. IAPMO Uniform Evaluation Service 

a. Anchors shall be manufactured under an approved quality assurance 
program with follow-up inspections by an inspection agency under ISO/IEC 
17020 by a recognized accreditation body conforming to the requirements of 
ISO/IEC 17011. 

3. ASME NQA-1 Certification 
4. City of Los Angeles 
5. City of Miami/Dade County 
6. Underwriters Laboratories (UL) 
7. Factory Mutual (FM) 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Deliver products to job site in manufacturer’s or distributor’s packaging undamaged, 
complete with installation instructions. 

B. Protect and handle materials in accordance with manufacturer’s recommendations to 
prevent damage or deterioration. 
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1.6 PROJECT CONDITIONS 

A. Adhesive anchors shall be installed in concrete having a minimum age of 21 days at time 
of anchor installation. 

B. Anchoring adhesives must be stored at temperatures prescribed by the manufacturer 
and must not be used beyond the expiration date. 

C. The anchor or fastener coating, plating or steel type must provide suitable corrosion 
resistance for the environment in which the anchor or fastener is installed. 

PART 2 - PRODUCTS 

2.1 CONCRETE ANCHORS 

A. Screw Anchors for Cracked and Uncracked Concrete 

1. Screw anchors are post-installed concrete anchors used to transmit structural 
loads by means of tension, shear, or a combination of both between: (a) connected 
structural elements; or (b) safety-related attachments and structural elements. 
Anchors shall be designed in accordance with ACI 318 Appendix D as amended 
by the specific design provisions of ICC-ES AC193. Anchors shall be 
manufactured from carbon steel which is subsequently heat-treated. Anchors shall 
be zinc-plated in accordance with ASTM B633, Class SC1, Type III. Anchors shall 
have an evaluation report issued by ICC-ES or IAPMO-UES and have been tested 
and qualified for performance in cracked and uncracked concrete in accordance 
with ICC-ES AC193 for all mandatory tests and including the following: 

a. Seismic tension in cracked concrete 
b. Seismic shear in cracked concrete 

2. Screw anchors for cracked and uncracked concrete shall be one of the following: 

a. Simpson Strong-Tie Titen HD Screw Anchor, ICC-ES ESR-2713 or 
b. Hilti Kwik-HUS-EZ Screw Anchor, ICC-ES ESR 3027 or 
c. ITW Red Head TAPCON+ Screw Anchors ICC-ES ESR-3699 (½-inch 

maximum) or 
d. Powers Fasteners Wedge-Bolt+, ICC-ESR ESR 2526 

B. Adhesive Anchors for Cracked and Uncracked Concrete 

1. An adhesive anchor shall consist of: 1) threaded rod or reinforcing bar insert; and 
2) adhesive formula. Threaded rod inserts shall meet the minimum requirements 
of ASTM F1554 Grade 36, ASTM A193 Grade B7, ASTM A193 Grade B6 (Type 
410 Stainless Steel) or ASTM A193 Grade B8 and B8M (Types 304 and 316 
Stainless Steel). Reinforcing bar inserts shall meet the minimum requirements of 
ASTM A615 Grade 60 or ASTM A706 Grade 60. For exterior exposure the insert 
shall be stainless steel. Inserts in contact with preservative-treated and fire-
retardant-treated wood shall be zinc coated in accordance with ASTM A153 Class 
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C or D or stainless steel or demonstrated through tests to be equivalent to the 
coatings described. Adhesives shall be injectable, two-component, cartridge-type 
systems dispensed and mixed through a static mixing nozzle supplied by the 
manufacturer. Acceptable installation and performance temperature ranges shall 
be verified with manufacturer’s literature prior to installation. 

2. Adhesive anchors are post-installed anchors used to transmit structural loads by 
means of tension, shear, or a combination of both between: (a) connected 
structural elements; or (b) safety-related attachments and structural elements. 
Adhesive anchors shall be designed in accordance with ACI 318 Appendix D as 
amended by the specific design provisions of ICC-ES AC308. Adhesive anchors 
shall have an evaluation report issued by ICC-ES or IAPMO-UES and have been 
tested and qualified for performance in cracked and uncracked concrete in 
accordance ICC-ES AC308 for all mandatory tests and including the following: 

a. Seismic tension in cracked concrete 
b. Seismic shear in cracked concrete 
c. Horizontal and overhead applications 
d. Installation in saturated concrete 
e. Sensitivity to freeze/thaw conditions 
f. Long term creep at elevated temperatures 

3. Adhesive anchors for cracked and uncracked concrete shall be: 

a. Simpson Strong-Tie SET-XP Epoxy Adhesive, ICC-ES ESR-2508 
b. Hilti HY200(A/R) Adhesive, ICC-ES ESR-3187 
c. ITW Red Head C6+ Adhesive, ICC-ES ESR-4046 

4. Adhesive anchors for cracked and uncracked concrete and decreased installation 
temperature (14°F) shall be: 

a. Simpson Strong-Tie AT-XP Acrylic Adhesive, IAPMO-UES ER-263 
b. Hilti HY200(A/R) Adhesive, ICC-ES ESR-3187 
c. ITW Red Head A7+ Adhesive, ICC-ES ESR-3903 

2.2 MASONRY ANCHORS 

A. Screw Anchors for Grout-Filled Concrete Masonry Units 

1. Screw anchors are post-installed concrete anchors used to transmit structural 
loads by means of tension, shear, or a combination of both between: (a) connected 
structural elements; or (b) safety-related attachments and structural elements. 
Anchors shall be assigned allowable tension and shear loads for designs based 
on allowable stress design in fully grouted concrete masonry units. Anchors shall 
be manufactured from carbon steel which is subsequently heat-treated. Anchors 
shall be zinc-plated in accordance with ASTM B633, Class SC1, Type III or shall 
be mechanically galvanized in accordance with ASTM B695, Class 55, Type 1, as 
appropriate. Anchors shall have an evaluation report issued by ICC-ES or IAPMO-
UES and have been tested and qualified for performance in grout-filled concrete 
masonry in accordance with ICC-ES AC106 for all mandatory tests and including 
the following: 
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a. Seismic tension in grout-filled concrete masonry units 
b. Seismic shear in grout-filled concrete masonry units 

2. Screw anchors for concrete masonry units shall be: 

a. Simpson Strong-Tie Titen HD Screw Anchor, ICC-ES ESR-1056 or 
b. Hilti Kwik-HUS-EZ Screw Anchor, ICC-ES ESR 3056 or 
c. Powers Fasteners Wedge-Bolt+, ICC-ES ESR 1678 

B. Adhesive Anchors for Grout-Filled Concrete Masonry Units 

1. An adhesive anchor shall consist of: 1) threaded rod or reinforcing bar insert; and 
2) adhesive formula. Threaded rod inserts shall meet the minimum requirements 
of ASTM F1554 Grade 36, ASTM A193 Grade B7, ASTM A193 Grade B6 (Type 
410 Stainless Steel) or ASTM A193 Grade B8 and B8M (Types 304 and 316 
Stainless Steel). Reinforcing bar inserts shall meet the minimum requirements of 
ASTM A615 Grade 40. For exterior exposure the insert shall be stainless steel. 
Inserts in contact with preservative-treated and fire-retardant-treated wood shall 
be zinc coated in accordance with ASTM A153 Class C or D or stainless steel or 
demonstrated through tests to be equivalent to the coatings described. Adhesives 
shall be injectable, two-component, cartridge-type systems dispensed and mixed 
through a static mixing nozzle supplied by the manufacturer. Acceptable 
installation and performance temperature ranges shall be verified with 
manufacturer’s literature prior to installation. 

2. Adhesive anchors are post-installed anchors used to transmit structural loads by 
means of tension, shear, or a combination of both between: (a) connected 
structural elements; or (b) safety-related attachments and structural elements. 
Adhesive anchors shall be assigned allowable tension and shear loads for designs 
based on allowable stress design in fully grouted concrete masonry units. 
Adhesive anchors shall have an evaluation report issued by ICC-ES or IAPMO-
UES and have been tested and qualified for performance in grout-filled concrete 
masonry units in accordance ICC-ES AC58 for all mandatory tests and including 
the following: 

a. Seismic tension in grout-filled concrete masonry units 
b. Seismic shear in grout-filled concrete masonry units 
c. Sensitivity to freeze/thaw conditions in grout-filled concrete masonry units. 
d. Long term creep at elevated temperatures in grout-filled concrete masonry 

units 

3. Adhesive anchors for concrete masonry units shall be: 

a. Simpson Strong-Tie SET-XP Epoxy Adhesive, IAPMO-UES ER-265 or 
b. Simpson Strong-Tie AT-XP Acrylic Adhesive, IAPMO-UES ER-281 or 
c. Hilti HY-70 Adhesive, ICC-ES ESR-2682 or 
d. ITW Red Head A7+ Adhesive, ICC-ES ESR-3951 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine supporting base materials and environmental conditions. Do not begin 
installation until base materials have been properly prepared. 

B. Unless otherwise specified, do not drill holes in concrete or masonry until concrete, 
mortar, or grout has achieved full design strength. 

C. Install only if environmental conditions are in compliance with manufacturer’s 
recommendations for installation conditions. 

3.2 INSTALLATION 

A. Adhesive anchors shall be installed in concrete having a minimum age of 21 days at time 
of anchor installation. 

B. Installation shall conform to the manufacturer’s published installation instructions. 

C. Where holes are drilled in concrete or masonry, holes shall be accurately and squarely 
drilled, and the holes shall be cleaned in accordance with the manufacturer’s 
recommendations. 

D. Unless otherwise noted, anchors shall be installed in holes drilled into base materials 
using carbide-tipped drill bits conforming to ANSI B212.15-1994. 

E. Where manufacturer recommends use of special tools for installation of anchors, such 
tools shall be used, unless otherwise permitted specifically by the Engineer or Architect 
of Record. 

F. Identify position of reinforcing steel and other embedded items prior to drilling holes for 
anchors. Exercise care in drilling to avoid damaging existing reinforcing or embedded 
items. Notify the Engineer if reinforcing steel or other embedded items are encountered 
during drilling. 

3.3 FIELD QUALITY CONTROL 

A. Special Inspection 

1. Special inspection is defined in ACI 318 as a function performed by qualified 
special inspectors in the employ of the owner or the owner’s agent. Inspection is 
particularly important for post-installed anchors to make certain that the 
Manufacturer’s Printed Installation Instructions (MPII) are followed. A distinction is 
made between continuous special inspection and periodic special inspection. 
Special Inspection, continuous or periodic, of post-installed anchors, shall be 
provided as required by ICC-ES or IAPMO-UES evaluation reports and/or as 
specified by the Engineer of Record. This service shall be performed by personnel 
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independent of the manufacturer or contractor so as to prevent a conflict of 
interest. 

2. Special Inspector shall be an ACI Post-Installed Concrete Anchor Installation 
Inspector except that inspectors holding unexpired ACI Adhesive Anchor 
Installation Inspector certification will be acceptable for adhesive anchors only. 
Inspections shall include inspector certification number and expiry date. 

3. For mechanical anchors qualified for use in cracked and uncracked concrete in 
accordance with ICC-ES AC193, periodic special inspection is required. 

4. For adhesive anchors qualified for use in cracked and uncracked concrete in 
accordance with ICC-ES AC308, installations may be made under continuous 
special inspection with an onsite proof loading program or periodic special 
inspection, as determined by the registered design professional. Strength 
reduction factors, F, and additional factors published in the evaluation report, and 
used in design, must correspond to the type of inspection provided. 

5. For adhesive anchors qualified for use in cracked and uncracked concrete in 
accordance with ICC-ES AC308, where required, a program for on-site proof 
loading, that is, proof loading program, to be conducted as part of the special 
inspection shall be established by the Design Professional and shall conform to 
the following minimum requirements: 

a. Frequency of proof loading based on anchor type, diameter, and 
embedment. 

b. Proof loads by anchor type, diameter, embedment, and location 
c. Acceptable displacements at proof load 
d. Remedial action in the event of failure to achieve proof load or excessive 

displacement. 

6. Unless otherwise directed by the Design Professional, proof loads shall be applied 
as confined tension tests. Proof load levels shall not exceed the lesser of 50 
percent of the expected peak load based on adhesive bond strength or 80 percent 
of the anchor yield strength. Maintain the proof load at the required load level for 
a minimum of 10 seconds. 

B. Installer Certification 

1. The following installer certification requirements apply to adhesive anchors 
assessed by the acceptance testing under ACI 355.4: 

a. Adhesive anchors shall be installed by qualified personnel in accordance 
with the contract documents. The contract documents shall require 
installation of post-installed anchors in accordance with the Manufacturer’s 
Printed Installation Instructions (MPII). Installation of adhesive anchors shall 
be performed by personnel trained to install adhesive anchors. 

b. Adhesive anchors installed in horizontal or upwardly inclined orientations to 
resist sustained tension loads shall be continuously inspected during 
installation by an inspector specially approved for that purpose by the Design 
Professional. The special inspector shall furnish a report to the Design 
Professional that the work covered by the report has been performed and 
that the materials used and the installation procedures used conform with 
the approved contract documents and the manufacturer’s printed installation 
instructions. 



21006 Lowndes HS Visitor Stadium 
Lindsey & Ritter, Inc. 

 

 
 

050519 - 9 

c. Installation of adhesive anchors shall be performed by personnel certified by 
an applicable certification program. Certification shall include written and 
performance tests in accordance with the ACI/CRSI Adhesive Anchor 
Installer Certification program. 

END 



 

 

 



21006 Lowndes HS Visitor Stadium 
Lindsey  Ritter, Inc. 

 

 
 

054000 - 1 
 

SECTION 054000 

COLD-FORMED METAL FRAMING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cold-formed metal truss system. 
2. Roof rafter framing. 
3. Soffit framing. 

B. Related Requirements: 

1. Section 055000 "Metal Fabrications" for miscellaneous steel shapes, masonry shelf 
angles, and connections used with cold-formed metal framing. 

2. Section 092116.23 "Gypsum Board Shaft Wall Assemblies" for interior non-load-bearing, 
metal-stud-framed, shaft-wall assemblies, with height limitations. 

3. Section 050519 "Post-Installed Concrete Anchors" 
4. Section 054400 "Cold-Formed Metal Trusses" for design of prefabricated roof rafter 

framing. 

1.3 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Cold-formed steel framing materials. 
2. Exterior non-load-bearing wall framing. 
3. Roof-rafter framing. 
4. Ceiling joist framing. 
5. Soffit framing. 
6. Post-installed anchors. 
7. Power-actuated anchors. 

B. Shop Drawings: 

1. Include layout, spacings, sizes, thicknesses, and types of cold-formed steel framing; 
fabrication; and fastening and anchorage details, including mechanical fasteners. 

2. Indicate reinforcing channels, opening framing, supplemental framing, strapping, bracing, 
bridging, splices, accessories, connection details, and attachment to adjoining work. 

C. Delegated-Design Submittal: For cold-formed steel framing. 
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1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For testing agency. 

B. Product Certificates: For each type of code-compliance certification for studs and tracks. 

C. Product Test Reports: For each listed product, for tests performed by manufacturer and witnessed 
by a qualified testing agency . 

1. Steel sheet. 
2. Power-actuated anchors. 
3. Mechanical fasteners. 
4. Miscellaneous structural clips and accessories. 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications: Qualified according to ASTM E329 for testing indicated. 

B. Product Tests: Mill certificates or data from a qualified independent testing agency , or in-house 
testing with calibrated test equipment, indicating steel sheet complies with requirements, 
including base-metal thickness, yield strength, tensile strength, total elongation, chemical 
requirements, and metallic-coating thickness. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Engage a qualified professional engineer, as defined in Section 014000 
"Quality Requirements," to design cold-formed steel framing. 

B. Cold-Formed Steel Framing Standards: Unless more stringent requirements are indicated, 
framing shall comply with AISI S100, AISI S200, and the following: 

1. Floor and Roof Systems: AISI S210. 
2. Wall Studs: AISI S211. 
3. Headers: AISI S212. 
4. Lateral Design: AISI S213. 

2.2 COLD-FORMED STEEL FRAMING MATERIALS 

A. Steel Sheet: ASTM A1003/A1003M, Structural Grade, Type H, metallic coated, of grade and 
coating designation as follows: 

1. Grade: As required by structural performance . 
2. Coating: G60 . 

B. Steel Sheet for Vertical Deflection Clips: ASTM A653/A653M, structural steel, zinc coated, of 
grade and coating as follows: 

1. Grade: As required by structural performance . 
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2. Coating: G90 . 

2.3 ROOF-RAFTER FRAMING 

A. Steel Rafters: Manufacturer's standard C-shaped steel sections, of web depths indicated, with 
stiffened flanges, and as follows: 

1. Minimum Base-Metal Thickness: 0.0329 inch 0.0428 inch . 
2. Flange Width: 1-5/8 inches , minimum. 
3. Section Properties: As required by structural performance . 

B. Prefabricated roof trusses as specified in Section 054400 "Cold-formed Metal Trusses" 

2.4 SOFFIT FRAMING 

A. Exterior Soffit Frame: Manufacturer's standard C-shaped steel sections, of web depths indicated, 
with stiffened flanges, and as follows: 

1. Minimum Base-Metal Thickness: 0.0329 inch . 
2. Flange Width: 1-5/8 inches , minimum. 
3. Section Properties: As required by structural performance . 

2.5 FRAMING ACCESSORIES 

A. Fabricate steel-framing accessories from ASTM A1003/A1003M, Structural Grade, Type H, 
metallic coated steel sheet, of same grade and coating designation used for framing members. 

B. Provide accessories of manufacturer's standard thickness and configuration, unless otherwise 
indicated, as follows: 

1. Supplementary framing. 
2. Bracing, bridging, and solid blocking. 
3. Web stiffeners. 
4. Anchor clips. 
5. End clips. 
6. Stud kickers and knee braces. 

2.6 ANCHORS, CLIPS, AND FASTENERS 

A. Steel Shapes and Clips: ASTM A36/A36M, zinc coated by hot-dip process according to 
ASTM A123/A123M. 

B. Power-Actuated Anchors: Fastener systems with working capacity greater than or equal to the 
design load, according to an evaluation report acceptable to authorities having jurisdiction, based 
on ICC-ES AC70. 

C. Mechanical Fasteners: ASTM C1513, corrosion-resistant-coated, self-drilling, self-tapping, steel 
drill screws. 

1. Head Type: Low-profile head beneath sheathing; manufacturer's standard elsewhere. 
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2.7 MISCELLANEOUS MATERIALS 

A. Galvanizing Repair Paint: ASTM A780/A780M MIL-P-21035B or SSPC-Paint 20. 

B. Shims: Load-bearing, high-density, multimonomer, nonleaching plastic; or cold-formed steel of 
same grade and metallic coating as framing members supported by shims. 

2.8 FABRICATION 

A. Fabricate cold-formed steel framing and accessories plumb, square, and true to line, and with 
connections securely fastened, according to referenced AISI's specifications and standards, 
manufacturer's written instructions, and requirements in this Section. 

1. Fabricate framing assemblies using jigs or templates. 
2. Cut framing members by sawing or shearing; do not torch cut. 
3. Fasten cold-formed steel framing members by welding, screw fastening, clinch fastening, 

pneumatic pin fastening, or riveting as standard with fabricator. Wire tying of framing 
members is not permitted. 
a. Comply with AWS D1.3/D1.3M requirements and procedures for welding, 

appearance and quality of welds, and methods used in correcting welding work. 
b. Locate mechanical fasteners and install according to Shop Drawings, with screws 

penetrating joined members by no fewer than three exposed screw threads. 
4. Fasten other materials to cold-formed steel framing by welding, bolting, pneumatic pin 

fastening, or screw fastening, according to Shop Drawings. 

B. Reinforce, stiffen, and brace framing assemblies to withstand handling, delivery, and erection 
stresses. Lift fabricated assemblies by means that prevent damage or permanent distortion. 

C. Tolerances: Fabricate assemblies level, plumb, and true to line to a maximum allowable variation 
of 1/8 inch in 10 feet and as follows: 

1. Spacing: Space individual framing members no more than plus or minus 1/8 inch from plan 
location. Cumulative error shall not exceed minimum fastening requirements of sheathing 
or other finishing materials. 

2. Squareness: Fabricate each cold-formed steel framing assembly to a maximum out-of-
square tolerance of 1/8 inch. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, conditions, and abutting structural framing for compliance with 
requirements for installation tolerances and other conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Install load-bearing shims or grout between the underside of load-bearing wall bottom track and 
the top of foundation wall or slab at locations with a gap larger than 1/4 inch to ensure a uniform 
bearing surface on supporting concrete or masonry construction. 
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3.3 INSTALLATION, GENERAL 

A. Cold-formed steel framing may be shop or field fabricated for installation, or it may be field 
assembled. 

B. Install cold-formed steel framing according to AISI S200, AISI S202, and manufacturer's written 
instructions unless more stringent requirements are indicated. 

C. Install shop- or field-fabricated, cold-formed framing and securely anchor to supporting structure. 

1. Screw, bolt, or weld wall panels at horizontal and vertical junctures to produce flush, even, 
true-to-line joints with maximum variation in plane and true position between fabricated 
panels not exceeding 1/16 inch. 

D. Install cold-formed steel framing and accessories plumb, square, and true to line, and with 
connections securely fastened. 

1. Cut framing members by sawing or shearing; do not torch cut. 
2. Fasten cold-formed steel framing members by welding, screw fastening, clinch fastening, 

or riveting. Wire tying of framing members is not permitted. 

a. Comply with AWS D1.3/D1.3M requirements and procedures for welding, 
appearance and quality of welds, and methods used in correcting welding work. 

b. Locate mechanical fasteners, install according to Shop Drawings, and comply with 
requirements for spacing, edge distances, and screw penetration. 

E. Install framing members in one-piece lengths unless splice connections are indicated for track or 
tension members. 

F. Install temporary bracing and supports to secure framing and support loads equal to those for 
which structure was designed. Maintain braces and supports in place, undisturbed, until entire 
integrated supporting structure has been completed and permanent connections to framing are 
secured. 

3.4 INSTALLATION OF JOIST FRAMING 

A. Install perimeter joist track sized to match joists. Align and securely anchor or fasten track to 
supporting structure at corners, ends, and spacings indicated  on Shop Drawings. 

B. Install joists bearing on supporting frame, level, straight, and plumb; adjust to final position, brace, 
and reinforce. Fasten joists to both flanges of joist track. 

1. Install joists over supporting frame with a minimum end bearing of 1-1/2 inches. 
2. Reinforce ends and bearing points of joists with web stiffeners, end clips, joist hangers, 

steel clip angles, or steel-stud sections. 

C. Space joists not more than 2 inches from abutting walls, and as follows: 

1. Joist Spacing: 24 inches as indicated on Drawings or on the Cold-formed Metal Truss 
drawings . 

D. Frame openings with built-up joist headers, consisting of joist and joist track or another 
combination of connected joists if indicated. 
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E. Install joist reinforcement at interior supports with single, short length of joist section located 
directly over interior support, with lapped joists of equal length to joist reinforcement. 

1. Install web stiffeners to transfer axial loads of walls above. 

F. Install bridging at intervals indicated  on Shop Drawings. Fasten bridging at each joist intersection 
as follows: 

1. Joist-Track Solid Bridging: Joist-track solid blocking of width and thickness indicated, 
secured to joist webs. 

2. Combination Bridging: Combination of flat, taut, steel sheet straps of width and thickness 
indicated, and joist-track solid blocking of width and thickness indicated. Fasten flat straps 
to bottom flange of joists and secure solid blocking to joist webs. 

G. Secure joists to load-bearing interior walls to prevent lateral movement of bottom flange. 

H. Install miscellaneous joist framing and connections, including web stiffeners, closure pieces, clip 
angles, continuous angles, hold-down angles, anchors, and fasteners, to provide a complete and 
stable joist-framing assembly. 

3.5 INSTALLATION TOLERANCES 

A. Install cold-formed steel framing level, plumb, and true to line to a maximum allowable tolerance 
variation of 1/8 inch in 10 feet and as follows: 

1. Space individual framing members no more than plus or minus 1/8 inch from plan location. 
Cumulative error shall not exceed minimum fastening requirements of sheathing or other 
finishing materials. 

3.6 REPAIR 

A. Galvanizing Repairs: Prepare and repair damaged galvanized coatings on fabricated and 
installed cold-formed steel framing with galvanized repair paint according to ASTM A780/A780M 
and manufacturer's written instructions. 

3.7 FIELD QUALITY CONTROL 

A. Testing: Owner will engage a qualified independent testing and inspecting agency to perform field 
tests and inspections and prepare test reports. 

B. Field and shop welds will be subject to testing and inspecting. 

C. Testing agency will report test results promptly and in writing to Contractor and Architect. 

D. Cold-formed steel framing will be considered defective if it does not pass tests and inspections. 

E. Additional testing and inspecting, at Contractor's expense, will be performed to determine 
compliance of replaced or additional work with specified requirements. 
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3.8 PROTECTION 

A. Provide final protection and maintain conditions, in a manner acceptable to manufacturer and 
Installer, that ensure that cold-formed steel framing is without damage or deterioration at time of 
Substantial Completion. 

END 



 

 

 



 

21006 Lowndes HS Visitor Stadium 
Lindsey & Ritter, Inc. 

 

 
 

055000 - 1 
 

SECTION 055000 

METAL FABRICATIONS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Steel framing and supports for applications where framing and supports are not specified 
in other Sections. 

2. Metal floor plate. 

B. Related Requirements: 

1. Section 050519 "Post-Installed Concrete Anchors" 

1.3 COORDINATION 

A. Coordinate selection of shop primers with topcoats to be applied over them. Comply with paint 
and coating manufacturers' written instructions to ensure that shop primers and topcoats are 
compatible with one another. 

B. Coordinate installation of metal fabrications that are anchored to or that receive other work. 
Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, 
concrete inserts, anchor bolts, and items with integral anchors, that are to be embedded in 
concrete or masonry. Deliver such items to Project site in time for installation. 

1.4 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Fasteners. 
2. Shop primers. 

B. Shop Drawings: Show fabrication and installation details.  Include plans, elevations, sections, and 
details of metal fabrications and their connections. Show anchorage and accessory items. Provide 
Shop Drawings for the following: 

1. Steel framing and supports for applications where framing and supports are not specified 
in other Sections. 
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1.5 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.6 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel in accordance with the following: 

1. AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

1.7 FIELD CONDITIONS 

A. Field Measurements: Verify actual locations of walls, floor slabs, decks, and other construction 
contiguous with metal fabrications by field measurements before fabrication. 

PART 2 - PRODUCTS 

2.1 METALS 

A. Metal Surfaces, General: Provide materials with smooth, flat surfaces unless otherwise indicated. 
For metal fabrications exposed to view in the completed Work, provide materials without seam 
marks, roller marks, rolled trade names, or blemishes. 

B. Steel Plates, Shapes, and Bars: ASTM A36/A36M. 

2.2 FASTENERS 

A. General: Unless otherwise indicated, provide Type 304 stainless steel fasteners for exterior use 
and zinc-plated fasteners with coating complying with ASTM B633 or ASTM F1941/F1941M, 
Class Fe/Zn 5, at exterior walls. Select fasteners for type, grade, and class required. 

B. Stainless Steel Bolts and Nuts: Regular hexagon-head annealed stainless steel bolts, 
ASTM F593; with hex nuts, ASTM F594; and, where indicated, flat washers; Alloy Group 1 . 

2.3 MISCELLANEOUS MATERIALS 

A. Epoxy Zinc-Rich Primer: Complying with MPI#20 and compatible with topcoat. 

2.4 FABRICATION, GENERAL 

A. Shop Assembly: Preassemble items in the shop to greatest extent possible. Disassemble units 
only as necessary for shipping and handling limitations. Use connections that maintain structural 
value of joined pieces. Clearly mark units for reassembly and coordinated installation. 

B. Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a radius of 
approximately 1/32 inch unless otherwise indicated. Remove sharp or rough areas on exposed 
surfaces. 
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C. Form bent-metal corners to smallest radius possible without causing grain separation or otherwise 
impairing work. 

D. Form exposed work with accurate angles and surfaces and straight edges. 

E. Weld corners and seams continuously to comply with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and blended so no 

roughness shows after finishing  and contour of welded surface matches that of adjacent 
surface. 

F. Form exposed connections with hairline joints, flush and smooth, using concealed fasteners or 
welds where possible. Where exposed fasteners are required, use Phillips flat-head 
(countersunk) fasteners unless otherwise indicated. Locate joints where least conspicuous. 

G. Fabricate seams and other connections that are exposed to weather in a manner to exclude 
water. Provide weep holes where water may accumulate. 

H. Cut, reinforce, drill, and tap metal fabrications as indicated to receive finish hardware, screws, 
and similar items. 

I. Provide for anchorage of type indicated; coordinate with supporting structure. Space anchoring 
devices to secure metal fabrications rigidly in place and to support indicated loads. 

J. Where units are indicated to be cast into concrete or built into masonry, equip with integrally 
welded steel strap anchors, 1/8 by 1-1/2 inches, with a minimum 6-inch embedment and 2-inch 
hook, not less than 8 inches from ends and corners of units and 24 inches o.c., unless otherwise 
indicated. 

2.5 MISCELLANEOUS FRAMING AND SUPPORTS 

A. General: Provide steel framing and supports not specified in other Sections as needed to 
complete the Work. 

B. Fabricate units from steel shapes, plates, and bars of welded construction unless otherwise 
indicated. Fabricate to sizes, shapes, and profiles indicated and as necessary to receive adjacent 
construction. 

C. Galvanize miscellaneous framing and supports where indicated. 

D. Prime miscellaneous framing and supports with zinc-rich primer where indicated. 

2.6 STEEL WELD PLATES AND ANGLES 

A. Provide steel weld plates and angles not specified in other Sections, for items supported from 
concrete construction as needed to complete the Work. Provide each unit with no fewer than two 
integrally welded steel strap anchors for embedding in concrete. 
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2.7 GENERAL FINISH REQUIREMENTS 

A. Finish metal fabrications after assembly. 

B. Finish exposed surfaces to remove tool and die marks and stretch lines, and to blend into 
surrounding surface. 

2.8 STEEL AND IRON FINISHES 

A. Galvanizing: Hot-dip galvanize items as indicated to comply with ASTM A153/A153M for steel 
and iron hardware and with ASTM A123/A123M for other steel and iron products. 

1. Do not quench or apply post galvanizing treatments that might interfere with paint 
adhesion. 

B. Preparation for Shop Priming Galvanized Items: After galvanizing, thoroughly clean galvanized 
surfaces of grease, dirt, oil, flux, and other foreign matter, and treat with metallic phosphate 
process. 

C. Shop prime iron and steel items  not indicated to be galvanized unless they are to be embedded 
in concrete, sprayed-on fireproofing, or masonry, or unless otherwise indicated. 

1. Shop prime with unless zinc-rich primer is indicated. 

D. Preparation for Shop Priming: Prepare surfaces to comply with SSPC-SP 6/NACE No. 3, 
"Commercial Blast Cleaning."  

E. Shop Priming: Apply shop primer to comply with SSPC-PA 1, "Paint Application Specification 
No. 1: Shop, Field, and Maintenance Painting of Steel," for shop painting. 

1. Stripe paint corners, crevices, bolts, welds, and sharp edges. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installing metal 
fabrications. Set metal fabrications accurately in location, alignment, and elevation; with edges 
and surfaces level, plumb, true, and free of rack; and measured from established lines and levels. 

B. Fit exposed connections accurately together to form hairline joints. Weld connections that are not 
to be left as exposed joints but cannot be shop welded because of shipping size limitations. Do 
not weld, cut, or abrade surfaces of exterior units that have been hot-dip galvanized after 
fabrication and are for bolted or screwed field connections. 

C. Field Welding: Comply with the following requirements: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
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4. At exposed connections, finish exposed welds and surfaces smooth and blended so no 
roughness shows after finishing and contour of welded surface matches that of adjacent 
surface. 

D. Fastening to In-Place Construction: Provide anchorage devices and fasteners where metal 
fabrications are required to be fastened to in-place construction. Provide threaded fasteners for 
use with concrete and masonry inserts, toggle bolts, through bolts, lag screws, wood screws, and 
other connectors. 

E. Provide temporary bracing or anchors in formwork for items that are to be built into concrete, 
masonry, or similar construction. 

3.2 INSTALLATION OF MISCELLANEOUS FRAMING AND SUPPORTS 

A. General: Install framing and supports to comply with requirements of items being supported, 
including manufacturers' written instructions and requirements indicated on Shop Drawings. 

B. Anchor supports for operable partitions overhead doors and overhead grilles securely to, and 
rigidly brace from, building structure. 

C. Anchor shelf angles securely to existing construction with anchor bolts . 

D. Support steel girders on solid grouted masonry, concrete, or steel pipe columns. Secure girders 
with anchor bolts embedded in grouted masonry or concrete or with bolts through top plates of 
pipe columns. 

1. Where grout space under bearing plates is indicated for girders supported on concrete or 
masonry, install as specified in "Installing Bearing and Leveling Plates" Article. 

E. Install pipe columns on concrete footings with grouted baseplates. Position and grout column 
baseplates as specified in "Installation of Bearing and Leveling Plates" Article. 

1. Grout baseplates of columns supporting steel girders after girders are installed and leveled. 

3.3 REPAIRS 

A. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair 
galvanizing to comply with ASTM A780/A780M. 

END 
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SECTION 061000 

ROUGH CARPENTRY 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Wood blocking and nailers. 

1.2 DEFINITIONS 

A. Boards or Strips: Lumber of less than 2 inches nominal size in least dimension. 

B. Dimension Lumber: Lumber of 2 inches nominal size or greater but less than 5 inches nominal 
size in least dimension. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials and dimensions and include construction and application details. 

1. Include data for wood-preservative treatment from chemical treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Indicate type 
of preservative used and net amount of preservative retained. 

2. Include data for fire-retardant treatment from chemical treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Include 
physical properties of treated materials based on testing by a qualified independent testing 
agency. 

3. For fire-retardant treatments, include physical properties of treated lumber both before and 
after exposure to elevated temperatures, based on testing by a qualified independent 
testing agency according to ASTM D 5664. 

4. For products receiving a waterborne treatment, include statement that moisture content of 
treated materials was reduced to levels specified before shipment to Project site. 

B. Fastener Patterns: Full-size templates for fasteners in exposed framing. 

1.4 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For dimension lumber specified to comply with minimum allowable unit 
stresses. Indicate species and grade selected for each use and design values approved by the 
ALSC Board of Review. 

B. Evaluation Reports: For the following: 

1. Wood-preservative-treated wood. 
2. Fire-retardant-treated wood. 
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3. Engineered wood products. 
4. Shear panels. 
5. Power-driven fasteners. 
6. Post-installed anchors. 
7. Metal framing anchors. 

1.5 QUALITY ASSURANCE 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Stack wood products flat with spacers beneath and between each bundle to provide air 
circulation. Protect wood products from weather by covering with waterproof sheeting, securely 
anchored. Provide for air circulation around stacks and under coverings. 

PART 2 - PRODUCTS 

2.1 WOOD PRODUCTS, GENERAL 

A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is 
indicated, comply with the applicable rules of any rules-writing agency certified by the ALSC 
Board of Review. Grade lumber by an agency certified by the ALSC Board of Review to inspect 
and grade lumber under the rules indicated. 

1. Factory mark each piece of lumber with grade stamp of grading agency. 
2. Dress lumber, S4S, unless otherwise indicated. 

B. Maximum Moisture Content of Lumber: 15 percent unless otherwise indicated. 

C. Engineered Wood Products: Acceptable to the Design Professional and for which current model 
code research or evaluation reports exist that show compliance with building code in effect for 
Project. 

1. Allowable design stresses, as published by manufacturer, shall meet or exceed those 
indicated. Manufacturer's published values shall be determined from empirical data or by 
rational engineering analysis and demonstrated by comprehensive testing performed by a 
qualified independent testing agency. 

2.2 WOOD-PRESERVATIVE-TREATED LUMBER 

A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC4a for all items 
indicated to be preservative-treated. 

1. Preservative Chemicals: Acceptable to the Design Professional and containing no arsenic 
or chromium. Do not use inorganic boron (SBX) for sill plates. 

2. For exposed items indicated to receive a stained or natural finish, chemical formulations 
shall not require incising, contain colorants, bleed through, or otherwise adversely affect 
finishes. 

B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material 
that is warped or that does not comply with requirements for untreated material. 
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C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board 
of Review. 

D. Application: Treat items indicated on Drawings, and the following: 

1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar 
members in connection with roofing, flashing, vapor barriers, and waterproofing. 

2. Wood sills, sleepers, blocking, furring, stripping, and similar concealed members in  

2.3 MISCELLANEOUS LUMBER 

A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other 
construction, including the following: 

1. Blocking. 
2. Nailers. 
3. Rooftop equipment bases and support curbs. 
4. Cants. 
5. Furring. 

B. Dimension Lumber Items: Construction or No. 2 grade lumber of any species. 

C. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber of 
any species may be used provided that it is cut and selected to eliminate defects that will interfere 
with its attachment and purpose. 

D. For blocking and nailers used for attachment of other construction, select and cut lumber to 
eliminate knots and other defects that will interfere with attachment of other work. 

E. For furring strips for installing plywood or hardboard paneling, select boards with no knots capable 
of producing bent-over nails and damage to paneling. 

2.4 PLYWOOD BACKING PANELS 
A. Equipment Backing Panels: Plywood, DOC PS 1, fire-retardant treated, in thickness indicated 

or, if not indicated, not less than 3/4-inch (19-mm) nominal thickness. 

2.5 FASTENERS 

A. General: Fasteners shall be of size and type indicated and shall comply with requirements 
specified in this article for material and manufacture. 

1. Where rough carpentry is exposed to weather, in ground contact, pressure-preservative 
treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating 
complying with ASTM A 153 of Type 304 stainless steel. 

B. Nails, Brads, and Staples: ASTM F 1667. 

C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to the Design 
Professional, based on ICC-ES AC70. 
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2.6 METAL FRAMING ANCHORS 

A. Provide products as indicated on the drawings from one of the following manufacturers: 

1. KC Metal Products, Inc., 1960 Hartog Dr., San Jose, CA 95131 (408) 436-8754. 

2. Simpson Strong-Tie Company, Inc., 2221 Country Lane, McKinney, TX 75069, (972) 542-
0326. 

3. Mitek-USP, USP/MiTek US Largo, FL, 11910 62nd Street, North Largo, FL.  

4. Advanced Connector Systems, 1551 West 960 North, Orem, UT 84005 (801) 735-1178. 

B. Galvanized-Steel Sheet: Hot-dip, zinc-coated steel sheet complying with ASTM A 653, G60 
coating designation. 

1. Use for interior locations unless otherwise indicated. 

C. Hot-Dip, Heavy-Galvanized Steel Sheet: ASTM A 653; structural steel (SS), high-strength low-
alloy steel Type A (HSLAS Type A), or high-strength low-alloy steel Type B (HSLAS Type B); 
G185 coating designation; and not less than 0.036 inch thick. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame 
Construction," unless otherwise indicated. 

B. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. 
Fit rough carpentry accurately to other construction. Locate furring, nailers, blocking, 
grounds, and similar supports to comply with requirements for attaching other construction. 

C. Install metal framing anchors to comply with manufacturer's written instructions. Install fasteners 
through each fastener hole. 

D. Install sill sealer gasket to form continuous seal between sill plates and foundation walls. 

E. Do not splice structural members between supports unless otherwise indicated. 

F. Provide blocking and framing as indicated and as required to support facing materials, fixtures, 
specialty items, and trim. 

1. Provide metal clips for fastening gypsum board or lath at corners and intersections where 
framing or blocking does not provide a surface for fastening edges of panels. Space clips 
not more than 16 inches o.c. 

G. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as indicated and 
as follows: 

1. Fire block furred spaces of walls, at each floor level, at ceiling, and at not more than 96 
inches o.c. with solid wood blocking or noncombustible materials accurately fitted to close 
furred spaces. 



 
21006 Lowndes HS Visitor Stadium 
Altman + Barrett Architects 061000 - 5 
 

2. Fire block concealed spaces of wood-framed walls and partitions at each floor level, at 
ceiling line of top story, and at not more than 96 inches o.c. Where fire blocking is not 
inherent in framing system used, provide closely fitted solid wood blocks of same width as 
framing members and 2-inch nominal thickness. 

3. Fire block concealed spaces between floor sleepers with same material as sleepers to limit 
concealed spaces to not more than 100 sq. ft. and to solidly fill space below partitions. 

4. Fire block concealed spaces behind combustible cornices and exterior trim at not more 
than 20 feet o.c. 

H. Sort and select lumber so that natural characteristics do not interfere with installation or with 
fastening other materials to lumber. Do not use materials with defects that interfere with function 
of member or pieces that are too small to use with minimum number of joints or optimum joint 
arrangement. 

I. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber. 

1. Use inorganic boron for items that are continuously protected from liquid water. 
2. Use copper naphthenate for items not continuously protected from liquid water. 

J. Where wood-preservative-treated lumber is installed adjacent to metal decking, install continuous 
flexible flashing separator between wood and metal decking. 

K. Securely attach rough carpentry work to substrate by anchoring and fastening as indicated, 
complying with the following: 

1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code (IBC). 
2. Evaluation report for fastener. 

L. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully 
penetrate members where opposite side will be exposed to view or will receive finish materials. 
Make tight connections between members. Install fasteners without splitting wood. Drive nails 
snug but do not countersink nail heads unless otherwise indicated. 

M. For exposed work, arrange fasteners in straight rows parallel with edges of members, with 
fasteners evenly spaced, and with adjacent rows staggered. 

1. Comply with approved fastener patterns where applicable. Before fastening, mark fastener 
locations, using a template made of sheet metal, plastic, or cardboard. 

2. Use finishing nails unless otherwise indicated. Countersink nail heads and fill holes with 
wood filler. 

3. Use common nails unless otherwise indicated. Drive nails snug but do not countersink nail 
heads. 

3.2 WOOD BLOCKING, AND NAILER INSTALLATION 

A. Install where indicated and where required for attaching other work. Form to shapes indicated 
and cut as required for true line and level of attached work. Coordinate locations with other work 
involved. 

B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces 
unless otherwise indicated. 
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C. Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled lumber not 
less than 1-1/2 inches wide and of thickness required to bring face of ground to exact thickness 
of finish material. Remove temporary grounds when no longer required. 

3.3 WOOD FURRING INSTALLATION 

A. Install level and plumb with closure strips at edges and openings. Shim with wood as required for 
tolerance of finish work. 

3.4 PROTECTION 

A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite 
protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. 
Apply borate solution by spraying to comply with EPA-registered label. 

B. Protect rough carpentry from weather. If, despite protection, rough carpentry becomes wet 
enough that moisture content exceeds that specified, apply EPA-registered borate treatment. 
Apply borate solution by spraying to comply with EPA-registered label. 

END 
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SECTION 074123 
 

METAL PANEL CANOPY SYSTEM 
 

PART 1 – GENERAL 
 
1.01 DESCRIPTION 

A. General: 
1. Furnish all labor, material, tools, equipment and services for all preformed [# choose one: canopies, walkway 

covers, soffit] as indicated, in accord with provisions of Contract Documents. 
2. Completely coordinate with work of all other trades. 
3. Although such work is not specifically indicated, furnish and install all supplementary or miscellaneous items, 

appurtenances and devices incidental to or necessary for a sound, secure and complete installation.  
4. See Division 1 for General Requirements. 

B. Related work specified elsewhere: 
1. Structural steel: Section 05100. 
2. Steel joists: Section 05200 or 05400. 
3. Flashing and sheet metal: Section 07600. 

 
1.02 QUALITY ASSURANCE 

A. Applicable standards: 
1. SMACNA: “Architectural Sheet Metal Manual” Sheet Metal and Air Conditioning Contractors National 

Association, Inc. 
2. AISC: “Steel Construction Manual” American Institute of Steel Construction. 
3. AISI: “Cold Form Steel Design Manual,” American Iron and Steel Institute. 
4. ASTM A792-83-AZ50: Specifications for steel sheet, aluminum-zinc alloy coated (galvanized) by the hot dip 

process, general requirements (Galvalume). 
B. Manufacturer’s qualifications: 

1. Manufacturer has a minimum of three years experience in manufacturing metal panel systems of this nature.  
Panels specified in this section shall be produced in a factory environment (not job site roll formed) with fixed-
base roll forming equipment assuring the highest level of quality control.  A letter from the manufacturer 
certifying compliance will accompany the product material submittals. 

C. Installation contractor’s qualifications: 
1. Installation of panels and accessories by installation contractor with a minimum of two years’ experience in 

panel projects of this nature. 
 
1.03 SUBMITTALS 

A. Shop drawings: 
1. Submit complete shop drawings and erection details to the architect (owner) for review.  Do not proceed with 

manufacture prior to review of shop drawings.  Do not use drawings prepared by the architect (owner) for shop 
or erection drawings. 

2. Shop drawings show methods of erection, elevations and plans of roof and wall panels, sections and details, 
anticipated loads, flashings, sealants, interfaces with all materials not supplied and proposed identification of 
component parts and their finishes. 

B. Samples: 
1. Submit samples and color chips for all proposed finishes. 

a. Submit one 8-inch long sample of panel. 
b. Submit two 3-inch x 5-inch color chip samples in color selected by the architect (owner). 

C. Warranty(s): 
1. Metal panel system manufacturer, upon final acceptance for project, furnish a warranty covering bare metal 

against rupture, structural failure and perforation due to normal atmospheric corrosion exposure for a period of 
20-years. 

2. Covering paint finish against cracking, checking, blistering, peeling, flaking, chipping, chalking and fading for a 
period of [# choose one: twenty (20) years for roof panels (premium thermoset silicone polyester) or twenty 
(20) years for wall panels and twenty (20) years for roof panels (premium fluorocarbon coating produced with 
Kynar 500 or Hylar 5000 resin)]. 
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D. Metal panel system fabrication certification: 
1. Submit a letter from the metal roof system manufacturer certifying the QwikLok panels have been produced in 

a factory environment (not job site roll formed) with fixed-base roll forming equipment. 
E. `Installation contractor’s qualifications: 

1. Submit certificate from manufacturer certifying that installer of the metal roof system has met all of the criteria 
outlined in “1.02 C. Installation contractor’s qualifications” and is an authorized installer certified by the 
manufacturer. 

2. Submit five references from five different architects or building owners for projects that have been in service for 
a minimum of two years, stating satisfactory performance by the installation contractor. 

 
1.04 PRODUCT DELIVERY, STORAGE AND HANDLING 

A. Delivery: 
1. Deliver metal roof system to job site properly packaged to provide protection against transportation damage. 

B. Handling: 
1. Exercise extreme care in unloading, storing and erecting metal panel system to prevent bending, warping, 

twisting and surface damage. 
C. Storage: 

1. Store all material and accessories above ground on well skidded platforms.  Store under waterproof covering.  
Provide proper ventilation of metal roof system to prevent condensation build-up between each panel or 
trim/flashing component. 

 
PART 2 – PRODUCTS -  [# QWIKLOK SERIES; for canopies, walkway covers, soffit] 
 
2.01 MATERIALS 

A. Metal panel profile: 
1. 12-inch wide x 2½-inch deep. 

B. Metal panel style: 
1. Flush face. 
2. Concealed fastener. 
3. Structural strength. 

C. Gauge: [# choose one] 
1. 22 gauge. 

D. Substrate: 
1. Galvalume steel sheet, 0.5-ounces/square foot, minimum yield of 50,000 PSI. 

E. Texture: [# choose one] 
1. Embossed. (reduces oil-canning effect). 

F. Finish: [# choose one] 
1.Kynar 

G. Color: 
1. Selected from metal panel system manufacturer’s standard offering. 

H. Acceptable manufacturer: 
1. MBCI –  Houston, TX – (281) 445-8555. 

 McElroy Metal MCP Canopy Panel 
# Insert: Architect’s (owner’s) method of approval of “or equals”. 

I. Other manufacturers desiring approval, comply with Section 01630. 
 
2.02 FABRICATION 

A. Material shall be in-line tension leveled prior to roll forming finished panel profile. 
B. Roll form panels in continuous lengths, full length of detailed runs. 
C. Panel length +/- 55’-4” 
D.  Fabricate trim/flashing and accessories to detailed profiles. 
E.  Fabricate trim/flashing from same material as panel. 

 
PART 3 – EXECUTION 
 
3.01 SURFACE CONDITIONS 

A. Examination: 
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1. Inspect installed work of other trades and verify that such work is complete to a point where this work may 
continue. 

2. Verify that installation may be made in accordance with approved shop drawings and manufacturer’s instructions.  
B. Discrepancies: 

1. In event of discrepancy, notify the architect (owner). 
2. Do not proceed with installation until discrepancies have been resolved. 

 
 
 
3.02 INSTALLATION 

A.  Install metal panels in accordance with manufacturer’s instructions and shop drawings. 
B.  Install metal panel system so that it is watertight, without waves, warps, buckles, fastening stresses or distortion. 
C.  Install panels plumb, level and straight with seams parallel, conforming to the design as indicated. 
D.  Provide concealed anchors at all panel attachment points of the size and quantity required by the manufacturer. 
E.  Panels to be installed as one continuous length +/- 55’-4” long. 
F.  Provide erection support for long 55A panels at ends and intermediate points as necessary to prevent buckling, 

kinking, and other distortion in the panels. 
G. Panel Penetrations 
     1.  The only penetration of the 55A panels is one light fixture pendant, located in the middle of the 12 inch panel flat.  

Provide special brake metal “vee” water diverter placed on the uphill (high) side of the pendant opening.  See 
drawing detail on sheet A4000. 

     2.  At Electric Panel Room 105, Provide fabricated brake metal roof curbs with “vee” water diverters on the uphill 
side.  Curb configuration to be high / over – low / under. 

 See drawing Sheet A4000. 
 
3.03 CLEANING, PROTECTION 

A.  Dispose of excess materials and remove debris from site. 
B.  Clean work in accordance with manufacturer’s recommendations. 
C.  Protect work against damage until final acceptance.  Replace or repair to the satisfaction of the architect (owner), 

any work that becomes damaged prior to final acceptance. 
D.  Touch up minor scratches and abrasions. 

 
END OF SECTION 
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SECTION 076200 
 

SHEET METAL FLASHING AND TRIM 
      
PART 1 - GENERAL 
 

1.01  SUMMARY 
A.  This Section includes sheet metal flashing and trim in the following categories: 

1.  Roof-drainage systems. 
2.  Exposed trim, gravel stops, and fasciae. 
3.  Copings. 
4.  Metal flashing. 
5.  Reglets. 
6.  Roof expansion-joint covers. 

 
1.02  PERFORMANCE REQUIREMENTS 

A.  General:  Install sheet metal flashing and trim to withstand wind loads, structural 
movement, thermally induced movement, and exposure to weather without 
failing. 

B.  Fabricate and install flashings at roof edges to comply with recommendations of 
FM Loss Prevention Data Sheet 1-49. 

C.         Coping and Edge Metal:  Provide prefabricated 24 gauge Steel with Kynar finish 
in manufacturers standard colors to be selected by owner.  Edge metal must 
meet FM wind uplift requirements and have ES-1 test approval. 

 
1.03  SUBMITTALS 

A.  General:  Submit each item in this Article according to the Conditions of the 
Contract and Division 1 Specification Sections. 

B.  Product Data including manufacturer's material and finish data, installation 
instructions, and general recommendations for each specified flashing material 
and fabricated product. 

C.  Shop Drawings of each item specified showing layout, profiles, methods of 
joining, and anchorage details. 

D.  Samples of sheet metal flashing, trim, and accessory items, in the specified 
finish. Where finish involves normal color and texture variations, include Sample 
sets composed of 2 or more units showing the full range of variations expected. 

 
1.04  QUALITY ASSURANCE 

A.  Installer Qualifications:  Engage an experience Installer who has completed 
sheet metal flashing and trim work similar in material, design, and extent to that 
indicated for this Project and with a record of successful in-service performance. 

B.  Mockups:  Prior to installing sheet metal flashing and trim, construct mockups 
indicated to verify selections made under Sample submittals and to demonstrate 
aesthetic effects as well as qualities of materials and execution.  Build mockups 
to comply with the following requirements, using materials indicated for final unit 
of Work. 
1.  Locate mockups on-site in the location and of the size indicated or, if not 

indicated, as directed by Architect.   
2.  Notify Architect one week in advance of the dates and times when 

mockups will be constructed. 
3.  Demonstrate the proposed range of aesthetic effects and workmanship. 
4.  Construct mockups for the following type of sheet metal flashing and 

trim: 
a  Gutters and downspouts. 
b  Exposed trim, gravel stops, and fasciae. 
c  Copings. 
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5.  Obtain Architect's approval of mockups before start of final unit of Work. 
6.  Retain and maintain mockups during construction in an undisturbed 

condition as a standard for judging the completed Work. 
a  Approved mockups in an undisturbed condition at the time of 

Substantial Completion may become part of the completed 
Work. 

 
1.05  PROJECT CONDITIONS 

A.  Coordinate Work of this Section with interfacing and adjoining Work for proper 
sequencing of each installation.  Ensure best possible weather resistance, 
durability of Work, and protection of materials and finishes. 

 
PART 2 - PRODUCTS 
 

2.01  METALS 
A.  Aluminum: Alloy and temper recommended by aluminum producer and finisher 

for type of use and finish indicated and with not less than the strength and 
durability of alloy and temper designated below: 
1.  Mill-Finish Aluminum Sheet: ASTM B 209 (ASTM B 209M), 3003-H14, 

with a minimum thickness of 0.040 inch (1.0 mm), unless otherwise 
indicated. 

2.  Factory-Painted Aluminum Sheet: ASTM B 209 (ASTM B 209M), 3003-
H14, with a minimum thickness of 0.040 inch (1.0 mm), unless otherwise 
indicated. 

B.  Galvanized Steel Sheet: ASTM A 526, G 90 (ASTM A 526M, Z 275), commercial 
quality, or ASTM A 527, G 90 (ASTM A 527M, Z 275), lock-forming quality, hot-
dip galvanized steel sheet with 0.20 percent copper, mill phosphatized where 
indicated for painting; not less than 0.396 inch (1.0 mm) thick, unless otherwise 
indicated. 

C.  Coil-coated Galvanized Steel Sheet: Zinc-coated, commercial-quality steel sheet 
conforming to ASTM A 755, G 90 (ASTM A 755M, Z 275) coating designation, 
coil coated with high-performance fluoropolymer coating as specified in “Coil-
Coated Galvanized Steel Sheet Finish” Article; not less than 0.0336 inch (0.85 
mm) thick, unless otherwise indicated. 

 
2.02  REGLETS 

A.  General:  Units of type, material, and profile indicated, formed to provide secure 
interlocking of separate reglet and counterflashing pieces and compatible with 
flashing indicated. 

B.  Surface-Mounted Type: Provide with slotted holes for fastening to substrate, with 
neoprene or other suitable weatherproofing washers, and with channel for 
sealant at top edge. 

C.  Masonry Type:  Provide with offset top flange for embedment in masonry mortar 
joint. 

D.  Counterflashing Wind-Restraint Clips:  Provide clips to be installed before 
counterflashing to prevent wind uplift of the counterflashing lower edge. 
1.  Material:  Copper, 16 oz./sq. ft. (0.55 mm thick). 
2.  Material:  Stainless steel, 0.0187 inch (0.5 mm) thick. 
3.  Material:  Aluminum, 0.024 inch (0.6 mm) thick. 
4.  Material:  Galvanized steel, 0.0217 inch (0.55 mm) thick. 

E.  Manufacturers: Subject to compliance with requirements, provide products by 
one of the following: 
1.  Fry Reglet Corporation. 
2.  Hickman:  W.P. Hickman Co. 
3.  Keystone Flashing Company. 
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2.03  MISCELLANEOUS MATERIALS AND ACCESSORIES 
A.  Fasteners: Same metal as sheet metal flashing or other noncorrosive metal as 

recommended by sheet metal manufacturer.  Match finish of exposed heads with 
material being fastened. 

B.  Asphalt Mastic: SSPC-Paint 12, solvent-type asphalt mastic, nominally free of 
sulfur and containing no asbestos fibers, compounded for 15-mil (0.4-mm) dry 
film thickness per coat. 

C.  Mastic Sealant: Polyisobutylene; nonhardening, nonskinning, nondrying, 
nonmigrating sealant. 

D.  Elastomeric Sealant:  Generic type recommended by sheet metal manufacturer 
and fabricator of components being sealed and complying with requirements for 
joint sealants as specified in Division 7 Section "Joint Sealants." 

E.  Adhesives:  Type recommended by flashing sheet metal manufacturer for 
waterproof and weather-resistant seaming and adhesive application of flashing 
sheet metal. 

F.  Metal Accessories:  Provide sheet metal clips, straps, anchoring devices, and 
similar accessory units as required for installation of Work, matching or 
compatible with material being installed; noncorrosive; size and thickness 
required for performance. 

G.  Roofing Cement:  ASTM D 4586, Type I, asbestos free, asphalt based. 
 

2.04  FABRICATION, GENERAL 
A.  Sheet Metal Fabrication Standard:  Fabricate sheet metal flashing and trim to 

comply with recommendations of SMACNA's "Architectural Sheet Metal Manual", 
1993 Edition, that apply to the design, dimensions, metal, and other 
characteristics of the item indicated. 

B.  Comply with details shown to fabricate sheet metal flashing and trim that fit 
substrates and result in waterproof and weather-resistant performance once 
installed.  Verify shapes and dimensions of surfaces to be covered before 
fabricating sheet metal. 

C.  Form exposed sheet metal Work that is without excessive oil canning, buckling, 
and tool marks and that is true to line and levels indicated, with exposed edges 
folded back to form hems. 

D.  Seams:  Fabricate nonmoving seams in aluminum with flat-lock seams.  Form 
seams and seal with epoxy seam sealer.  Rivet joints for additional strength. 

E.  Sealed Joints:  Form nonexpansion, but movable, joints in metal to 
accommodate elastomeric sealant to comply with SMACNA standards. 

F.  Separate metal from noncompatible metal or corrosive substrates by coating 
concealed surfaces at locations of contact with asphalt mastic or other 
permanent separation as recommended by manufacturer. 

G.  Conceal fasteners and expansion provisions where possible.  Exposed fasteners 
are not allowed on faces of sheet metal exposed to public view. 

H.  Fabricate cleats and attachment devices from same material as sheet metal 
component being anchored or from compatible, noncorrosive metal 
recommended by sheet metal manufacturer. 
1.  Size:  As recommended by SMACNA manual or sheet metal 

manufacturer for application but never less than thickness of metal being 
secured. 

 
2.05  SHEET METAL FABRICATIONS 

A.  General:  Fabricate sheet metal items in thickness or weight needed to comply 
with performance requirements set forth in SMACNA manual, but not less than 
thicknesses shown on the Drawings. 

 
2.06  ALUMINUM FINISHES 

A.  General: Comply with Aluminum Association’s (AA) “Designation System for 
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Aluminum Finishes” for finish designations and application recommendations. 
B.  Class I, Color Anodic Finish: AA-C22A42/A44 (Chemical Finish: etched, medium 

matte; Anodic Coating: Architectural Class I, integrally colored or electrolytically 
deposited color coating 0.018 mm or thicker) complying with AAMA 606.1 or 
AAMA 608.1. 
1.  Color: As selected by Architect from the full range of industry colors and 

color densities. 
 

2.07  COIL-COATED GALVANIZED STEEL SHEET FINISH 
A.  High-Performance Organic Coating Finish: Apply the following system by coil-

coating process on galvanized steel sheet as recommended by coating 
manufacturers and applicator. 
1.  Fluoropolymer 2-Coat Coating System: Manufacturer’s standard 2-coat, 

thermocured system composed of specially formulated inhibitive primer 
and fluoropolymer color topcoat containing not less than 70 percent 
polyvinylidene fluoride resin by weight; complying with AAMA 605.2. 
a  Color and Gloss: As selected by Architect from manufacturer’s 

full range of choices for color and gloss. 
2.  Resin Manufacturers: Subject to compliance with requirements, provide 

fluoropolymer coating systems containing resins produced by the 
following manfacturer: 
a  Elf Atochem North America, Inc. (Kynar 500) 

 
PART 3 - EXECUTION 
 

3.01  EXAMINATION 
A.  Examine substrates and conditions under which sheet metal flashing and trim are 

to be installed and verify that Work may properly commence.  Do not proceed 
with installation until unsatisfactory conditions have been corrected. 

 
3.02  INSTALLATION 

A.  General:  Unless otherwise indicated, install sheet metal flashing and trim to 
comply with performance requirements, manufacturer's installation instructions, 
and SMACNA's "Architectural Sheet Metal Manual," 1993 Edition.  Anchor units 
of Work securely in place by methods indicated, providing for thermal expansion 
of metal units; conceal fasteners where possible, and set units true to line and 
level as indicated.  Install Work with laps, joints, and seams that will be 
permanently watertight and weatherproof. 

B.  Install exposed sheet metal Work that is without excessive oil canning, buckling, 
and tool marks and that is true to line and levels indicated, with exposed edges 
folded back to form hems.  Install sheet metal flashing and trim to fit substrates 
and to result in waterproof and weather-resistant performance.  Verify shapes 
and dimensions of surfaces to be covered before fabricating sheet metal. 

C.  Roof-Edge Flashings: Secure metal flashings at roof edges according to FM Loss 
Prevention Data Sheet 1-49 for location wind zone. 

D.  Expansion Provisions:  Provide for thermal expansion of exposed sheet metal 
Work.  Where lapped or bayonet-type expansion provisions in Work cannot be 
used or would not be sufficiently weatherproof and waterproof, form expansion 
joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled 
with mastic sealant (concealed within joints). 

E.  Sealed Joints:  Form nonexpansion, but movable, joints in metal to 
accommodate elastomeric sealant to comply with SMACNA standards.  Fill joint 
with sealant and form metal to completely conceal sealant. 
1.  Use joint adhesive for nonmoving joints specified not to be soldered. 

F.  Seams:  Fabricate nonmoving seams in aluminum with flat-lock seams.  Form 
seams and seal with epoxy seam sealer.  Rivet joints for additional strength. 
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G.  Separations:  Separate metal from noncompatible metal or corrosive substrates 
by coating concealed surfaces, at locations of contact, with asphalt mastic or 
other permanent separation as recommended by manufacturer. 
1.  Underlayment: Where installing stainless steel or aluminum directly on 

cementitious or wood substrates, install a slip sheet of red-rosin paper 
and a course of polyethylene underlayment. 

2.  Bed flanges of Work in a thick coat of roofing cement where required for 
waterproof performance. 

H.  Install reglets to receive counterflashing according to the following requirements: 
1.  Where reglets are shown in concrete, furnish reglets for installation 

under Division 3 Section “Cast-in-Place Concrete.” 
2.  Where reglets are shown in masonry, furnish reglets for installation 

under Division 4 Section “Unit Masonry.” 
I.  Counterflashings:  Coordinate installation of counterflashings with installation of 

assemblies to be protected by counterflashing.  Install counterflashings in reglets 
or receivers.  Secure in a waterproof manner by means of snap-in installation 
and sealant, lead wedges and sealant, interlocking folded seam, or blind rivets 
and sealant.  Lap counterflashing joints a minimum of 2 inches (50 mm) and bed 
with sealant. 

J.  Roof-Drainage System:  Install drainage items fabricated from sheet metal, with 
straps, adhesives, and anchors recommended by SMACNA's Manual or the item 
manufacturer, to drain roof in the most efficient manner.  Coordinate roof-drain 
flashing installation with roof-drainage system installation.  Coordinate flashing 
and sheet metal items for steep-sloped roofs with roofing installation. 

K.  Equipment Support Flashing:  Coordinate equipment support flashing installation 
with roofing and equipment installation.  Weld or seal flashing to equipment 
support member. 

L.  Roof-Penetration Flashing:  Coordinate roof-penetration flashing installation with 
roofing and installation of items penetrating roof.  Install flashing as follows: 
1.  Turn lead flashing down inside vent piping, being careful not to block 

vent piping with flashing. 
2.  Seal and clamp flashing to pipes penetrating roof, other than lead 

flashing on vent piping.. 
 

3.03  CLEANING AND PROTECTION 
A.  Clean exposed metal surfaces, removing substances that might cause corrosion 

of metal or deterioration of finishes. 
B.  Provide final protection and maintain conditions that ensure sheet metal flashing 

and trim work during construction is without damage or deterioration other than 
natural weathering at the time of Substantial Completion. 

 
END. 
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SECTION 079200 
 

JOINT SEALANTS 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and Division 01 Specification Sections, apply to this Section. 
 

1.02 SUMMARY 
A. Section Includes: 

1. Silicone joint sealants. 
2. Nonstaining silicone joint sealants. 
3. Urethane joint sealants. 
4. Immersible joint sealants. 
5. Silyl-terminated polyether joint sealants. 
6. Mildew-resistant joint sealants. 
7. Polysulfide joint sealants. 
8. Butyl joint sealants. 
9. Latex joint sealants. 

 
1.03 ACTION SUBMITTALS 

A. Product Data: For each joint-sealant product. 
B. Samples for Initial Selection: Manufacturer's color charts consisting of strips of 

cured sealants showing the full range of colors available for each product ex-
posed to view. 

C. Samples for Verification: For each kind and color of joint sealant required, pro-
vide Samples with joint sealants in 1/2-inch- (13-mm-) wide joints formed be-
tween two 6-inch- (150-mm-) long strips of material matching the appearance of 
exposed surfaces adjacent to joint sealants. 

D. Joint-Sealant Schedule: Include the following information: 
1. Joint-sealant application, joint location, and designation. 
2. Joint-sealant manufacturer and product name. 
3. Joint-sealant formulation. 
4. Joint-sealant color. 

 
1.04 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified testing agency. 
B. Product Test Reports: For each kind of joint sealant, for tests performed by 

manufacturer and witnessed by a qualified testing agency. 
C. Preconstruction Field-Adhesion-Test Reports: Indicate which sealants and joint 

preparation methods resulted in optimum adhesion to joint substrates based on 
testing specified in "Preconstruction Testing" Article. 

D. Field-Adhesion-Test Reports: For each sealant application tested. 
E. Sample Warranties: For special warranties. 

 
1.05 QUALITY ASSURANCE 

A. Installer Qualifications: An authorized representative who is trained and approved 
by manufacturer. 

B. Product Testing: Test joint sealants using a qualified testing agency. 
1. Testing Agency Qualifications: Qualified according to ASTM C1021 to 

conduct the testing indicated. 
C. Mockups: Install sealant in mockups of assemblies specified in other Sections 

that are indicated to receive joint sealants specified in this Section. Use materials 
and installation methods specified in this Section. 
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1.06 PRECONSTRUCTION TESTING 

A. Preconstruction Laboratory Testing: Testing will not be required if joint sealant 
manufacturers submit joint preparation data that are based on previous testing of 
current sealant products for adhesion to, and compatibility with, joint substrates 
and other materials matching those specified. 
 

1.07 FIELD CONDITIONS 
A. Do not proceed with installation of joint sealants under the following conditions: 

1. When ambient and substrate temperature conditions are outside limits 
permitted by joint-sealant manufacturer[ or are below 40 deg F (5 
deg C)]. 

2. When joint substrates are wet. 
3. Where joint widths are less than those allowed by joint-sealant manufac-

turer for applications indicated. 
4. Where contaminants capable of interfering with adhesion have not yet 

been removed from joint substrates. 
 

1.08 WARRANTY 
A. Special Installer's Warranty: Installer agrees to repair or replace joint sealants 

that do not comply with performance and other requirements specified in this 
Section within specified warranty period. 
1. Warranty Period: Two years from date of Substantial Completion. 

B. Special Manufacturer's Warranty: Manufacturer agrees to furnish joint sealants to 
repair or replace those joint sealants that do not comply with performance and 
other requirements specified in this Section within specified warranty period. 
1. Warranty Period: Five years from date of Substantial Completion. 

C. Special warranties specified in this article exclude deterioration or failure of joint 
sealants from the following: 
1. Movement of the structure caused by stresses on the sealant exceeding 

sealant manufacturer's written specifications for sealant elongation and 
compression. 

2. Disintegration of joint substrates from causes exceeding design specifi-
cations. 

3. Mechanical damage caused by individuals, tools, or other outside 
agents. 

4. Changes in sealant appearance caused by accumulation of dirt or other 
atmospheric contaminants. 
 

PART 2 -  PRODUCTS 
 

2.01 JOINT SEALANTS, GENERAL 
A. Compatibility: Provide joint sealants, backings, and other related materials that 

are compatible with one another and with joint substrates under conditions of 
service and application, as demonstrated by joint-sealant manufacturer, based 
on testing and field experience. 

B. Colors of Exposed Joint Sealants: As selected by Architect from manufacturer's 
full range. 
 

2.02 SILICONE JOINT SEALANTS 
A. Silicone, S, NS, 100/50, NT: Single-component, nonsag, plus 100 percent and 

minus 50 percent movement capability, nontraffic-use, neutral-curing silicone 
joint sealant; ASTM C920, Type S, Grade NS, Class 100/50, Use NT. 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
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d) Sika Corporation, Inc. 
e) Sonneborn Building Products, Inc. 

 
2.03 URETHANE JOINT SEALANTS  

A. Urethane, S, NS, 35, T, NT: Single-component, nonsag, plus 35 percent and mi-
nus 35 percent movement capability, traffic- and nontraffic-use, urethane joint 
sealant; ASTM C920, Type S, Grade NS, Class 35, Uses T and NT. 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
d) Sika Corporation, Inc. 
e) Sonneborn Building Products, Inc. 

B. Urethane, M, NS, 50, T, NT: Multicomponent, nonsag, plus 50 percent and mi-
nus 50 percent movement capability, traffic- and nontraffic-use, urethane joint 
sealant; ASTM C920, Type M, Grade NS, Class 50, Uses T and NT. 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
d) Sika Corporation, Inc. 
e) Sonneborn Building Products, Inc. 

C. Urethane, M, P, 25, T, NT: Multicomponent, pourable, plus 25 percent and mi-
nus 25 percent movement capability, traffic- and nontraffic-use, urethane joint 
sealant; ASTM C920, Type M, Grade P, Class 25, Uses T and NT. 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
d) Sika Corporation, Inc. 
e) Sonneborn Building Products, Inc. 

 
2.04 MILDEW-RESISTANT JOINT SEALANTS 

A. Mildew-Resistant Joint Sealants: Formulated for prolonged exposure to humidity 
with fungicide to prevent mold and mildew growth. 

B. Silicone, Mildew Resistant, Acid Curing, S, NS, 25, NT: Mildew-resistant, single-
component, nonsag, plus 25 percent and minus 25 percent movement capability, 
nontraffic-use, acid-curing silicone joint sealant; ASTM C920, Type S, Grade NS, 
Class 25, Use NT. 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
d) Sika Corporation, Inc. 
e) Sonneborn Building Products, Inc. 
 

2.05 BUTYL JOINT SEALANTS 
A. Butyl-Rubber-Based Joint Sealants: ASTM C1311. 

1. Bostik, Inc, 
2. Pecora Corporation, Inc. 
3. Sonneborn Building Products, Inc. 

 
2.06 LATEX JOINT SEALANTS 

A. Acrylic Latex: Acrylic latex or siliconized acrylic latex, ASTM C834, Type OP, 
Grade NF.  Paintable. 
1. Acceptable Manufacturers: 

a) Tremco Sealants, Inc. 
b) Pecora Corporation, Inc. 
c) Everkem Diversified Products, Inc. 
d) Sherwin Williams Company 

http://www.specagent.com/LookUp/?ulid=9453&mf=04&src=wd
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2.07 JOINT-SEALANT BACKING 

A. Sealant Backing Material, General: Nonstaining; compatible with joint substrates, 
sealants, primers, and other joint fillers; and approved for applications indicated 
by sealant manufacturer based on field experience and laboratory testing. 

B. Cylindrical Sealant Backings: ASTM C1330, Type C (closed-cell material with a 
surface skin) or Type B (bicellular material with a surface skin) or any of the pre-
ceding types, as approved in writing by joint-sealant manufacturer for joint appli-
cation indicated, and of size and density to control sealant depth and otherwise 
contribute to producing optimum sealant performance. 

C. Bond-Breaker Tape: Polyethylene tape or other plastic tape recommended by 
sealant manufacturer for preventing sealant from adhering to rigid, inflexible joint-
filler materials or joint surfaces at back of joint. Provide self-adhesive tape where 
applicable. 
 

2.08 MISCELLANEOUS MATERIALS 
A. Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufactur-

ers of sealants and sealant backing materials, free of oily residues or other sub-
stances capable of staining or harming joint substrates and adjacent nonporous 
surfaces in any way, and formulated to promote optimum adhesion of sealants to 
joint substrates. 

B. Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants 
and surfaces adjacent to joints. 
 

PART 3 -  EXECUTION 
 

3.01 EXAMINATION 
A. Examine joints indicated to receive joint sealants, with Installer present, for com-

pliance with requirements for joint configuration, installation tolerances, and other 
conditions affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been correct-
ed. 
 

3.02 PREPARATION 
A. Surface Cleaning of Joints: Clean out joints immediately before installing joint 

sealants to comply with joint-sealant manufacturer's written instructions and the 
following requirements: 
1. Remove all foreign material from joint substrates that could interfere with 

adhesion of joint sealant, including dust, paints (except for permanent, 
protective coatings tested and approved for sealant adhesion and com-
patibility by sealant manufacturer), old joint sealants, oil, grease, water-
proofing, water repellents, water, surface dirt, and frost. 

2. Clean porous joint substrate surfaces by brushing, grinding, mechanical 
abrading, or a combination of these methods to produce a clean, sound 
substrate capable of developing optimum bond with joint sealants. Re-
move loose particles remaining after cleaning operations above by vacu-
uming or blowing out joints with oil-free compressed air. Porous joint 
substrates include the following: 
a) Concrete. 
b) Masonry. 
c) Exterior insulation and finish systems. 

3. Remove laitance and form-release agents from concrete. 
4. Clean nonporous joint substrate surfaces with chemical cleaners or other 

means that do not stain, harm substrates, or leave residues capable of 
interfering with adhesion of joint sealants. Nonporous joint substrates in-
clude the following: 
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a) Metal. 
b) Glass. 
c) Glazed surfaces of ceramic tile. 

B. Joint Priming: Prime joint substrates where recommended by joint-sealant manu-
facturer or as indicated by preconstruction joint-sealant-substrate tests or prior 
experience. Apply primer to comply with joint-sealant manufacturer's written in-
structions. Confine primers to areas of joint-sealant bond; do not allow spillage or 
migration onto adjoining surfaces. 

C. Masking Tape: Use masking tape where required to prevent contact of sealant or 
primer with adjoining surfaces that otherwise would be permanently stained or 
damaged by such contact or by cleaning methods required to remove sealant 
smears. Remove tape immediately after tooling without disturbing joint seal. 
 

3.03 INSTALLATION OF JOINT SEALANTS 
A. General: Comply with joint-sealant manufacturer's written installation instructions 

for products and applications indicated, unless more stringent requirements ap-
ply. 

B. Sealant Installation Standard: Comply with recommendations in ASTM C1193 for 
use of joint sealants as applicable to materials, applications, and conditions indi-
cated. 

C. Install sealant backings of kind indicated to support sealants during application 
and at position required to produce cross-sectional shapes and depths of in-
stalled sealants relative to joint widths that allow optimum sealant movement ca-
pability. 
1. Do not leave gaps between ends of sealant backings. 
2. Do not stretch, twist, puncture, or tear sealant backings. 
3. Remove absorbent sealant backings that have become wet before seal-

ant application, and replace them with dry materials. 
D. Install bond-breaker tape behind sealants where sealant backings are not used 

between sealants and backs of joints. 
E. Install sealants using proven techniques that comply with the following and at the 

same time backings are installed: 
1. Place sealants so they directly contact and fully wet joint substrates. 
2. Completely fill recesses in each joint configuration. 
3. Produce uniform, cross-sectional shapes and depths relative to joint 

widths that allow optimum sealant movement capability. 
F. Tooling of Nonsag Sealants: Immediately after sealant application and before 

skinning or curing begins, tool sealants according to requirements specified in 
subparagraphs below to form smooth, uniform beads of configuration indicated; 
to eliminate air pockets; and to ensure contact and adhesion of sealant with sides 
of joint. 
1. Remove excess sealant from surfaces adjacent to joints. 
2. Use tooling agents that are approved in writing by sealant manufacturer 

and that do not discolor sealants or adjacent surfaces. 
3. Provide concave joint profile per Figure 8A in ASTM C1193 unless oth-

erwise indicated. 
 

3.04 CLEANING 
A. Clean off excess sealant or sealant smears adjacent to joints as the Work pro-

gresses by methods and with cleaning materials approved in writing by manufac-
turers of joint sealants and of products in which joints occur. 
 

3.05 PROTECTION 
A. Protect joint sealants during and after curing period from contact with contaminat-

ing substances and from damage resulting from construction operations or other 
causes so sealants are without deterioration or damage at time of Substantial 
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Completion. If, despite such protection, damage or deterioration occurs, cut out, 
remove, and repair damaged or deteriorated joint sealants immediately so instal-
lations with repaired areas are indistinguishable from original work. 
 

3.06 JOINT-SEALANT SCHEDULE 
A. Joint-Sealant Application: Interior joints in horizontal traffic surfaces. 

1. Joint Locations: 
a) Isolation joints in cast-in-place concrete slabs. 
b) Control and expansion joints in tile flooring. 

2. Joint Sealant: Urethane, M, P, 25, T, NT. 
3. Joint-Sealant Color: As selected by Architect from manufacturer's full 

range of colors. 
B. Joint-Sealant Application: Interior joints in vertical surfaces and horizontal non-

traffic surfaces. 
1. Joint Locations: 

a) Control and expansion joints on exposed interior surfaces of 
exterior walls. 

b) Tile control and expansion joints. 
c) Vertical joints on exposed surfaces of unit masonry walls and 

partitions. 
2. Joint Sealant: M, NS, 50, T, NT. 
3. Joint-Sealant Color: As selected by Architect from manufacturer's full 

range of colors. 
C. Joint-Sealant Application: Mildew-resistant interior joints in vertical surfaces and 

horizontal nontraffic surfaces. 
1. Joint Locations: 

a) Joints between plumbing fixtures and adjoining walls, floors, and 
counters. 

b) Tile control and expansion joints where indicated. 
2. Joint Sealant: Silicone, mildew resistant, acid curing, S, NS, 100/50, NT. 
3. Joint-Sealant Color: As selected by Architect from manufacturer's full 

range of colors. 

END OF SECTION 079200 
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SECTION 081113 
 

HOLLOW METAL DOORS AND FRAMES 
 
PART 1 -  GENERAL 

 
1.01 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supple-
mentary Conditions and Division 01 Specification Sections, apply to this Section. 
 

1.02 SUMMARY 
A. Section includes: 

1. Interior standard steel doors and frames. 
2. Interior custom hollow-metal doors and frames. 

B. Related Requirements: 
1.  Section 087100 "Door Hardware" for door hardware for hollow-metal 

doors. 
 

1.03 DEFINITIONS 
A. Minimum Thickness: Minimum thickness of base metal without coatings accord-

ing to NAAMM-HMMA 803 or ANSI/SDI A250.8. 
 

1.04 COORDINATION 
A. Coordinate anchorage installation for hollow-metal frames. Furnish setting draw-

ings, templates, and directions for installing anchorages, including sleeves, con-
crete inserts, anchor bolts, and items with integral anchors. Deliver such items to 
Project site in time for installation. 

B. Coordinate requirements for installation of door hardware, electrified door hard-
ware, and access control and security systems. 
 

1.05 ACTION SUBMITTALS 
A. Product Data: For each type of product. 

1. Include construction details, material descriptions, core descriptions, fire-
resistance ratings, temperature-rise ratings, and finishes. 

B. Shop Drawings: Include the following: 
1. Elevations of each door type. 
2. Details of doors, including vertical- and horizontal-edge details and metal 

thicknesses. 
3. Frame details for each frame type, including dimensioned profiles and 

metal thicknesses. 
4. Locations of reinforcement and preparations for hardware. 
5. Details of each different wall opening condition. 
6. Details of electrical raceway and preparation for electrified hardware, ac-

cess control systems, and security systems. 
7. Details of anchorages, joints, field splices, and connections. 
8. Details of accessories. 
9. Details of moldings, removable stops, and glazing. 

C. Product Schedule: For hollow-metal doors and frames, prepared by or under the 
supervision of supplier, using same reference numbers for details and openings 
as those on Drawings. Coordinate with final door hardware schedule. 
 

1.06 INFORMATIONAL SUBMITTALS 
A. Product Test Reports: For each type of fire-rated hollow-metal door and frame 

assembly, fire-rated borrowed-lite assembly, and thermally rated door assem-
blies for tests performed by a qualified testing agency indicating compliance with 
performance requirements. 
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B. Oversize Construction Certification: For assemblies required to be fire-rated and 
exceeding limitations of labeled assemblies. 

C. Field quality control reports. 
 

1.07 CLOSEOUT SUBMITTALS 
A. Record Documents: For fire-rated doors, list of door numbers and applicable 

room name and number to which door accesses. 
 

1.08 DELIVERY, STORAGE, AND HANDLING 
A. Deliver hollow-metal doors and frames palletized, packaged, or crated to provide 

protection during transit and Project-site storage. Do not use nonvented plastic. 
1. Provide additional protection to prevent damage to factory-finished units. 

B. Deliver welded frames with two removable spreader bars across bottom of 
frames, tack welded to jambs and mullions. 

C. Store hollow-metal doors and frames vertically under cover at Project site with 
head up. Place on minimum 4-inch- (102-mm-) high wood blocking. Provide min-
imum 1/4-inch (6-mm) space between each stacked door to permit air circulation. 
 

PART 2 -  PRODUCTS 
 

2.01 MANUFACTURERS 
A. Steelcraft, Cincinnati, Ohio 
B. Ceco, Oakbrook Terrace, Illinois 
C. Curries Company, Mason City, Iowa 

 
2.02 PERFORMANCE REQUIREMENTS 

A. Fire-Rated Door Assemblies: Assemblies complying with NFPA 80 that are listed 
and labeled by a qualified testing agency acceptable to authorities having juris-
diction for fire-protection ratings and temperature-rise limits indicated on Draw-
ings, based on testing at positive pressure according to NFPA 252 or UL 10C. 
1. Smoke- and Draft-Control Door Assemblies: Listed and labeled for 

smoke and draft control by a qualified testing agency acceptable to au-
thorities having jurisdiction, based on testing according to UL 1784 and 
installed in compliance with NFPA 105. 

2. Oversize Fire-Rated Door Assemblies: For units exceeding sizes of test-
ed assemblies, provide certification by a qualified testing agency that 
doors comply with standard construction requirements for tested and la-
beled fire-rated door assemblies except for size. 

3. Temperature-Rise Limit: At vertical exit enclosures and exit pas-
sageways, provide doors that have a maximum transmitted temperature 
end point of not more than 450 deg F (250 deg C) above ambient after 
30 minutes of standard fire-test exposure. 

B. Fire-Rated, Borrowed-Lite Assemblies: Assemblies complying with NFPA 80 and 
listed and labeled by a qualified testing agency acceptable to authorities having 
jurisdiction, for fire-protection ratings indicated, based on testing according to 
NFPA 257 or UL 9. 

C. Thermally Rated Door Assemblies: Provide door assemblies with U-factor of not 
more than 0.40 deg Btu/F x h x sq. ft. (2.27 W/K x sq. m) when tested accord-
ing to ASTM C518. 

 
2.03 MATERIALS 

A. Doors, frames and frame components shall be manufactured from cold-rolled 
steel conforming to ASTM specification A366; or hot-dipped galvanized steel 
having an A60 zinc coating conforming to ASTM specification A525-93, A526-90, 
or A642-90.  Galvanized steel shall be treated to insure proper paint adhesion.  
All component parts used in galvanized doors and/or frames shall meet the gal-
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vanize specification.  Stainless steel shall be fabricated from type 304 or 316 
stainless steel polished to a number 4 matte finish. 

B. FRAMES 
1. Exterior frames shall be 14 gauge galvanized steel.  The throat of exteri-

or frames shall be 1/8” larger than exterior wall thickness.  Exterior wall 
thickness does not include exterior veneer or metal wall panels if appli-
cable.  

2. Interior frames shall be 16 gauge cold rolled steel,14 gauge at labeled 
frames.  The throat of interior frames shall be 1/8” larger than interior wall 
assembly thickness, except at interior of CMU toilet partitions. 

3. Construction of Frames 
a) Flush frames shall be formed from 16 or 14 gauge cold-rolled or 

galvanized steel. 
b) Frames shall have 2" faces.  16 and 14 gauge frames shall be 

set-up and arc-welded.  Miter corners shall have reinforcements 
with four integral tabs for secure and easy interlocking jambs to 
head. 

c) 16 and 14 gauge frames shall be supplied with factory installed 
inserted type rubber bumpers, (3) per strike jamb and (2) per 
head, for pair of doors.  Stick on bumpers shall not be permitted.  

d) Frames for 1-3/4" doors shall have 8 gauge steel hinge rein-
forcements.  Strike reinforcements shall be 16 gauge and pre-
pared for an ANSI-A115.1-2 strike. 

e) Metal plaster guards shall be provided for all mortised cutouts. 
f) All hinge and strike reinforcements shall be projection welded to 

the door frame. 
g) Reinforcements for surface closer shall be 14 gauge steel.  Ade-

quate reinforcements shall be provided for other hardware when 
required. 

h) Frames shall be furnished with a minimum of six wall anchors 
and two adjustable base anchors of manufacturer's standard de-
sign. 

 
2.04 FABRICATION 

A. Door Astragals: Provide overlapping astragal on one leaf of pairs of doors where 
required by NFPA 80 for fire-performance rating or where indicated. Extend min-
imum 3/4 inch (19 mm) beyond edge of door on which astragal is mounted or as 
required to comply with published listing of qualified testing agency. 

B. Hollow-Metal Frames: Fabricate in one piece except where handling and ship-
ping limitations require multiple sections. Where frames are fabricated in sec-
tions, provide alignment plates or angles at each joint, fabricated of metal of 
same or greater thickness as frames. 
1. Sidelite and Transom Bar Frames: Provide closed tubular members 

with no visible face seams or joints, fabricated from same material as 
door frame. Fasten members at crossings and to jambs by welding. 

2. Provide countersunk, flat- or oval-head exposed screws and bolts for ex-
posed fasteners unless otherwise indicated. 

3. Door Silencers: Except on weather-stripped frames, drill stops to receive 
door silencers as follows. Keep holes clear during construction. 
a) Single-Door Frames: Drill stop in strike jamb to receive three 

door silencers. 
b) Double-Door Frames: Drill stop in head jamb to receive two door 

silencers. 
4. Terminated Stops (Hospital Stops): Terminate stops 6 inches (152 mm) 

above finish floor with a 90-degree angle cut, and close open end of stop 
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with steel sheet closure. Cover opening in extension of frame with weld-
ed-steel filler plate, with welds ground smooth and flush with frame. 

C. Hardware Preparation: Factory prepare hollow-metal doors and frames to receive 
templated mortised hardware, and electrical wiring; include cutouts, reinforce-
ment, mortising, drilling, and tapping according to ANSI/SDI A250.6, the Door 
Hardware Schedule, and templates. 
1. Reinforce doors and frames to receive nontemplated, mortised, and sur-

face-mounted door hardware. 
2. Comply with BHMA A156.115 for preparing hollow-metal doors and 

frames for hardware. 
D. Glazed Lites: Provide stops and moldings around glazed lites where indicated. 

Form corners of stops and moldings with [butted] [or] [mitered] hairline joints. 
1. Provide stops and moldings flush with face of door, and with [beveled] 

[square] stops unless otherwise indicated. 
2. Multiple Glazed Lites: Provide fixed and removable stops and moldings 

so that each glazed lite is capable of being removed independently. 
3. Provide fixed frame moldings on outside of exterior and on secure side of 

interior doors and frames. Provide loose stops and moldings on inside of 
hollow-metal doors and frames. 

4. Coordinate rabbet width between fixed and removable stops with glazing 
and installation types indicated. 

5. Provide stops for installation with countersunk flat- or oval-head machine 
screws spaced uniformly not more than 9 inches (230 mm) o.c. and not 
more than 2 inches (51 mm) o.c. from each corner. 
 

2.05 STEEL FINISHES 
A. Prime Finish: Clean, pretreat, and apply manufacturer's standard primer. 

1. Shop Primer: Manufacturer's standard, fast-curing, lead- and chromate-
free primer complying with ANSI/SDI A250.10; recommended by primer 
manufacturer for substrate; compatible with substrate and field-applied 
coatings despite prolonged exposure. 
 

2.06 LOUVERS 
A. Provide louvers for interior doors, where indicated, which comply with SDI 111, 

with blades or baffles formed of 0.020-inch- (0.5-mm-) thick, cold-rolled steel 
sheet set into 0.032-inch- (0.8-mm-) thick steel frame. 
1. Sightproof Louver: Stationary louvers constructed with inverted-V or in-

verted-Y blades. 
B. Form corners of moldings with hairline joints. Provide fixed frame moldings on 

outside of exterior and on secure side of interior doors and frames. 
 

PART 3 -  EXECUTION 
 

3.01 PREPARATION 
A. Remove welded-in shipping spreaders installed at factory. Restore exposed fin-

ish by grinding, filling, and dressing, as required to make repaired area smooth, 
flush, and invisible on exposed faces. Touch up factory-applied finishes where 
spreaders are removed. 

B. Drill and tap doors and frames to receive nontemplated, mortised, and surface-
mounted door hardware. 
 

3.02 INSTALLATION 
A. Install hollow-metal doors and frames plumb, rigid, properly aligned, and securely 

fastened in place. Comply with approved Shop Drawings and with manufacturer's 
written instructions. 

B. Hollow-Metal Frames: Comply with ANSI/SDI A250.11. 
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1. Set frames accurately in position; plumbed, aligned, and braced securely 
until permanent anchors are set. After wall construction is complete, re-
move temporary braces without damage to completed Work. 
a) Where frames are fabricated in sections, field splice at approved 

locations by welding face joint continuously; grind, fill, dress, and 
make splice smooth, flush, and invisible on exposed faces. 
Touch-up finishes. 

b) Install frames with removable stops located on secure side of 
opening. 

2. Fire-Rated Openings: Install frames according to NFPA 80. 
3. Floor Anchors: Secure with postinstalled expansion anchors. 
4. Masonry Walls: Coordinate installation of frames to allow for solidly filling 

space between frames and masonry with grout or mortar. 
5. In-Place Concrete or Masonry Construction: Secure frames in place with 

postinstalled expansion anchors. Countersink anchors, and fill and 
make smooth, flush, and invisible on exposed faces. 

6. Installation Tolerances: Adjust hollow-metal frames to the following toler-
ances: 
a) Squareness: Plus or minus 1/16 inch (1.6 mm), measured at 

door rabbet on a line 90 degrees from jamb perpendicular to 
frame head. 

b) Alignment: Plus or minus 1/16 inch (1.6 mm), measured at jambs 
on a horizontal line parallel to plane of wall. 

c) Twist: Plus or minus 1/16 inch (1.6 mm), measured at opposite 
face corners of jambs on parallel lines, and perpendicular to 
plane of wall. 

d) Plumbness: Plus or minus 1/16 inch (1.6 mm), measured at 
jambs at floor. 

e) The inside of all frames shall be fully grouted. 
C. Hollow-Metal Doors: Fit and adjust hollow-metal doors accurately in frames, with-

in clearances specified below. 
1. Non-Fire-Rated Steel Doors: Comply with ANSI/SDI A250.8. 
2. Fire-Rated Doors: Install doors with clearances according to NFPA 80. 
3. Smoke-Control Doors: Install doors according to NFPA 105. 

D. Finish Hardware: The location of hardware shall be as follows unless otherwise 
shown on drawings:   

E. Locate door knobs to center strikes 40-5/16" above finished floor;  center door 
pulls 42" and push plates 48" above finished floor; center cylinder deadlocks 60" 
above finished floors except where push and pull plates are cut to accommodate 
cylinders; below head of frame; locate centerline of bottom hinge 10-3/8" above 
finished floor;  space center hinges equal distance between top and bottom hing-
es.  Center panic devices 38" above finished floor. 

F.  
G. Glazing: Comply with installation requirements in Section 088000 "Glazing" and 

with hollow-metal manufacturer's written instructions. 
 

3.03 FIELD QUALITY CONTROL 
A. Repair or remove and replace installations where inspections indicate that they 

do not comply with specified requirements. 
B. Reinspect repaired or replaced installations to determine if replaced or repaired 

door assembly installations comply with specified requirements. 
C. Prepare and submit separate inspection report for each fire-rated door assembly 

indicating compliance with each item listed in NFPA 80 and NFPA 101. 
 

3.04 REPAIR 
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A. Prime-Coat Touchup: Immediately after erection, sand smooth rusted or dam-
aged areas of prime coat and apply touchup of compatible air-drying, rust-
inhibitive primer. 

END OF SECTION 081113 



 
21006 Lowndes HS Visitor Stadium 
Altman + Barrett Architects 087100 - 1 

 
SECTION 087100 

 
FINISH HARDWARE 

 
 
 
PART 1  GENERAL 
 
1.01 SUMMARY 
 A. The work required under this section consists of furnishing hardware and supervising the 

installation of hardware and related items that are necessary to complete the work, as 
indicated on the drawings and described in this section. 

B. Related work described in other sections includes: 
 1. Hollow metal work 
       2. Wood doors 
       3. Aluminum doors and frames 
       4. Electrical 
       5. Carpentry 
 
1.02 REFERENCES 
A. ANSI A117.1 - Specifications for making buildings and facilities usable by physically 

handicapped people. 
B. AWI - Architectural Woodwork Institute 
C. BHMA - Builders' Hardware Manufacturers Association 
D. DHI - Door and Hardware Institute 
E. NAAMM - National Association of Architectural Metal Manufacturers 
F. NFPA - National Fire Protection Association 
 1. NFPA 80 - Fire Door and Windows -  
 2. NFPA 101 - Life Safety Code -  
 3. NFPA 252 - Fire Test of Door Assemblies -  
 4. NFPA 105 - Smoke and Draft Control Door Assemblies-  
G. UL - Underwriters Laboratories 
 1. UL 10C - Fire Test of Door Assemblies 
 2. UL 305 - Panic Hardware -  
 
1.03 SUBMITTAL 
A.  Hardware Schedule:  Submit a complete schedule of hardware.  Using the format of this 

specification, indicate type, number location, and finish of each item. Include manufacturer's 
name and model description, fastening devices, and complete keying schedule. Reference 
architect's door designation.  Submit six (5) copies. 

B. Provide a cross-reference between door number and hardware headings.    
C. Physical Samples:  When requested, submit physical samples of each item of hardware 

and show manufacturer's name, model, and finish. 
D. Templates:  Furnish templates and approve schedule to each related manufacturer of 

equipment which require same for the fabrication of their material. 
E. Electrical Products:  Provide wiring diagrams including riser diagrams to Electrical 

Contractor / Security Contractor.  Also, provide "Function Description" or Electrical 
Packages.  See coordination requirements 3.06B.    

 
1.04 QUALITY ASSURANCE 
A. Provide hardware in compliance with the local building code requirements. Also comply 

with NFPA101 Life Safety Code and ANSI A117.1 where applicable. 
B. Provide hardware for fire rated openings in accordance with NFPA80, Fire Doors and 

Windows and NFPA105, Smoke and Draft - Control Door assemblies. 
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C. Provide the services of a finish hardware supplier who has been furnishing hardware in the 
project's vicinity for a period of not less than two (5) years and is an experienced hardware 
consultant (AHC).  The consultant shall be available during the course of the work to the 
architect, and contractor.        

 
 
 
1.05 DELIVERY, STORAGE, AND HANDLING 
A. Deliver finish hardware to project site in manufacturer's protective packaging.  All items are 

to be marked to indicate door opening number, hardware schedule number, or other 
identifying marks. 

B. Store hardware in secure lock-up area that is dry and lighted. 
 
1.06 WARRANTY 
A. Warrant door closers against failure due to defective materials and workmanship for a 

period of TEN (10) years beginning at date of substantial completion.  Closers judged 
defective during this period shall be replaced or repaired at no cost to the owner. 

B. Warrant exit devices against failure due to defects in material or workmanship for a period 
of FIVE  (5) years. 

C. All other warranties and bonds are to be in accordance with Division I Section 071700 - 
Contract Close-Out. 

 
PART 2  PRODUCTS 
 
2.01 FINISH 
A. Finish shall be as follows unless otherwise listed in schedule: 
 1. Hinges –626 INTERIOR, US32D EXTERIOR   
 2. Exit Devices – US32D 
 3. Locksets – 626 

4.   Closers - Sprayed ALUM.   
5.   Stops and Miscellaneous – 626 / 630 
6.   Flat Goods – US32D 

 
2.02 KEYING 
A. All cylinders shall be keyed into an Existing patented Best Grand Master System.  Exterior 

locks and cylinders to be construction keyed, or to have construction temporary cores 
during construction.  

B. The keying layout shall be BEST REMOVIBLE CORES.  All cylinders to have proper 
blocking rings and tail pieces as required. 

C. Provide the following number of keys: 
1.  Two change keys per lock 
2.  Two Master keys 
3.   One core key 
 
2.03 HINGES 
A. Types and materials as listed in the schedule.                              
B. Size shall be 4.5 x 4.5 unless otherwise listed in schedule.  Provide 2 pair hinges for door 

leaves over 7'- 6"in height. 
C. Bearings are not to be installed in hinge before electro-plating the hinge. If frozen bearings 

are found, replace the complete shipment. 
D. Manufacturer's whose product meets the criteria of this specification and are acceptable.     
 1. Stanley 
 2. Hager 
 3. McKinney 
 
2.04 LOCKSETS AND LATCHES 
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B. All cylindrical locksets are to be ANSI 156.2 Grade 1. They shall meet ANSI A117.1 and 
ADA standards. 

 
 
 
C. All locksets shall be manufactured by the same manufacturer.  All lever trim is to be cast 

solid. Provide locks with interchangeable core cylinders.  
D. Manufacturer's whose product meets the criteria of this specification and are acceptable: 
 1.   Best  (Best PATD Keying) 
 
2.05 EXIT DEVICES 
A. Exit devices shall be listed by Underwriters' Laboratories, Inc. for Accident Hazard.  Exit 

Devices for use on fire-rated openings shall bear factory installed UL markings that indicate 
a three (3) hour fire rating. 

B. All exit devices shall be of one manufacturer.  All latch bolts are to be deadlocking type.  
Attach surface applied items to doors with sex nuts and bolts. 

C. Manufacturer's whose product meets the criteria of this specification and are acceptable: 
1. Von Duprin 
2. Corbin Russwin   
3. Precision 

 
2.06 SURFACE MOUNTED DOOR CLOSERS 
A. All surface closers shall be of one manufacturer.  The closers shall be non-handed and 

non-sized.  They will be hydraulically controlled and full rack and pinion operation.  They 
shall have cast bodies and will have adjustments for back check, general speed, and latch 
speed. 

B. Provide mounting plates as required, use sex nuts and bolts for application to all doors. 
C. Manufacturer's whose product meets the criteria of this specification and are acceptable: 

1. Stanley 
2. Dorma 
3. Sargent 

 
2.07 CONTINUOUS HINGES 
A. Continuous gear hinges shall be manufactured of extruded 6063-T6 aluminum 

alloy/temper.  Hinges shall consist of three interlocking extrusions in a pinless assembly 
applied to the full height of the door and frame.  All hinges shall be manufactured to 
template screw locations and be non-handed. Frame leaf and door leaf shall be 
independently milled. Thrust bearings shall carry the vertical loads and be completely 
concealed by the gear cap the full length of the hinge.  The frame leaf and door leaf shall 
be anodized after milling and drilling processes are complete. Thru-bolt fasteners shall be 
templated so as not to make contact with the frame assembly.  All mortise hinges shall 
cover and wrap the edge of door completely.  All hinges shall be tested by a certified 
independent testing laboratory to 1,500,000 cycles and certified functional ANSI 156.1.   

B. Manufacturers whose product meets the criteria of the specification and are acceptable. 
 1. Pemko 
 2. Stanley 
 3. Select 
 
 2.08 OVERHEAD STOPS AND HOLDERS 
A. Manufacturer's whose product meet the criteria of this specification and are acceptable: 
 1. Rixson, 
 2. ABH   
        3. GLYNN  JOHNSON 
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 2.09 STOPS AND MISCELLANEOUS 
A. Types as indicated in Hardware Schedule. 
B. Manufacturer's whose product meets the criteria of this specification and are acceptable: 
 1. Trimco 
 2. ROCKWOOD 
 3. DONJO 
 
2.10 BOLTS 
A. Flush bolts shall be 1" x 6-3/4" brass, rectangular front, per lengths indicated with 3/4" 

throw.  Furnish bottom strike and top strike plate. Wrought bolts are unacceptable. 
B. Bolts and accessories for use on fire-rated doors shall be Underwriters' Laboratories listed.  
C. Manufacturer's whose product meets the criteria of this specification and are acceptable: 
 1. Trimco 
 2. ROCKWOOD 
 3. HAGER  
 
 
2.11 FLAT GOODS 
A. All kick plates shall be 6" in height and 2" less than door width unless listed otherwise. 
B. All mop plates shall be 6" in height and 1" less than door width unless listed otherwise 
C. All kick plates and mop plates shall be 1/8 in. thickness plastic. 
D.   Manufacturer's whose product meets the criteria of this specification and are acceptable: 
 1. Trimco 
 2. ROCKWOOD 
 3. DONJO 
 
2.12 THRESHOLDS AND WEATHERSTRIP 
A. All thresholds shall be installed with flat head sleeve anchors. 
B. Manufacturer's whose product meets the criteria of this specification and are acceptable: 
 1. Pemko 
 2. NGP 
         3.    HAGER 
 
  
PART-3 EXECUTION 
 
3.01 PRELIMINARY 
A. Receive, store in temporary bins, and be responsible for all finish hardware.  Tag, index, 

and file all keys temporarily during construction. 
B. Check all hardware upon arrival on job site against approved Finish Hardware Schedule.  

Function of hardware shall be examined against the job site conditions and interference’s.  
If exceptions in these regards are found, notify Architect at once and retain subject 
hardware in its original packing carton.  Adjustment and/or substitutions shall be made only 
as authorized by Architect. 

3.02 INSTALLATION 
A. Install hardware to doors as listed in the door schedule.  Comply with "Recommended 

Locations for Builders Hardware for Custom Steel Doors and Frames" as published by the 
Door and Hardware Institute.  Application shall be by skilled workmen, who work with 
proper equipment, and shall be in accord with manufacturer's instructions, fit to work of 
others accurately, applied securely, and adjusted properly. Hardware let into work of others 
shall be neatly done from template and shall fit perfectly. Exercise care not to injure work of 
others. 

B. Install finish hardware to template.  Cut and fit substrate to avoid damage or weakening.  
Cover cut-outs with hardware item.  Mortise work to correct location and size without 
gouging, splintering, or causing irregularities in exposed finished work. 
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C. Where cutting and fitting is required on substrates to be painted or similarly finished, install, 
fit, and adjust hardware prior to finishing, and then remove and place in original packaging.  
Reinstall hardware after finishing operation is completed. 

D. Attach thresholds with flathead sleeve anchors, spaced at 24"o.c. maximum and 
symmetrical with the center of door opening.  On cast thresholds where cast-on-anchors 
are used, apply utilizing an epoxy grout mixture. 

E. Attach door closers to door, whether wood or metal, with nut and bolt assemblies.  Where 
closers have stop function, install closer to stop the door before striking obstructions. 

 
3.03 CLEANING AND ADJUSTING 
A. At the time of hardware installation, adjust each hardware item to perform function 

intended.  Lubricate moving parts with lubricant acceptable to hardware manufacturer. 
B. Prior to "Date of Substantial Completion", readjust and re-lubricate hardware.  Repair or 

replace defective materials.  Clean hardware as recommended by manufacturer to remove 
dust and stains. 

 
3.04 FASTENINGS 
A. All exposed screws shall be Phillips head, finished to match item and sized to suit job 

requirements. 
B. Surface applied items such as closers and overhead holders shall be applied with sex nut 

and bolt assemblies. 
 
3.05 OPERATION AND ADJUSTMENT 
A. After installation, all templates, installation instructions, As-Built and Special Details to be 

placed in a properly identified Binder.  This binder and all special tools are to be turned over 
to the Architect at Final Acceptance of the project.  

B. After Final Acceptance, the hardware supplier shall instruct the Owner's designated 
personnel in the proper operation, adjustment, and maintenance of hardware and finishes. 

 
3.06 COORDINATION 
A. Coordinate finish hardware and electrical hardware installation with other trades to ensure 

proper installation and function for a complete operating system. 
 
3.07 HARDWARE SCHEDULE 

 
GENERAL NOTE: 
 
A. The following must be placed at top of first page of shop drawing which list hardware per 

door. 
 
 ALL HARDWARE SHALL BE ATTACHED ONLY WITH FASTENERS PROVIDED WITH 

PRODUCTS BY MANUFACTURER.  TEK SCREWS WILL NOT BE ACCEPTABLE 
UNLESS SPECIFICALLY NOTED. 
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 Hardware Set 1  
 
Doors: 102, 107A, 107B, 110 
Each to receive: 
3 EA Hinge, Full Mortise, MPB99 4-1/2" x 4-1/2" US32D  McKinney 
 Hvy Wt 
1 EA Mortise Lock 70 8225 LNL US26D   Sargent 
1 EA Core 1C72 626 FURNISHED BY OWNER Stanley Security 
1 EA Surface Closer TB 351 O EN    Sargent 
1 EA Kick Plate K1050 8" x 34" US32D   Rockwood 
1 EA Wall Stop 406 US32D     Rockwood 
3 EA Silencer 608-RKW    Rockwood 
 
 
 Hardware Set 2  
 
Doors: 105 
Each to receive: 
3 EA Hinge, Full Mortise, MPB99 4-1/2" x 4-1/2" US32D  McKinney 
 Hvy Wt 
1 EA Mortise Lock 70 76 8204 LNL US26D   Sargent 
1 EA Core 1C72 626 FURNISHED BY OWNER Stanley Security 
1 EA Surface Closer TB 351 P10 EN    Sargent 
3 EA Silencer 608-RKW     Rockwood 
 
 Hardware Set 3  
 
Doors: 103A, 103B, 104A, 104B, 108A, 108B, 109A, 109B 
Each to receive: 
1 EA Continuous Hinge CFM83HD1     Pemko 
1 EA Mortise Deadlock 70 4878 US26D    Sargent 
2 EA Core 1C72 626 FURNISHED BY OWNER Stanley Security 
1 EA Push Plate 70C-RKW US32D   Rockwood 
1 EA Pull Plate 106x70C US32D   Rockwood 
1 EA Surface Closer TB 351 P10 EN    Sargent 
1 EA Kick Plate K1050 8" x 34" US32D   Rockwood 
1 EA Wall Stop 406 US32D     Rockwood 
3 EA Silencer 608-RKW     Rockwood 
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SECTION 092900 
 

GYPSUM BOARD ASSEMBLIES 
 
PART 1 GENERAL 
 

1.01  SUMMARY 
A.  This Section includes the following: 

1.  Non-load-bearing steel framing members for gypsum board assemblies. 
2.  Gypsum board assemblies attached to steel framing. 
3.  Gypsum board assemblies attached to furring members. 
4.  Gypsum board bonded adhesively to interior concrete and masonry 

substrates. 
 

1.02  DEFINITIONS 
A.  Gypsum Board Construction Terminology:  Refer to ASTM C 11-15 and GA-505 

for definitions of terms related to gypsum board assemblies not defined in this 
Section or in other referenced standards. 

 
1.03  ASSEMBLY PERFORMANCE REQUIREMENTS  

A.  Sound Transmission Characteristics:  For gypsum board assemblies indicated to 
have STC ratings, provide materials and construction identical to those of 
assemblies whose STC ratings were determined per ASTM E 90-09 and 
classified per ASTM E 413-10 by a qualified independent testing agency.  

 
1.04  SUBMITTALS 

A.  General:  Submit the following according to Conditions of the Contract and 
Division 1 Specification Sections.  
1.  Product data for each type of product specified. 
2.  Product certificates signed by manufacturers of gypsum board assembly 

components certifying that their products comply with specified 
requirements. 

3.          24”x24” physical sample of interior GWB with textured surfacing.  The 
texture must be approved by the Owner/Architect prior to proceeding 
with installation on the project. 

 
1.05  QUALITY ASSURANCE  

A.  Fire-Test-Response Characteristics:  Where fire-rated gypsum board assemblies 
are indicated, provide materials and construction identical to those of assemblies 
tested for fire resistance per ASTM E 119-14 by an independent testing and 
inspecting agency acceptable to authorities having jurisdiction. 
1.  Fire Resistance Ratings:  As indicated by reference to design 

designations in UL "Fire Resistance Directory". 
2.  Single-Source Responsibility for Steel Framing:  Obtain steel framing 

members for gypsum board assemblies from a single manufacturer. 
3.  Single-Source Responsibility for Panel Products:  Obtain each type of 

gypsum board and other panel products from a single manufacturer. 
4.  Single-Source Responsibility for Finishing Materials: Obtain finishing 

materials from either the same manufacturer that supplies gypsum board 
and other panel products or from a manufacturer acceptable to gypsum 
board manufacturer. 

 
1.06  DELIVERY, STORAGE, AND HANDLING 

A.  Deliver materials in original packages, containers, or bundles bearing brand 
name and identification of manufacturer or supplier. 

B.  Store materials inside under cover and keep them dry and protected against 
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damage from weather, direct sunlight, surface contamination, corrosion, 
construction traffic, and other causes.  Neatly stack gypsum panels flat to prevent 
sagging. 

C.  Handle gypsum board to prevent damage to edges, ends, and surfaces.  Do not 
bend or otherwise damage metal corner beads and trim. 

 
1.07  PROJECT CONDITIONS 

A.  Environmental Conditions, General:  Establish and maintain environmental 
conditions for applying and finishing gypsum board to comply with ASTM C 840-
13 and with gypsum board manufacturer's recommendations. 

B.  Room Temperatures:  For nonadhesive attachment of gypsum board to framing, 
maintain not less than 40 degrees F (4 degrees C).  For adhesive attachment 
and finishing of gypsum board, maintain not less than 50 degrees F (10 degrees 
C) for 48 hours prior to application and continuously after until dry.  Do not 
exceed 95 degrees F (35 degrees C) when using temporary heat sources. 

C.  Ventilation:  Ventilate building spaces, as required, for drying joint treatment 
materials.  Avoid drafts during hot dry weather to prevent finishing materials from 
drying too rapidly. 

 
PART 2 PRODUCTS 
 

2.01  MANUFACTURERS 
Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 
A.  Steel Framing and Furring: 

1.  Dale Industries, Inc., www.clarksteel.com 
2.  Clark Dietrich Building Systems, www.clarkdietrich.com 
3.  Gold Bond Building Products Div., National Gypsum Co., 

www.nationalgypsum.com 
4.  Worthington Industries, www.worthingtonindustries.com 
5.   Marino/Ware Cold Formed Steel Framing Systems, 

www.marinoware.com 
6.   Steel Stud Manufacturers Association (SSMA), www.ssma.com 
7.   Certified Steel Stud Association, www.certifiedsteelstud.com 
8.          Steelfast Framing Systems, Inc. 

B.  Grid Suspension Assemblies: 
1.  Rockfon (North America), www.rockfon.com 
2.  Worthington Armstrong Venture WAVE,www.armstrong.com 
3.  USG Interiors, Inc., www.usg.com 

C.  Gypsum Board and Related Products: 
1.  Certain Teed, www.certainteed.com/gypsum  
2.  Georgia-Pacific Pacific Building Products-Georgia Pacific Gypsum, 

www.buildgp.com 
3.  Continental Building Products, Inc., www.continental-bp.com  
4.          Gold Bond Building Products Div., National Gypsum Co., 

www.nationalgypsum.com  
5.  United States Gypsum Co., www.usg.com  

 
2.02  STEEL FRAMING COMPONENTS FOR SUSPENDED & FURRED CEILINGS 

A.  General:  Provide components of sizes indicated but not less than that required 
to comply with ASTM C 754-15 for conditions indicated. Do not substitute 
“equivalent” thickness or coatings for the thickness or finish specified. 

B.  Powder-Actuated Fasteners in Concrete:  Fastener system of type suitable for 
application indicated, fabricated from corrosion-resistant materials, with clips or 
other accessory devices for attaching hangers of type indicated, and with 
capability to sustain, without failure, a load equal to 10 times that imposed by 

http://www.worthingtonindustries.com/
http://www.marinoware.co/
http://www.ssma.c/
http://www.certifiedsteelstud.com/
http://www.certainteed.com/gypsum
http://www.continental-bp.com/
http://www.nationalgypsum.com/
http://www.usg.com/
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ceiling construction, as determined by testing per ASTM E 1190-11 conducted by 
a qualified testing agency. 

C.  Wire for Hangers and Ties:  ASTM A 641/A 641M-15, Class 1 zinc coating, soft 
temper. 

D.  Hanger Rods:  Mild steel and zinc-coated or protected with rust-inhibitive paint. 
E.  Flat Hangers:  Mild steel and zinc-coated or protected with rust-inhibitive paint.  
F.  Channels:  Cold-rolled steel, 0.05980 inch minimum thickness of base (uncoated) 

metal and 7/16 inch wide flanges, and as follows: 
1.  Carrying Channels:  1-1/2 inch deep, 475 lb per 1000 feet, unless 

otherwise indicated. 
2.  Finish:  Rust-inhibitive paint, unless otherwise indicated.  
3.  Finish: G 60 hot-dip galvanized coating per ASTM A653/A 653M-15 for 

framing for exterior soffits. 
G.  Steel Studs for Furring Channels:  ASTM C 645-14, with flange edges bent back 

90E and doubled over to form 3/16 inch minimum lip (return), minimum thickness 
of base (uncoated) metal and minimum depth as follows: 
1.  Thickness:  –0.0269 inch, unless otherwise indicated. 
2.  Depth:  3-5/8 inch, unless otherwise indicated. 
3.  Protective Coating:  G 40 hot-dip galvanized coating per ASTM A 653/A 

653M-15 for framing for exterior soffits and ceiling suspension members 
in areas within 10' of exterior walls 

H.  Steel Rigid Furring Channels:  ASTM C 645-14, hat-shaped, depth of 7/8 inch, 
and minimum thickness of base (uncoated) metal as follows: 
1.  Thickness:  0.0179 inch, unless otherwise indicated. 
2.  Protective Coating:  Manufacturer's standard corrosion-resistant coating. 

I.  Steel Resilient Furring Channels:  Manufacturer's standard product designed to 
reduce sound transmission, fabricated from steel sheet complying with ASTM A 
653/A 653M-15 or ASTM A 568-14 to form 1/2 inch deep channel of the following 
configuration: 
1.  Single-Leg Configuration:  Asymmetric-shaped channel with face 

connected to a single flange by a single slotted leg (web). 
2.  Double-Leg Configuration:  Hat-shaped channel, with 1-1/2 inch wide 

face connected to flanges by double slotted or expanded metal legs 
(webs). 

3.  Configuration:  Either configuration indicated above. 
J.  Grid Suspension System for Interior Ceilings:  ASTM C 645-14, manufacturer's 

standard direct-hung grid suspension system composed of main beams and 
cross furring members that interlock to form a modular supporting network. See 
specification section 09510. 

  
2.03  STEEL FRAMING FOR WALLS AND PARTITIONS 

A.  General:  Provide steel framing members complying with the following 
requirements: 
1.  Component Sizes and Spacings:  As indicated but not less than that 

required to comply with ASTM C 754-15 under the following maximum 
deflection and lateral loading conditions: 
a . Maximum Deflection:  L/240 at 5 lbf per SF. 

2.  Protective Coating:  Manufacturers standard corrosion-resistant coating. 
3.   Do not substitute “equivalent” thickness or coatings for the thickness or 

finish specified. 
B.  Steel Studs and Runners: ASTM C 645-14, with flange edges of studs bent back 

90E and doubled over to form 3/16 inch wide minimum lip (return) and complying 
with the following requirements for minimum thickness of base (uncoated) metal 
and for depth. 
1.  Thickness:   

a . Interior Walls-  0.0269 inch 
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b . Exterior Walls and Interior Walls serving as back-up for masonry- 
0.0428 inch.  

2.  Depth:  6 inch typical, unless otherwise noted on drawings. 
C.  Steel Rigid Furring Channels:  ASTM C 645-14, hat-shaped and Z shaped, depth 

and minimum thickness of base (uncoated) metal as follows: 
1.  Depth:  7/8 inch and 2”. 
2.   Thickness:  0.0179 inch, unless otherwise indicated and per metal wall 

panel manufacturer’s requirements. 
D.  Steel Resilient Furring Channels:  Manufacturer's standard product designed to 

reduce sound transmission, fabricated from steel sheet complying with ASTM A 
653/A 653M-15 or ASTM A 568-14 to form 1/2 inch deep channel of the following 
configuration: 
1.  Single-Leg Configuration:  Asymmetric-shaped channel with face 

connected to a single flange by a single slotted leg (web). 
2.  Double-Leg Configuration:  Hat-shaped channel, with 1-1/2 inch wide 

face connected to flanges by double-slotted or expanded metal legs 
(webs). 

3.  Configuration:  Either configuration indicated above. 
E.  Fasteners for Metal Framing:  Provide fasteners of type, material, size, corrosion 

resistance, holding power, and other properties required to fasten steel framing 
and furring members securely to substrates involved; complying with the 
recommendations of gypsum board manufacturers for applications indicated. 

 
2.04  GYPSUM BOARD PRODUCTS 

A.  General:  Provide gypsum board of types indicated in maximum lengths available 
to minimize end-to-end butt joints. 
Thickness:  Provide gypsum board in thicknesses indicated or, if not otherwise 
indicated, in 5/8 inch thicknesses to comply with ASTM C 840-13 for application 
system support spacing indicated. 

B.  Gypsum Wallboard:  ASTM C 1396/C 1396M-14 and as follows: 
1.  Type:  Regular for vertical surfaces, unless otherwise indicated. 
2.  Type:  Type X where required for fire-resistive-rated assemblies. 
3.  Type:  Sag-resistant type for ceiling surfaces. 
4.  Edges: Tapered and featured (rounded or beveled) for prefilling. 
5.  Thickness:   5/8" 

C.  Water-Resistant Gypsum Backing Board:  ASTM C 1396/C 1396-14 and as 
follows: 
1.  Type:  Regular, unless otherwise indicated. 
2.  Thickness:  5/8 inch, unless otherwise indicated. 
3.  Install water resistant board at wall surfaces in all toilets. 

  
2.05  TRIM ACCESSORIES 

A.  TRIM ACCESSORIES 
B.  Accessories for Interior Installation:  Corner beads, edge trim, and control joints 

complying with ASTM C 1047-14 and requirements indicated below: 
1.  Material:  Formed metal, plastic, or metal combined with paper, with the 

following requirement: 
a  Sheet Steel zinc-coated by hot-dip process. 

2.  Shapes indicated below by reference to Fig. 1 designations in ASTM C 
1047-14: 
a  Cornerbead on outside corners, unless otherwise indicated. 
b  L-bead with face flange only; face flange formed to receive joint 

compound.  Use L-bead where indicated. 
c  One-piece control joint formed with V-shaped slot, with 

removable strip covering slot opening. 
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C.  Zinc Accessories for Exterior Ceilings:  Corner beads, edge trim, and control 
joints formed from rolled zinc complying with ASTM C 1047-14, in shapes 
indicated below by reference to ASTM C 1047-14: 
1.  Corner Bead on outside corners, unless otherwise indicated. 
2.  Edge trim complying with ASTM C 1047-14, formed from rolled zinc, 

shape LC-Bead per Fig. 1, unless otherwise indicated. 
 

2.06  JOINT TREATMENT MATERIALS 
A.  General:  Provide joint treatment materials complying with ASTM C 475/C475M-

15 and the recommendations of both the manufacturers of sheet products and of 
joint treatment materials for each application indicated. 

B.  Joint Tape for Gypsum Board:  Paper reinforcing tape, unless otherwise 
indicated on the drawings. 

C.  Setting-Type Joint Compounds for Gypsum Board:  Factory-packaged, job-
mixed, chemical-hardening powder products formulated for uses indicated. 
1.  Where setting-type joint compounds are used as a taping compound only 

or for taping and filling only, use formulation that is compatible with other 
joint compounds applied over it. 

2.  For prefilling gypsum board joints, use formulation recommended by 
gypsum board manufacturer for this purpose. 

3.   For filling joints and treating fasteners of water-resistant gypsum backing 
board behind base for ceramic tile, use formulation recommended by the 
gypsum board manufacturer for this purpose. 

4.  For topping compound, use sandable formulation. 
D.  Drying-Type Joint Compounds for Gypsum Board: Factory-packaged vinyl-based 

products complying with the following requirements for formulation and intended 
use. 
1.  Ready-Mixed Formulation:  Factory-mixed product. 
2.  Taping compound formulated for embedding tape and for first coat over 

fasteners and face flanges of trim accessories. 
3.  Topping compound formulated for fill (second) and finish (third) coats. 
4.  All-purpose compound formulated for both taping and topping 

compounds. 
 

2.07  ACOUSTICAL SEALANT 
A.  Acoustical Sealant for Exposed and Concealed Joints:  Manufacturer's standard 

nonsag, paintable, nonstaining latex sealant complying with ASTM C 834-14 and 
the following requirements: 
1.  Product is effective in reducing airborne sound transmission through 

perimeter joints and openings in building construction as demonstrated 
by testing representative assemblies per ASTM E 90-09. 

2.  Product has flame-spread and smoke-developed ratings of less than 25 
per ASTM E 84-15. 

B.  Acoustical Sealant for Concealed Joints:  Manufacturer's standard nondrying, 
nonhardening, nonskinning, nonstaining, gunnable, synthetic rubber sealant 
recommended for sealing interior concealed joints to reduce transmission of 
airborne sound.      

C.  Available Products:  Subject to compliance with requirements, acoustical 
sealants that may be incorporated in the Work include, but are not limited to the 
following:  
1.  Acoustical Sealant: 

a  AC-20 FTR Acoustical and Insulation Sealant, Pecora Corp. 
b  SHEETROCK Acoustical Sealant, United States Gypsum Co. 
c  Dow Corning, Inc. 

2.  Acoustical Sealant for Concealed Joints: 
a  BA-98, Pecora Corp. 
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b  Tremco Acoustical Sealant, Tremco, Inc. 
c  Dow Corning, Inc. 

 
2.08  MISCELLANEOUS MATERIALS 

A.  General:  Provide auxiliary materials for gypsum board construction that comply 
with referenced standards and recommendations of gypsum board manufacturer. 

B.  Spot Grout:  ASTM C 475/C 475M-15, setting-type joint compound 
recommended for spot grouting hollow metal door frames. 

C.  Steel drill screws complying with ASTM C 1002-14 for the following applications: 
1.  Fastening gypsum board to steel members less than 0.03 inch thick. 
2.  Fastening gypsum board to gypsum board. 

D.  Steel drill screws complying with ASTM C 954-15 for fastening gypsum board to 
steel members from 0.033 inch to 0.112 inch thick. 

E.  Corrosion-resistant-coated steel drill screws of size and type recommended by 
board manufacturer for fastening cementitious backer units. 

F.  Sound Attenuation Blankets:  Unfaced mineral-fiber blanket insulation produced 
by combining mineral fibers of type described below with thermosetting resins to 
comply with ASTM C 665-12 for Type I (blankets without membrane facing): 
1.  Mineral-Fiber Type:  Fibers manufactured from glass or slag.  

 
PART 3 EXECUTION 
 

3.01  EXAMINATION 
A.  Examine substrates to which gypsum board assemblies attach or abut, installed 

hollow metal frames, case-in-anchors, and structural framing with Installer 
present for compliance with requirements for installation tolerances and other 
conditions affecting performance of assemblies specified in this Section.  Do not 
proceed with installation until unsatisfactory conditions have been corrected. 

 
 

3.02  PREPARATION 
A.  Ceiling Anchorages:  Coordinate installation of ceiling suspension systems with 

installation of overhead structural assemblies to ensure that inserts and other 
provisions for anchorages to building structure have been installed to receive 
ceiling hangers that will develop their full strength and at spacing required to 
support ceilings. 

 
3.03  INSTALLING STEEL FRAMING, GENERAL 

A.  Steel Framing Installation Standard:  Install steel framing to comply with ASTM C 
754-15 and with ASTM C 840-13 requirements that apply to framing installation. 

B.  Install supplementary framing, blocking, and bracing at terminations in gypsum 
board assemblies to support fixtures, equipment services, heavy trim, grab bars, 
toilet accessories, furnishings, or similar construction.  Comply with details 
indicated and with recommendations of gypsum board manufacturer or, if none 
available, with "Gypsum Construction Handbook" published by United States 
Gypsum Co., 7th Edition (2014). 

C.  Isolate steel framing from building structure at locations indicated to prevent 
transfer of loading imposed by structural movement.  Comply with details shown 
on Drawings. 
1.  Where building structure abuts ceiling perimeter or penetrates ceiling. 
2.  Where partition framing and wall furring abut structure except at floor. 

D.  Do not bridge building expansion and control joints with steel framing or furring 
members as indicated. 

 
3.04  INSTALLING STEEL FRAMING FOR SUSPENDED AND FURRED CEILINGS 

A.  Suspend ceiling hangers from building structural members and as follows: 
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1.  Install hangers plumb and free from contact with insulation or other 
objects within ceiling plenum that are not part of supporting structural or 
ceiling suspension system.  Splay hangers only where required to miss 
obstructions and offset resulting horizontal forces by bracing and 
counter-splaying. 

2.  Where width of ducts and other construction within ceiling plenum 
produces hanger spacings that interfere with the location of hangers 
required to support standard suspension system members, install 
supplemental suspension members and hangers in form of trapezes or 
equivalent devices.  Size supplemental suspensions members and 
hangers to support ceiling loads within performance limits established by 
referenced standards. 

3.  Secure wire hangers by looping and wire-tying, either directly to 
structures or to inserts, screweyes, or other devices and fasteners that 
are secure and appropriate for substrate, and in a manner that will not 
cause them to deteriorate or otherwise fail due to age, corrosion, or 
elevated temperatures. 

4.  Secure flat, angel, channel, and rod hangers to structure, including 
intermediate framing members by attaching to inserts, screweyes, or 
other devices and fasteners that are secure and appropriate for structure 
as well as for type of hanger involved, and in a manner that will not 
cause them to deteriorate or fail due to age, corrosion, or elevated 
temperatures. 

5.  Do not attach hangers to steel roof deck.  Attach hangers to structural 
members. 

6.  Do not connect or suspend steel framing from ducts, pipers or conduit. 
B.  Sway-brach suspended steel framing with hangers used for support. 
C.  Install suspended steel framing components in sizes and at spacings indicated 

but not less than that required by the referenced steel framing installation 
standard. 
1.  Wire Hangers:  0.1620 inch (8 gauge) diameter, 4 feet on center.  
2.  Carrying Channels (Main Runners):  1-1/2 inch, 4 feet on center. 
3.  Rigid Furring Channels (Furring Members):  24 inch on center. 

D.  Installation Tolerances:  Install steel framing components for suspended ceilings 
so that cross-furring members or grid suspension members are level to within 1/8 
inch in 12 feet measured both lengthwise on each member and transversely 
between parallel members. 

E.  Wire-tie or clip furring members to main runners and to other structural supports 
as indicated on the drawings. 

F.  Grid Suspension System:  Attach perimeter wall track or angle where grid 
suspension system meets vertical surfaces. Mechanically join main beam and 
cross-furring members to each other and butt-cut to fit into wall track. 

G.  For exterior soffits, install cross-bracing and additional framing to resist wind 
uplift according to details on Drawings 

H. . 
 

3.05  INSTALLING STEEL FRAMING FOR WALLS AND PARTITIONS 
A.  Install runners (tracks) at floors, ceilings, and structural walls and columns where 

gypsum board stud assemblies abut other construction.  Where studs are 
installed directly against exterior walls, install asphalt felt strips between studs 
and wall. 

B.  Installation Tolerances:  Install each steel framing and furring member so that 
fastening surfaces do not vary more than 1/8 inch from the plane formed by the 
faces of adjacent framing. 

C.  Extend partition framing full height to structural supports or substrates above 
suspended ceilings, except where partitions are indicated to terminate at 
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suspended ceilings. Cut studs 1/2 inch short of full height.  Continue framing over 
frames for doors and openings and frame around ducts penetrating partitions 
above ceiling to provide support for gypsum board. 

D.  Terminate partition framing at suspended ceilings where indicated. 
E.  Install steel studs and furring in sizes and at spacings indicated but not less than 

that required by the referenced steel framing installation standard to comply with 
maximum deflection and minimum, loading requirements specified.  
1.  Single and Double Layer Construction:  Space studs at 24 inch on 

center. 
F.  Install steel studs so that flanges point in the same direction and so that leading 

edges or ends of each gypsum board can be attached to open (unsupported) 
edges of stud flanges first. 

G.  Frame door openings to comply with details indicated, with GA-219, and with 
applicable published recommendations of gypsum board manufacturer.  Attach 
vertical studs at jambs with screws either directly to frames or to jamb anchor 
clips on door frames; install runner track section (for cripple studs) at head and 
secure to jamb studs.  Extend vertical jamb through suspended ceilings and 
attach to underside of floor or roof structure above. 

H.  Frame openings other than door openings to comply with details indicated or, if 
none indicated, in same manner as required for door openings.  Install framing 
below sills of openings to match framing required above door heads. 

 
3.06  APPLYING AND FINISHING GYPSUM BOARD, GENERAL 

A.  Gypsum Board Application and Finishing Standards:  Install and finish gypsum 
panels to comply with ASTM C 840-13 and GA-216. 

B.  Install sound attenuation blankets where indicated prior to installing gypsum 
panels unless blankets are readily installed after panels have been installed on 
one side. 

C.  Install ceiling board panels across framing to minimize the number of abutting 
end joints and avoid abutting end joints in the central area of each ceiling.  
Stagger abutting end joints of adjacent panels not less than one framing 
member. 

D.  Install wall/partition board panels to minimize the number of abutting end joints or 
avoid them entirely.  Stagger abutting end joints not less than one framing 
member in alternate courses of board.  At stairwells and other high walls, install 
panels horizontally with end abutting joints over studs and staggered. 

E.  Install gypsum panels with face side out.  Do not install imperfect, damaged, or 
damp panels.  Butt panels together for a light contact at edges and ends with not 
more than 1/16 inch of open space between panels.  Do not force into place.  

F.  Locate both edge or end joints over supports, except in ceiling applications 
where intermediate supports or gypsum board back-blocking is provided behind 
end joints.  Position adjoining panels so that tapered edges abut tapered edges, 
and field-cut edges and ends.  Do not place tapered edges against cut edges or 
ends.  Stagger vertical joints over different studs on opposite sides of partitions.  
Avoid joints at corners of framed openings where possible. 

G.  Attach gypsum panels to steel studs so that the leading edge or end of each 
panel is attached to open (unsupported) edges of stud flanges first. 

H.  Attach gypsum panels to framing provided at openings and cutouts. 
I.  Spot grout hollow metal door frames for solid core wood doors, hollow metal 

doors, and doors over 32 inches wide.  Apply spot grout at each jamb anchor clip 
and immediately insert gypsum panels into frames. 

J.  Form control joints and expansion joints at locations indicated and as detailed on 
the drawings, with space between edges of adjoining gypsum panels, as well as 
supporting framing behind gypsum panels. 
1.  Cover both faces of steel stud partition framing with gypsum panels in 

concealed spaces (above ceilings, etc.) except in chase walls that are 
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braced internally.  
a  Except where concealed application is indicated or required for 

sound, fire, air, or smoke ratings, coverage may be 
accomplished with scraps of not less than 8 SF in area. 

b  Fit gypsum panels around ducts, pipes, and conduits. 
c  Where partitions intersect open concrete coffers, concrete joists, 

and other structural members projecting below underside of 
floor/roof slabs and decks, cut gypsum panels to fit profile 
formed by coffers, joists, and other structural members; allow 
1/4 inch to 1/2 inch wide joints to install sealant.  

K.  Isolate perimeter of non-load-bearing gypsum board  partitions at structural 
abutments, except floors, as detailed.   Provide 1/4 inch to 1/2 inch wide spaces 
at these locations and trim edges with U-bead edge trim where edges of gypsum 
panels are exposed.  Seal joints between edges and abutting structural surfaces 
with acoustical sealant. 

L.  Where STC-rated gypsum board assemblies are indicated, seal construction at 
perimeters, behind control and expansion joints, openings, and penetrations with 
a continuous bead of acoustical sealant including a bead at both faces of the 
partitions.  Comply with ASTM C 919-12 and manufacturer's recommendations 
for location of edge trim and closing off sound-flanking paths around or through 
gypsum board assemblies, including sealing partitions above acoustical ceilings.  

M.  Space fasteners in gypsum panels according to referenced gypsum board 
application and finishing standard and manufacturer's recommendations. 

 
3.07  GYPSUM BOARD APPLICATION METHODS 

A.  Single Layer Application:  Install gypsum wallboard panels as follows: 
1.  On ceilings, apply gypsum panels prior to wall/partition board application 

to the greatest extent possible and at right angles to framing, unless 
otherwise indicated on the drawings. 

2.  On partitions/walls, apply gypsum panels vertically (parallel to framing), 
unless otherwise indicated, and provide panel lengths that will minimize 
end joints. 

B.  Wall Tile Substrates:  For substrates indicated to receive thin-set ceramic tile and 
similar rigid applied wall finishes, comply with the following: 
1.  Install water-resistant gypsum backing board panels at showers, tubs, 

and where indicated.  Install gypsum wallboard panels with tapered 
edges taped and finished to produce a flat surface except at showers, 
tubs, and other locations indicated to receive water-resistant panels. 

C.  Double-Layer Application:  Install gypsum backing board for base layers and 
gypsum wallboard for face layers.  
1.  On ceilings, apply base layer prior to applying base layer on 

walls/partitions; apply face layers in same sequence.  Offset face-layer 
joints at least 10 inch from parallel base-layer joints.  Apply base layers 
at right angles to framing members unless otherwise indicated on the 
drawings. 

2.  On partitions/walls, apply base layers and face layers vertically (parallel 
to framing) with joints of base layers located over stud or furring member 
and face layer joints offset at least one stud or furring member with base 
layer joints.  Stagger joints on opposite sides of partitions. 

D.  Single-Layer Fastening Methods:  Apply gypsum panels to supports as follows: 
1.  Fasten with screws. 

E.  Double-Layer Fastening Methods:  Apply base layer of gypsum panels and face 
layer to base layer as follows: 
1.  Fasten both base layers and face layers separately to supports with 

screws. 
F.  Exterior Soffits and Ceilings:  Apply exterior gypsum soffit board panels 
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perpendicular to supports, with end joints staggered over supports.  Install with 
1/4 inch open space where panels abut other construction or structural 
penetrations. 
1.  Fasten with corrosion-resistant screws. 

 
3.08  INSTALLING TRIM ACCESSORIES 

A.  General:  For trim accessories with back flanges, fasten to framing with the same 
fasteners used to fasten gypsum board. Otherwise, fasten trim accessories 
according to accessory manufacturer's directions for type, length, and spacing of 
fasteners. 

B.  Install corner beads at external corners. 
C.  Install edge trim where edge of gypsum panels would otherwise be exposed or 

semi-exposed.  Provide edge trim type with face flange formed to receive joint 
compound except where other types are indicated.  
1.  Install LC-bead where gypsum panels are tightly abutted to other 

construction and back flange can be attached to framing or supporting 
substrate. 

2.  Install L-bead where edge trims can only be installed after gypsum 
panels are installed. 

D.  Install control joints at locations indicated, and where not indicated according to 
ASTM C 840-13, and in locations approved by Architect for visual effect. 

 
 

3.09  FINISHING GYPSUM BOARD ASSEMBLIES 
A.  General:  Treat gypsum board joints, interior angles, flanges of corner beads, 

edge trim, control joints, penetrations, fastener heads, surface defects, and 
elsewhere to prepare gypsum board surfaces for decoration. 

B.  Prefill open joints, rounded or beveled edges, and damaged areas using setting-
type joint compound. 

C.  Apply joint tape over gypsum board joints except those with accessories having 
concealed face flanges not requiring taping to prevent cracks from developing in 
joint treatment at flange edges. 

D.  Levels of Gypsum Board Finish:  Provide the following levels of gypsum board 
finish per GA-214.  
1.  Level 1 for ceiling plenum areas, concealed areas, and where indicated, 

unless a higher level of finish is required for fire-resistive-rated and 
sound-rated assemblies. 

2.  Level 2 where water-resistant gypsum backing board panels form 
substrates for tile, and where indicated. 

3.  Level 3 for gypsum board surfaces for surfaces receiving medium or 
heavy textured finishes before painting. 

4.  Level 4 for gypsum board surfaces for surfaces receiving light-textured 
finishes, wallcoverings, and flat paints over light textures. 

5.  Level 5 for gypsum board surfaces receiving gloss and semi-gloss 
enamels and non-textured flat paints. 

6.   Provide textured finish on all wall surfaces exposed to view by building 
occupants.  Texture shall be approved by Owner/Architect prior to 
installation. Textured finish is to be installed on walls only and not soffits 
and ceilings. 

E.  For Level 4 gypsum board finish, embed tape in joint compound and apply three 
separate coats of joint compound over joints, angles fastener heads, and 
accessories.  Touch up and sand between coats and after last coat as needed to 
produce a surface free of visual defects and ready for decoration.  Use one of the 
following joint compound combinations: 
1.  Embedding and First Coat:  Setting-type joint compound. Fill (Second) 

Coat:  Setting-type joint compound. Finish (Third) Coat:  Sandable, 
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setting-type joint compound. 
2.  Embedding and First Coat:  Setting-type joint compound. Fill (Second) 

Coat:  Setting-type joint compound. Finish (Third) Coat:  Ready-mixed, 
drying-type, all-purpose or topping compound.  

3.  Embedding and First Coat:  Ready-mixed, drying-type, all purpose or 
taping compound. Fill (Second) Coat:  Ready-mixed, drying-type, all-
purpose or topping compound. Finish (Third) Coat:  Ready-mixed, 
drying-type, all-purpose or topping compound. 

4.  Embedding and First Coat:  Job-mixed, drying-type taping compound.  
Fill (Second) Coat:  Job-mixed, drying-type topping compound.  Finish 
(Third) Coat:  Job-mixed, drying-type topping compound. 

5.  Embedding and First Coat:  Job-mixed, drying-type, all-purpose 
compound. Fill (Second) Coat:  Job-mixed, drying-type, all-purpose 
compound.  Finish (Third) Coat:  Job-mixed, drying-type, all-purpose 
compound. 

6.  Embedding and First Coat:  Setting-type compound. Fill (Second) Coat:  
Setting-type compound. Finish (Third) Coat:  Job-mixed, drying-type, all-
purpose compound. 

F.  Where Level 3 gypsum board finish is indicated, apply joint compounds specified 
for first and second coat in addition to embedding coat. 

G.  Where Level 2 gypsum board finish is indicated, apply joint specified for first coat 
in addition to embedding coat.  

H.  Where Level 1 gypsum board finish is indicated, apply joint compound specified 
for embedding coat. 

I.  Finish water-resistant gypsum backing board forming base for ceramic tile to 
comply with ASTM C 840-13 and board manufacturer's directions for treatment of 
joints behind tile. 

 
3.10  CLEANING AND PROTECTION 

A.  Promptly remove any residual joint compound from adjacent surfaces. 
B.  Provide final protection and maintain conditions, in a manner suitable to Installer 

that ensures gypsum board assemblies remain without damage or deterioration 
at time of Final Inspection. 

END. 
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SECTION 099120 
 

PAINTING 
 
PART 1 GENERAL 
 

1.01  SUMMARY 
A.  This Section includes surface preparation and field painting of the following: 

1.  Exposed exterior items and surfaces. 
2.  Exposed interior items and surfaces. 
3.  Surface preparation, priming, and finish coats specified in this Section 

are in addition to shop priming and surface treatment specified in other 
Sections. 

B.  Paint exposed surfaces, except where the paint schedules indicate that a surface 
or material is not to be painted or is to remain natural.  If the paint schedules do 
not specifically mention an item or a surface, paint the item or surface the same 
as similar adjacent materials or surfaces whether or not schedules indicate 
colors.  If the schedules do not indicate color or finish, the Architect will select 
from standard colors and finishes available. 
1.  Painting includes field painting of exposed bare and covered pipes and 

ducts (including color coding), hangers, exposed steel and iron work, and 
primed metal surfaces of mechanical and electrical equipment. 

C.  Do not paint prefinished items, concealed surfaces, finished metal surfaces, 
operating parts, and labels. 
1.  Prefinished items include the following factory-finished components: 

a  Architectural woodwork and casework. 
b  Acoustical wall panels. 
c  Metal toilet enclosures. 
d  Metal lockers. 
e  Finished mechanical and electrical equipment. 
f  Light fixtures. 
g  Distribution cabinets. 

2.  Concealed surfaces include walls or ceilings in the following generally 
inaccessible spaces: 
a  Foundation spaces. 
b  Furred areas. 
c  Ceiling plenums. 
d  Pipe spaces. 
e  Duct shafts. 

3.  Finished metal surfaces include the following: 
a  Anodized aluminum. 
b  Stainless steel. 
c  Chromium plate. 
d  Copper. 
e  Bronze and brass. 

4.  Operating parts include moving parts of operating equipment and the 
following: 
a  Valve and damper operators. 
b  Linkages. 
c  Sensing devices. 
d  Motor and fan shafts. 

5.  Labels:  Do not paint over Underwriters Laboratories (UL), Factory 
Mutual (FM), or other code-required labels or equipment name, 
identification, performance rating, or nomenclature plates. 
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1.02  DEFINITIONS 
A.  General:  Standard coating terms defined in ASTM D 16 apply to this Section. 

1.  Flat refers to a lusterless or matte finish with a gloss range below 15 
when measured at an 85-degree meter. 

2.  Eggshell refers to low-sheen finish with a gloss range between 5 and 20 
when measured at a 60-degree meter. 

3.  Satin refers to low-sheen finish with a gloss range between 15 and 35 
when measured at a 60-degree meter. 

4.  Semigloss refers to medium-sheen finish with a gloss range between 30 
and 65 when measured at a 60-degree meter. 

5.  Full gloss refers to high-sheen finish with a gloss range more than 65 
when measured at a 60-degree meter. 

 
1.03  SUBMITTALS 

A.  Product Data:  For each paint system specified.  Include block fillers and primers. 
1.  Material List:  Provide an inclusive list of required coating materials.  

Indicate each material and cross-reference specific coating, finish 
system, and application.  Identify each material by manufacturer's 
catalog number and general classification. 

2.  Manufacturer's Information:  Provide manufacturer's technical 
information, including label analysis and instructions for handling, storing, 
and applying each coating material proposed for use.  

3.  Certification by the manufacturer that products supplied comply with local 
regulations controlling use of volatile organic compounds (VOCs). 

B.  Samples for Confirmation:  Manufacturer's color samples showing the colors 
specified for each type of finish-coat material indicated.  When matching an Index 
Color, submit chips of both colors for comparison and approval. 

C.  Samples for Verification:  Of each color and material to be applied, with texture to 
simulate actual conditions, on representative Samples of the actual substrate. 
1.  Provide stepped Samples, defining each separate coat, including block 

fillers and primers.  Use representative colors when preparing Samples 
for review.  Resubmit until required sheen, color, and texture are 
achieved. 

2.  Provide a list of materials and applications for each coat of each sample.  
Label each sample for location and application. 

D.  Qualification Data:  For firms and persons specified in the "Quality Assurance" 
Article to demonstrate their capabilities and experience.  Include lists of 
completed projects with project names and addresses, names and addresses of 
architects and owners, and other information specified. 

 
1.04  QUALITY ASSURANCE 

A.  Applicator Qualifications:  Engage an experienced applicator who has completed 
painting system applications similar in material and extent to that indicated for 
this Project with a record of successful in-service performance. 

B.  Source Limitations:  Obtain block fillers, primers, and undercoat materials for 
each coating system from the same manufacturer as the finish coats. 

C.  Color Approval: 
Final approval of colors will be from job-applied samples. 

 
1.05  DELIVERY, STORAGE, AND HANDLING 

A.  Deliver materials to the Project Site in manufacturer's original, unopened 
packages and containers bearing manufacturer's name and label, and the 
following information: 
1.  Product name or title of material. 
2.  Product description (generic classification or binder type). 
3.  Manufacturer's stock number and date of manufacture. 
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4.  Contents by volume, for pigment and vehicle constituents. 
5.  Thinning instructions. 
6.  Application instructions. 
7.  Color name and number. 
8.  VOC content. 

B.  Store materials not in use in tightly covered containers in a well-ventilated area at 
a minimum ambient temperature of 45 deg F (7 deg C).  Maintain containers 
used in storage in a clean condition, free of foreign materials and residue. 
1.  Protect from freezing.  Keep storage area neat and orderly.  Remove oily 

rags and waste daily.  Take necessary measures to ensure that workers 
and work areas are protected from fire and health hazards resulting from 
handling, mixing, and application. 

 
1.06  PROJECT CONDITIONS 

A.  Apply water-based paints only when the temperature of surfaces to be painted 
and surrounding air temperatures are between 50 and 90 deg F (10 and 32 deg 
C). 

B.  Apply solvent-thinned paints only when the temperature of surfaces to be painted 
and surrounding air temperatures are between 45 and 95 deg F (7.2 and 35 deg 
C). 

C.  Do not apply paint in snow, rain, fog, or mist; or when the relative humidity 
exceeds 85 percent; or at temperatures less than 5 deg F (3 deg C) above the 
dew point; or to damp or wet surfaces. 
1.  Painting may continue during inclement weather if surfaces and areas to 

be painted are enclosed and heated within temperature limits specified 
by manufacturer during application and drying periods. 

 
PART 2 PRODUCTS 
 

2.01  MANUFACTURERS 
A.  Available Products:  Products that may be incorporated into the Work include, but 

are not limited to, products listed in the paint schedules. 
B.  Manufacturers Names:  The following manufacturers are referred to in the paint 

schedules by use of shortened versions of their names, which are shown in 
parentheses: 
1.  Benjamin Moore (BM) 
2.  PPG Paints (PPG) 
3.  Sherwin Williams Co. (SW) 

  
2.02  PAINT MATERIALS, GENERAL 

A.  Material Compatibility:  Provide block fillers, primers, undercoats, and finish-coat 
materials that are compatible with one another and the substrates indicated 
under conditions of service and application, as demonstrated by manufacturer 
based on testing and field experience. 

B.  Material Quality:  Provide manufacturer's best-quality paint material of the various 
coating types specified.  Paint-material containers not displaying manufacturer's 
product identification will not be acceptable. 
1.  Proprietary Names:  Use of manufacturer's proprietary product names to 

designate colors or materials is not intended to imply that products 
named are required to be used to the exclusion of equivalent products of 
other manufacturers.  Furnish manufacturer's material data and 
certificates of performance for proposed substitutions. 

C.  Colors:  Match colors indicated by reference to manufacturer's color 
designations. 

 
PART 3 EXECUTION 
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3.01  EXAMINATION 

A.  Examine substrates, areas, and conditions, with the Applicator present, under 
which painting will be performed for compliance with paint application 
requirements. 
1.  Do not begin to apply paint until unsatisfactory conditions have been 

corrected and surfaces receiving paint are thoroughly dry. 
2.  Start of painting will be construed as the Applicator's acceptance of 

surfaces and conditions within a particular area. 
B.  Coordination of Work:  Review other Sections in which primers are provided to 

ensure compatibility of the total system for various substrates.  On request, 
furnish information on characteristics of finish materials to ensure use of 
compatible primers. 
1.  Notify the Architect about anticipated problems using the materials 

specified over substrates primed by others. 
 

3.02  PREPARATION 
A.  General:  Remove hardware and hardware accessories, plates, machined 

surfaces, lighting fixtures, and similar items already installed that are not to be 
painted.  If removal is impractical or impossible because of the size or weight of 
the item, provide surface-applied protection before surface preparation and 
painting. 
1.  After completing painting operations in each space or area, reinstall 

items removed using workers skilled in the trades involved. 
B.  Cleaning:  Before applying paint or other surface treatments, clean the substrates 

of substances that could impair the bond of the various coatings.  Remove oil 
and grease before cleaning. 
1.  Schedule cleaning and painting so dust and other contaminants from the 

cleaning process will not fall on wet, newly painted surfaces. 
C.  Surface Preparation, Interior or Exterior Surfaces:  Clean and prepare surfaces to 

be painted according to manufacturer's written instructions for each particular 
substrate condition and as specified. 
1.  Provide barrier coats over incompatible primers or remove and reprime. 
2.  Cementitious Materials:  Prepare concrete, concrete masonry block, 

cement plaster, and mineral-fiber-reinforced cement panel surfaces to be 
painted.  Remove efflorescence, chalk, dust, dirt, grease, oils, and 
release agents.  Roughen as required to remove glaze.  If hardeners or 
sealers have been used to improve curing, use mechanical methods of 
surface preparation. 
a  Use abrasive blast-cleaning methods if recommended by paint 

manufacturer. 
b  Determine alkalinity and moisture content of surfaces by 

performing appropriate tests.  If surfaces are sufficiently alkaline 
to cause the finish paint to blister and burn, correct this condition 
before application.  Do not paint surfaces where moisture 
content exceeds that permitted in manufacturer's written 
instructions. 

c  Clean concrete floors to be painted with a 5 percent solution of 
muriatic acid or other etching cleaner.  Flush the floor with clean 
water to remove acid, neutralize with ammonia, rinse, allow to 
dry, and vacuum before painting. 

3.  Gypsum Drywall: Surfaces shall be clean, dry, free from all dirt, dust and 
foreign matter.  Mud joints should be sanded smooth without raising a 
significant amount of paper nap in adjacent areas.  Drywall joint 
compound should be thoroughly dry before painting.  Room should be 
swept or vacuumed clean before painting begins.  Use exterior grade 
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patching compounds for exterior surfaces. 
4.  Wood:  Clean surfaces of dirt, oil, and other foreign substances with 

scrapers, mineral spirits, and sandpaper, as required.  Sand surfaces 
exposed to view smooth and dust off. 
a  Scrape and clean small, dry, seasoned knots, and apply a thin 

coat of white shellac or other recommended knot sealer before 
applying primer.  After priming, fill holes and imperfections in 
finish surfaces with putty or plastic wood filler.  Sand smooth 
when dried. 

b  Prime, stain, or seal wood to be painted immediately on delivery.  
Prime edges, ends, faces, undersides, and backsides of wood, 
including cabinets, counters, cases, and paneling. 

c  Backprime paneling on interior partitions where masonry, plaster, 
or other wet wall construction occurs on backside. 

d  Seal tops, bottoms, and cutouts of unprimed wood doors with a 
heavy coat of varnish or sealer immediately on delivery. 

5.  Ferrous Metals:  Clean ungalvanized ferrous-metal surfaces that have 
not been shop coated; remove oil, grease, dirt, loose mill scale, and 
other foreign substances.  Use solvent or mechanical cleaning methods 
that comply with the Steel Structures Painting Council's (SSPC) 
recommendations. 
a  Touch up bare areas and shop-applied prime coats that have 

been damaged.  Wire-brush, clean with solvents recommended 
by paint manufacturer, and touch up with the same primer as the 
shop coat. 

6.  Galvanized Surfaces:  Clean galvanized surfaces with nonpetroleum-
based solvents so surface is free of oil and surface contaminants.  
Remove pretreatment from galvanized sheet metal fabricated from coil 
stock by mechanical methods. 

7.  Non-Ferrous Metals: These metals react or corrode when exposed to 
normal weathering conditions and form a surface oxide layer.  This layer 
poses a potential adhesion problem for paints and must be removed.   
ALUMINUM-Solvent clean (SSPC-SP1) to remove any oils or grease.  
Acid etch with Porter Metal prep #79 or Alumiprep #33 to provide an etch 
on the surface, or Brush Off Blast Clean (SSPC-SP 7) the surface. 

    COPPER-Solvent Clean (SSPC-SP 1) to remove any oils and grease 
and lightly sand to remove any oxides. 

8.  Previously Painted Surfaces: Paint only clean, dry surfaces.  Remove all 
surface contaminants to include mold, mildew, dirt, dust, oil, grease, mill 
scale, wax, chalk or oxidation, efflorescence, rust, mortar, and any other 
foreign matter existing on the surface to insure good adhesion to the 
existing paint.  Scrape or use appropriate means to remove all loose and 
peeling or flaking paint from the surface.  Feather sand edges if 
necessary.  Glossy surface shall be dulled by sanding.  Remove all 
sanding dust from the surface after sanding has taken place.  Prepare 
bare areas as new surfaces, and spot prime any bare areas with 
appropriate primer or filler.  Patch or repair any cracks or voids with the 
appropriate patching compound and sand smooth as necessary. Spot 
prime any patched areas prior to finishing.  If after cleaning chalky 
exterior surfaces chalk residue is still present, prime the entire surface 
with the proper bonding primer to insure good adhesion to the substrate. 

9.  Materials Preparation:  Mix and prepare paint materials according to 
manufacturer's written instructions. 

10.  Maintain containers used in mixing and applying paint in a clean 
condition, free of foreign materials and residue. 

11.  Stir material before application to produce a mixture of uniform density.  
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Stir as required during application.  Do not stir surface film into material.  
If necessary, remove surface film and strain material before using. 

12.  Use only thinners approved by paint manufacturer and only within 
recommended limits. 

D.  Tinting:  Tint each undercoat a lighter shade to simplify identification of each coat 
when multiple coats of the same material are applied.  Tint undercoats to match 
the color of the finish coat, but provide sufficient differences in shade of 
undercoats to distinguish each separate coat. 

 
3.03  APPLICATION 

A.  General:  Apply paint according to manufacturer's written instructions.  Use 
applicators and techniques best suited for substrate and type of material being 
applied. 
1.  Paint colors, surface treatments, and finishes are indicated in the 

schedules. 
2.  Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or 

conditions detrimental to formation of a durable paint film. 
3.  Provide finish coats that are compatible with primers used. 
4.  The term "exposed surfaces" includes areas visible when permanent or 

built-in fixtures, convector covers, covers for finned-tube radiation, grilles, 
and similar components are in place.  Extend coatings in these areas, as 
required, to maintain the system integrity and provide desired protection. 

5.  Paint surfaces behind movable equipment and furniture the same as 
similar exposed surfaces.  Before the final installation of equipment, paint 
surfaces behind permanently fixed equipment or furniture with prime coat 
only. 

6.  Paint interior surfaces of ducts with a flat, nonspecular black paint where 
visible through registers or grilles. 

7.  Paint back sides of access panels and removable or hinged covers to 
match exposed surfaces. 

8.  Finish exterior doors on tops, bottoms, and side edges the same as 
exterior faces. 

B.  Scheduling Painting:  Apply first coat to surfaces that have been cleaned, 
pretreated, or otherwise prepared for painting as soon as practicable after 
preparation and before subsequent surface deterioration. 
1.  The number of coats and the film thickness required are the same 

regardless of application method.  Do not apply succeeding coats until 
the previous coat has cured as recommended by the manufacturer.  If 
sanding is required to produce a smooth, even surface according to 
manufacturer's written instructions, sand between applications. 

2.  Omit primer on metal surfaces that have been shop primed and touch up 
painted. 

3.  If undercoats, stains, or other conditions show through final coat of paint, 
apply additional coats until paint film is of uniform finish, color, and 
appearance.  Give special attention to ensure edges, corners, crevices, 
welds, and exposed fasteners receive a dry film thickness equivalent to 
that of flat surfaces. 

4.  Allow sufficient time between successive coats to permit proper drying.  
Do not recoat surfaces until paint has dried to where it feels firm, does 
not deform or feel sticky under moderate thumb pressure, and where 
application of another coat of paint does not cause the undercoat to lift or 
lose adhesion. 

C.  Application Procedures:  Apply paints and coatings by brush, roller, spray, or 
other applicators according to manufacturer's written instructions. 
1.  Brushes:  Use brushes best suited for the type of material applied.  Use 

brush of appropriate size for the surface or item being painted. 
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2.  Rollers:  Use rollers of carpet, velvet back, or high-pile sheep's wool as 
recommended by the manufacturer for the material and texture required. 

3.  Spray Equipment:  Use airless spray equipment with orifice size as 
recommended by the manufacturer for the material and texture required. 

D.  Minimum Coating Thickness:  Apply paint materials no thinner than 
manufacturer's recommended spreading rate.  Provide the total dry film thickness 
of the entire system as recommended by the manufacturer. 

E.  Mechanical and Electrical Work:  Painting of mechanical and electrical work is 
limited to items exposed in occupied spaces. 

F.  Mechanical items to be painted include, but are not limited to, the following: 
1.  Piping, pipe hangers, and supports. 
2.  Heat exchangers. 
3.  Tanks. 
4.  Ductwork. 
5.  Insulation. 
6.  Accessory items. 

G.  Electrical items to be painted include, but are not limited to, the following: 
1.  Conduit and fittings. 
2.  Switchgear. 
3.  Panelboards.    

H.  Block Fillers:  Apply block fillers to concrete masonry block at a rate to ensure 
complete coverage with pores filled. 

I.  Prime Coats:  Before applying finish coats, apply a prime coat of material, as 
recommended by the manufacturer, to material that is required to be painted or 
finished and that has not been prime coated by others.  Recoat primed and 
sealed surfaces where evidence of suction spots or unsealed areas in first coat 
appears, to ensure a finish coat with no burn through or other defects due to 
insufficient sealing. 

J.  Pigmented (Opaque) Finishes:  Completely cover surfaces as necessary to 
provide a smooth, opaque surface of uniform finish, color, appearance, and 
coverage.  Cloudiness, spotting, holidays, laps, brush marks, runs, sags, 
ropiness, or other surface imperfections will not be acceptable. 

K.  Transparent (Clear) Finishes:  Use multiple coats to produce a glass-smooth 
surface film of even luster.  Provide a finish free of laps, runs, cloudiness, color 
irregularity, brush marks, orange peel, nail holes, or other surface imperfections. 
1.  Provide satin finish for final coats. 

L.  Completed Work:  Match approved samples for color, texture, and coverage.  
Remove, refinish, or repaint work not complying with requirements. 

 
3.04  FIELD QUALITY CONTROL 

A.  The Owner reserves the right to invoke the following test procedure at any time 
and as often as the Owner deems necessary during the period when paint is 
being applied: 
1.  The Owner will engage the services of an independent testing agency to 

sample the paint material being used.  Samples of material delivered to 
the Project will be taken, identified, sealed, and certified in the presence 
of the Contractor. 

2.  The Owner may direct the Contractor to stop painting if test results show 
material being used does not comply with specified requirements.  The 
Contractor shall remove noncomplying paint from the site, pay for 
testing, and repaint surfaces previously coated with the rejected paint.  If 
necessary, the Contractor may be required to remove rejected paint from 
previously painted surfaces if, on repainting with specified paint, the 2 
coatings are incompatible. 

 
3.05  CLEANING 
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A.  Cleanup:  At the end of each workday, remove empty cans, rags, rubbish, and 
other discarded paint materials from the site. 
1.  After completing painting, clean glass and paint-spattered surfaces.  

Remove spattered paint by washing and scraping.  Be careful not to 
scratch or damage adjacent finished surfaces. 

 
 

3.06  PROTECTION 
A.  Protect work of other trades, whether being painted or not, against damage by 

painting.  Correct damage by cleaning, repairing or replacing, and repainting, as 
approved by Architect. 

B.  Provide "Wet Paint" signs to protect newly painted finishes.  Remove temporary 
protective wrappings provided by others to protect their work after completing 
painting operations. 
1.  At completion of construction activities of other trades, touch up and 

restore damaged or defaced painted surfaces.  Comply with procedures 
specified in PDCA P1. 

 
3.07  PAINT SCHEDULES - EXTERIOR AND INTERIOR - All products are to be applied 

according to manufacturer’s recommended spread rate and DFT. 
A.  Exterior Ferrous Metal: Provide the following painted finish over new, exterior 

ferrous metal: 
1.  Alkyd Gloss Enamel Finish: 2 finish coats of alkyd gloss enamel over an 

alkyd metal primer. 
a  Primer: 

     BM: Super Spec HP Alkyd Metal Primer P06 Series 
     PPG: 6-212 Speedhide Alkyd Metal Primer 
     SW: B50Z Kem Kromik Metal Primer 

b  Second and Third Coats: 
     BM: Impervo Alkyd High Gloss Enamel 133 
     PPG: 6-284 Speedhide Alkyd Gloss Enamel 
     SW: B54Z Industrial Alkyd Gloss Enamel 

B.  Interior Concrete Masonry Units (CMU): Provide the following painted finish over 
new interior CMU.  All CMU walls  unless noted otherwise shall be Epoxy: 
1.  Waterborne Gloss Polyamide Epoxy Finish: 2 finish coats of gloss 

waterborne polyamide epoxy over a heavy duty 100% acrylic block filler. 
a  Block Filler for Normal Areas (to be applied pin hole free): 

     BM: Moorcraft Int./Ext. Block Filler 173 
     PPG: 6-15XI Speedhide Block Filler 
     SW: B42W46 Acrylic Heavy Duty Block Filler 

b  Block Filler for Wet Areas (to be applied pin hole free): 
     SW: Kem Cati-Coat HS Epoxy Filler/Sealer 

PPG:  95-217 Cementitious Epoxy Ester Block Filler 
c           Second and Third Coats: 

     BM: Super Spec HP WB Polyamide Epoxy Gloss, P42 
     PPG: 98E-1 Aquapon WB EP Polyamide G Epoxy 
     SW: B73 Waterbased Tile Clad G Epoxy @ 4.0 mils dft/ct 

C.  Interior Gypsum Drywall: Provide the following painted finish over new interior 
gypsum drywall where a latex semigloss finish is required:  (Ceilings Only) 
1.  Latex Semi-Gloss Enamel Finish: 2 finish coats of latex semi-gloss 

enamel over a latex drywall primer. 
a  Primer: 

     BM: Super Spec Interior Latex Primer 253 
     PPG: 6-2 Speedhide Latex Primer Sealer 
     SW: B28W200 PrepRite 200 Latex Primer 

b  Second and Third Coats: 
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     BM: Super Spec Interior Latex Semi-Gloss 276 
     PPG: 6-500 Speedhide Latex Semi-Gloss Enamel 
     SW: B31W200 ProMar 200 Latex SG Enamel 

D.  Interior Gypsum Drywall: Provide the following painted finish over new interior 
gypsum drywall where an Epoxy finish is noted: (Walls Only) 
1.  Waterborne Gloss Polyamide Epoxy Finish: 2 finish coats of gloss 

waterborne polyamide epoxy over a latex drywall primer sealer. 
a  Primer: 

     BM: Moore’s Fresh Start Interior Exterior Acrylic Primer 023 
     PPG: 17-921XI Seal Grip Acrylic Universal Primer 
     SW: B28W200 PrepRite 200 Latex Primer 

b  Second and Third Coats: 
     BM: Super Spec HP WB Polyamide Epoxy Gloss, P42 
     PPG: 98E-1 Aquapon WB EP Polyamide G Epoxy 
     SW: B73 Water Based Tile Clad G Epoxy 

E.  Interior Ferrous Metal: Provide the following painted finish over new interior 
hollow ferrous metal: 
1.  Alkyd Semi-Gloss Enamel Finish: 2 finish coats of alkyd semi-gloss 

enamel over an alkyd metal primer. 
a  Primer: 

     BM: Super Spec HP Alkyd Metal Primer P06 Series 
     PPG: 6-212 Speedhide Alkyd Metal Primer 
     SW: B50Z Kem Kromik Metal Primer 

b  Second and Third Coats: 
     BM: SuperSpec Alkyd Semi Gloss Enamel C271 
     PPG: 6-1110XI Speedhide Alkyd SemiGloss Enamel 
     SW: B34W200 ProMar 200 Alkyd SG Enamel 

F.  Interior and Exterior Ferrous Metal: Provide the following painted finish over 
interior and exterior ferrous metal where a high performance coating is required 
(HANDRAILS): 
1.  Aliphatic Urethane Enamel Finish: 2 coats of aliphatic gloss urethane 

finish over epoxy metal primer. 
a  Primer: 

     BM: Super Spec HP Epoxy Mastic Coating, P45 
     PPG: 95-245 Pitt Guard DTR Rapid Coat Mastic Epoxy 
     SW: B67 Series Recoatable Epoxy Primer 

b  Second and Third Coats: 
     BM: Corotech Aliphatic Acrylic Urethane Semi-Gloss, V510 
     PPG: 95-812 Pitt-Thane Gloss Aliphatic Urethane 
     SW: B65-300 High Solids Polyurethane Enamel 

G.  Interior Galvanized Metal: Provide the following painted finish over interior new 
galvanized metal: 
1.  Alkyd Semi-Gloss Enamel Finish: 2 finish coats of alkyd semi-gloss 

enamel over a galvanized metal primer. 
a  Primer: 

     BM: Super Spec HP Acrylic Metal Primer P04 
     PPG: 90-712 Pitt Tech DTM Acrylic Metal Primer 
     SW: B50W3 Galvite Galvanized Metal Primer 

b  Second and Third Coats: 
     BM: SuperSpec Alkyd Semi Gloss Enamel C271 
     PPG: 6-1110XI Speedhide Alkyd Semi-Gloss Enamel 
     SW: B34W200 ProMar 200 Alkyd SG Enamel 

H.             Interior  Concrete Floors: Provide the following painted finish over new interior   
concrete floors where a high performance coating is required: 
1.          Semi Gloss Epoxy Finish: 3 finish coats of semi gloss epoxy floor 

coating. 
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a. First Coat: 
PPG: Amerlock 2 VOC Epoxy Floor Coating 
SW: Macropoxy 646 Fast Cure Epoxy (B58W00610) 

b. Second Coat: 
PPG: Amerlock 2 VOC Epoxy Floor Coating 
SW: Macropoxy 646 Fast Cure Epoxy (B58W00610) 

  
3.08  SURFACES NOT BE FIELD PAINTED 

A.  Acoustical tile and grid. 
B.  Concrete floors, except as specified. 
C.  Prefinished panels, frames, stair trends, and exterior concrete treads, risers and 

walks. 
 
END. 
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 SECTION 101425 
 
 IDENTIFYING DEVICES 
 
PART 1 GENERAL     
            

1.01  SUBMITTALS 
A.  Submit samples of plastic materials and typical sign. 
B.  Submit shop drawings showing all features, full size profiles of frames, and 

attachments to the structure of signs and directory. 
 
PART 2 PRODUCTS 
 

2.01  MATERIALS 
A.  Interior Signs: 

1.  Room Number and Use Signs:  1/8" thick "ES” plastic high pressure 
laminate.  Colors as selected from manufacturer’s standard palette, with 
white raised letters.  Letters and numbers shall be produced by a 
process to produce 1/32" raised tactile lettering to meet standards set 
forth in the Americans with Disabilities Act - 1990 (ADA) and CABO/ANSI 
A117.1-1992.  Signs will be attached to top and bottom for temporary 
holding until mounting adhesive has set.  Signs will be attached to walls, 
doors or glass.  At glass, provide a 1/8" thick dark taupe plastic sheet, 
same size as the sign, and adhere to the opposite side of glass.  Provide 
Grade 2 braille pad in lower right side of sign. 

2.  Letters and Numbers:  Helvetica Medium, sizes and inscriptions as 
shown on the drawings. 

3.  Adhesive for Mounting Signs on Walls:  silicone-based, permanent 
adhesive, recommended by the sign manufacturer. 

4.  Adhesive for Mounting Signs and Back-up Plaques on Glass:  all 
purpose pressure sensitive material specially formulated for smooth 
surfaces, as recommended by the sign manufacturer. 

5.  Vinyl Tape:  1/32" thick, specifically produced for permanent mounting of 
acrylic plastic and recommended by the sign manufacturer.  For 
directional sign panels, provide vinyl tape squares. 

6.  Available manufacturers include, but are not limited to, Mohawk Sign 
Systems; Best Sign Systems, and Seton.    

B.  Handicapped Accessibility Sign: 
1.  Provide metal reflective signs with the international symbol for 

accessibility conforming to ANSI and the American Disability Act. 
 
PART 3 EXECUTION 
 

3.01  INSTALLATION 
A.  Install room number and use signs on walls with the herein specified silicone 

adhesive, mounted 5'-0" above finish floor to center of sign throughout building, 
and level.  Apply adhesive to effect full coverage over backs of plaques, and 
press into place to adhere the vinyl tape adhesive to the wall surface.  Clean 
excess adhesive from edges of the signs.  Mount on wall adjacent to “latch” side 
of door. 

B.  Install room number and use signs on glass with the specified contact adhesive, 
mounted at same uniform heights as signs mounted on walls.  Apply black acrylic 
backing in precise alignment with front sign members.  Clean excess adhesive 
from glass and plastic. 

C.  Mount directional signs on walls with concealed fastenings, located at metal 
studs.  Indicate proposed fastening on shop drawings. 
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D.  After installation, clean exposed surfaces of glass, plastic and aluminum and 
leave in perfect condition. 

E.  Install handicapped accessibility sign as indicated on the drawings. 
   
END. 
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SECTION 26 0000 

COMMON WORK RESULTS FOR ELECTRICAL 

PART 1 - GENERAL 

1.01 SUMMARY 

A. This Division of the specifications (260000) covers the complete interior and exterior electrical 
system for all work shown on the drawings as specified herein providing all material, labor and 
equipment required for the installation of the electrical systems complete and in operating 
condition. 

B. Include in the electrical work all the necessary supervision and the issuing of all coordinating 
information to any other trades who are supplying work to accommodate the electrical 
installations.  

C. Submittal, Record Drawing and Operation and Maintenance Manual Procedures. 

1.02 SUBMITTALS REQUIRED 

A. Submittals as required per spec sections. 

1.03 COORDINATION 

A. This Contractor shall schedule his work and, in every way, possible cooperate with all other 
Contractors on the job to avoid delays, interferences, and unnecessary work.  He shall notify them 
of all openings, hangers, excavations, etc., so that proper provisions shall be made for his work.  
This shall not relieve him of the cost of cutting, when such is required. 

B. This Contractor shall do all cutting and excavating necessary for the complete installation of his 
work, but he shall not cut the work of any other Contractor without first consulting the Architect.  
He shall repair any work damaged by him or his workmen, employing the services of the 
Contractor whose work is damaged.  Saw cut existing slab as required for routing conduits and 
floor boxes noted to be installed in existing floors.  Restore to original finish.  

C. This Contractor shall by all means coordinate the location of ceiling lighting fixtures, both pendant 
and surface mounted, with the Ceiling Contractor so that proper hangers and supports shall be 
provided. 

D. Any conflict between electrical and other trades shall be reported before construction starts.  No 
extra charges will be approved for work resulting from failure to coordinate with other trades. 

E. Coordinate arrangement, mounting, and support of electrical equipment: 

1. To allow maximum possible headroom unless specific mounting heights that reduce headroom 
are indicated. 

2. To provide for ease of disconnecting the equipment with minimum interference to other 
installations. 
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3. To allow right of way for piping and conduit installed at required slope. 

4. So connecting raceways, cables, wireways, cable trays, and busways will be clear of 
obstructions and of the working and access space of other equipment. 

F. Coordinate installation of required supporting devices and set sleeves in cast-in-place concrete, 
masonry walls, and other structural components as they are constructed. 

G. Coordinate sleeve selection and application with selection and application of fire stopping.  

1.04 DRAWINGS                       

A. The drawings for electrical work utilize symbols and schematic diagrams which have no 
dimensional significance.  The work shall therefore, be installed to fulfill the diagrammatic intent 
expressed on the electrical drawings. 

B. Review architectural drawings for door swings, cabinets, counters, moldings and built-in 
equipment, conditions indicated on architectural drawings shall govern.  Prior to rough-in of 
receptacles and systems outlets refer to architectural casework drawings for rough-in coordination.
      

C. Coordinate electrical work with the architectural details, floor plans, elevations, structural and 
mechanical drawings.  Provide fittings, junction boxes and accessories to meet conditions. 

D. Do not scale drawings.  Dimensions for layout of equipment, or spaces shall be obtained from 
architectural, structural or mechanical drawings unless specifically indicated on the electrical 
drawings. 

E. Discrepancies shown on different drawings, between drawings and specifications or between 
drawings and field conditions shall be promptly brought to the attention of the Architect. 

F. Provide as used on the drawings and in the specifications shall mean, furnish, install, connect, 
adjust and test. 

G. The drawings and specifications are complimentary and any work or material shown in one and 
omitted in the other, or described in the one and not shown in the other, or which may be implied 
by both or either, shall be furnished as though shown on both, in order to give a complete and first 
class installation.   

1.05 CODES AND PERMITS: 

A. All electrical work shall meet or exceed the latest requirements of the following codes and/or other 
authorities exercising jurisdiction over the electrical construction work and the project. 

 
1. The National Electrical Code (NFPA 70) – 2020 Edition 
2. The National Electrical Safety Code (ANSI C-2) 
3. The Life Safety Code (NFPA 101) - Georgia - 2018 Edition 
4. The International Building Code – 2018 Edition 
5. Regulations of the local utility company with respect to metering and service entrance. 
6. Municipal and State ordinances governing electrical work. 

B. All required permits and inspection certificates shall be obtained, and made available at the 
completion of the work.  Permits, inspections, and certification fees shall be paid for as a part of 



 
21006 Lowndes HS Visitor Stadium 
Electrical Design Consultants, Inc. 26 0000 - 3 

the electrical work. 
   

1.06 EQUIPMENT CONNECTIONS: 

A. All equipment requiring electrical power connections shall be connected under this Division of 
these specifications. 

B. Where electrical connections to equipment require specific locations, such locations shall be 
obtained from shop drawings. 

C. Drawings for location of conduit stub-up boxes mounted in wall or floor to serve specific equipment 
shall not be scaled. 

D. Electrical circuits to equipment furnished under other sections of these specifications are based on 
design loads.  If actual equipment furnished has loads other than design loads electrical circuits 
and protective devices shall be revised to be compatible with equipment furnished at no additional 
cost to the Owner.  Any revisions must have prior approval by the Architect.   

E. Where equipment is indicated to be served thru conduit stub-up, conduit shall be stubbed up not 
less than four inches above floor where transition shall be made to sealtite flexible conduit for 
connection to equipment. 

F. The Contractor's attention is invited to other Divisions of these specifications, where equipment 
requiring electrical service or electrically related work is specified to become fully aware of the 
scope of work required for electrical service or related work. 

G. Where electricity utilizing equipment is supplied separate from the electrical work, and is 
energized, controlled or otherwise made operative by electrical work, the testing to provide the 
proper functional performance of such wiring systems shall be conducted by the trade responsible 
for the equipment.  The electrical work shall, however, include cooperation in such testing and the 
making available of any necessary testing or adjustments to the electrical equipment. 

H. Contractor is to note that location of disconnect switches shown are schematic in nature.  Exact 
location of disconnect switch and mounting height shall be coordinated with field conditions and 
equipment shop drawings.  Locate disconnect as required to maintain clearances required by 
National Electrical Code. 

1.07 GUARANTEE: 

A. Defective lamps shall be replaced up-to-date of acceptance and shall be guaranteed for entire 
length of warranty as specified by the Architect. 

B. All systems and component parts shall be guaranteed entire length of warranty as specified by the 
Architect from the date of final acceptance of the complete project.  Defects found during this 
guaranteed period shall be promptly corrected at no additional cost to the Owner. 

1.08 PRODUCT DATA, SAMPLES AND SHOP DRAWINGS SUBMITTAL PROCEDURE 

A. See Division 26 – Electrical Submittal Procedures specification section. 
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1.09 RECORD DRAWINGS: 

A. One complete set of electrical drawings shall be reserved for as-built drawings.  Any approved 
deviation from the contract drawings shall be recorded on these drawings.  Drawings shall be 
checked monthly for completeness. 

B. Completed as-built drawings shall be presented to the Architect prior to final inspection. 

1.10 MAINTENANCE AND OPERATING INSTRUCTIONS: 

A. Provide at the time of final inspection three sets of maintenance and operating instruction for: 
 

1. Wiring Devices 
2. Lighting Fixtures  

B. Furnish a qualified and accredited factory trained technician to train personnel designated by the 
Owner in the proper operation and maintenance of specialized equipment. 

C. The issuing of operating instructions shall include the submission of the name, address, and 
telephone number of the manufacturer's representative and service company for each item of 
equipment so that service and spare parts can be readily obtained. 

PART 2 - PRODUCTS 

2.01 MATERIALS: 

A. Materials specified by manufacturer's name shall be used unless approval of other manufacturers 
is listed in addenda to these specifications.   

B. Drawings indicating proposed layout of space, all equipment to be installed therein and clearance 
between equipment shall be submitted, where substitution of materials alter space requirements 
on the drawings. 

C. Material Standards:  All materials shall be new and shall conform to the standards where such 
have been established for the particular material in question.  Publications and Standards of the 
organization listed below are applicable to materials specified herein. 

 
1. American Society for Testing and Materials (ASTM) 
2. Underwriter's Laboratories, Inc. (UL) 
3. National Electrical Manufacturer Association (NEMA) 
4. Insulated Cable Engineers Association (ICEA) 
5. Institute of Electrical and Electronic Engineers (IEEE) 
6. National Fire Protection Association (NFPA) 
7. American National Standards Institute (ANSI) 

D. Material of the same type shall be the product of one manufacturer. 

E. Materials not readily available from local sources shall be ordered immediately upon approval. 

F. The Architect shall have authority to reject any materials, or equipment, not complying with these 
specifications and have the Contractor replace materials so rejected immediately upon notification 
of rejection. 
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G. Any material or equipment so rejected shall be removed from the job within 24 hours of such 
rejection; otherwise the Architect may have same removed at the Contractor's expense. 

2.02 PRODUCT DELIVERY, STORAGE, HANDLING, & PROTECTION 

A. Inspect materials upon arrival at Project and verify conformance to Contract Documents.  Prevent 
unloading of unsatisfactory material.  Handle materials in accordance with manufacturer's 
applicable standards and suppliers recommendations, and in a manner to prevent damage to 
materials.  Store packaged materials in original undamaged condition with manufacturer's labels 
and seals intact.  Containers which are broken, opened, damaged, or watermarked are 
unacceptable and shall be removed from the premises. 

B. All material, except items specifically designed to be installed outdoors such as pad mounted 
transformers or stand-by generators, shall be stored in an enclosed, dry building or trailer.  Areas 
for general storage shall be provided by the Contractor.  Provide temperature and/or humidity 
control where applicable.  No material for interior installation, including conductors, shall be stored 
other than in an enclosed weather tight structure.  Equipment stored other than as specified above 
shall be removed from the premises. 

C. Equipment and materials shall not be installed until such time as the environmental conditions of 
the job site are suitable to protect the equipment or materials.  Conditions shall be those for which 
the equipment or materials are designed to be installed.  Equipment and materials shall be 
protected from water, direct sunlight, cold or heat.  Equipment or materials damaged or which are 
subjected to these elements are unacceptable and shall be removed from the premises and 
replaced. 

PART 3 - EXECUTION 

3.01 COMMON REQUIREMENTS FOR ELECTRICAL INSTALLATION 

A. Comply with NECA 1. 

B. Measure indicated mounting heights to bottom of unit for suspended items and to center of unit for 
wall-mounting items. 

C. Headroom Maintenance:  If mounting heights or other location criteria are not indicated, arrange 
and install components and equipment to provide maximum possible headroom consistent with 
these requirements. 

D. Equipment:  Install to facilitate service, maintenance, and repair or replacement of components of 
both electrical equipment and other nearby installations.  Connect in such a way as to facilitate 
future disconnecting with minimum interference with other items in the vicinity. 

E. Right of Way:  Give to piping systems installed at a required slope. 

F. Raceways, fixtures, devices, and other electrical equipment shall be installed in a neat and 
workmanlike manner. 

G. The Architect or his representative shall have the authority to reject any workmanship not 
complying with the contract documents. 

H. The Electrical Contractor shall personally or through an authorized licensed and competent 
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electrician, constantly supervise the work from beginning to complete and final inspection. 

I. Electrical equipment shall be installed in accordance with manufacturer's recommendations. 

J. Locations of proposed raceway, riser, location of structural elements, location and size of chases 
method and type of construction of floors, walls, partitions, etc., shall be verified before 
construction starts. 

K. Consult owner and utility companies for underground lines before any underground work is 
started.    Contractors shall be responsible for any damage.  

L. All empty conduits shall have a pull string installed.  All flush recessed boxes shall have blank 
plates installed. 

3.02 CLEANING AND PAINTING 

A. Remove oil, dirt, grease and foreign materials from all raceways, fittings, boxes, panelboard trims 
and cabinets to provide a clean surface for painting.  Touch-up scratched or marred surfaces of 
lighting fixtures, panelboard and cabinet trims, motor control center, switchboard or equipment 
enclosures with paint furnished by the equipment manufacturers specifically for that purpose. 

B. Do not paint trim covers for flush mounted panelboards, telephone cabinets, pull boxes, junction 
boxes and control cabinet unless required by the Architect.  Remove trim covers before painting.  
Under no conditions shall locks, latches or exposed trim clamps be painted. 

C. Unless indicated on the drawings or specified herein to the contrary, all painting shall be done 
under the PAINTING Section of these Specifications. 

D. Where plywood backboards are used to mount equipment provided under Division 26, paint 
backboards with two coats of light grey semi-gloss paint.  Plywood shall be 3/4" fire rated plywood.  
Paint shall be fire retardant paint. 

3.03 DEVIATIONS: 

A. No deviations from the plans and specifications shall be made without the full knowledge and 
consent of the Architect or his authorized representative. 

B. Should the Contractor find at any time during progress of the work that, in his judgment, existing 
conditions make desirable a modification in requirements covering any particular item or items, he 
shall report such items promptly to the Architect for his decision and instruction. 

3.04 EXCAVATION, TRENCHING AND BACKFILLING: 

A. General.  The Contractor shall perform all excavation to install conduit structures and equipment 
specified in this Division of the Specifications.  During excavation, materials for backfilling shall be 
piled back from the banks of the trench to avoid over-loading and to prevent slides and cave-ins.  
All excavated materials not to be used for backfill shall be removed and disposed of by the 
Contractor.  Grading shall be done to prevent surface water from flowing into trenches and other 
excavations and water accumulating therein shall be removed by pumping.  All excavations shall 
be made by open cut.  No tunneling shall be done.   All requirements of OSHA shall be complied 
with. 
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B. Trench Excavation.  The bottom of the trenches shall be graded to provide uniform bearing and 
support for each section of the conduit on undisturbed soil at every point along its entire length.  
Over depths shall be backfilled with loose, granular, moist earth, tamped.  Removed unstable soil 
that is not capable of supporting the conduit and replace with specified material.  

C. Backfilling.  The trenches shall not be backfilled until it is reviewed by the Architect or his 
representative.  The trenches shall be backfilled with the excavated materials approved for 
backfilling, consisting of earth, loam, sandy clay, and gravel or soft shale, free from large clods of 
earth or stones, deposited in 6" layers and tamped until the conduit has a cover of not less than 
the adjacent existing ground but not greater than 2" above existing ground.  The backfilling shall 
be carried on simultaneously on both sides of the trench so that conduit is not displaced.   The 
compaction of the filled trench shall be at least equal to that of the surrounding undisturbed 
material, except that trenches occurring under paved areas or in areas to be filled shall be 
backfilled in 6" maximum layers and each layer compacted to 95% maximum density.  Settling the 
backfill with water will not be permitted.  Any trenches not meeting compaction requirements or 
where settlement occurs shall have backfill removed down to the top of the conduit then backfill 
with approved materials as specified hereinbefore. 

D. Positively no tree roots are to be damaged, hand dig where required.  Damaged trees or 
shrubbery shall be replaced in kind and must be approved by Engineer. 

3.05 FIRESTOPPING 

A. Apply fire stopping to penetrations of fire-rated floor and wall assemblies for electrical installations 
to restore original fire-resistance rating of assembly.  

3.06  CONSTRUCTION REVIEWS  

A. The Architect or his representative shall observe and review the installation of all electrical 
systems shown on the drawings and as specified herein. 

B. Before covering or concealing any conduit below grade or slab, in wall or above ceiling, the 
contractor shall notify the Architect so that he can review the installation. 

3.07 CONTRACTOR'S FINAL INSPECTION 

A. Contractor shall refer to individual electrical specification sections for all testing, commissioning 
and training requirements specific to each section. 

B. At the time of the Contractor's final inspection, all systems shall be checked and tested for proper 
installation and operation by the Contractor in the presence of the Architect or his representative. 

C. The Contractor shall furnish the personnel, tools and equipment required to inspect and test all 
systems. 

D. Following is a list of items that the contractor must demonstrate to the Architect or his 
representative as complying with the plans and specifications.  Please note that this list does not 
necessarily represent all items to be covered in the final inspection, but should give the Contractor 
an idea of what is to be reviewed. 

1. Service ground, show connection to ground rod and cold water main. 
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2. Demonstrate that main service equipment is properly bonded. 

3. Demonstrate that all panels have breakers as specified, ground bar, copper bus, typed 
directory for circuit identification and that they are free of trash. 

4. Demonstrate that all conduits are supported as required by the National Electrical Code. 

5. Demonstrate that all conductors are providing with correct color coding.  This should include 
all branch circuit neutral conductor striping. 

6. Demonstrate that all outlet boxes above or on the ceiling are supported as required by the 
National Electrical Code. 

7. Demonstrate that outlet boxes in wall or ceilings of combustible materials are flush with 
surface of wall or ceiling, and that outlet boxes in walls or ceilings of non-combustible 
materials are so installed that the front edge of the box or plaster ring is not set back more 
than 1/4". 

8. Demonstrate that outlet boxes in wall are secure. 

9. Demonstrate that all devices are properly secured to boxes, that device plates are properly 
aligned and are not being used to secure device. 

10. Utilizing a Woodhead No. 1750 testing device, demonstrate that all 125 volt receptacles are 
properly connected. 

11. Demonstrate that all fixtures have specified lamps, ballast and lens, and that they are 
supported as required by the National Electrical Code or as called for on the drawings or in the 
specifications. 

12. Demonstrate that all disconnects requiring fuses are fused with the proper size and type, and 
that all disconnects are properly identified. 

END.  
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SECTION 26 0005 

ELECTRICAL SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section includes requirements for the preparation of Electrical Division 16 Shop Drawings, Product 
Data, Samples, and other submittals. 

PART 2 - PRODUCTS 

2.01 SUBMITTAL PROCEDURES 

A. General Submittal Procedure Requirements:  Prepare and submit submittals required by individual 
Specification Sections.  Types of submittals are indicated in individual Specification Sections. 

B. All submittals shall be submitted in electronic format. 

C. Electronic Submittals:  Identify and incorporate information in each electronic submittal file as 
follows: 

1. Assemble complete submittal package into indexed files incorporating submittal requirements 
of each single Specification Section and transmittal form with links enabling navigation to each 
item. 

2. Name file with submittal number or other unique identifier, including revision identifier. 

a. File name shall use project identifier and Specification Section number followed by a 
decimal point and then a sequential number (e.g., LNHS-061000.01).  Resubmittals shall 
include an alphabetic suffix after another decimal point (e.g., LNHS-061000.01.A). 

3. Transmittal Form for Electronic Submittals:  Use software-generated form from electronic 
project management software acceptable to Owner, containing the following information for 
EACH SECTION: 

 
a. Project name. 

b. Date. 

c. Name and address of Architect. 

d. Name of Construction Manager/General Contractor. 

e. Name of Electrical Contractor. 

f. Name of firm or entity that prepared submittal. 

g. Names of subcontractor, manufacturer, and supplier. 
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h. Specification Section number and title. 

i. Indication of full or partial submittal. 

D. Options:  Identify options requiring selection by Architect. 

E. Deviations and Additional Information:  On an attached separate sheet, prepared on Contractor's 
letterhead, record relevant information, requests for data, revisions other than those requested by 
Architect on previous submittals, and deviations from requirements in the Contract Documents, 
including minor variations and limitations.  Include same identification information as related 
submittal. 

F. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal. 

1. Note date and content of previous submittal. 

2. Note date and content of revision in label or title block and clearly indicate extent of revision. 

3. Resubmit submittals until they are marked with approval notation from Architect's action 
stamp. 

2.02 SUBMITTAL DATA – REFER TO EACH SPECIFICATION SECTION FOR REQUIREENTS 

A. Product Data:  Collect information into a single submittal for each element of construction and type 
of product or equipment. 

1. Mark each copy of each submittal to show which products and options are applicable. 

2. Include the following information, as applicable: 

a. Manufacturer's catalog cuts. 

b. Manufacturer's product specifications. 

c. Standard color charts. 

d. Statement of compliance with specified referenced standards. 

e. Testing by recognized testing agency. 

f. Application of testing agency labels and seals. 

g. Notation of coordination requirements. 

h. Availability and delivery time information. 

3. For equipment, include the following in addition to the above, as applicable: 

a. Wiring diagrams showing factory-installed wiring. 

b. Printed performance curves. 

c. Operational range diagrams. 
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d. Clearances required to other construction, if not indicated on accompanying Shop 
Drawings. 

4. Submit Product Data before or concurrent with Samples. 

B. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not base 
Shop Drawings on reproductions of the Contract Documents or standard printed data. 

1. Preparation:  Fully illustrate requirements in the Contract Documents.  Include the following 
information, as applicable: 

a. Identification of products. 

b. Schedules. 

c. Compliance with specified standards. 

d. Notation of coordination requirements. 

e. Notation of dimensions established by field measurement. 

f. Relationship and attachment to adjoining construction clearly indicated. 

g. Seal and signature of professional engineer if specified. 

2. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop 
Drawings on sheets at least 8-1/2 by 11 inches, but no larger than 30 by 42 inches. 

C. Qualification Data:  Prepare written information that demonstrates capabilities and experience of 
firm or person.  Include lists of completed projects with project names and addresses, contact 
information of architects and owners, and other information specified. 

D. Installer Certificates:  Submit written statements on manufacturer's letterhead certifying that 
Installer complies with requirements in the Contract Documents and, where required, is authorized 
by manufacturer for this specific Project. 

PART 3 - EXECUTION 

3.01 CONTRACTOR'S REVIEW 

A. Review each submittal and check for coordination with other Work of the Contract and for 
compliance with the Contract Documents.  Note corrections and field dimensions.  Mark with 
approval stamp before submitting to Architect 

B. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name 
and location, submittal number, Specification Section title and number, name of reviewer, date of 
Contractor's approval, and statement certifying that submittal has been reviewed, checked, and 
approved for compliance with the Contract Documents. 
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3.02 ENGINEER’S ACTION 

A. Submittals:  Engineer will review each submittal, make marks to indicate corrections or revisions 
required, and return it.   

B. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned 
for resubmittal without review. 

C. Submittals not required by the Contract Documents may be returned by the Architect without 
action. 

END. 
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SECTION 26 0519 

LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Building wires and cables rated 600 V and less. 
2. Connectors, splices, and terminations rated 600 V and less. 

1.02 SUBMITTALS REQUIRED 

A. Product Data: For each type of product. 

PART 2 - PRODUCTS 

2.01 CONDUCTORS AND CABLES 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the following: 

1. Alpha Wire Company. 
2. Cerro Wire LLC. 
3. Encore Wire Corporation. 
4. General Cable; General Cable Corporation. 
5. Senator Wire & Cable Company. 
6. Southwire Company. 

B. Copper Conductors: Comply with NEMA WC 70/ICEA S-95-658. 

C. Conductor Insulation: Comply with NEMA WC 70/ICEA S-95-658 for Type THHN/THWN-2  and 
Type SO. 

2.02 CONNECTORS AND SPLICES 

A. Manufacturers: Subject to compliance with requirements, provide products by one of the following: 

1. 3M. 
2. AFC Cable Systems, Inc. 
3. Gardner Bender. 
4. Hubbell Power Systems, Inc. 
5. Ideal Industries, Inc. 
6. O-Z/Gedney; an EGS Electrical Group brand; an Emerson Industrial Automation business. 

B. Description: Factory-fabricated connectors and splices of size, ampacity rating, material, type, and 
class for application and service indicated. 
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2.03 SYSTEM DESCRIPTION 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a 
qualified testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

PART 3 - EXECUTION 

3.01 CONDUCTOR MATERIAL APPLICATIONS 

A. Feeders:  Copper. Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

B. Branch Circuits: Copper. Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

3.02 CONDUCTOR INSULATION, APPLICATIONS AND WIRING METHODS 

A. Service Entrance:  Type THHN/THWN-2, single conductors in raceway. 

B. Feeders:  Type THHN/THWN-2, single conductors in raceway. 

C. Branch Circuits:  Type THHN/THWN-2, single conductors in raceway. 

D. Cord Drops and Portable Appliance Connections: Type SO, hard service cord with stainless-steel, 
wire-mesh, strain relief device at terminations to suit application. 

E. Power-Circuit Conductor Identification, 600 V or Less:  For conductors in pull and junction boxes, 
and handholes, use color-coding conductor tape to identify the phase. 

1. Color-Coding for Phase and Voltage Level Identification, 600 V or Less:  Use colors listed 
below for ungrounded service, feeder and branch-circuit conductors. 

a. Color shall be factory applied to outer jacket of conductor for all conductors of sizes No. 6 
AWG and smaller. 

b. Color shall be factory applied or field applied for sizes larger than No. 4 AWG, if authorities 
having jurisdiction permit. 

c. Colors for 208/120-V Circuits: 

1) Phase A:  Black. 
2) Phase B:  Red. 
3) Phase C:  Blue. 
4) Neutral: White 
5) Multi-wire branch circuit Dedicated Neutral: White with appropriate tracer (white with 

red tracer, white with blue tracer, white with black tracer). 

d. Colors for 480/277-V Circuits: 

1) Phase A:  Brown. 
2) Phase B:  Orange. 
3) Phase C:  Yellow. 
4) Neutral: Gray 
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5) Multi-wire branch circuit Dedicated Neutral: White with appropriate tracer (gray with 
brown tracer, gray with orange tracer, gray with yellow tracer) 

e. Field-Applied, Color-Coding Conductor Tape:  Apply in half-lapped turns for a minimum 
distance of 6 inches from terminal points and in boxes where splices or taps are made.  
Apply last two turns of tape with no tension to prevent possible unwinding.  Locate bands 
to avoid obscuring factory cable markings. 

3.03 INSTALLATION OF CONDUCTORS AND CABLES 

A. Conceal cables in finished walls, ceilings, and floors unless otherwise indicated. 

B. Complete raceway installation between conductor and cable termination points according to 
Section 26 0533 "Raceways and Boxes for Electrical Systems" prior to pulling conductors and 
cables. 

C. Use manufacturer-approved pulling compound or lubricant where necessary; compound used 
must not deteriorate conductor or insulation. Do not exceed manufacturer's recommended 
maximum pulling tensions and sidewall pressure values. 

D. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will 
not damage cables or raceway. 

E. Support cables according to Section 26 0529 "Hangers and Supports for Electrical Systems." 

3.04 CONNECTIONS 

A. Tighten electrical connectors and terminals according to manufacturer's published torque-
tightening values. If manufacturer's torque values are not indicated, use those specified in 
UL 486A-486B. 

B. Make splices, terminations, and taps that are compatible with conductor material and that possess 
equivalent or better mechanical strength and insulation ratings than unspliced conductors. 

C. Wiring at Outlets: Install conductor at each outlet, with at least 6 inches of slack. 

3.05 IDENTIFICATION 

A. Identify and color-code conductors and cables according to Section 26 0553 "Identification for 
Electrical Systems." 

B. Identify each spare conductor at each end with identity number and location of other end of 
conductor, and identify as spare conductor. 

3.06 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies. Comply with 
requirements in Section 26 0544 "Sleeves and Sleeve Seals for Electrical Raceways and Cabling." 
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3.07 FIRESTOPPING 

A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore 
original fire-resistance rating of assembly according to Division 7 "Penetration Firestopping." 

3.08 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. After installing conductors and cables and before electrical circuitry has been energized, test 
service entrance and feeder conductors and conductors feeding the following critical 
equipment and services for compliance with requirements. 

2. Perform each visual and mechanical inspection and electrical test stated in NETA Acceptance 
Testing Specification. Certify compliance with test parameters. 

B. Test and Inspection Reports: Prepare a written report to record the following: 

1. Procedures used. 
2. Results that comply with requirements. 
3. Results that do not comply with requirements and corrective action taken to achieve 

compliance with requirements. 

C. Cables will be considered defective if they do not pass tests and inspections. 

END. 
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SECTION 26 0526 

GROUNDING AND BONDING 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section includes grounding systems and equipment, plus the following special applications: 

1. Underground distribution grounding. 

1.02 SUBMITTALS REQUIRED 

A. Product Data:  For each type of product indicated. 

1.03 CLOSEOUT DOCUMENTS 

A. Operation and Maintenance Data:  For grounding to include in emergency, operation, and 
maintenance manuals.  

1.04 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by 
a qualified testing agency, and marked for intended location and application. 

B. Comply with UL 467 for grounding and bonding materials and equipment. 

PART 2 - PRODUCTS 

2.01 MANUFACTURERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Burndy; Part of Hubbell Electrical Systems. 
2. ERICO International Corporation. 
3. Harger Lightning and Grounding. 
4. ILSCO. 
5. O-Z/Gedney; A Brand of the EGS Electrical Group. 

2.02 CONDUCTORS 

A. Insulated Conductors:  Copper wire or cable insulated for 600 V unless otherwise required by 
applicable Code or authorities having jurisdiction. 
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B. Bare Copper Conductors: 

1. Solid Conductors:  ASTM B 3. 
2. Stranded Conductors:  ASTM B 8. 
3. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor. 

C. Grounding Bus:  Predrilled rectangular bars of annealed copper, 1/4 by 4 inches by 12 
inches(unless otherwise noted on drawings) in cross section, with 9/32-inchholes spaced 1-1/8 
inchesapart.  Stand-off insulators for mounting shall comply with UL 891 for use in switchboards, 
600 V.  Lexan or PVC, impulse tested at 5000 V. 

2.03 CONNECTORS 

A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in 
which used and for specific types, sizes, and combinations of conductors and other items 
connected. 

B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy, pressure type with at least 
two bolts. 

1. Pipe Connectors:  Clamp type, sized for pipe. 

C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for 
materials being joined and installation conditions. 

D. Bus-bar Connectors:  Mechanical type, cast silicon bronze, solderless compression-type wire 
terminals, and long-barrel, two-bolt connection to ground bus bar. 

2.04 GROUNDING ELECTRODES 

A. Ground Rods:  Copper-clad; 3/4 inch by 10 feet in diameter. 

PART 3 - EXECUTION 

3.01 APPLICATIONS 

A. Conductors:  Install solid conductor for No.  8  AWG and smaller, and stranded conductors for 
No. 6  AWG and larger unless otherwise indicated. 

B. Underground Grounding Conductors:  Install bare copper conductor, No. 2/0  AWG minimum. 

1. Bury at least 24 inches below grade. 

C. Grounding Bus:  Install in electrical and telephone equipment rooms, in rooms housing service 
equipment, and elsewhere as indicated. 

1. Install bus on insulated spacers 2 inches minimum from wall, 6 inches above finished floor 
unless otherwise indicated. 

2. Where indicated on both sides of doorways, route bus up to top of door frame, across top of 
doorway, and down to specified height above floor; connect to horizontal bus. 
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D. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors. 
2. Underground Connections:  Welded connectors except at test wells and as otherwise 

indicated. 
3. Connections to Ground Rods at Test Wells:  Bolted connectors. 
4. Connections to Structural Steel:  Welded connectors. 

3.02 GROUNDING AT THE SERVICE 

A. Equipment grounding conductors and grounding electrode conductors shall be connected to the 
ground bus.  Install a main bonding jumper between the neutral and ground buses. 

3.03 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

B. Signal and Communication Equipment:  In addition to grounding and bonding required by 
NFPA 70, provide a separate grounding system complying with requirements in TIA/ATIS J-STD-
607-A. 

1. For telephone, alarm, voice and data, and other communication equipment, provide 
No. 6 AWG minimum insulated grounding conductor in raceway from grounding electrode 
system to each service location, terminal cabinet, wiring closet, and central equipment 
location. 

2. Service and Central Equipment Locations and Wiring Closets:  Terminate grounding conductor 
on a 1/4-by-4-by-12-inch grounding bus. 

3. Terminal Cabinets:  Terminate grounding conductor on cabinet grounding terminal. 

3.04 INSTALLATION 

A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise 
indicated or required by Code.  Avoid obstructing access or placing conductors where they may be 
subjected to strain, impact, or damage. 

B. Ground Rods:  Drive rods until tops are 2 inches below finished floor or final grade unless 
otherwise indicated. 

1. Interconnect ground rods with grounding electrode conductor below grade and as otherwise 
indicated.  Make connections without exposing steel or damaging coating if any. 

2. For grounding electrode system, install at least three rods spaced at least one-rod length from 
each other and located at least the same distance from other grounding electrodes, and 
connect to the service grounding electrode conductor. 

C. Bonding Jumpers:  Install in locations accessible for inspection and maintenance except where 
routed through short lengths of conduit. 

1. Bonding to Structure:  Bond directly to basic structure, taking care not to penetrate any 
adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install bonding 
so vibration is not transmitted to rigidly mounted equipment. 
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3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection is 
required, use a bolted clamp. 

D. Grounding and Bonding for Piping: 

1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, from 
building's main service equipment, or grounding bus, to main metal water service entrances to 
building.  Connect grounding conductors to main metal water service pipes; use a bolted 
clamp connector or bolt a lug-type connector to a pipe flange by using one of the lug bolts of 
the flange.  Where a dielectric main water fitting is installed, connect grounding conductor on 
street side of fitting.  Bond metal grounding conductor conduit or sleeve to conductor at each 
end. 

2. Water Meter Piping:  Use braided-type bonding jumpers to electrically bypass water meters.  
Connect to pipe with a bolted connector. 

3. Bond each aboveground portion of gas piping system downstream from equipment shutoff 
valve. 

E. Grounding for Steel Building Structure:  Install a driven ground rod at base of each corner column 
and at intermediate exterior columns at distances not more than 60 feet apart. 

3.05 LABELING 

A. Comply with requirements in Section 26 0553 "Electrical Identification" for instruction signs.  The 
label or its text shall be green. 

B. Install labels at the telecommunications bonding conductor and grounding equalizer and at the 
grounding electrode conductor where exposed. 

1. Label Text:  "If this connector or cable is loose or if it must be removed for any reason, notify 
the facility manager." 

3.06 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Tests and Inspections: 

1. After installing grounding system but before permanent electrical circuits have been energized, 
test for compliance with requirements. 

2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, electrical 
connections with a calibrated torque wrench according to manufacturer's written instructions. 

3. Test completed grounding system at each location where a maximum ground-resistance level 
is specified, at service disconnect enclosure grounding terminal , and at individual ground 
rods.  Make tests at ground rods before any conductors are connected. 

a. Measure ground resistance no fewer than two full days after last trace of precipitation and 
without soil being moistened by any means other than natural drainage or seepage and 
without chemical treatment or other artificial means of reducing natural ground resistance. 

C. Grounding system will be considered defective if it does not pass tests and inspections. 

D. Prepare test and inspection reports. 
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E. Report measured ground resistances that exceed the following values: 

1. Power Distribution Units or Panelboards Serving Electronic Equipment:  25 ohm(s). 

F. Excessive Ground Resistance:  If resistance to ground exceeds specified values, notify Architect 
promptly and include recommendations to reduce ground resistance. 

END. 
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SECTION 26 0529 

HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.01 SUMMARY 

A. This Section includes the following: 

1. Hangers and supports for electrical equipment and systems. 
2. Construction requirements for concrete bases. 

1.02 PERFORMANCE REQUIREMENTS 

A. Design supports for multiple raceways capable of supporting combined weight of supported 
systems and its contents. 

B. Design equipment supports capable of supporting combined operating weight of supported 
equipment and connected systems and components. 

1.03 QUALITY ASSURANCE 

A. Comply with NFPA 70. 

1.04 COORDINATION 

A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, 
reinforcement, and formwork requirements are specified in Division 3. 

B. Coordinate installation of roof curbs, equipment supports, and roof penetrations.   

PART 2 - PRODUCTS 

2.01 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field 
assembly. 

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

a. Allied Tube & Conduit. 
b. Cooper B-Line, Inc.; a division of Cooper Industries. 
c. ERICO International Corporation. 
d. GS Metals Corp. 
e. Thomas & Betts Corporation. 
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f. Unistrut; Tyco International, Ltd. 
g. Wesanco, Inc. 

2. Painted Coatings:  Manufacturer standard painted coating applied according to MFMA-4. 
3. Channel Dimensions:  Selected for applicable load criteria. 

B. Raceway and Cable Supports:  As described in NECA 1 and NECA 101. 

C. Conduit and Cable Support Devices:  Steel  hangers, clamps, and associated fittings, designed for 
types and sizes of raceway or cable to be supported. 

D. Support for Conductors in Vertical Conduit:  Factory-fabricated assembly consisting of threaded 
body and insulating wedging plug or plugs for non-armored electrical conductors or cables in riser 
conduits.  Plugs shall have number, size, and shape of conductor gripping pieces as required to 
suit individual conductors or cables supported.  Body shall be malleable iron. 

E. Structural Steel for Fabricated Supports and Restraints:  ASTM A 36/A 36M, steel plates, shapes, 
and bars; black and galvanized. 

F. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or their 
supports to building surfaces include the following: 

1. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated  steel, for use in hardened 
portland cement concrete with tension, shear, and pullout capacities appropriate for supported 
loads and building materials in which used. 

a. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1) Cooper B-Line, Inc.; a division of Cooper Industries. 
2) Empire Tool and Manufacturing Co., Inc. 
3) Hilti Inc. 
4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc. 
5) MKT Fastening, LLC. 

2. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS 
Type 18; complying with MFMA-4 or MSS SP-58. 

3. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for attached 
structural element. 

4. Through Bolts:  Structural type, hex head, and high strength.  Comply with ASTM A 325. 
5. Toggle Bolts:  All-steel springhead type. 
6. Hanger Rods:  Threaded steel. 

2.02 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES 

A. Description:  Welded or bolted, structural-steel shapes, shop or field fabricated to fit dimensions of 
supported equipment. 

B. Materials:  Comply with requirements in Division 5 Section "Metal Fabrications" for steel shapes 
and plates. 
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PART 3 - EXECUTION 

3.01 APPLICATION 

A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical 
equipment and systems except if requirements in this Section are stricter. 

B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for 
EMT, and RMC as required by NFPA 70.  Minimum rod size shall be 1/4 inchin diameter. 

C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted support 
system, sized so capacity can be increased by at least 25 percent in future without exceeding 
specified design load limits. 

1. Secure raceways and cables to these supports with single-bolt conduit clamps. 

3.02 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this 
Article. 

B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT and RMC may be 
supported by openings through structure members, as permitted in NFPA 70. 

C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength will 
be adequate to carry present and future static loads within specified loading limits.  Minimum static 
design load used for strength determination shall be weight of supported components plus 200 lb 

D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten 
electrical items and their supports to building structural elements by the following methods unless 
otherwise indicated by code: 

1. To New Concrete:  Bolt to concrete inserts. 
2. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor 

fasteners on solid masonry units. 
3. To Steel:   Beam clamps (MSS Type 19, 21, 23, 25, or 27) complying with MSS SP-69 . 
4. To Light Steel:  Sheet metal screws. 
5. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, transformers, 
and other devices on slotted-channel racks attached to substrate by means that meet 
anchorage requirements. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing bars. 

3.03 INSTALLATION OF FABRICATED METAL SUPPORTS 

A. Comply with installation requirements in Division 5 Section "Metal Fabrications" for site-fabricated 
metal supports. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to 
support and anchor electrical materials and equipment. 
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C. Field Welding:  Comply with AWS D1.1/D1.1M. 

3.04 CONCRETE BASES 

A. Construct concrete bases of dimensions indicated but not less than 4 incheslarger in both 
directions than supported unit, and so anchors will be a minimum of 10 bolt diameters from edge 
of the base. 

B. Use 3000-psi 28-day compressive-strength concrete.  Concrete materials, reinforcement, and 
placement requirements are specified in Division 3 Section "Cast-in-Place Concrete.” 

C. Anchor equipment to concrete base. 

1. Place and secure anchorage devices.  Use supported equipment manufacturer's setting 
drawings, templates, diagrams, instructions, and directions furnished with items to be 
embedded. 

2. Install anchor bolts to elevations required for proper attachment to supported equipment. 
3. Install anchor bolts according to anchor-bolt manufacturer's written instructions. 

3.05 PAINTING 

A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas immediately 
after erecting hangers and supports.  Use same materials as used for shop painting.  Comply with 
SSPC-PA 1 requirements for touching up field-painted surfaces. 

1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils 

END. 
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SECTION 26 0533 

RACEWAYS AND BOXES FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Metal conduits, tubing, and fittings. 
2. Nonmetal conduits, tubing, and fittings. 
3. Metal wireways and auxiliary gutters. 
4. Nonmetal wireways and auxiliary gutters. 
5. Surface raceways. 
6. Boxes, enclosures, and cabinets. 
7. Handholes and boxes for exterior underground cabling. 

1.02 SUBMITTALS REQUIRED 

A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover enclosures, 
and cabinets. 

PART 2 - PRODUCTS 

2.01 METAL CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Allied Tube & Conduit. 
2. Electri-Flex Company. 
3. O-Z/Gedney. 
4. Republic Conduit. 
5. Thomas & Betts Corporation. 
6. Western Tube and Conduit Corporation. 
7. Wheatland Tube Company. 

B. Listing and Labeling:  Metal conduits, tubing, and fittings shall be listed and labeled as defined in 
NFPA 70, by a qualified testing agency, and marked for intended location and application. 

C. GRC:  Comply with ANSI C80.1 and UL 6. 

D. EMT:  Comply with ANSI C80.3 and UL 797. 

E. FMC:  Comply with UL 1; zinc-coated steel. 

F. LFMC:  Flexible steel conduit with PVC jacket and complying with UL 360. 
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G. Fittings for Metal Conduit:  Comply with NEMA FB 1 and UL 514B. 

1. Fittings for EMT, FMC and LFMC: 

a. Material:  Steel. 
b. Type:  Provide compression type for two inches (2”) and smaller, steel set-screw type for 

conduits two and half inches (2 ½”) and larger. 

2. Expansion Fittings:  PVC or steel to match conduit type, complying with UL 651, rated for 
environmental conditions where installed, and including flexible external bonding jumper. 

H. Joint Compound for GRC:  Approved, as defined in NFPA 70, by authorities having jurisdiction for 
use in conduit assemblies, and compounded for use to lubricate and protect threaded conduit 
joints from corrosion and to enhance their conductivity. 

2.02 NONMETALLIC CONDUITS, TUBING, AND FITTINGS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. CANTEX Inc. 
2. Condux International, Inc. 
3. Electri-Flex Company. 
4. Heritage Plastics 
5. Kraloy. 
6. Lamson & Sessions; Carlon Electrical Products. 
7. RACO; Hubbell. 

B. Listing and Labeling:  Nonmetallic conduits, tubing, and fittings shall be listed and labeled as 
defined in NFPA 70, by a qualified testing agency, and marked for intended location and 
application. 

C. RNC:  Type EPC-40-PVC, complying with NEMA TC 2 and UL 651 unless otherwise indicated. 

D. Fittings for RNC:  Comply with NEMA TC 3; match to conduit or tubing type and material. 

E. Solvent cements and adhesive primers shall have a VOC content of 510 and 550 g/L or less, 
respectively, when calculated according to 40 CFR 59, Subpart D (EPA Method 24). 

F. Solvent cements and adhesive primers shall comply with the testing and product requirements of 
the California Department of Health Services' "Standard Practice for the Testing of Volatile 
Organic Emissions from Various Sources Using Small-Scale Environmental Chambers." 

2.03 METAL WIREWAYS AND AUXILIARY GUTTERS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. Cooper B-Line, Inc. 
2. Hoffman. 
3. Mono-Systems, Inc. 
4. Square D. 
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B. Description:  Sheet metal, complying with UL 870 and NEMA 250, Type 1 unless otherwise 
indicated, and sized according to NFPA 70. 

1. Metal wireways installed outdoors shall be listed and labeled as defined in NFPA 70, by a 
qualified testing agency, and marked for intended location and application. 

C. Fittings and Accessories:  Include covers, couplings, offsets, elbows, expansion joints, adapters, 
hold-down straps, end caps, and other fittings to match and mate with wireways as required for 
complete system. 

D. Wireway Covers:  Screw-cover type unless otherwise indicated. 

E. Finish:  Manufacturer's standard enamel finish. 

2.04 BOXES, ENCLOSURES, AND CABINETS 

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

1. EGS/Appleton Electric. 
2. Erickson Electrical Equipment Company. 
3. FSR Inc. 
4. Hoffman. 
5. Hubbell Incorporated. 
6. Kraloy. 
7. Milbank Manufacturing Co. 
8. Mono-Systems, Inc. 
9. O-Z/Gedney. 
10. RACO; Hubbell. 
11. Robroy Industries. 
12. Thomas & Betts Corporation. 
13. Wiremold / Legrand. 

B. General Requirements for Boxes, Enclosures, and Cabinets:  Boxes, enclosures, and cabinets 
installed in wet locations shall be listed for use in wet locations. 

C. Sheet Metal Outlet and Device Boxes:  Comply with NEMA OS 1 and UL 514A. 

D. Cast-Metal Outlet and Device Boxes:  Comply with NEMA FB 1, ferrous alloy, Type FD, with 
gasketed cover. 

E. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1. All boxes shall be labeled to identify 
circuits numbers and designations, or low-voltage systems use. 

F. Cast-Metal Access, Pull, and Junction Boxes:  Comply with NEMA FB 1 and UL 1773, galvanized, 
cast iron with gasketed cover. All boxes shall be labeled to identify circuit’s numbers and 
designations, or low-voltage systems use. 

G. Box extensions used to accommodate new building finishes shall be of same material as recessed 
box. 

H. Device Box Dimensions:  4 inches square by 2-1/8 inches deep. 
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I. Hinged-Cover Enclosures:  Comply with UL 50 and NEMA 250, Type 1 or Type 3R with 
continuous-hinge cover with flush latch unless otherwise indicated. 

1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel. 
2. Interior Panels:  Steel; all sides finished with manufacturer's standard enamel. 

J. Cabinets: 

1. NEMA 250, Type 1 or Type 3R galvanized-steel box with removable interior panel and 
removable front, finished inside and out with manufacturer's standard enamel. 

2. Hinged door in front cover with flush latch and concealed hinge. 
3. Key latch to match panelboards. 
4. Metal barriers to separate wiring of different systems and voltage. 
5. Accessory feet where required for freestanding equipment. 
6. Nonmetallic cabinets shall be listed and labeled as defined in NFPA 70, by a qualified testing 

agency, and marked for intended location and application. 

2.05 HANDHOLES AND BOXES FOR EXTERIOR UNDERGROUND WIRING 

A. General Requirements for Handholes and Boxes: 

1. Boxes and handholes for use in underground systems shall be designed and identified as 
defined in NFPA 70, for intended location and application. 

2. Boxes installed in wet areas shall be listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

B. Polymer-Concrete Handholes and Boxes with Polymer-Concrete Cover:  Molded of sand and 
aggregate, bound together with polymer resin, and reinforced with steel, fiberglass, or a 
combination of the two. 

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following: 

a. Armorcast Products Company. 
b. Carson Industries LLC. 
c. Quazite: Hubbell Power System, Inc. 

2. Standard:  Comply with SCTE 77. 
3. Configuration:  Designed for flush burial with open bottom unless otherwise indicated. 
4. Cover:  Weatherproof, secured by tamper-resistant locking devices and having structural load 

rating consistent with enclosure and handhole location. 
5. Cover Finish:  Nonskid finish shall have a minimum coefficient of friction of 0.50. 
6. Cover Legend:  Molded lettering, "ELECTRIC." or “Communications”. 
7. Conduit Entrance Provisions:  Conduit-terminating fittings shall mate with entering ducts for 

secure, fixed installation in enclosure wall. 
8. Handholes dimensions as noted on draings:  Have inserts for cable racks and pulling-in irons 

installed before concrete is poured. 
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PART 3 - EXECUTION 

3.01 RACEWAY APPLICATION 

A. Outdoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed Conduit:  GRC. 
2. Concealed Conduit, Aboveground:  GRC, EMT, RNC, Type EPC-40-PVC. 
3. Underground Conduit:  RNC, Type EPC-40-PVC, direct buried. 
4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric 

Solenoid, or Motor-Driven Equipment):  LFMC. 
5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R. 

B. Indoors:  Apply raceway products as specified below unless otherwise indicated: 

1. Exposed, Not Subject to Physical Damage:  EMT. 
2. Exposed, Not Subject to Severe Physical Damage:  EMT. 
3. Exposed and Subject to Severe Physical Damage:  GRC.  Raceway locations include the 

following: 

a. Gymnasiums. 

4. Concealed in Ceilings and Interior Walls and Partitions:  EMT, Type EPC-40-PVC to 48”AFF. 
5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric 

Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet locations. 
6. Damp or Wet Locations:  GRC. 
7. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4 stainless steel in 

institutional and commercial kitchens and damp or wet locations. 

C. Minimum Raceway Size:  1/2-inchtrade size. 

D. Raceway Fittings:  Compatible with raceways and suitable for use and location. 

1. Rigid and Intermediate Steel Conduit:  Use threaded rigid steel conduit fittings unless 
otherwise indicated.  Comply with NEMA FB 2.10. 

2. EMT:  Use setscrew or compression, steel fittings.  Steel compression type for two inches (2”) 
and smaller, steel set-screw type for conduits two and half inches (2 ½”) and larger Comply 
with NEMA FB 2.10. 

3. Flexible Conduit:  Use only fittings listed for use with flexible conduit.  Comply with 
NEMA FB 2.20. 

E. Install surface raceways only where indicated on Drawings. 

F. Do not install nonmetallic conduit where ambient temperature exceeds 120 deg F 

3.02 INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements on 
Drawings or in this article are stricter.  Comply with NECA 102 for aluminum conduits.  Comply 
with NFPA 70 limitations for types of raceways allowed in specific occupancies and number of 
floors. 
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B. Keep raceways at least 6 inchesaway from parallel runs of flues and steam or hot-water pipes.  
Install horizontal raceway runs above water and steam piping. 

C. Complete raceway installation before starting conductor installation. 

D. Comply with requirements in Section 26 0529 "Hangers and Supports for Electrical Systems" for 
hangers and supports. 

E. Arrange stub-ups so curved portions of bends are not visible above finished slab. 

F. Install no more than the equivalent of three 90-degree bends in any conduit run except for control 
wiring conduits, for which fewer bends are allowed.  Support within 12 inches of changes in 
direction. 

G. Conceal conduit and EMT within finished walls, ceilings, and floors unless otherwise indicated.  
Install conduits parallel or perpendicular to building lines. 

H. Support conduit within 12 inches of enclosures to which attached. 

I. Raceways Embedded in Slabs: 

1. Run conduit larger than 1-inchtrade size, parallel or at right angles to main reinforcement.  
Where at right angles to reinforcement, place conduit close to slab support.  Secure raceways 
to reinforcement at maximum 10-footntervals. 

2. Arrange raceways to cross building expansion joints at right angles with expansion fittings. 
3. Arrange raceways to keep a minimum of 1 inch of concrete cover in all directions. 
4. Do not embed threadless fittings in concrete unless specifically approved by Architect for each 

specific location. 

J. Stub-ups to Above Recessed Ceilings: 

1. Use EMT or RMC for raceways. 
2. Use a conduit bushing or insulated fitting to terminate stub-ups not terminated in hubs or in an 

enclosure. 

K. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions:  Apply listed 
compound to threads of raceway and fittings before making up joints.  Follow compound 
manufacturer's written instructions. 

L. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings to 
protect conductors including conductors smaller than No. 4 AWG. 

M. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes or 
cabinets.  Install bushings on conduits up to 1-1/4-inchtrade size and insulated throat metal 
bushings on 1-1/2-inchtrade size and larger conduits terminated with locknuts.  Install insulated 
throat metal grounding bushings on service conduits. 

N. Install raceways square to the enclosure and terminate at enclosures with locknuts.  Install 
locknuts hand tight plus 1/4 turn more. 

O. Do not rely on locknuts to penetrate nonconductive coatings on enclosures.  Remove coatings in 
the locknut area prior to assembling conduit to enclosure to assure a continuous ground path. 

P. Cut conduit perpendicular to the length.  For conduits 2-inchtrade size and larger, use roll cutter or 
a guide to make cut straight and perpendicular to the length. 
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Q. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not less 
than 200-lbtensile strength.  Leave at least 12 inches of slack at each end of pull wire.  Cap 
underground raceways designated as spare above grade alongside raceways in use. 

R. Surface Raceways: 

1. Install surface raceway with a minimum 2-inch radius control at bend points. 
2. Secure surface raceway with screws or other anchor-type devices at intervals not exceeding 

48 inchesand with no less than two supports per straight raceway section.  Support surface 
raceway according to manufacturer's written instructions.  Tape and glue are not acceptable 
support methods. 

S. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with 
listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a 
blank cover plate having a finish similar to that of adjacent plates or surfaces.  Install raceway 
sealing fittings according to NFPA 70. 

T. Install devices to seal raceway interiors at accessible locations.  Locate seals so no fittings or 
boxes are between the seal and the following changes of environments.  Seal the interior of all 
raceways at the following points: 

1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated spaces. 
2. Where an underground service raceway enters a building or structure. 
3. Where otherwise required by NFPA 70. 

U. Comply with manufacturer's written instructions for solvent welding RNC and fittings. 

V. Expansion-Joint Fittings: 

1. Install in each run of aboveground RNC that is located where environmental temperature 
change may exceed 30 deg F and that has straight-run length that exceeds 25 feet. Install in 
each run of aboveground RMC and EMT conduit that is located where environmental 
temperature change may exceed 100 deg F and that has straight-run length that exceeds 100 
feet 

2. Install type and quantity of fittings that accommodate temperature change listed for each of the 
following locations: 

a. Outdoor Locations Not Exposed to Direct Sunlight:  125 deg F temperature change. 
b. Outdoor Locations Exposed to Direct Sunlight:  155 deg F temperature change. 
c. Indoor Spaces Connected with Outdoors without Physical Separation:  125 deg F 

temperature change. 
d. Attics:  135 deg F temperature change. 

3. Install fitting(s) that provide expansion and contraction for at least 0.00041 inch per foot of 
length of straight run per deg F of temperature change for PVC conduits.  Install fitting(s) that 
provide expansion and contraction for at least 0.000078 inch per foot of length of straight run 
per deg F of temperature change for metal conduits. 

W. Install expansion fittings at all locations where conduits cross building or structure expansion 
joints.  Install each expansion-joint fitting with position, mounting, and piston setting selected 
according to manufacturer's written instructions for conditions at specific location at time of 
installation.  Install conduit supports to allow for expansion movement. 
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X. Flexible Conduit Connections:  Comply with NEMA RV 3.  Use a maximum of 72 inches of flexible 
conduit for recessed and semirecessed luminaires, equipment subject to vibration, noise 
transmission, or movement; and for transformers and motors. 

1. Use LFMC in damp or wet locations subject to severe physical damage. 
2. Use LFMC or LFNC in damp or wet locations not subject to severe physical damage. 

Y. Mount boxes at heights indicated on Drawings.  If mounting heights of boxes are not individually 
indicated, give priority to ADA requirements.  Install boxes with height measured to center of box 
unless otherwise indicated. 

Z. Recessed Boxes in Masonry Walls:  Saw-cut opening for box in center of cell of masonry block, 
and install box flush with surface of wall.  Prepare block surfaces to provide a flat surface for a 
raintight connection between box and cover plate or supported equipment and box. 

AA. Horizontally separate boxes mounted on opposite sides of walls so they are not in the same 
vertical channel. 

BB. Locate boxes so that cover or plate will not span different building finishes. 

CC. Support boxes of three gangs or more from more than one side by spanning two framing members 
or mounting on brackets specifically designed for the purpose. 

DD. Fasten junction and pull boxes to or support from building structure.  Do not support boxes by 
conduits. 

EE.     Set metal floor boxes level and flush with finished floor surface.  Set nonmetallic floor     boxes 
level.  Trim after installation to fit flush with finished floor surface. 

3.03 INSTALLATION OF UNDERGROUND CONDUIT 

A. Direct-Buried Conduit: 

1. Excavate trench bottom to provide firm and uniform support for conduit.  Prepare trench 
bottom as specified in Division 3 "Earth Moving" for pipe less than 6 inches in nominal 
diameter. 

2. Install backfill as specified in Division 3 "Earth Moving." 
3. After installing conduit, backfill and compact.  Start at tie-in point, and work toward end of 

conduit run, leaving conduit at end of run free to move with expansion and contraction as 
temperature changes during this process.  Firmly hand tamp backfill around conduit to provide 
maximum supporting strength.  After placing controlled backfill to within 12 inches of finished 
grade, make final conduit connection at end of run and complete backfilling with normal 
compaction as specified in Section 31 2000 "Earth Moving." 

4. Install manufactured rigid steel conduit elbows for stub-ups at poles, equipment, and at all 
building floor penetrations. 

a. Couple steel conduits to ducts with adapters designed for this purpose, and encase 
coupling with 3 inches of concrete for a minimum of 12 inches on each side of the 
coupling. 

b. For stub-ups at equipment mounted on outdoor concrete bases and where conduits 
penetrate building foundations, extend steel conduit horizontally a minimum of 60 inches 
from edge of foundation or equipment base.  Install insulated grounding bushings on 
terminations at equipment. 
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c. All rigid steel conduit elbows shall be wrapped with Scotchwrap #50 corrosion protection 
tape. 

5. Underground Warning Tape:  Comply with requirements in Section 26 0553 "Identification for 
Electrical Systems." 

3.04 INSTALLATION OF UNDERGROUND HANDHOLES AND BOXES 

A. Install handholes and boxes level and plumb and with orientation and depth coordinated with 
connecting conduits to minimize bends and deflections required for proper entrances. 

B. Unless otherwise indicated, support units on a level bed of crushed stone or gravel, graded from 
1/2-inchsieve to No. 4sieve and compacted to same density as adjacent undisturbed earth. 

C. Elevation:  In paved areas, set so cover surface will be flush with finished grade.  Set covers of 
other enclosures 1 inch above finished grade. 

D. Install handholes with bottom below frost line below grade. 

E. Install removable hardware, including pulling eyes, cable stanchions, cable arms, and insulators, 
as required for installation and support of cables and conductors and as indicated.  Select arm 
lengths to be long enough to provide spare space for future cables but short enough to preserve 
adequate working clearances in enclosure. 

F. Field-cut openings for conduits according to enclosure manufacturer's written instructions.  Cut 
wall of enclosure with a tool designed for material to be cut.  Size holes for terminating fittings to 
be used, and seal around penetrations after fittings are installed. 

3.05 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.  Comply with 
requirements in Section 26 0544 "Sleeves and Sleeve Seals for Electrical Raceways and Cabling." 

3.06 FIRESTOPPING 

A. Install firestopping at penetrations of fire-rated floor and wall assemblies.  Comply with 
requirements in Section 07 8413 "Penetration Firestopping." 

3.07 PROTECTION 

A. Protect coatings, finishes, and cabinets from damage and deterioration. 

1. Repair damage to galvanized finishes with zinc-rich paint recommended by manufacturer. 
2. Repair damage to PVC coatings or paint finishes with matching touchup coating 

recommended by manufacturer. 

END. 
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SECTION 26 0544 

SLEEVES FOR RACEWAYS AND CABLING 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Sleeves for raceway and cable penetration of non-fire-rated construction walls and floors. 
2. Grout. 

B. Related Requirements: 

1. Division 7 Section "Through-Penetration Firestop Systems" for penetration firestopping 
installed in fire-resistance-rated walls, horizontal assemblies, and smoke barriers, with and 
without penetrating items. 

PART 2 - PRODUCTS 

2.01 SLEEVES 

A. Wall Sleeves: 

1. Steel Pipe Sleeves:  ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc coated, plain 
ends. 

2. Cast-Iron Pipe Sleeves:  Cast or fabricated "wall pipe," equivalent to ductile-iron pressure 
pipe, with plain ends and integral waterstop unless otherwise indicated. 

B. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies:  Galvanized-steel 
sheet; 0.0239-inch minimum thickness; round tube closed with welded longitudinal joint, with tabs 
for screw-fastening the sleeve to the board. 

2.02 GROUT 

A. Description:  Nonshrink; recommended for interior and exterior sealing openings in non-fire-rated 
walls or floors. 

B. Standard:  ASTM C 1107/C 1107M, Grade B, post-hardening and volume-adjusting, dry, 
hydraulic-cement grout. 

C. Design Mix:  5000-psi, 28-day compressive strength. 

D. Packaging:  Premixed and factory packaged. 
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PART 3 - EXECUTION 

3.01 SLEEVE INSTALLATION FOR NON-FIRE-RATED ELECTRICAL PENETRATIONS 

A. Comply with NECA 1. 

B. Comply with NEMA VE 2 for cable tray and cable penetrations. 

C. Sleeves for Conduits Penetrating Above-Grade Non-Fire-Rated Concrete and Masonry-Unit Floors 
and Walls: 

1. Interior Penetrations of Non-Fire-Rated Walls and Floors: 

a. Seal annular space between sleeve and raceway or cable, using joint sealant appropriate 
for size, depth, and location of joint.  Comply with requirements in Division 7 Section "Joint 
Sealants." 

b. Seal space outside of sleeves with mortar or grout.  Pack sealing material solidly between 
sleeve and wall so no voids remain.  Tool exposed surfaces smooth; protect material while 
curing. 

2. Use pipe sleeves unless penetration arrangement requires rectangular sleeved opening. 
3. Size pipe sleeves to provide 1/4-inch annular clear space between sleeve and raceway or 

cable unless sleeve seal is to be installed. 
4. Install sleeves for wall penetrations unless core-drilled holes or formed openings are used.  

Install sleeves during erection of walls.  Cut sleeves to length for mounting flush with both 
surfaces of walls.  Deburr after cutting. 

D. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies: 

1. Use circular metal sleeves unless penetration arrangement requires rectangular sleeved 
opening. 

2. Seal space outside of sleeves with approved joint compound for gypsum board assemblies. 

E. Roof-Penetration Sleeves:  Seal penetration of individual raceways and cables with flexible boot-
type flashing units applied in coordination with roofing work. 

F. Aboveground, Exterior-Wall Penetrations: Seal penetrations using steel pipe sleeves and 
mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between pipe 
and sleeve for installing mechanical sleeve seals. 

G. Underground, Exterior-Wall and Floor Penetrations:  Install cast-iron pipe sleeves.  Size sleeves to 
allow for 1-inch annular clear space between raceway or cable and sleeve for installing sleeve-
seal system. 

END. 
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SECTION 26 0553 

ELECTRICAL IDENTIFICATION 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Identification for raceways. 
2. Identification of power and control cables. 
3. Identification for conductors. 
4. Underground-line warning tape. 
5. Warning labels and signs. 
6. Equipment identification labels. 

1.02 SUBMITTALS REQUIRED 

A. Product Data:  For each electrical identification product indicated. 

B. Samples:  For each type of label and sign to illustrate size, colors, lettering style, mounting 
provisions, and graphic features of identification products. 

1.03 QUALITY ASSURANCE 

A. Comply with ANSI A13.1. 

B. Comply with NFPA 70. 

C. Comply with 29 CFR 1910.144 and 29 CFR 1910.145. 

D. Comply with ANSI Z535.4 for safety signs and labels. 

E. Adhesive-attached labeling materials, including label stocks, laminating adhesives, and inks used 
by label printers, shall comply with UL 969. 

1.04 COORDINATION 

A. Coordinate identification names, abbreviations, colors, and other features with requirements in 
other Sections requiring identification applications, Drawings, Shop Drawings, manufacturer's 
wiring diagrams, and the Operation and Maintenance Manual; and with those required by codes, 
standards, and 29 CFR 1910.145.  Use consistent designations throughout Project. 

B. Coordinate installation of identifying devices with completion of covering and painting of surfaces 
where devices are to be applied. 

C. Coordinate installation of identifying devices with location of access panels and doors. 
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D. Install identifying devices before installing acoustical ceilings and similar concealment. 

PART 2 - PRODUCTS 

2.01 CONDUCTOR IDENTIFICATION MATERIALS 

A. Color-Coding Conductor Tape:  Colored, self-adhesive vinyl tape not less than 3 mils thick by 1 to 
2 inches wide. 

2.02 UNDERGROUND-LINE WARNING TAPE 

A. Tape: 

1. Recommended by manufacturer for the method of installation and suitable to identify and 
locate underground electrical and communications utility lines. 

2. Printing on tape shall be permanent and shall not be damaged by burial operations. 
3. Tape material and ink shall be chemically inert, and not subject to degrading when exposed to 

acids, alkalis, and other destructive substances commonly found in soils. 

B. Color and Printing: 

1. Comply with ANSI Z535.1 through ANSI Z535.5. 
2. Inscriptions for Red-Colored Tapes:  ELECTRIC LINE, HIGH VOLTAGE. 
3. Inscriptions for Orange-Colored Tapes:  TELEPHONE CABLE, CATV CABLE, 

COMMUNICATIONS CABLE, OPTICAL FIBER CABLE. 

2.03 WARNING LABELS AND SIGNS 

A. Comply with NFPA 70 and 29 CFR 1910.145. 

B. Self-Adhesive Warning Labels:  Factory-printed, multicolor, pressure-sensitive adhesive labels, 
configured for display on front cover, door, or other access to equipment unless otherwise 
indicated. 

C. Warning label and sign shall include, but are not limited to, the following legends: 

1. Multiple Power Source Warning:  "DANGER - ELECTRICAL SHOCK HAZARD - EQUIPMENT 
HAS MULTIPLE POWER SOURCES." 

2.04 EQUIPMENT IDENTIFICATION LABELS 

A. Engraved, Laminated Acrylic or Melamine Label:  Punched or drilled for screw mounting.  White 
letters on a black background.  Minimum letter height shall be 3/8 inch 

2.05 CABLE TIES 

A. General-Purpose Cable Ties: Fungus inert, self extinguishing, one piece, self locking, Type 6/6 
nylon. 
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1. Minimum Width: 3/16 inch. 
2. Tensile Strength at 73 deg F, According to ASTM D 638: 12,000 psi. 
3. Temperature Range: Minus 40 to plus 185 deg F. 
4. Color: Black except where used for color-coding. 

B. UV-Stabilized Cable Ties: Fungus inert, designed for continuous exposure to exterior sunlight, self 
extinguishing, one piece, self locking, Type 6/6 nylon. 

1. Minimum Width: 3/16 inch. 
2. Tensile Strength at 73 deg F, According to ASTM D 638: 12,000 psi. 
3. Temperature Range: Minus 40 to plus 185 deg F. 
4. Color: Black. 

C. Plenum-Rated Cable Ties: Self extinguishing, UV stabilized, one piece, self locking. 

1. Minimum Width: 3/16 inch. 
2. Tensile Strength at 73 deg F, According to ASTM D 638: 7000 psi. 
3. UL 94 Flame Rating: 94V-0. 
4. Temperature Range: Minus 50 to plus 284 deg F. 
5. Color: Black. 

2.06 MISCELLANEOUS IDENTIFICATION PRODUCTS 

A. Paint:  Comply with requirements in Division 9 painting Sections for paint materials and application 
requirements.  Select paint system applicable for surface material and location (exterior or 
interior). 

B. Fasteners for Labels and Signs:  Self-tapping, stainless-steel screws or stainless-steel machine 
screws with nuts and flat and lock washers. 

PART 3 - EXECUTION 

3.01 INSTALLATION 

A. Verify identity of each item before installing identification products. 

B. Location:  Install identification materials and devices at locations for most convenient viewing 
without interference with operation and maintenance of equipment. 

C. Apply identification devices to surfaces that require finish after completing finish work. 

D. Self-Adhesive Identification Products:  Clean surfaces before application, using materials and 
methods recommended by manufacturer of identification device. 

E. Attach signs and plastic labels that are not self-adhesive type with mechanical fasteners 
appropriate to the location and substrate. 

F. Cable Ties: For attaching tags. Use general-purpose type, except as listed below: 

1. Outdoors: UV-stabilized nylon. 
2. In Spaces Handling Environmental Air: Plenum rated. 
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G. Underground-Line Warning Tape:  During backfilling of trenches install continuous underground-
line warning tape directly above line at 6 to 8 inches below finished grade.  Use multiple tapes 
where width of multiple lines installed in a common trench or concrete envelope exceeds 16 
inches overall. 

H. Painted Identification:  Comply with requirements in Division 9 painting Sections for surface 
preparation and paint application. 

3.02 IDENTIFICATION SCHEDULE 

A. Accessible Raceways and Cables within Buildings:  Identify the covers of all junction and pull 
boxes of the following systems with self-adhesive vinyl labels with the wiring system legend and 
system voltage.  Junction boxes containing line voltage wiring shall include panel and circuit 
designation (ex. HA - 1,3,5 or LA – 2,4,6).  

B.  System legends shall be as follows: 

1. Emergency Power. 
2. Power. 
3. Lighting 
4. Fire Alarm System 
5. Intrusion Alarm System 

C. Install instructional sign including the color-code for grounded and ungrounded conductors using 
adhesive-film-type labels. 

D. Auxiliary Electrical Systems Conductor Identification:  Identify field-installed alarm, control, and 
signal connections. 

1. Identify conductors, cables, and terminals in enclosures and at junctions, terminals, and pull 
points.  Identify by system and circuit designation. 

2. Use system of marker tape designations that is uniform and consistent with system used by 
manufacturer for factory-installed connections. 

3. Coordinate identification with Project Drawings, manufacturer's wiring diagrams, and the 
Operation and Maintenance Manual. 

E. Locations of Underground Lines:  Identify with underground-line warning tape for power, lighting, 
communication, and control wiring and optical fiber cable. 

1. Limit use of underground-line warning tape to direct-buried cables. 
2. Install underground-line warning tape for both direct-buried cables and cables in raceway. 

F. Warning Labels for Indoor Cabinets, Boxes, and Enclosures for Power and Lighting:  Self-
adhesive warning labels. 

1. Comply with 29 CFR 1910.145. 
2. Identify system voltage with black letters on an orange background. 
3. Apply to exterior of door, cover, or other access. 
4. For equipment with multiple power or control sources, apply to door or cover of equipment 

including, but not limited to, the following: 

a. Power transfer switches. 
b. Controls with external control power connections. 
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G. Emergency Operating Instruction Signs:  Install instruction signs with white legend on a red 
background with minimum 3/8-inchigh letters for emergency instructions at equipment used for 
power transfer. 

H. Equipment Identification Labels:  On each unit of equipment, install unique designation label that is 
consistent with wiring diagrams, schedules, and the Operation and Maintenance Manual.  Apply 
labels to disconnect switches and protection equipment, central or master units, control panels, 
control stations, terminal cabinets, and racks of each system.  Systems include power, lighting, 
control, communication, signal, monitoring, and alarm systems unless equipment is provided with 
its own identification. 

1. Labeling Instructions: 

a. Indoor Equipment:     Engraved, laminated acrylic or melamine label.  Unless otherwise 
indicated, provide a single line of text with 1/2-inchigh letters on 1-1/2-inchigh label; where 
two lines of text are required, use labels 2 inches high. 

b. Outdoor Equipment:  Engraved, laminated acrylic or melamine label. 
c. Elevated Components:  Increase sizes of labels and letters to those appropriate for 

viewing from the floor. 
d. Unless provided with self-adhesive means of attachment, fasten labels with appropriate 

mechanical fasteners that do not change the NEMA or NRTL rating of the enclosure. 

2. Equipment to Be Labeled: 

a. Panelboards:  Typewritten directory of circuits in the location provided by panelboard 
manufacturer.  Panelboard identification shall be engraved, laminated acrylic or melamine 
label. 

b. Enclosures and electrical cabinets. 
c. Switchboards. 
d. Transformers:  Label that includes tag designation shown on Drawings for the transformer, 

feeder, and panelboards or equipment supplied by the secondary. 
e. Emergency system boxes and enclosures. 
f. Enclosed switches. 
g. Enclosed circuit breakers. 
h. Power transfer equipment. 
i. Power-generating units. 
j. Monitoring and control equipment. 
k. Junction boxes 

END. 
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SECTION 26 2726 

WIRING DEVICES 

PART 1 - GENERAL 

1.01 SUMMARY 

A. This Section includes the following: 

1. Receptacles, receptacles with integral GFCI, and associated device plates. 
2. Twist-locking receptacles. 
3. Toggle switches and wall-box dimmers. 
4. Pendant cord-connector devices. 
5. Cord and plug sets. 
6. Floor service outlets, poke-through assemblies, service poles, and multioutlet 

assemblies. 

B. Related Sections include the following: 

1. Division 27 Section "Data Voice Cabling" for workstation outlets. 

1.02 DEFINITIONS 

A. EMI:  Electromagnetic interference. 

B. GFCI:  Ground-fault circuit interrupter. 

C. Pigtail:  Short lead used to connect a device to a branch-circuit conductor. 

D. RFI:  Radio-frequency interference. 

1.03 ADMINISTRATIVE REQUIREMENTS 

A. Coordination: 

1. Receptacles for Owner-Furnished Equipment: Match plug configurations. 
2. Cord and Plug Sets: Match equipment requirements. 

1.04 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: List of legends and description of materials and process used for 
premarking wall plates. 
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1.05 CLOSEOUT DOCUMENTS 

A. Operation and Maintenance Data: For wiring devices to include in all manufacturers' 
packing-label warnings and instruction manuals that include labeling conditions. 

1.06 QUALITY ASSURANCE 

A. Source Limitations:  Obtain each type of wiring device and associated wall plate through 
one source from a single manufacturer.  Insofar as they are available, obtain all wiring 
devices and associated wall plates from a single manufacturer and one source. 

B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in 
NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, 
and marked for intended use. 

C. Comply with NFPA 70. 

PART 2 - PRODUCTS 

2.01 MANUFACTURERS 

A. Manufacturers' Names:  Shortened versions (shown in parentheses) of the following 
manufacturers' names are used in other Part 2 articles: 

1. Cooper Wiring Devices; a division of Cooper Industries, Inc. (Cooper). 
2. Hubbell Incorporated; Wiring Device-Kellems (Hubbell). 
3. Leviton Mfg. Company Inc. (Leviton). 
4. Pass & Seymour/Legrand; Wiring Devices & Accessories (Pass & Seymour). 

2.02 GENERAL WIRING-DEVICE REQUIREMENTS 

A. Wiring Devices, Components, and Accessories:  Listed and labeled as defined in 
NFPA 70, by a qualified testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

C. Devices that are manufactured for use with modular plug-in connectors may be substituted 
under the following conditions: 

1. Connectors shall comply with UL 2459 and shall be made with stranding building wire. 
2. Devices shall comply with the requirements in this Section. 

2.03 STRAIGHT BLADE RECEPTACLES 

A. Convenience Receptacles, Specification Grade, Tamper Resistant, 125 V, 20 A:  Comply 
with NEMA WD 1, NEMA WD 6 configuration 5-20R, and UL 498. 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Cooper:  TR5362 
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b. Hubbell: 5352TR 
c. Leviton:  5352TR 
d. Pass & Seymour:  5362TR 

2.04 GFCI RECEPTACLES 

A. General Description: 

1. Straight blade, non-feed-through type, tamper resistant. 
2. Comply with NEMA WD 1, NEMA WD 6, UL 498, UL 943 Class A, and FS W-C-596. 
3. Include indicator light that shows when the GFCI has malfunctioned and no longer 

provides proper GFCI protection. 

B. Duplex GFCI Convenience Receptacles, Specification Grade, 125 V, 20 A, tamper 
resistant: 

1. Products:  Subject to compliance with requirements, provide one of the following: 
a. Cooper:  VGF20TR 
b. Hubbell:  GFTR20 
c. Leviton:  M7899TR 
d. Pass & Seymour:  2095TR 

2.05 TWIST-LOCKING RECEPTACLES 

A. Single Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, NEMA WD 6 
configuration L5-20R, and UL 498. 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Cooper; CWL520R. 
b. Hubbell; HBL2310. 
c. Leviton; 2310. 
d. Pass & Seymour; L520-R. 

2.06 PENDANT CORD-CONNECTOR DEVICES 

A. Description: 

1. Matching, locking-type plug and receptacle body connector. 
2. NEMA WD 6 Configurations L5-20P and L5-20R, heavy-duty grade, and FS W-C-596. 
3. Body:  Nylon, with screw-open, cable-gripping jaws and provision for attaching 

external cable grip. 
4. External Cable Grip:  Woven wire-mesh type made of high-strength, galvanized-steel 

wire strand, matched to cable diameter, and with attachment provision designed for 
corresponding connector. 

2.07 CORD AND PLUG SETS 

A. Description: 

1. Match voltage and current ratings and number of conductors to requirements of 
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equipment being connected. 
2. Cord:  Rubber-insulated, stranded-copper conductors, with Type SOW-A jacket; with 

green-insulated grounding conductor and ampacity of at least 130 percent of the 
equipment rating. 

3. Plug:  Nylon body and integral cable-clamping jaws.  Match cord and receptacle type 
for connection. 

2.08 TOGGLE SWITCHES 

A. Comply with NEMA WD 1, UL 20, and FS W-S-896. 

B. Switches, 120/277 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide one of the following: 

1) Single Pole: 
a) Cooper:  CSB120 
b) Hubbell:  CSB120 
c) Leviton:  CSB1-20 
d) Pass & Seymour:  CSB20AC1. 

2) Two Pole: 
a) Cooper:  CSB220 
b) Hubbell:  CSB220 
c) Leviton:  CSB2-20 
d) Pass & Seymour; CSB20AC2. 

3) Three Way: 
a) Cooper:  CSB320 
b) Hubbell:  CSB320 
c) Leviton:  CSB3-20 
d) Pass & Seymour; CSB20AC3. 

4) Four Way: 
a) Cooper:  CSB420 
b) Hubbell:  CSB420 
c) Leviton:  CSB4-20 
d) Pass & Seymour; CSB20AC4. 

C. Pilot Light Switches, 20 A: 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Cooper; AH1221PL for 120 and 277 V. 
b. Hubbell; HBL1201PL for 120 and 277 V. 
c. Leviton:  1221-PLR. 
d. Pass & Seymour; PS20AC1RPL for 120 V, PS20AC1RPL7 for 277 V. 

2. Description:  Single pole, with neon-lighted handle, illuminated when switch is "ON." 

D. Key-Operated Switches, 120/277 V, 20 A: 

1. Products:  Subject to compliance with requirements, provide one of the following: 
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a. Cooper; AH1221L. 
b. Hubbell; HBL1221L. 
c. Leviton; 1221-2L. 
d. Pass & Seymour; PS20AC1-L. 

2. Description:  Single pole, with factory-supplied key in lieu of switch handle. 

E. Single-Pole, Double-Throw, Momentary Contact, Center-Off Switches, 120/277 V, 20 A; 
for use with mechanically held lighting contactors. 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Cooper; 1995. 
b. Hubbell; HBL1557. 
c. Leviton; 1257. 
d. Pass & Seymour; 1251. 

F. Key-Operated, Single-Pole, Double-Throw, Momentary Contact, Center-Off Switches, 
120/277 V, 20 A; for use with mechanically held lighting contactors, with factory-supplied 
key in lieu of switch handle. 

1. Products:  Subject to compliance with requirements, provide one of the following: 

a. Cooper; 1995L. 
b. Hubbell; HBL1557L. 
c. Leviton; 1257L. 
d. Pass & Seymour; 1251L. 

2.09 WALL-BOX DIMMERS 

A. Dimmer Switches:  Modular, full-wave, solid-state units with integral, quiet on-off switches, 
with audible frequency and EMI/RFI suppression filters. 

B. Control:  Continuously adjustable slider; with single-pole or three-way switching.  Comply 
with UL 1472. 

C. LED Dimmer Switches:  Modular; compatible with LED driver; trim potentiometer to adjust 
low-end dimming; dimmer-driver combination capable of consistent dimming with low end 
not greater than 10 percent of full brightness. 

2.10 WALL PLATES 

A. Single and combination types to match corresponding wiring devices. 

1. Plate-Securing Screws:  Metal with head color to match plate finish. 
2. Material for Finished Spaces:  0.035 inch-thick, over-sized “jumbo” satin finished 

stainless steel. 
3. Material for Unfinished Spaces:  0.035 inch-thick, over-sized “jumbo” satin finished 

stainless steel.  
4. Material for Damp Locations:  Cast aluminum with spring-loaded lift cover, and listed 

and labeled for use in "wet locations." 

B. Wet-Location, Weatherproof Cover Plates:  NEMA 250, complying with type 3R weather-
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resistant, die-cast aluminum with lockable cover. 

2.11 FLOOR SERVICE FITTINGS 

A. Type:  Modular, flush-type, dual-service units suitable for wiring method used. 

B. Compartments:  Barrier separates power from voice and data communication cabling. 

C. Service Plate:  Rectangular, die-cast aluminum with satin finish. 

D. Power Receptacle:  NEMA WD 6 configuration 5-20R, gray finish, unless otherwise 
indicated. 

E. Voice and Data Communication Outlet:  Blank cover with bushed cable opening Two 
modular, keyed, color-coded, RJ-45 Category 5e jacks for UTP cable. 

2.12 FINISHES 

A. Color:  Wiring device catalog numbers in Section Text do not designate device color. 

1. Wiring Devices Connected to Normal Power System:  Gray, unless otherwise 
indicated or required by NFPA 70 or device listing. Provide brown devices shown on 
stained wood surfaces. Coordinate with Architectural surface finish infrastructure.  

2. Wiring Devices Connected to Emergency Power System:  Red  

PART 3 - EXECUTION 

3.01 INSTALLATION 

A. Comply with NECA 1, including the mounting heights listed in that standard, unless 
otherwise noted. 

B. Coordination with Other Trades: 

1. Take steps to ensure that devices and their boxes are protected.  Do not place wall 
finish materials over device boxes and do not cut holes for boxes with routers that are 
guided by riding against outside of the boxes. 

2. Keep outlet boxes free of plaster, drywall joint compound, mortar, cement, concrete, 
dust, paint, and other material that may contaminate the raceway system, conductors, 
and cables. 

3. Install device boxes in brick or block walls so that the cover plate does not cross a 
joint unless the joint is troweled flush with the face of the wall. 

4. Install wiring devices after all wall preparation, including painting, is complete. 

C. Conductors: 

1. Do not strip insulation from conductors until just before they are spliced or terminated 
on devices. 

2. Strip insulation evenly around the conductor using tools designed for the purpose.  
Avoid scoring or nicking of solid wire or cutting strands from stranded wire. 

3. The length of free conductors at outlets for devices shall meet provisions of NFPA 70, 
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Article 300, without pigtails. 
4. Existing Conductors: 

a. Cut back and pigtail, or replace all damaged conductors. 
b. Straighten conductors that remain and remove corrosion and foreign matter. 
c. Pigtailing existing conductors is permitted provided the outlet box is large enough. 

D. Device Installation: 

1. Replace all devices that have been in temporary use during construction or that show 
signs that they were installed before building finishing operations were complete. 

2. Keep each wiring device in its package or otherwise protected until it is time to 
connect conductors. 

3. Do not remove surface protection, such as plastic film and smudge covers, until the 
last possible moment. 

4. Connect devices to branch circuits using pigtails that are not less than 6 inches in 
length. 

5. Use side wiring with binding-head screw terminals.  Wrap solid conductor tightly 
clockwise, 2/3 to 3/4 of the way around terminal screw. 

6. Use a torque screwdriver when a torque is recommended or required by the 
manufacturer. 

7. When conductors larger than No. 12 AWG are installed on 15- or 20-A circuits, splice 
No. 12 AWG pigtails for device connections. 

8. Tighten unused terminal screws on the device. 
9. When mounting into metal boxes, remove the fiber or plastic washers used to hold 

device mounting screws in yokes, allowing metal-to-metal contact. 

E. Receptacle Orientation: 

1. Install ground pin of vertically mounted receptacles down, and on horizontally 
mounted receptacles to the right. 

F. Device Plates:  Use oversized or jumbo plates.  Repair wall finishes and remount outlet 
boxes when standard device plates do not fit flush or do not cover rough wall opening. 

G. Dimmers: 

1. Install dimmers within terms of their listing. 
2. Install unshared neutral conductors on line and load side of dimmers according to 

manufacturers' device listing conditions in the written instructions. 

H. Arrangement of Devices:  Unless otherwise indicated, mount flush, with long dimension 
vertical and with grounding terminal of receptacles on top.  Group adjacent switches under 
single, multigang wall plates. 

I. Adjust locations of floor service outlets and service poles to suit arrangement of partitions 
and furnishings. 

3.02 IDENTIFICATION 

A. Comply with Division 26 Section "Electrical Identification." 

1. Receptacles:  Identify panelboard and circuit number from which served.  Use hot, 
stamped or engraved machine printing with black-filled lettering on face of plate, and 
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durable wire markers or tags inside outlet boxes. 

3.03 FIELD QUALITY CONTROL 

A. Perform tests and inspections and prepare test reports. 

1. Test Instruments:  Use instruments that comply with UL 1436. 
2. Test Instrument for Convenience Receptacles:  Digital wiring analyzer with digital 

readout or illuminated LED indicators of measurement. 

B. Tests for Convenience Receptacles: 

1. Line Voltage:  Acceptable range is 105 to 132 V. 
2. Percent Voltage Drop under 15-A Load:  A value of 6 percent or higher is not 

acceptable. 
3. Ground Impedance:  Values of up to 2 ohms are acceptable. 
4. GFCI Trip:  Test for tripping values specified in UL 1436 and UL 943. 
5. Using the test plug, verify that the device and its outlet box are securely mounted. 
6. The tests shall be diagnostic, indicating damaged conductors, high resistance at the 

circuit breaker, poor connections, inadequate fault current path, defective devices, or 
similar problems.  Correct circuit conditions, remove malfunctioning units and replace 
with new ones, and retest as specified above. 

C. Wiring device will be considered defective if it does not pass tests and inspections. 

D. Prepare test and inspection reports. 

END. 
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SECTION 26 5116 

LED LIGHTING 

PART 1 - GENERAL 

1.01 SUMMARY 

A. Section Includes: 

1. Interior, Exterior luminaires, LED module, and drivers. 
2. Luminaire supports. 

1.02 DEFINITIONS 

A. CCT: Correlated color temperature. 

B. CRI: Color Rendering Index. 

C. IP: International Protection or Ingress Protection Rating 

D. Lumen: Measured output of lamp and luminaire, or both. 

E. Luminaire: Complete lighting unit, including lamp, reflector, and housing. 

1.03 SUBMITTALS REQUIRED 

A. Product Data: For each type of product. 

1. Arrange in order of luminaire designation. 
2. Include data on features, accessories, and finishes. 
3. Include physical description and dimensions of luminaires. 
4. Include life, output (lumens, CCT, and CRI), and energy efficiency data. 
5. Include photometric data and adjustment factors based on laboratory tests, complying with 

IESNA Lighting Measurements Testing and Calculation Guides, of each luminaire type. The 
adjustment factors shall be for lamps, ballasts, and accessories identical to those indicated for 
the luminaire as applied in this Project. 

B. Product Schedule: For luminaires and lamps. Use same designations indicated on Drawings. 

C. Sample warranty. 

1.04 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For luminaires and lighting systems to include in maintenance 
manuals. 

1. Provide a list of all lamp types used on Project; use ANSI and manufacturers' codes. 
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1.05 QUALITY ASSURANCE 

A. Luminaire Photometric Data Testing Laboratory Qualifications: Luminaire manufacturer's 
laboratory is accredited under the NVLAP for Energy Efficient Lighting Products. 

1.06 DELIVERY, STORAGE, AND HANDLING 

A. Protect finishes of exposed surfaces by applying a strippable, temporary protective covering 
before shipping. 

1.07 WARRANTY 

A. Warranty: Manufacturer and Installer agree to repair or replace components of luminaires that fail 
in materials or workmanship within specified warranty period. 
1. LED Warranty Period:  Five year(s) from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.01 GENERAL LUMINAIRE REQUIREMENTS 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a 
qualified testing agency, and marked for intended location and application. 

B. NRTL Compliance: Luminaires for hazardous locations shall be listed and labeled for indicated 
class and division of hazard by an NRTL. 

C. UL Compliance: Comply with UL 1598. 

D. Nominal Operating Voltage: see drawings. 

E. Recessed Luminaires: Comply with NEMA LE 4. 

2.02 LED LUMINARIES 

A. CRI of minimum 80. 

B. Rated lamp life of 50,000 hours. 

C. Lamps dimmable from 100 percent to 10 percent of maximum light output, unless otherwise noted. 

D. Internal driver.  Provide with standard 0-10V dimming. 

2.03 MATERIALS 

A. Metal Parts: 

1. Free of burrs and sharp corners and edges. 
2. Sheet metal components shall be steel unless otherwise indicated. 
3. Form and support to prevent warping and sagging. 
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B. Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage under 
operating conditions, and designed to permit re-lamping without use of tools. Designed to prevent 
doors, frames, lenses, diffusers, and other components from falling accidentally during re-lamping 
and when secured in operating position. 

C. Diffusers and Globes: 

1. Acrylic Diffusers: One hundred percent virgin acrylic plastic, with high resistance to yellowing 
and other changes due to aging, exposure to heat, and UV radiation. 

2. Lens Thickness: At least 0.125 inch minimum unless otherwise indicated. 

D. Factory-Applied Labels: Comply with UL 1598. Include recommended lamps. Locate labels where 
they will be readily visible to service personnel, but not seen from normal viewing angles when 
lamps are in place. 

1. Label shall include the following lamp characteristics: 

a. "USE ONLY" and include specific lamp type. 
b. Lamp diameter, shape, size, wattage, and coating. 
c. CCT and CRI for all luminaires. 

2.04 METAL FINISHES 

A. Variations in finishes are unacceptable in the same piece. Variations in finishes of adjoining 
components are acceptable if they are within the range of approved Samples and if they can be 
and are assembled or installed to minimize contrast. 

2.05 LUMINAIRE SUPPORT COMPONENTS 

A. Comply with requirements in Section 26 0529 "Hangers and Supports for Electrical Systems" for 
channel and angle iron supports and nonmetallic channel and angle supports. 

B. Single-Stem Hangers: 1/2-inch steel tubing with swivel ball fittings and ceiling canopy. Finish shall 
match luminaire. 

C. Wires: ASTM A 641/A 641M, Class 3, soft temper, zinc-coated steel, 12 gage. 

D. Rod Hangers: 3/16-inch minimum diameter, cadmium-plated, threaded steel rod. 

E. Hook Hangers: Integrated assembly matched to luminaire, line voltage, and equipment with 
threaded attachment, cord, and locking-type plug. 

PART 3 - EXECUTION 

3.01 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance of the Work. 

B. Examine roughing-in for luminaire to verify actual locations of luminaire and electrical connections 
before fixture installation. 
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C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.02 TEMPORARY LIGHTING 

A. If approved by the Architect, use selected permanent luminaires for temporary lighting. When 
construction is sufficiently complete, clean luminaires used for temporary lighting and install new 
lamps. 

3.03 INSTALLATION 

A. Comply with NECA 1. 

B. Remote Mounting of Drivers: Distance between the driver and luminaire shall not exceed that 
recommended by driver manufacturer. Verify, with driver manufacturers, maximum distance 
between driver and luminaire. 

C. Install luminaires level, plumb, and square with ceilings and walls unless otherwise indicated. 

D. Coordinate layout and installation of luminaires and suspension system with other construction 
that penetrates ceilings or is supported by them. 

E. Supports: 

1. Sized and rated for luminaire weight. 
2. Able to maintain luminaire position after cleaning and relamping. 
3. Provide support for luminaire without causing deflection of ceiling or wall. 
4. Luminaire mounting devices shall be capable of supporting a horizontal force of 100 percent of 

luminaire weight and vertical force of 400 percent of luminaire weight. 

F. Ceiling-Grid-Mounted Luminaire Supports: Use grid as a support element. 

1. Install ceiling support system rods or wires, independent of the ceiling suspension devices, for 
each luminaire. Locate not more than 6 inches from luminaire corners.  Provide a minimum of 
two wires on opposite corners of fixture 

2. Support Clips: Fasten to luminaires and to ceiling grid members at or near each luminaire 
corner with clips that are UL listed for the application. 

3. Luminaires of Sizes Less Than Ceiling Grid: Install as indicated on reflected ceiling plans or 
center in acoustical panel, and support luminaires independently with at least two 3/4-inch 
metal channels spanning and secured to ceiling tees. 

G. Flush-Mounted Luminaire Support: 

1. Secured to outlet box. 
2. Attached to ceiling structural members at four points equally spaced around circumference of 

luminaire. 
3. Trim ring flush with finished surface. 

H. Wall-Mounted Luminaire Support:  

1. Attached to structural members in walls. 
2. Do not attach luminaires directly to gypsum board. 

I. Suspended Luminaire Support: 
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1. Pendants and Rods: Where longer than 48 inches, brace to limit swinging. 
2. Stem-Mounted, Single-Unit Luminaires: Suspend with twin-stem hangers. Support with 

approved outlet box and accessories that hold stem and provide damping of luminaire 
oscillations. Support outlet box vertically to building structure using approved devices. 

3. Continuous Rows of Luminaires: Use tubing or stem for wiring at one point and tubing, rod or 
wire support for suspension for each unit length of luminaire chassis, including one at each 
end. 

4. Do not use ceiling grid as support for pendant luminaires. Connect support wires or rods to 
building structure. 

J. Comply with requirements in Section 26 0519 "Low-Voltage Electrical Power Conductors and 
Cables" and Section 26 0533 "Raceways and Boxes for Electrical Systems" for wiring connections 
and wiring methods. 

3.04 IDENTIFICATION 

A. Identify system components, wiring, cabling, and terminals. Comply with requirements for 
identification specified in Section 26 0553 "Identification for Electrical Systems." 

3.05 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

B. Operational Test: After installing luminaires, switches, and accessories, and after electrical 
circuitry has been energized, test units to confirm proper operation. 

1. Test for Emergency Lighting: Interrupt power supply to demonstrate proper operation. Verify 
transfer from normal power to emergency power and retransfer to normal. 

C. Luminaire will be considered defective if it does not pass operation tests and inspections. 

D. Prepare test and inspection reports. 

3.06 ADJUSTING 

A. Occupancy Adjustments: When requested within 12 months of date of Substantial Completion, 
provide on-site assistance in adjusting the direction of aim of luminaires to suit occupied 
conditions. Make up to two visits to Project during other-than-normal hours for this purpose. Some 
of this work may be required during hours of darkness. 

1. During adjustment visits, inspect all luminaires. Replace lamps or luminaires that are 
defective. 

2. Parts and supplies shall be manufacturer's authorized replacement parts and supplies. 
3. Adjust the aim of luminaires in the presence of the Architect. 

END. 
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SECTION 323119 
 

HEAVY DUTY ALUMINUM INDUSTRIAL ORNAMENTAL FENCING 
 
 

PART 1 - GENERAL 
1.01 WORK INCLUDED 
The contractor shall provide all labor, materials and appurtenances necessary for installation of the industrial ornamental 
aluminum fence system defined herein at (specify project site). 
 
1.02 RELATED WORK 
Section _ _ _ - Earthwork 
Section _ _ _ - Concrete 
 
1.03 SYSTEM DESCRIPTION 
The manufacturer shall supply a total industrial ornamental aluminum fence system of the Ameristar® Echelon II® (specify 
Classic™, Majestic™, Genesis™ or Invincible™) design.  The system shall include all components (i.e., pickets, rails, posts, 
gates and hardware) required. 
 
1.04 QUALITY ASSURANCE 
The contractor shall provide laborers and supervisors who are thoroughly familiar with the type of construction involved 
and materials and techniques specified. 
 
1.05 REFERENCES 
 ASTM B117 - Practice for Operating Salt-Spray (Fog) Apparatus.   
 ASTM B221 - Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods, Wire, Profiles and 

Tubes.   
 ASTM D523 - Test Method for Specular Gloss.   
 ASTM D822 - Practice for Conducting Tests on Paint and Related Coatings and Materials using Filtered Open-Flame 

Carbon-Arc Light and Water Exposure Apparatus.   
 ASTM D1654 - Test Method for Evaluation of Painted or Coated Specimens Subjected to Corrosive Environments.   
 ASTM D2244 - Test Method for Calculation of Color Differences from Instrumentally Measured Color Coordinates.   
 ASTM D2794 - Test Method for Resistance of Organic Coatings to the Effects of Rapid Deformation (Impact).   
 ASTM D3359 - Test Method for Measuring Adhesion by Tape Test. 
 
1.06 SUBMITTAL 
The manufacturer’s submittal package shall be provided prior to installation. 
 
1.07 PRODUCT HANDLING AND STORAGE 
Upon receipt at the job site, all materials shall be checked to ensure that no damage occurred during shipping or handling. 
Materials shall be stored in such a manner to ensure proper ventilation and drainage, and to protect against damage, 
weather, vandalism and theft. 
 
PART 2 - MATERIALS 
2.01 MANUFACTURER 
The industrial ornamental aluminum fence system shall conform to Ameristar Echelon II, (specify Classic, Majestic, 
Genesis or Invincible) (specify 2-Rail, 3-Rail, 4-Rail, 3-rail with rings, or 4-rail with rings) style manufactured by Ameristar 
Fence Products, Inc., in Tulsa, Oklahoma. 
 
2.02 MATERIAL 
A.  Aluminum material for fence framework (i.e., tubular pickets, rails and posts) shall conform to the requirements of 
ASTM B221.  The aluminum extrusions for posts and rails shall be Alloy and Temper Designation 6005-T52.  The 
aluminum extrusions for pickets shall be Alloy and Temper Designation 6063-T52.  
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B.  The manufactured framework shall be subjected to the Ameristar thermal stratification coating process (high-
temperature, in-line, multi-stage, and multi-layer) including, as a minimum, a six-stage pretreatment/wash and an 
electrostatic spray application of a polyester finish.  The topcoat shall be a “no-mar” TGIC polyester powder coat finish 
with a minimum thickness of 2 mils (0.0508mm).  The color shall be (specify Black, Bronze, White, or Desert Sand).  The 
stratification-coated framework shall be capable of meeting the performance requirements for each quality characteristic 
shown in Table 2. 
 
C.  Material for fence pickets shall be 1" square x 0.062" thick (.125” wall for Invincible) extruded tubing. The cross-
sectional shape of the rails shall conform to the manufacturer's ForeRunner™ design with outside cross-section 
dimensions of 1.75" square.  The top wall and internal web of the rail shall be 0.070" thick; the sidewalls shall be 0.070" 
thick for superior vertical load strength.  Picket holes in the ForeRunner rail shall be spaced 4.715” o.c., except for 
Invincible style 6’ long, which shall be, spaced 4.98” o.c.  Picket retaining rods shall be 0.125” diameter galvanized steel.  
Fence posts and gate posts shall meet the minimum size requirements of Table 1.  High quality PVC grommets shall be 
supplied to seal all picket-to-rail intersections.    
 
D.  Bracket to rail attachments shall be made using specially designed one-way tamperproof security nuts with carriage 
bolt.  Bracket to post connections shall be made using self-drilling hex-head screws. 
 
E.  Aluminum castings shall be used for all rings, post caps, finials, and miscellaneous adornments. 
 
2.03 FABRICATION 
A.  Pickets, rails and posts shall be pre-cut to specified lengths. ForeRunner rails shall be pre-punched to accept pickets. 
 
B.  The rail inner slide shall be fully inserted into the rail outer channel to form the raceway for the internal retaining rod.  
Grommets shall be inserted into the pre-punched holes in the rails, and pickets shall be inserted through the grommets so 
that pre-drilled picket holes align with the internal raceway of the two-part ForeRunner rails. (Note:  This can best be 
accomplished by using an alignment template). Retaining rods shall be inserted into each ForeRunner rail so that they 
pass through the pre-drilled holes in each picket, thus completing the panel assembly. 
 
C.  Completed panels shall be capable of supporting a 300 lb. load (applied at midspan) without permanent deformation.  
Panels shall be biasable to a 25% change in grade. 
 
D.  Gates shall be fabricated using 1.75” sq. reinforced ForeRunner rail material, 2” sq. x .250” gate ends, and 1” sq. x 
.125” pickets.  All rail and upright intersections shall be joined by welding.  All picket and rail intersections shall be joined 
by welding. 
 
PART 3 - EXECUTION 
3.01 PREPARATION 
All new installation shall be laid out by the contractor in accordance with the construction plans. 
 
3.02 FENCE INSTALLATION 
Fence post shall be spaced according to Table 3, plus or minus ½”.  For installations that must be raked to follow sloping 
grades, the post spacing dimension must be measured along the grade.  Fence panels shall be attached to posts with 
brackets supplied by the manufacturer.  Posts shall be set in concrete footers having a minimum depth of 36” (Note:  In 
some cases, local restrictions of freezing weather conditions may require a greater depth).  The “Earthwork” and “Concrete” 
sections of this specification shall govern material requirements for the concrete footer.  Posts setting by other methods such 
as plated posts or grouted core-drilled footers are permissible only if shown by engineering analysis to be sufficient in 
strength for the intended application.   
 
3.03 FENCE INSTALLATION MAINTENANCE 
When cutting/drilling rails or posts adhere to the following steps to seal the exposed surfaces; 1) Remove all metal 
shavings from cut area.  2) Apply custom finish paint matching fence color.  Failure to seal exposed surfaces per steps 1& 
2 above will negate warranty.  Ameristar spray cans or paint pens shall be used to prime and finish exposed surfaces; it is 
recommended that paint pens be used to prevent overspray.  Use of non-Ameristar parts or components will negate the 
manufactures’ warranty. 
 
3.04 GATE INSTALLATION 



 
21006 Lowndes HS Visitor Stadium 
Altman + Barrett Architects 323119-3 
 

Gate posts shall be spaced according to the manufacturers’ gate drawings, dependent on standard out-to-out gate leaf 
dimensions and gate hardware selected.  Type and quantity of gate hinges shall be based on the application; weight, height, 
and number of gate cycles.  The manufacturers’ gate drawings shall identify the necessary gate hardware required for the 
application.  Gate hardware shall be provided by the manufacture of the gate and shall be installed per manufacturer’s 
recommendations. 
 
3.05 CLEANING 
The contractor shall clean the jobsite of excess materials; post-hole excavations shall be scattered uniformly away from 
posts. 
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Table 1 – Minimum Sizes for Echelon II Posts 

Fence Posts Panel Height 
2-1/2” x 2-1/2” x .080” Alum. 
w/ reinforced web 

Up to & Including 6’ Height 

3” x 3” x .120” Alum. Over 6’ Up to & Including 8’ Height 
4” x 4” x .250” Alum. Over 8’ Height Up to 10’ 
 

Gate Leaf 
Gate Height 

Up to & Including 4’ Over 4’ Up to & 
Including 6’ 

Over 6’ Up to & 
Including 8’ 

Over 8’ Up to & 
Including 10’ 

Up to 4’ 3” x 3” x .120” Alum. 4” x 4” x .250 Alum. 
or 3” x 12 Ga. steel 4” x 11 Ga. steel 4” x 11 Ga. steel 

4’1” to 6’ 4” x 4” x .250 Alum. 
or 3” x 12Ga. steel 3” x 12 Ga. steel 4” x 11 Ga. steel 4” x 11 Ga. steel 

6’1” to 8’ 4” x 11 Ga. steel 4” x 11 Ga. steel 4” x 11 Ga. steel 6” x 3/16” steel 
8’1” to 10’ 4” x 11 Ga. steel 4” x 11 Ga. steel 6” x 3/16” steel 6” x 3/16” steel 
10’1” to 12’ 4” x 11 Ga. steel 6” x 3/16” steel 6” x 3/16” steel 6” x 3/16” steel 
12’1” to 14’ 6” x 3/16” steel 6” x 3/16” steel 6” x 3/16” steel 6” x 3/16” steel 
 
 

Table 2 – Coating Performance Requirements 
Quality 
Characteristics 

ASTM Test Method Performance Requirements 

Adhesion D3359 – Method B Adhesion (Retention of Coating) over 90% of test area (Tape 
and knife test). 

Corrosion Resistance B117 & D1654 Corrosion Resistance over 1,000 hours (Scribed per D1654; 
failure mode is accumulation of 1/8” coating loss from scribe 
or medium #8 blisters). 

Impact Resistance D2794 Impact Resistance over 60 inch lb. (Forward impact using 
0.625” ball). 

Weathering 
Resistance 

D822 D2244, D523 (60˚ 
Method) 

Weathering Resistance over 1,000 hours (Failure mode is 
60% loss of gloss or color variance of more than 3 delta-E 
color units). 

 
 

Table 3 – Echelon II – Post Spacing By Bracket Type 
Span For INVINCIBLE® 

8’ Nominal (91.25” Rail) 
For CLASSIC, GENESIS, & MAJESTIC 
8’ Nominal (92.625” Rail) 

Post Size 2-1/2” 3” 2-1/2” 3” 2-1/2” 3” 2-1/2” 3” 
Bracket Type Industrial 

Flat Mount 
(BB301) 

Industrial 
Universal 
(BB302) 

Industrial 
Universal 
(BB303) 

Industrial 
Flat Mount 
(BB301) 

Industrial 
Swivel 

(BB304)* 
Post Settings 
± ½” O.C. 94-1/2” 95” 96” 96.5” 96” 96-1/2” *97.5” *98” 

 
Span For INVINCIBLE® 

6’ Nominal (71.375” 
Rail) 

For CLASSIC, GENESIS, & MAJESTIC 
6’ Nominal (67.75”  Rail) 

Post Size 2-1/2” 3” 2-1/2” 3” 2-1/2” 3” 2-1/2” 3” 
Bracket Type Industrial 

Flat Mount 
(BB301) 

Industrial 
Universal 
(BB302) 

Industrial 
Universal 
(BB303) 

Industrial 
Flat Mount 
(BB301) 

Industrial 
Swivel 

(BB304)* 
Post Settings 
± ½” O.C. 75” 75.5” 71.5” 72” 71.5”” 72” *73” *73.5” 
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*Note:  When using BB304 swivel brackets on either or both ends of a panel installation, care must be taken to ensure 
the spacing between post and adjoining pickets meets applicable codes.  This will require trimming one or both ends of 
the panel. 
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SECTION 323129 
 

HEAVY INDUSTRIAL STEEL ORNAMENTAL GATES 
 
PART 1 – GENERAL 
 
1.01 WORK INCLUDED 
The contractor shall provide all labor, materials and appurtenances necessary for installation of the industrial ornamental 
steel gate system defined herein at (specify project site). 
 
1.02    RELATED WORK 
Section ___  ___  -  Earthwork 
Section ___  ___  - Concrete 
 
1.03 SYSTEM DESCRIPTION 
The manufacturer shall supply a total industrial ornamental steel fence system of the Ameristar® Aegis II Genesis™.  The 
system shall include all components (i.e., pickets, rails, posts, gates and hardware) required. 
 
1.04 QUALITY ASSURANCE 
The contractor shall provide laborers and supervisors who are thoroughly familiar with the type of construction involved 
and materials and techniques specified. 
 
1.05 REFERENCES 
 ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy Coated 

(Galvannealed) by the Hot-Dip Process.   
 ASTM B117 - Practice for Operating Salt-Spray (Fog) Apparatus.   
 ASTM D523 - Test Method for Specular Gloss.   
 ASTM D714 - Test Method for Evaluating Degree of Blistering in Paint.   
 ASTM D822 - Practice for Conducting Tests on Paint and Related Coatings and Materials using Filtered Open-Flame 

Carbon-Arc Light and Water Exposure Apparatus.   
 ASTM D1654 - Test Method for Evaluation of Painted or Coated Specimens Subjected to Corrosive Environments.   
 ASTM D2244 - Test Method for Calculation of Color Differences from Instrumentally Measured Color Coordinates.   
 ASTM D2794 - Test Method for Resistance of Organic Coatings to the Effects of Rapid Deformation (Impact).   
 ASTM D3359 - Test Method for Measuring Adhesion by Tape Test.   
 ASTM F2408 – Ornamental Fences Employing Galvanized Steel Tubular Pickets. 
 
1.06 SUBMITTAL 
The manufacturer's submittal package shall be provided prior to installation. 
 
1.07 PRODUCT HANDLING AND STORAGE 
Upon receipt at the job site, all materials shall be checked to ensure that no damages occurred during shipping or 
handling.  Materials shall be stored in such a manner to ensure proper ventilation and drainage, and to protect against 
damage, weather, vandalism and theft. 
 
1.08 PRODUCT WARRANTY 
A.  All structural fence components (i.e. rails, pickets, and posts) shall be warranted within specified limitations, by the 
manufacturer for a period of 10 years from date of original purchase.  Warranty shall cover any defects in material finish, 
including cracking, peeling, chipping, blistering or corroding.  
 
B.  Reimbursement for labor necessary to restore or replace components that have been found to be defective under the 
terms of manufactures warranty shall be guaranteed for five (5) years from date of original purchase.    
 
 
PART 2 - MATERIALS 
2.01 MANUFACTURER 
The fence system shall conform to Ameristar Aegis II, Genesis 4 rail extension with rings.  Ameristar Fence Products, Inc. 
in Tulsa, Oklahoma. 
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2.02 MATERIAL 
A.  Steel material for fence framework (i.e. tubular pickets, rails and posts), shall be galvanized prior to forming in 
accordance with the requirements of ASTM A653/A653M, with minimum yield strength of 45,000 psi (310 MPa).  The 
steel shall be hot-dip galvanized to meet the requirements of ASTM A653/A653M with a minimum zinc coating weight of 
0.90 oz/ft2 (276 g/m2), Coating Designation G-90. 
 
B. Material for pickets shall be 1” square x 14 Ga. tubing.  The cross-sectional shape of the rails shall conform to the 
manufacturer’s ForeRunner™ double wall design with outside cross-section dimensions of 1.75” square and a minimum 
thickness of 14 Ga.  Picket holes in the ForeRunner rail shall be spaced 4.715” o.c., except for Invincible style 6’ long, 
which shall be, spaced 4.98” o.c.  Picket retaining rods shall be 0.125” diameter galvanized steel.  High quality PVC 
grommets shall be supplied to seal all picket-to-rail intersections.  Fence posts and gateposts shall meet the minimum size 
requirements of Table 1. 
 
2.03 FABRICATION  
A.  Pickets, rails and posts shall be precut to specified lengths.  ForeRunner rails shall be prepunched to accept pickets.  
Pickets shall be predrilled to accept retaining rods.   
 
B.  Grommets shall be inserted into the prepunched holes in the rails and pickets shall be inserted through the grommets 
so that predrilled picket holes align with the internal upper raceway of the ForeRunner rails (Note: This can best be 
accomplished by making an alignment jig).  Retaining rods shall be inserted into each ForeRunner rail so that they pass 
through the predrilled holes in each picket. 
 
C.  The manufactured galvanized framework shall be subjected to the PermaCoat® thermal stratification coating process 
(high-temperature, in-line, multi-stage, multi-layer) including, as a minimum, a six-stage pretreatment/wash, an 
electrostatic spray application of an epoxy base, and a separate electrostatic spray application of a polyester finish.  The 
base coat shall be a thermosetting epoxy powder coating (gray in color) with a minimum thickness of 2 mils (0.0508mm).  
The topcoat shall be a “no-mar” TGIC polyester powder coat finish with a minimum thickness of 2 mils (0.0508mm).  The 
color shall be (specify Black, Bronze, White, or Desert Sand).  The stratification-coated framework shall be capable of 
meeting the performance requirements for each quality characteristic shown in Table 2. 
 
D. Completed sections (i.e., panels) shall be capable of supporting a 600 lb. load applied at midspan without permanent 
deformation.  Panels shall be biasable to a 25% change in grade.   
 
E.  Swing gates shall be fabricated using 1.75” x 14ga Forerunner double channel rail, 2” sq. x 12ga. gate ends, and 1” sq. x 
14ga. pickets.  Gates that exceed 6’ in width will have a 1.75” sq. x 14ga. intermediate upright.  All rail and upright 
intersections shall be joined by welding.  All picket and rail intersections shall also be joined by welding.   
 
F.  Gate Posts 
      See “Ornamental Steel Gate Schedule”, Drawing A2200, for size of steel gate posts. 
 
 
PART 3 - EXECUTION 
3.01 PREPARATION 
All new installation shall be laid out by the contractor in accordance with the construction plans. 
 
3.02 FENCE INSTALLATION 
Fence post shall be spaced according to Table 3, plus or minus ½”.  For installations that must be raked to follow sloping 
grades, the post spacing dimension must be measured along the grade.  Fence panels shall be attached to posts with 
brackets supplied by the manufacturer.  Posts shall be set in concrete footers having a minimum depth of 36” (Note:  In 
some cases, local restrictions of freezing weather conditions may require a greater depth).  The “Earthwork” and “Concrete” 
sections of this specification shall govern material requirements for the concrete footer.  Posts setting by other methods such 
as plated posts or grouted core-drilled footers are permissible only if shown by engineering analysis to be sufficient in 
strength for the intended application.   
 
3.03 FENCE INSTALLATION MAINTENANCE 
When cutting/drilling rails or posts adhere to the following steps to seal the exposed steel surfaces; 1) Remove all metal 
shavings from cut area.  2) Apply zinc-rich primer to thoroughly cover cut edge and/or drilled hole; let dry.  3) Apply 2 
coats of custom finish paint matching fence color.  Failure to seal exposed surfaces per steps 1-3 above will negate 
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warranty.  Ameristar spray cans or paint pens shall be used to prime and finish exposed surfaces; it is recommended that 
paint pens be used to prevent overspray.  Use of non-Ameristar parts or components will negate the manufactures’ 
warranty. 
 
3.04 GATE INSTALLATION 
Gate posts shall be spaced according to the manufacturers’ gate drawings, dependent on standard out-to-out gate leaf 
dimensions and gate hardware selected.  Type and quantity of gate hinges shall be based on the application; weight, height, 
and number of gate cycles.  The manufacturers’ gate drawings shall identify the necessary gate hardware required for the 
application.  Gate hardware shall be provided by the manufacture of the gate and shall be installed per manufacturer’s 
recommendations. 
 
3.05 CLEANING 
The contractor shall clean the jobsite of excess materials; post-hole excavations shall be scattered uniformly away from 
posts. 
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	a) Manufacturer's catalog cuts.
	b) Manufacturer's product specifications.
	c) Standard color charts.
	d) Statement of compliance with specified referenced standards.
	e) Testing by recognized testing agency.
	f) Application of testing agency labels and seals.
	g) Notation of coordination requirements.
	h) Availability and delivery time information.
	a) Wiring diagrams that show factory-installed wiring.
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	a) Number of Samples: Submit two sets of Samples. Architect will retain one Sample set; remainder will be returned.
	1) Submit a single Sample where assembly details, workmanship, fabrication techniques, connections, operation, and other similar characteristics are to be demonstrated.
	2) If variation in color, pattern, texture, or other characteristic is inherent in material or product represented by a Sample, submit at least three sets of paired units that show approximate limits of variations.

	a) Name of evaluation organization.
	b) Date of evaluation.
	c) Time period when report is in effect.
	d) Product and manufacturers' names.
	e) Description of product.
	f) Test procedures and results.
	g) Limitations of use.
	a) No Exceptions Taken: The submittal is approved and no comments have been noted.
	b) Exceptions Noted: The submittal is approved unless noted otherwise with incorporation of comments noted within the submittal.
	c) Resubmit:  The submittal is not approved and must be resubmitted due to the comments noted.

	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	014000 Quality Requirements
	PART 1 -  GENERAL
	a) Contractor shall not employ same entity engaged by Owner, unless agreed to in writing by Owner.

	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION

	015000 Temporary Facilities and Controls
	PART 1 -  GENERAL
	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION
	a) Disconnect supply and return ductwork in work area from HVAC systems servicing occupied areas.
	b) Maintain negative air pressure within work area using HEPA-equipped air-filtration units, starting with commencement of temporary partition construction, and continuing until removal of temporary partitions is complete.
	a) Provide temporary, directional signs for construction personnel and visitors.
	a) Construct vestibule and airlock at each entrance through temporary partition with not less than 48 inches (1219 mm) between doors. Maintain water-dampened foot mats in vestibule.
	a) Hygroscopic materials that may support mold growth, including wood and gypsum-based products, that become wet during the course of construction and remain wet for 48  hours are considered defective and require replacing.
	b) Measure moisture content of materials that have been exposed to moisture during construction operations or after installation. Record readings beginning at time of exposure and continuing daily for 48 hours. Identify materials containing moisture l...
	c) Remove and replace materials that cannot be completely restored to their manufactured moisture level within 48 hours.


	016000 Product Requirements (TP Edited by Mistake - Refer to PDF)
	PART 1 -  GENERAL
	a) Form of Architect's Approval of Submittal: As specified in Section 013300 "Submittal Procedures."
	b) Use product specified if Architect does not issue a decision on use of a comparable product request within time allocated.
	a) Name of product and manufacturer.
	b) Model and serial number.
	c) Capacity.
	d) Speed.
	e) Ratings.

	PART 2 -  PRODUCTS
	a) Limited list of products may be indicated by the phrase: "Subject to compliance with requirements, provide one of the following: …"
	a) Limited list of manufacturers is indicated by the phrase: "Subject to compliance with requirements, provide products by one of the following: …"
	a) For approval of products by unnamed manufacturers, comply with requirements in Section 012500 "Substitution Procedures" for substitutions for convenience.

	PART 3 -  EXECUTION (Not Used)

	017300 Execution
	PART 1 -  GENERAL
	a) Contractor's superintendent.
	b) Trade supervisor responsible for cutting operations.
	c) Trade supervisor(s) responsible for patching of each type of substrate.
	d) Mechanical, electrical, and utilities subcontractors' supervisors, to the extent each trade is affecting by cutting and patching operations.

	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION
	a) Clean piping, conduit, and similar features before applying paint or other finishing materials.
	b) Restore damaged pipe covering to its original condition.
	a) Where patching occurs in a painted surface, prepare substrate and apply primer and intermediate paint coats appropriate for substrate over the patch, and apply final paint coat over entire unbroken surface containing the patch. Provide additional c...
	a) Use containers intended for holding waste materials of type to be stored.


	017700 Closeout Procedures
	PART 1 -  GENERAL
	a) Project name.
	b) Date.
	c) Page number.
	a) PDF electronic file. Architect will return annotated file.
	b) Web-based project software upload. Utilize software feature for creating and updating list of incomplete items (punch list).

	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION
	a) Clean Project site, yard, and grounds, in areas disturbed by construction activities, including landscape development areas, of rubbish, waste material, litter, and other foreign substances.
	b) Sweep paved areas broom clean. Remove petrochemical spills, stains, and other foreign deposits.
	c) Rake grounds that are not planted, mulched, or paved to a smooth, even-textured surface.
	d) Remove tools, construction equipment, machinery, and surplus material from Project site.
	e) Remove snow and ice to provide safe access to building.
	f) Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, films, and similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. Restore reflective surfaces to their original cond...
	g) Remove debris and surface dust from limited access spaces, including roofs, plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces.
	h) Sweep concrete floors broom clean in unoccupied spaces.
	i) Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean according to manufacturer's recommendations if visible soil or stains remain.
	j) Clean transparent materials, including mirrors and glass in doors and windows. Remove glazing compounds and other noticeable, vision-obscuring materials. Polish mirrors and glass, taking care not to scratch surfaces.
	k) Remove labels that are not permanent.
	l) Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove excess lubrication, paint and mortar droppings, and other foreign substances.
	m) Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from water exposure.
	n) Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of diffusers, registers, and grills.
	o) Clean ducts, blowers, and coils if units were operated without filters during construction or that display contamination with particulate matter on inspection.
	p) Clean luminaires, lamps, globes, and reflectors to function with full efficiency.
	q) Leave Project clean and ready for occupancy.
	a) Do not paint over "UL" and other required labels and identification, including mechanical and electrical nameplates. Remove paint applied to required labels and identification.


	017823 Operation and Maintenance Data
	PART 1 -  GENERAL
	a) Prepare supplementary text if manufacturers' standard printed data are not available and where the information is necessary for proper operation and maintenance of equipment or systems.

	PART 2 -  PRODUCTS (Not Used)
	PART 3 -  EXECUTION (Not Used)

	017839 Project Record Documents
	PART 1 -  GENERAL
	a) Initial Submittal:
	1) Submit record digital data files and one set(s) of plots.
	2) Architect will indicate whether general scope of changes, additional information recorded, and quality of drafting are acceptable.

	b) Final Submittal:
	1) Submit PDF electronic files of scanned record prints and two set(s) of prints.
	2) Print each drawing, whether or not changes and additional information were recorded.

	a) Give particular attention to information on concealed elements that would be difficult to identify or measure and record later.
	b) Accurately record information in an acceptable drawing technique.
	c) Record data as soon as possible after obtaining it.
	d) Record and check the markup before enclosing concealed installations.
	e) Cross-reference record prints to corresponding photographic documentation.
	a) Dimensional changes to Drawings.
	b) Revisions to details shown on Drawings.
	c) Depths of foundations.
	d) Locations and depths of underground utilities.
	e) Revisions to routing of piping and conduits.
	f) Revisions to electrical circuitry.
	g) Actual equipment locations.
	h) Duct size and routing.
	i) Locations of concealed internal utilities.
	j) Changes made by Change Order or Construction Change Directive.
	k) Changes made following Architect's written orders.
	l) Details not on the original Contract Drawings.
	m) Field records for variable and concealed conditions.
	n) Record information on the Work that is shown only schematically.
	a) Project name.
	b) Date.
	c) Designation "PROJECT RECORD DRAWINGS."
	d) Name of Architect.
	e) Name of Contractor.

	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION

	017900 Demonstration and Training
	PART 1 -  GENERAL
	a) Name of Project.
	b) Name and address of videographer.
	c) Name of Architect.
	d) Name of Contractor.
	e) Date of video recording.
	a) Name of Contractor/Installer.
	b) Business address.
	c) Business phone number.
	d) Point of contact.
	e) Email address.
	a) Organize segments with multiple pieces of equipment to follow order of Project Manual table of contents.
	b) Where a training session on a particular piece of equipment exceeds 15 minutes, stop filming and pause training session. Begin training session again upon commencement of new filming segment.

	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION

	031000 CONCRETE FORMING AND ACCESSORIES
	032000 CONCRETE REINFORCING 
	033000 CAST-IN-PLACE CONCRETE
	042000 UNIT MASONRY
	050519 POST-INSTALLED CONCRETE ANCHORS
	054000 COLD-FORMED METAL FRAMING
	055000 METAL FABRICATIONS
	061000 Rough Carpentry
	PART 1 -  GENERAL
	1.1 SUMMARY
	A. Section Includes:
	1. Wood blocking and nailers.


	1.2 DEFINITIONS
	A. Boards or Strips: Lumber of less than 2 inches nominal size in least dimension.
	B. Dimension Lumber: Lumber of 2 inches nominal size or greater but less than 5 inches nominal size in least dimension.

	1.3 ACTION SUBMITTALS
	A. Product Data: For each type of process and factory-fabricated product. Indicate component materials and dimensions and include construction and application details.
	1. Include data for wood-preservative treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Indicate type of preservative used and net amount of preservative retained.
	2. Include data for fire-retardant treatment from chemical treatment manufacturer and certification by treating plant that treated materials comply with requirements. Include physical properties of treated materials based on testing by a qualified ind...
	3. For fire-retardant treatments, include physical properties of treated lumber both before and after exposure to elevated temperatures, based on testing by a qualified independent testing agency according to ASTM D 5664.
	4. For products receiving a waterborne treatment, include statement that moisture content of treated materials was reduced to levels specified before shipment to Project site.

	B. Fastener Patterns: Full-size templates for fasteners in exposed framing.

	1.4 INFORMATIONAL SUBMITTALS
	A. Material Certificates: For dimension lumber specified to comply with minimum allowable unit stresses. Indicate species and grade selected for each use and design values approved by the ALSC Board of Review.
	B. Evaluation Reports: For the following:
	1. Wood-preservative-treated wood.
	2. Fire-retardant-treated wood.
	3. Engineered wood products.
	4. Shear panels.
	5. Power-driven fasteners.
	6. Post-installed anchors.
	7. Metal framing anchors.


	1.5 QUALITY ASSURANCE
	1.6 DELIVERY, STORAGE, AND HANDLING
	A. Stack wood products flat with spacers beneath and between each bundle to provide air circulation. Protect wood products from weather by covering with waterproof sheeting, securely anchored. Provide for air circulation around stacks and under coveri...


	PART 2 -  PRODUCTS
	2.1 WOOD PRODUCTS, GENERAL
	A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is indicated, comply with the applicable rules of any rules-writing agency certified by the ALSC Board of Review. Grade lumber by an agency certified by the ...
	1. Factory mark each piece of lumber with grade stamp of grading agency.
	2. Dress lumber, S4S, unless otherwise indicated.

	B. Maximum Moisture Content of Lumber: 15 percent unless otherwise indicated.
	C. Engineered Wood Products: Acceptable to the Design Professional and for which current model code research or evaluation reports exist that show compliance with building code in effect for Project.
	1. Allowable design stresses, as published by manufacturer, shall meet or exceed those indicated. Manufacturer's published values shall be determined from empirical data or by rational engineering analysis and demonstrated by comprehensive testing per...


	2.2 WOOD-PRESERVATIVE-TREATED LUMBER
	A. Preservative Treatment by Pressure Process: AWPA U1; Use Category UC4a for all items indicated to be preservative-treated.
	1. Preservative Chemicals: Acceptable to the Design Professional and containing no arsenic or chromium. Do not use inorganic boron (SBX) for sill plates.
	2. For exposed items indicated to receive a stained or natural finish, chemical formulations shall not require incising, contain colorants, bleed through, or otherwise adversely affect finishes.

	B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material that is warped or that does not comply with requirements for untreated material.
	C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of Review.
	D. Application: Treat items indicated on Drawings, and the following:
	1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in connection with roofing, flashing, vapor barriers, and waterproofing.
	2. Wood sills, sleepers, blocking, furring, stripping, and similar concealed members in


	2.3 MISCELLANEOUS LUMBER
	A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of other construction, including the following:
	1. Blocking.
	2. Nailers.
	3. Rooftop equipment bases and support curbs.
	4. Cants.
	5. Furring.

	B. Dimension Lumber Items: Construction or No. 2 grade lumber of any species.
	C. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber of any species may be used provided that it is cut and selected to eliminate defects that will interfere with its attachment and purpose.
	D. For blocking and nailers used for attachment of other construction, select and cut lumber to eliminate knots and other defects that will interfere with attachment of other work.
	E. For furring strips for installing plywood or hardboard paneling, select boards with no knots capable of producing bent-over nails and damage to paneling.

	2.5 FASTENERS
	A. General: Fasteners shall be of size and type indicated and shall comply with requirements specified in this article for material and manufacture.
	1. Where rough carpentry is exposed to weather, in ground contact, pressure-preservative treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating complying with ASTM A 153 of Type 304 stainless steel.

	B. Nails, Brads, and Staples: ASTM F 1667.
	C. Power-Driven Fasteners: Fastener systems with an evaluation report acceptable to the Design Professional, based on ICC-ES AC70.

	2.6 METAL FRAMING ANCHORS
	A. Provide products as indicated on the drawings from one of the following manufacturers:
	1. KC Metal Products, Inc., 1960 Hartog Dr., San Jose, CA 95131 (408) 436-8754.
	2. Simpson Strong-Tie Company, Inc., 2221 Country Lane, McKinney, TX 75069, (972) 542-0326.
	3. Mitek-USP, USP/MiTek US Largo, FL, 11910 62nd Street, North Largo, FL.
	4. Advanced Connector Systems, 1551 West 960 North, Orem, UT 84005 (801) 735-1178.
	B. Galvanized-Steel Sheet: Hot-dip, zinc-coated steel sheet complying with ASTM A 653, G60 coating designation.
	1. Use for interior locations unless otherwise indicated.
	C. Hot-Dip, Heavy-Galvanized Steel Sheet: ASTM A 653; structural steel (SS), high-strength low-alloy steel Type A (HSLAS Type A), or high-strength low-alloy steel Type B (HSLAS Type B); G185 coating designation; and not less than 0.036 inch thick.


	PART 3 -  EXECUTION
	3.1 INSTALLATION, GENERAL
	A. Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame Construction," unless otherwise indicated.
	B. Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. Fit rough carpentry accurately to other construction. Locate furring, nailers, blocking, grounds, and similar supports to comply with requirements ...
	C. Install metal framing anchors to comply with manufacturer's written instructions. Install fasteners through each fastener hole.
	D. Install sill sealer gasket to form continuous seal between sill plates and foundation walls.
	E. Do not splice structural members between supports unless otherwise indicated.
	F. Provide blocking and framing as indicated and as required to support facing materials, fixtures, specialty items, and trim.
	1. Provide metal clips for fastening gypsum board or lath at corners and intersections where framing or blocking does not provide a surface for fastening edges of panels. Space clips not more than 16 inches o.c.

	G. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as indicated and as follows:
	1. Fire block furred spaces of walls, at each floor level, at ceiling, and at not more than 96 inches o.c. with solid wood blocking or noncombustible materials accurately fitted to close furred spaces.
	2. Fire block concealed spaces of wood-framed walls and partitions at each floor level, at ceiling line of top story, and at not more than 96 inches o.c. Where fire blocking is not inherent in framing system used, provide closely fitted solid wood blo...
	3. Fire block concealed spaces between floor sleepers with same material as sleepers to limit concealed spaces to not more than 100 sq. ft. and to solidly fill space below partitions.
	4. Fire block concealed spaces behind combustible cornices and exterior trim at not more than 20 feet o.c.

	H. Sort and select lumber so that natural characteristics do not interfere with installation or with fastening other materials to lumber. Do not use materials with defects that interfere with function of member or pieces that are too small to use with...
	I. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber.
	1. Use inorganic boron for items that are continuously protected from liquid water.
	2. Use copper naphthenate for items not continuously protected from liquid water.

	J. Where wood-preservative-treated lumber is installed adjacent to metal decking, install continuous flexible flashing separator between wood and metal decking.
	K. Securely attach rough carpentry work to substrate by anchoring and fastening as indicated, complying with the following:
	1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code (IBC).
	2. Evaluation report for fastener.

	L. Use steel common nails unless otherwise indicated. Select fasteners of size that will not fully penetrate members where opposite side will be exposed to view or will receive finish materials. Make tight connections between members. Install fastener...
	M. For exposed work, arrange fasteners in straight rows parallel with edges of members, with fasteners evenly spaced, and with adjacent rows staggered.
	1. Comply with approved fastener patterns where applicable. Before fastening, mark fastener locations, using a template made of sheet metal, plastic, or cardboard.
	2. Use finishing nails unless otherwise indicated. Countersink nail heads and fill holes with wood filler.
	3. Use common nails unless otherwise indicated. Drive nails snug but do not countersink nail heads.


	3.2 WOOD BLOCKING, AND NAILER INSTALLATION
	A. Install where indicated and where required for attaching other work. Form to shapes indicated and cut as required for true line and level of attached work. Coordinate locations with other work involved.
	B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces unless otherwise indicated.
	C. Provide permanent grounds of dressed, pressure-preservative-treated, key-beveled lumber not less than 1-1/2 inches wide and of thickness required to bring face of ground to exact thickness of finish material. Remove temporary grounds when no longer...

	3.3 WOOD FURRING INSTALLATION
	A. Install level and plumb with closure strips at edges and openings. Shim with wood as required for tolerance of finish work.

	3.4 PROTECTION
	A. Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection, inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered label.
	B. Protect rough carpentry from weather. If, despite protection, rough carpentry becomes wet enough that moisture content exceeds that specified, apply EPA-registered borate treatment. Apply borate solution by spraying to comply with EPA-registered la...



	074123 Metal Panel Canopy System
	PART 1 – GENERAL
	PART 3 – EXECUTION
	END OF SECTION

	076200 Sheet Metal Flashing and Trim
	079200 Joint Sealants
	PART 1 -  GENERAL
	PART 2 -  PRODUCTS
	PART 3 -  EXECUTION
	a) Concrete.
	b) Masonry.
	c) Exterior insulation and finish systems.
	a) Metal.
	b) Glass.
	c) Glazed surfaces of ceramic tile.
	a) Isolation joints in cast-in-place concrete slabs.
	b) Control and expansion joints in tile flooring.
	a) Control and expansion joints on exposed interior surfaces of exterior walls.
	b) Tile control and expansion joints.
	c) Vertical joints on exposed surfaces of unit masonry walls and partitions.
	a) Joints between plumbing fixtures and adjoining walls, floors, and counters.
	b) Tile control and expansion joints where indicated.


	081113 Hollow Metal Doors and Frames
	PART 1 -  GENERAL
	PART 2 -  PRODUCTS
	a) Single-Door Frames: Drill stop in strike jamb to receive three door silencers.
	b) Double-Door Frames: Drill stop in head jamb to receive two door silencers.

	PART 3 -  EXECUTION
	a) Where frames are fabricated in sections, field splice at approved locations by welding face joint continuously; grind, fill, dress, and make splice smooth, flush, and invisible on exposed faces. Touch-up finishes.
	b) Install frames with removable stops located on secure side of opening.
	a) Squareness: Plus or minus 1/16 inch (1.6 mm), measured at door rabbet on a line 90 degrees from jamb perpendicular to frame head.
	b) Alignment: Plus or minus 1/16 inch (1.6 mm), measured at jambs on a horizontal line parallel to plane of wall.
	c) Twist: Plus or minus 1/16 inch (1.6 mm), measured at opposite face corners of jambs on parallel lines, and perpendicular to plane of wall.
	d) Plumbness: Plus or minus 1/16 inch (1.6 mm), measured at jambs at floor.
	e) The inside of all frames shall be fully grouted.


	087100 Finish Hardware
	092900 Gypsum Board
	099120 Painting
	101425 Identifying Devices
	260000
	260000 fl - common work results for electrical
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. This Division of the specifications (260000) covers the complete interior and exterior electrical system for all work shown on the drawings as specified herein providing all material, labor and equipment required for the installation of the electri...
	B. Include in the electrical work all the necessary supervision and the issuing of all coordinating information to any other trades who are supplying work to accommodate the electrical installations.
	C. Submittal, Record Drawing and Operation and Maintenance Manual Procedures.

	1.02 SUBMITTALS REQUIRED
	A. Submittals as required per spec sections.

	1.03 COORDINATION
	A. This Contractor shall schedule his work and, in every way, possible cooperate with all other Contractors on the job to avoid delays, interferences, and unnecessary work.  He shall notify them of all openings, hangers, excavations, etc., so that pro...
	B. This Contractor shall do all cutting and excavating necessary for the complete installation of his work, but he shall not cut the work of any other Contractor without first consulting the Architect.  He shall repair any work damaged by him or his w...
	C. This Contractor shall by all means coordinate the location of ceiling lighting fixtures, both pendant and surface mounted, with the Ceiling Contractor so that proper hangers and supports shall be provided.
	D. Any conflict between electrical and other trades shall be reported before construction starts.  No extra charges will be approved for work resulting from failure to coordinate with other trades.
	E. Coordinate arrangement, mounting, and support of electrical equipment:
	1. To allow maximum possible headroom unless specific mounting heights that reduce headroom are indicated.
	2. To provide for ease of disconnecting the equipment with minimum interference to other installations.
	3. To allow right of way for piping and conduit installed at required slope.
	4. So connecting raceways, cables, wireways, cable trays, and busways will be clear of obstructions and of the working and access space of other equipment.

	F. Coordinate installation of required supporting devices and set sleeves in cast-in-place concrete, masonry walls, and other structural components as they are constructed.
	G. Coordinate sleeve selection and application with selection and application of fire stopping.

	1.04 DRAWINGS
	A. The drawings for electrical work utilize symbols and schematic diagrams which have no dimensional significance.  The work shall therefore, be installed to fulfill the diagrammatic intent expressed on the electrical drawings.
	B. Review architectural drawings for door swings, cabinets, counters, moldings and built-in equipment, conditions indicated on architectural drawings shall govern.  Prior to rough-in of receptacles and systems outlets refer to architectural casework d...
	C. Coordinate electrical work with the architectural details, floor plans, elevations, structural and mechanical drawings.  Provide fittings, junction boxes and accessories to meet conditions.
	D. Do not scale drawings.  Dimensions for layout of equipment, or spaces shall be obtained from architectural, structural or mechanical drawings unless specifically indicated on the electrical drawings.
	E. Discrepancies shown on different drawings, between drawings and specifications or between drawings and field conditions shall be promptly brought to the attention of the Architect.
	F. Provide as used on the drawings and in the specifications shall mean, furnish, install, connect, adjust and test.
	G. The drawings and specifications are complimentary and any work or material shown in one and omitted in the other, or described in the one and not shown in the other, or which may be implied by both or either, shall be furnished as though shown on b...

	1.05 CODES AND PERMITS:
	A. All electrical work shall meet or exceed the latest requirements of the following codes and/or other authorities exercising jurisdiction over the electrical construction work and the project.
	1. The National Electrical Code (NFPA 70) – 2020 Edition
	2. The National Electrical Safety Code (ANSI C-2)
	3. The Life Safety Code (NFPA 101) - Georgia - 2018 Edition
	4. The International Building Code – 2018 Edition
	5. Regulations of the local utility company with respect to metering and service entrance.
	6. Municipal and State ordinances governing electrical work.

	B. All required permits and inspection certificates shall be obtained, and made available at the completion of the work.  Permits, inspections, and certification fees shall be paid for as a part of the electrical work.

	1.06 EQUIPMENT CONNECTIONS:
	A. All equipment requiring electrical power connections shall be connected under this Division of these specifications.
	B. Where electrical connections to equipment require specific locations, such locations shall be obtained from shop drawings.
	C. Drawings for location of conduit stub-up boxes mounted in wall or floor to serve specific equipment shall not be scaled.
	D. Electrical circuits to equipment furnished under other sections of these specifications are based on design loads.  If actual equipment furnished has loads other than design loads electrical circuits and protective devices shall be revised to be co...
	E. Where equipment is indicated to be served thru conduit stub-up, conduit shall be stubbed up not less than four inches above floor where transition shall be made to sealtite flexible conduit for connection to equipment.
	F. The Contractor's attention is invited to other Divisions of these specifications, where equipment requiring electrical service or electrically related work is specified to become fully aware of the scope of work required for electrical service or r...
	G. Where electricity utilizing equipment is supplied separate from the electrical work, and is energized, controlled or otherwise made operative by electrical work, the testing to provide the proper functional performance of such wiring systems shall ...
	H. Contractor is to note that location of disconnect switches shown are schematic in nature.  Exact location of disconnect switch and mounting height shall be coordinated with field conditions and equipment shop drawings.  Locate disconnect as require...

	1.07 GUARANTEE:
	A. Defective lamps shall be replaced up-to-date of acceptance and shall be guaranteed for entire length of warranty as specified by the Architect.
	B. All systems and component parts shall be guaranteed entire length of warranty as specified by the Architect from the date of final acceptance of the complete project.  Defects found during this guaranteed period shall be promptly corrected at no ad...

	1.08 PRODUCT DATA, SAMPLES AND SHOP DRAWINGS SUBMITTAL PROCEDURE
	A. See Division 26 – Electrical Submittal Procedures specification section.

	1.09 RECORD DRAWINGS:
	A. One complete set of electrical drawings shall be reserved for as-built drawings.  Any approved deviation from the contract drawings shall be recorded on these drawings.  Drawings shall be checked monthly for completeness.
	B. Completed as-built drawings shall be presented to the Architect prior to final inspection.

	1.10 MAINTENANCE AND OPERATING INSTRUCTIONS:
	A. Provide at the time of final inspection three sets of maintenance and operating instruction for:
	1. Wiring Devices
	2. Lighting Fixtures

	B. Furnish a qualified and accredited factory trained technician to train personnel designated by the Owner in the proper operation and maintenance of specialized equipment.
	C. The issuing of operating instructions shall include the submission of the name, address, and telephone number of the manufacturer's representative and service company for each item of equipment so that service and spare parts can be readily obtained.


	PART 2 -  PRODUCTS
	2.01 MATERIALS:
	A. Materials specified by manufacturer's name shall be used unless approval of other manufacturers is listed in addenda to these specifications.
	B. Drawings indicating proposed layout of space, all equipment to be installed therein and clearance between equipment shall be submitted, where substitution of materials alter space requirements on the drawings.
	C. Material Standards:  All materials shall be new and shall conform to the standards where such have been established for the particular material in question.  Publications and Standards of the organization listed below are applicable to materials sp...
	1. American Society for Testing and Materials (ASTM)
	2. Underwriter's Laboratories, Inc. (UL)
	3. National Electrical Manufacturer Association (NEMA)
	4. Insulated Cable Engineers Association (ICEA)
	5. Institute of Electrical and Electronic Engineers (IEEE)
	6. National Fire Protection Association (NFPA)
	7. American National Standards Institute (ANSI)

	D. Material of the same type shall be the product of one manufacturer.
	E. Materials not readily available from local sources shall be ordered immediately upon approval.
	F. The Architect shall have authority to reject any materials, or equipment, not complying with these specifications and have the Contractor replace materials so rejected immediately upon notification of rejection.
	G. Any material or equipment so rejected shall be removed from the job within 24 hours of such rejection; otherwise the Architect may have same removed at the Contractor's expense.

	2.02 PRODUCT DELIVERY, STORAGE, HANDLING, & PROTECTION
	A. Inspect materials upon arrival at Project and verify conformance to Contract Documents.  Prevent unloading of unsatisfactory material.  Handle materials in accordance with manufacturer's applicable standards and suppliers recommendations, and in a ...
	B. All material, except items specifically designed to be installed outdoors such as pad mounted transformers or stand-by generators, shall be stored in an enclosed, dry building or trailer.  Areas for general storage shall be provided by the Contract...
	C. Equipment and materials shall not be installed until such time as the environmental conditions of the job site are suitable to protect the equipment or materials.  Conditions shall be those for which the equipment or materials are designed to be in...


	PART 3 -  EXECUTION
	3.01 COMMON REQUIREMENTS FOR ELECTRICAL INSTALLATION
	A. Comply with NECA 1.
	B. Measure indicated mounting heights to bottom of unit for suspended items and to center of unit for wall-mounting items.
	C. Headroom Maintenance:  If mounting heights or other location criteria are not indicated, arrange and install components and equipment to provide maximum possible headroom consistent with these requirements.
	D. Equipment:  Install to facilitate service, maintenance, and repair or replacement of components of both electrical equipment and other nearby installations.  Connect in such a way as to facilitate future disconnecting with minimum interference with...
	E. Right of Way:  Give to piping systems installed at a required slope.
	F. Raceways, fixtures, devices, and other electrical equipment shall be installed in a neat and workmanlike manner.
	G. The Architect or his representative shall have the authority to reject any workmanship not complying with the contract documents.
	H. The Electrical Contractor shall personally or through an authorized licensed and competent electrician, constantly supervise the work from beginning to complete and final inspection.
	I. Electrical equipment shall be installed in accordance with manufacturer's recommendations.
	J. Locations of proposed raceway, riser, location of structural elements, location and size of chases method and type of construction of floors, walls, partitions, etc., shall be verified before construction starts.
	K. Consult owner and utility companies for underground lines before any underground work is started.    Contractors shall be responsible for any damage.
	L. All empty conduits shall have a pull string installed.  All flush recessed boxes shall have blank plates installed.

	3.02 CLEANING AND PAINTING
	A. Remove oil, dirt, grease and foreign materials from all raceways, fittings, boxes, panelboard trims and cabinets to provide a clean surface for painting.  Touch-up scratched or marred surfaces of lighting fixtures, panelboard and cabinet trims, mot...
	B. Do not paint trim covers for flush mounted panelboards, telephone cabinets, pull boxes, junction boxes and control cabinet unless required by the Architect.  Remove trim covers before painting.  Under no conditions shall locks, latches or exposed t...
	C. Unless indicated on the drawings or specified herein to the contrary, all painting shall be done under the PAINTING Section of these Specifications.
	D. Where plywood backboards are used to mount equipment provided under Division 26, paint backboards with two coats of light grey semi-gloss paint.  Plywood shall be 3/4" fire rated plywood.  Paint shall be fire retardant paint.

	3.03 DEVIATIONS:
	A. No deviations from the plans and specifications shall be made without the full knowledge and consent of the Architect or his authorized representative.
	B. Should the Contractor find at any time during progress of the work that, in his judgment, existing conditions make desirable a modification in requirements covering any particular item or items, he shall report such items promptly to the Architect ...

	3.04 EXCAVATION, TRENCHING AND BACKFILLING:
	A. General.  The Contractor shall perform all excavation to install conduit structures and equipment specified in this Division of the Specifications.  During excavation, materials for backfilling shall be piled back from the banks of the trench to av...
	B. Trench Excavation.  The bottom of the trenches shall be graded to provide uniform bearing and support for each section of the conduit on undisturbed soil at every point along its entire length.  Over depths shall be backfilled with loose, granular,...
	C. Backfilling.  The trenches shall not be backfilled until it is reviewed by the Architect or his representative.  The trenches shall be backfilled with the excavated materials approved for backfilling, consisting of earth, loam, sandy clay, and grav...
	D. Positively no tree roots are to be damaged, hand dig where required.  Damaged trees or shrubbery shall be replaced in kind and must be approved by Engineer.

	3.05 FIRESTOPPING
	A. Apply fire stopping to penetrations of fire-rated floor and wall assemblies for electrical installations to restore original fire-resistance rating of assembly.

	3.06  CONSTRUCTION REVIEWS
	A. The Architect or his representative shall observe and review the installation of all electrical systems shown on the drawings and as specified herein.
	B. Before covering or concealing any conduit below grade or slab, in wall or above ceiling, the contractor shall notify the Architect so that he can review the installation.

	3.07 CONTRACTOR'S FINAL INSPECTION
	A. Contractor shall refer to individual electrical specification sections for all testing, commissioning and training requirements specific to each section.
	B. At the time of the Contractor's final inspection, all systems shall be checked and tested for proper installation and operation by the Contractor in the presence of the Architect or his representative.
	C. The Contractor shall furnish the personnel, tools and equipment required to inspect and test all systems.
	D. Following is a list of items that the contractor must demonstrate to the Architect or his representative as complying with the plans and specifications.  Please note that this list does not necessarily represent all items to be covered in the final...
	1. Service ground, show connection to ground rod and cold water main.
	2. Demonstrate that main service equipment is properly bonded.
	3. Demonstrate that all panels have breakers as specified, ground bar, copper bus, typed directory for circuit identification and that they are free of trash.
	4. Demonstrate that all conduits are supported as required by the National Electrical Code.
	5. Demonstrate that all conductors are providing with correct color coding.  This should include all branch circuit neutral conductor striping.
	6. Demonstrate that all outlet boxes above or on the ceiling are supported as required by the National Electrical Code.
	7. Demonstrate that outlet boxes in wall or ceilings of combustible materials are flush with surface of wall or ceiling, and that outlet boxes in walls or ceilings of non-combustible materials are so installed that the front edge of the box or plaster...
	8. Demonstrate that outlet boxes in wall are secure.
	9. Demonstrate that all devices are properly secured to boxes, that device plates are properly aligned and are not being used to secure device.
	10. Utilizing a Woodhead No. 1750 testing device, demonstrate that all 125 volt receptacles are properly connected.
	11. Demonstrate that all fixtures have specified lamps, ballast and lens, and that they are supported as required by the National Electrical Code or as called for on the drawings or in the specifications.
	12. Demonstrate that all disconnects requiring fuses are fused with the proper size and type, and that all disconnects are properly identified.




	260005 - electrical submittal procedures
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section includes requirements for the preparation of Electrical Division 16 Shop Drawings, Product Data, Samples, and other submittals.


	PART 2 -  PRODUCTS
	2.01 SUBMITTAL PROCEDURES
	A. General Submittal Procedure Requirements:  Prepare and submit submittals required by individual Specification Sections.  Types of submittals are indicated in individual Specification Sections.
	B. All submittals shall be submitted in electronic format.
	C. Electronic Submittals:  Identify and incorporate information in each electronic submittal file as follows:
	1. Assemble complete submittal package into indexed files incorporating submittal requirements of each single Specification Section and transmittal form with links enabling navigation to each item.
	2. Name file with submittal number or other unique identifier, including revision identifier.
	a. File name shall use project identifier and Specification Section number followed by a decimal point and then a sequential number (e.g., LNHS-061000.01).  Resubmittals shall include an alphabetic suffix after another decimal point (e.g., LNHS-061000...

	3. Transmittal Form for Electronic Submittals:  Use software-generated form from electronic project management software acceptable to Owner, containing the following information for EACH SECTION:
	a. Project name.
	b. Date.
	c. Name and address of Architect.
	d. Name of Construction Manager/General Contractor.
	e. Name of Electrical Contractor.
	f. Name of firm or entity that prepared submittal.
	g. Names of subcontractor, manufacturer, and supplier.
	h. Specification Section number and title.
	i. Indication of full or partial submittal.


	D. Options:  Identify options requiring selection by Architect.
	E. Deviations and Additional Information:  On an attached separate sheet, prepared on Contractor's letterhead, record relevant information, requests for data, revisions other than those requested by Architect on previous submittals, and deviations fro...
	F. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal.
	1. Note date and content of previous submittal.
	2. Note date and content of revision in label or title block and clearly indicate extent of revision.
	3. Resubmit submittals until they are marked with approval notation from Architect's action stamp.


	2.02 SUBMITTAL DATA – REFER TO EACH SPECIFICATION SECTION FOR REQUIREENTS
	A. Product Data:  Collect information into a single submittal for each element of construction and type of product or equipment.
	1. Mark each copy of each submittal to show which products and options are applicable.
	2. Include the following information, as applicable:
	a. Manufacturer's catalog cuts.
	b. Manufacturer's product specifications.
	c. Standard color charts.
	d. Statement of compliance with specified referenced standards.
	e. Testing by recognized testing agency.
	f. Application of testing agency labels and seals.
	g. Notation of coordination requirements.
	h. Availability and delivery time information.

	3. For equipment, include the following in addition to the above, as applicable:
	a. Wiring diagrams showing factory-installed wiring.
	b. Printed performance curves.
	c. Operational range diagrams.
	d. Clearances required to other construction, if not indicated on accompanying Shop Drawings.

	4. Submit Product Data before or concurrent with Samples.

	B. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not base Shop Drawings on reproductions of the Contract Documents or standard printed data.
	1. Preparation:  Fully illustrate requirements in the Contract Documents.  Include the following information, as applicable:
	a. Identification of products.
	b. Schedules.
	c. Compliance with specified standards.
	d. Notation of coordination requirements.
	e. Notation of dimensions established by field measurement.
	f. Relationship and attachment to adjoining construction clearly indicated.
	g. Seal and signature of professional engineer if specified.

	2. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop Drawings on sheets at least 8-1/2 by 11 inches, but no larger than 30 by 42 inches.

	C. Qualification Data:  Prepare written information that demonstrates capabilities and experience of firm or person.  Include lists of completed projects with project names and addresses, contact information of architects and owners, and other informa...
	D. Installer Certificates:  Submit written statements on manufacturer's letterhead certifying that Installer complies with requirements in the Contract Documents and, where required, is authorized by manufacturer for this specific Project.


	PART 3 -  EXECUTION
	3.01 CONTRACTOR'S REVIEW
	A. Review each submittal and check for coordination with other Work of the Contract and for compliance with the Contract Documents.  Note corrections and field dimensions.  Mark with approval stamp before submitting to Architect
	B. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name and location, submittal number, Specification Section title and number, name of reviewer, date of Contractor's approval, and statement certifying that submi...

	3.02 ENGINEER’S ACTION
	A. Submittals:  Engineer will review each submittal, make marks to indicate corrections or revisions required, and return it.
	B. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for resubmittal without review.
	C. Submittals not required by the Contract Documents may be returned by the Architect without action.



	260519 fl - low-voltage electrical conductors
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section Includes:
	1. Building wires and cables rated 600 V and less.
	2. Connectors, splices, and terminations rated 600 V and less.


	1.02 SUBMITTALS REQUIRED
	A. Product Data: For each type of product.


	PART 2 -  PRODUCTS
	2.01 CONDUCTORS AND CABLES
	A. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1. Alpha Wire Company.
	2. Cerro Wire LLC.
	3. Encore Wire Corporation.
	4. General Cable; General Cable Corporation.
	5. Senator Wire & Cable Company.
	6. Southwire Company.

	B. Copper Conductors: Comply with NEMA WC 70/ICEA S-95-658.
	C. Conductor Insulation: Comply with NEMA WC 70/ICEA S-95-658 for Type THHN/THWN-2  and Type SO.

	2.02 CONNECTORS AND SPLICES
	A. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
	1. 3M.
	2. AFC Cable Systems, Inc.
	3. Gardner Bender.
	4. Hubbell Power Systems, Inc.
	5. Ideal Industries, Inc.
	6. O-Z/Gedney; an EGS Electrical Group brand; an Emerson Industrial Automation business.

	B. Description: Factory-fabricated connectors and splices of size, ampacity rating, material, type, and class for application and service indicated.

	2.03 SYSTEM DESCRIPTION
	A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	B. Comply with NFPA 70.


	PART 3 -  EXECUTION
	3.01 CONDUCTOR MATERIAL APPLICATIONS
	A. Feeders:  Copper. Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger.
	B. Branch Circuits: Copper. Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger.

	3.02 CONDUCTOR INSULATION, APPLICATIONS AND WIRING METHODS
	A. Service Entrance:  Type THHN/THWN-2, single conductors in raceway.
	B. Feeders:  Type THHN/THWN-2, single conductors in raceway.
	C. Branch Circuits:  Type THHN/THWN-2, single conductors in raceway.
	D. Cord Drops and Portable Appliance Connections: Type SO, hard service cord with stainless-steel, wire-mesh, strain relief device at terminations to suit application.
	E. Power-Circuit Conductor Identification, 600 V or Less:  For conductors in pull and junction boxes, and handholes, use color-coding conductor tape to identify the phase.
	1. Color-Coding for Phase and Voltage Level Identification, 600 V or Less:  Use colors listed below for ungrounded service, feeder and branch-circuit conductors.
	a. Color shall be factory applied to outer jacket of conductor for all conductors of sizes No. 6 AWG and smaller.
	b. Color shall be factory applied or field applied for sizes larger than No. 4 AWG, if authorities having jurisdiction permit.
	c. Colors for 208/120-V Circuits:
	1) Phase A:  Black.
	2) Phase B:  Red.
	3) Phase C:  Blue.
	4) Neutral: White
	5) Multi-wire branch circuit Dedicated Neutral: White with appropriate tracer (white with red tracer, white with blue tracer, white with black tracer).

	d. Colors for 480/277-V Circuits:
	1) Phase A:  Brown.
	2) Phase B:  Orange.
	3) Phase C:  Yellow.
	4) Neutral: Gray
	5) Multi-wire branch circuit Dedicated Neutral: White with appropriate tracer (gray with brown tracer, gray with orange tracer, gray with yellow tracer)

	e. Field-Applied, Color-Coding Conductor Tape:  Apply in half-lapped turns for a minimum distance of 6 inches from terminal points and in boxes where splices or taps are made.  Apply last two turns of tape with no tension to prevent possible unwinding...



	3.03 INSTALLATION OF CONDUCTORS AND CABLES
	A. Conceal cables in finished walls, ceilings, and floors unless otherwise indicated.
	B. Complete raceway installation between conductor and cable termination points according to Section 26 0533 "Raceways and Boxes for Electrical Systems" prior to pulling conductors and cables.
	C. Use manufacturer-approved pulling compound or lubricant where necessary; compound used must not deteriorate conductor or insulation. Do not exceed manufacturer's recommended maximum pulling tensions and sidewall pressure values.
	D. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will not damage cables or raceway.
	E. Support cables according to Section 26 0529 "Hangers and Supports for Electrical Systems."

	3.04 CONNECTIONS
	A. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening values. If manufacturer's torque values are not indicated, use those specified in UL 486A-486B.
	B. Make splices, terminations, and taps that are compatible with conductor material and that possess equivalent or better mechanical strength and insulation ratings than unspliced conductors.
	C. Wiring at Outlets: Install conductor at each outlet, with at least 6 inches of slack.

	3.05 IDENTIFICATION
	A. Identify and color-code conductors and cables according to Section 26 0553 "Identification for Electrical Systems."
	B. Identify each spare conductor at each end with identity number and location of other end of conductor, and identify as spare conductor.

	3.06 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS
	A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies. Comply with requirements in Section 26 0544 "Sleeves and Sleeve Seals for Electrical Raceways and Cabling."

	3.07 FIRESTOPPING
	A. Apply firestopping to electrical penetrations of fire-rated floor and wall assemblies to restore original fire-resistance rating of assembly according to Division 7 "Penetration Firestopping."

	3.08 FIELD QUALITY CONTROL
	A. Perform the following tests and inspections:
	1. After installing conductors and cables and before electrical circuitry has been energized, test service entrance and feeder conductors and conductors feeding the following critical equipment and services for compliance with requirements.
	2. Perform each visual and mechanical inspection and electrical test stated in NETA Acceptance Testing Specification. Certify compliance with test parameters.

	B. Test and Inspection Reports: Prepare a written report to record the following:
	1. Procedures used.
	2. Results that comply with requirements.
	3. Results that do not comply with requirements and corrective action taken to achieve compliance with requirements.

	C. Cables will be considered defective if they do not pass tests and inspections.



	260526 fl - grounding and bonding
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section includes grounding systems and equipment, plus the following special applications:
	1. Underground distribution grounding.


	1.02 SUBMITTALS REQUIRED
	A. Product Data:  For each type of product indicated.

	1.03 CLOSEOUT DOCUMENTS
	A. Operation and Maintenance Data:  For grounding to include in emergency, operation, and maintenance manuals.

	1.04 QUALITY ASSURANCE
	A. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	B. Comply with UL 467 for grounding and bonding materials and equipment.


	PART 2 -  PRODUCTS
	2.01 MANUFACTURERS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:

	2.02 CONDUCTORS
	A. Insulated Conductors:  Copper wire or cable insulated for 600 V unless otherwise required by applicable Code or authorities having jurisdiction.
	B. Bare Copper Conductors:
	1. Solid Conductors:  ASTM B 3.
	2. Stranded Conductors:  ASTM B 8.
	3. Bonding Conductor:  No. 4 or No. 6 AWG, stranded conductor.

	C. Grounding Bus:  Predrilled rectangular bars of annealed copper, 1/4 by 4 inches by 12 inches(unless otherwise noted on drawings) in cross section, with 9/32-inchholes spaced 1-1/8 inchesapart.  Stand-off insulators for mounting shall comply with UL...

	2.03 CONNECTORS
	A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in which used and for specific types, sizes, and combinations of conductors and other items connected.
	B. Bolted Connectors for Conductors and Pipes:  Copper or copper alloy, pressure type with at least two bolts.
	1. Pipe Connectors:  Clamp type, sized for pipe.

	C. Welded Connectors:  Exothermic-welding kits of types recommended by kit manufacturer for materials being joined and installation conditions.
	D. Bus-bar Connectors:  Mechanical type, cast silicon bronze, solderless compression-type wire terminals, and long-barrel, two-bolt connection to ground bus bar.

	2.04 GROUNDING ELECTRODES
	A. Ground Rods:  Copper-clad; 3/4 inch by 10 feet in diameter.


	PART 3 -  EXECUTION
	3.01 APPLICATIONS
	A. Conductors:  Install solid conductor for No.  8  AWG and smaller, and stranded conductors for No. 6  AWG and larger unless otherwise indicated.
	B. Underground Grounding Conductors:  Install bare copper conductor, No. 2/0  AWG minimum.
	1. Bury at least 24 inches below grade.

	C. Grounding Bus:  Install in electrical and telephone equipment rooms, in rooms housing service equipment, and elsewhere as indicated.
	1. Install bus on insulated spacers 2 inches minimum from wall, 6 inches above finished floor unless otherwise indicated.
	2. Where indicated on both sides of doorways, route bus up to top of door frame, across top of doorway, and down to specified height above floor; connect to horizontal bus.

	D. Conductor Terminations and Connections:
	1. Pipe and Equipment Grounding Conductor Terminations:  Bolted connectors.
	2. Underground Connections:  Welded connectors except at test wells and as otherwise indicated.
	3. Connections to Ground Rods at Test Wells:  Bolted connectors.
	4. Connections to Structural Steel:  Welded connectors.


	3.02 GROUNDING AT THE SERVICE
	A. Equipment grounding conductors and grounding electrode conductors shall be connected to the ground bus.  Install a main bonding jumper between the neutral and ground buses.

	3.03 EQUIPMENT GROUNDING
	A. Install insulated equipment grounding conductors with all feeders and branch circuits.
	B. Signal and Communication Equipment:  In addition to grounding and bonding required by NFPA 70, provide a separate grounding system complying with requirements in TIA/ATIS J-STD-607-A.
	1. For telephone, alarm, voice and data, and other communication equipment, provide No. 6 AWG minimum insulated grounding conductor in raceway from grounding electrode system to each service location, terminal cabinet, wiring closet, and central equip...
	2. Service and Central Equipment Locations and Wiring Closets:  Terminate grounding conductor on a 1/4-by-4-by-12-inch grounding bus.
	3. Terminal Cabinets:  Terminate grounding conductor on cabinet grounding terminal.


	3.04 INSTALLATION
	A. Grounding Conductors:  Route along shortest and straightest paths possible unless otherwise indicated or required by Code.  Avoid obstructing access or placing conductors where they may be subjected to strain, impact, or damage.
	B. Ground Rods:  Drive rods until tops are 2 inches below finished floor or final grade unless otherwise indicated.
	1. Interconnect ground rods with grounding electrode conductor below grade and as otherwise indicated.  Make connections without exposing steel or damaging coating if any.
	2. For grounding electrode system, install at least three rods spaced at least one-rod length from each other and located at least the same distance from other grounding electrodes, and connect to the service grounding electrode conductor.

	C. Bonding Jumpers:  Install in locations accessible for inspection and maintenance except where routed through short lengths of conduit.
	1. Bonding to Structure:  Bond directly to basic structure, taking care not to penetrate any adjacent parts.
	2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports:  Install bonding so vibration is not transmitted to rigidly mounted equipment.
	3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection is required, use a bolted clamp.

	D. Grounding and Bonding for Piping:
	1. Metal Water Service Pipe:  Install insulated copper grounding conductors, in conduit, from building's main service equipment, or grounding bus, to main metal water service entrances to building.  Connect grounding conductors to main metal water ser...
	2. Water Meter Piping:  Use braided-type bonding jumpers to electrically bypass water meters.  Connect to pipe with a bolted connector.
	3. Bond each aboveground portion of gas piping system downstream from equipment shutoff valve.

	E. Grounding for Steel Building Structure:  Install a driven ground rod at base of each corner column and at intermediate exterior columns at distances not more than 60 feet apart.

	3.05 LABELING
	A. Comply with requirements in Section 26 0553 "Electrical Identification" for instruction signs.  The label or its text shall be green.
	B. Install labels at the telecommunications bonding conductor and grounding equalizer and at the grounding electrode conductor where exposed.
	1. Label Text:  "If this connector or cable is loose or if it must be removed for any reason, notify the facility manager."


	3.06 FIELD QUALITY CONTROL
	A. Perform tests and inspections.
	B. Tests and Inspections:
	1. After installing grounding system but before permanent electrical circuits have been energized, test for compliance with requirements.
	2. Inspect physical and mechanical condition.  Verify tightness of accessible, bolted, electrical connections with a calibrated torque wrench according to manufacturer's written instructions.
	3. Test completed grounding system at each location where a maximum ground-resistance level is specified, at service disconnect enclosure grounding terminal , and at individual ground rods.  Make tests at ground rods before any conductors are connected.
	a. Measure ground resistance no fewer than two full days after last trace of precipitation and without soil being moistened by any means other than natural drainage or seepage and without chemical treatment or other artificial means of reducing natura...


	C. Grounding system will be considered defective if it does not pass tests and inspections.
	D. Prepare test and inspection reports.
	E. Report measured ground resistances that exceed the following values:
	1. Power Distribution Units or Panelboards Serving Electronic Equipment:  25 ohm(s).

	F. Excessive Ground Resistance:  If resistance to ground exceeds specified values, notify Architect promptly and include recommendations to reduce ground resistance.



	260529 fl - hangers and supports for electrical systems
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. This Section includes the following:
	1. Hangers and supports for electrical equipment and systems.
	2. Construction requirements for concrete bases.


	1.02 PERFORMANCE REQUIREMENTS
	A. Design supports for multiple raceways capable of supporting combined weight of supported systems and its contents.
	B. Design equipment supports capable of supporting combined operating weight of supported equipment and connected systems and components.

	1.03 QUALITY ASSURANCE
	A. Comply with NFPA 70.

	1.04 COORDINATION
	A. Coordinate size and location of concrete bases.  Cast anchor-bolt inserts into bases.  Concrete, reinforcement, and formwork requirements are specified in Division 3.
	B. Coordinate installation of roof curbs, equipment supports, and roof penetrations.


	PART 2 -  PRODUCTS
	2.01 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS
	A. Steel Slotted Support Systems:  Comply with MFMA-4, factory-fabricated components for field assembly.
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	a. Allied Tube & Conduit.
	b. Cooper B-Line, Inc.; a division of Cooper Industries.
	c. ERICO International Corporation.
	d. GS Metals Corp.
	e. Thomas & Betts Corporation.
	f. Unistrut; Tyco International, Ltd.
	g. Wesanco, Inc.

	2. Painted Coatings:  Manufacturer standard painted coating applied according to MFMA-4.
	3. Channel Dimensions:  Selected for applicable load criteria.

	B. Raceway and Cable Supports:  As described in NECA 1 and NECA 101.
	C. Conduit and Cable Support Devices:  Steel  hangers, clamps, and associated fittings, designed for types and sizes of raceway or cable to be supported.
	D. Support for Conductors in Vertical Conduit:  Factory-fabricated assembly consisting of threaded body and insulating wedging plug or plugs for non-armored electrical conductors or cables in riser conduits.  Plugs shall have number, size, and shape o...
	E. Structural Steel for Fabricated Supports and Restraints:  ASTM A 36/A 36M, steel plates, shapes, and bars; black and galvanized.
	F. Mounting, Anchoring, and Attachment Components:  Items for fastening electrical items or their supports to building surfaces include the following:
	1. Mechanical-Expansion Anchors:  Insert-wedge-type, zinc-coated  steel, for use in hardened portland cement concrete with tension, shear, and pullout capacities appropriate for supported loads and building materials in which used.
	a. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	1) Cooper B-Line, Inc.; a division of Cooper Industries.
	2) Empire Tool and Manufacturing Co., Inc.
	3) Hilti Inc.
	4) ITW Ramset/Red Head; a division of Illinois Tool Works, Inc.
	5) MKT Fastening, LLC.


	2. Concrete Inserts:  Steel or malleable-iron, slotted support system units similar to MSS Type 18; complying with MFMA-4 or MSS SP-58.
	3. Clamps for Attachment to Steel Structural Elements:  MSS SP-58, type suitable for attached structural element.
	4. Through Bolts:  Structural type, hex head, and high strength.  Comply with ASTM A 325.
	5. Toggle Bolts:  All-steel springhead type.
	6. Hanger Rods:  Threaded steel.


	2.02 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES
	A. Description:  Welded or bolted, structural-steel shapes, shop or field fabricated to fit dimensions of supported equipment.
	B. Materials:  Comply with requirements in Division 5 Section "Metal Fabrications" for steel shapes and plates.


	PART 3 -  EXECUTION
	3.01 APPLICATION
	A. Comply with NECA 1 and NECA 101 for application of hangers and supports for electrical equipment and systems except if requirements in this Section are stricter.
	B. Maximum Support Spacing and Minimum Hanger Rod Size for Raceway:  Space supports for EMT, and RMC as required by NFPA 70.  Minimum rod size shall be 1/4 inchin diameter.
	C. Multiple Raceways or Cables:  Install trapeze-type supports fabricated with steel slotted support system, sized so capacity can be increased by at least 25 percent in future without exceeding specified design load limits.
	1. Secure raceways and cables to these supports with single-bolt conduit clamps.


	3.02 SUPPORT INSTALLATION
	A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this Article.
	B. Raceway Support Methods:  In addition to methods described in NECA 1, EMT and RMC may be supported by openings through structure members, as permitted in NFPA 70.
	C. Strength of Support Assemblies:  Where not indicated, select sizes of components so strength will be adequate to carry present and future static loads within specified loading limits.  Minimum static design load used for strength determination shal...
	D. Mounting and Anchorage of Surface-Mounted Equipment and Components:  Anchor and fasten electrical items and their supports to building structural elements by the following methods unless otherwise indicated by code:
	1. To New Concrete:  Bolt to concrete inserts.
	2. To Masonry:  Approved toggle-type bolts on hollow masonry units and expansion anchor fasteners on solid masonry units.
	3. To Steel:   Beam clamps (MSS Type 19, 21, 23, 25, or 27) complying with MSS SP-69 .
	4. To Light Steel:  Sheet metal screws.
	5. Items Mounted on Hollow Walls and Nonstructural Building Surfaces:  Mount cabinets, panelboards, disconnect switches, control enclosures, pull and junction boxes, transformers, and other devices on slotted-channel racks attached to substrate by mea...

	E. Drill holes for expansion anchors in concrete at locations and to depths that avoid reinforcing bars.

	3.03 INSTALLATION OF FABRICATED METAL SUPPORTS
	A. Comply with installation requirements in Division 5 Section "Metal Fabrications" for site-fabricated metal supports.
	B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to support and anchor electrical materials and equipment.
	C. Field Welding:  Comply with AWS D1.1/D1.1M.

	3.04 CONCRETE BASES
	A. Construct concrete bases of dimensions indicated but not less than 4 incheslarger in both directions than supported unit, and so anchors will be a minimum of 10 bolt diameters from edge of the base.
	B. Use 3000-psi 28-day compressive-strength concrete.  Concrete materials, reinforcement, and placement requirements are specified in Division 3 Section "Cast-in-Place Concrete.”
	C. Anchor equipment to concrete base.
	1. Place and secure anchorage devices.  Use supported equipment manufacturer's setting drawings, templates, diagrams, instructions, and directions furnished with items to be embedded.
	2. Install anchor bolts to elevations required for proper attachment to supported equipment.
	3. Install anchor bolts according to anchor-bolt manufacturer's written instructions.


	3.05 PAINTING
	A. Touchup:  Clean field welds and abraded areas of shop paint.  Paint exposed areas immediately after erecting hangers and supports.  Use same materials as used for shop painting.  Comply with SSPC-PA 1 requirements for touching up field-painted surf...
	1. Apply paint by brush or spray to provide minimum dry film thickness of 2.0 mils




	260533 fl - raceways and boxes for electrical systems
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section Includes:

	1.02 SUBMITTALS REQUIRED
	A. Product Data:  For surface raceways, wireways and fittings, floor boxes, hinged-cover enclosures, and cabinets.


	PART 2 -  PRODUCTS
	2.01 METAL CONDUITS, TUBING, AND FITTINGS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	B. Listing and Labeling:  Metal conduits, tubing, and fittings shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	C. GRC:  Comply with ANSI C80.1 and UL 6.
	D. EMT:  Comply with ANSI C80.3 and UL 797.
	E. FMC:  Comply with UL 1; zinc-coated steel.
	F. LFMC:  Flexible steel conduit with PVC jacket and complying with UL 360.
	G. Fittings for Metal Conduit:  Comply with NEMA FB 1 and UL 514B.
	1. Fittings for EMT, FMC and LFMC:
	a. Material:  Steel.
	b. Type:  Provide compression type for two inches (2”) and smaller, steel set-screw type for conduits two and half inches (2 ½”) and larger.

	2. Expansion Fittings:  PVC or steel to match conduit type, complying with UL 651, rated for environmental conditions where installed, and including flexible external bonding jumper.

	H. Joint Compound for GRC:  Approved, as defined in NFPA 70, by authorities having jurisdiction for use in conduit assemblies, and compounded for use to lubricate and protect threaded conduit joints from corrosion and to enhance their conductivity.

	2.02 NONMETALLIC CONDUITS, TUBING, AND FITTINGS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	B. Listing and Labeling:  Nonmetallic conduits, tubing, and fittings shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	C. RNC:  Type EPC-40-PVC, complying with NEMA TC 2 and UL 651 unless otherwise indicated.
	D. Fittings for RNC:  Comply with NEMA TC 3; match to conduit or tubing type and material.
	E. Solvent cements and adhesive primers shall have a VOC content of 510 and 550 g/L or less, respectively, when calculated according to 40 CFR 59, Subpart D (EPA Method 24).
	F. Solvent cements and adhesive primers shall comply with the testing and product requirements of the California Department of Health Services' "Standard Practice for the Testing of Volatile Organic Emissions from Various Sources Using Small-Scale Env...

	2.03 METAL WIREWAYS AND AUXILIARY GUTTERS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	B. Description:  Sheet metal, complying with UL 870 and NEMA 250, Type 1 unless otherwise indicated, and sized according to NFPA 70.
	1. Metal wireways installed outdoors shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	C. Fittings and Accessories:  Include covers, couplings, offsets, elbows, expansion joints, adapters, hold-down straps, end caps, and other fittings to match and mate with wireways as required for complete system.
	D. Wireway Covers:  Screw-cover type unless otherwise indicated.
	E. Finish:  Manufacturer's standard enamel finish.

	2.04 BOXES, ENCLOSURES, AND CABINETS
	A. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	B. General Requirements for Boxes, Enclosures, and Cabinets:  Boxes, enclosures, and cabinets installed in wet locations shall be listed for use in wet locations.
	C. Sheet Metal Outlet and Device Boxes:  Comply with NEMA OS 1 and UL 514A.
	D. Cast-Metal Outlet and Device Boxes:  Comply with NEMA FB 1, ferrous alloy, Type FD, with gasketed cover.
	E. Small Sheet Metal Pull and Junction Boxes:  NEMA OS 1. All boxes shall be labeled to identify circuits numbers and designations, or low-voltage systems use.
	F. Cast-Metal Access, Pull, and Junction Boxes:  Comply with NEMA FB 1 and UL 1773, galvanized, cast iron with gasketed cover. All boxes shall be labeled to identify circuit’s numbers and designations, or low-voltage systems use.
	G. Box extensions used to accommodate new building finishes shall be of same material as recessed box.
	H. Device Box Dimensions:  4 inches square by 2-1/8 inches deep.
	I. Hinged-Cover Enclosures:  Comply with UL 50 and NEMA 250, Type 1 or Type 3R with continuous-hinge cover with flush latch unless otherwise indicated.
	1. Metal Enclosures:  Steel, finished inside and out with manufacturer's standard enamel.
	2. Interior Panels:  Steel; all sides finished with manufacturer's standard enamel.

	J. Cabinets:
	1. NEMA 250, Type 1 or Type 3R galvanized-steel box with removable interior panel and removable front, finished inside and out with manufacturer's standard enamel.
	2. Hinged door in front cover with flush latch and concealed hinge.
	3. Key latch to match panelboards.
	4. Metal barriers to separate wiring of different systems and voltage.
	5. Accessory feet where required for freestanding equipment.
	6. Nonmetallic cabinets shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.


	2.05 HANDHOLES AND BOXES FOR EXTERIOR UNDERGROUND WIRING
	A. General Requirements for Handholes and Boxes:
	1. Boxes and handholes for use in underground systems shall be designed and identified as defined in NFPA 70, for intended location and application.
	2. Boxes installed in wet areas shall be listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	B. Polymer-Concrete Handholes and Boxes with Polymer-Concrete Cover:  Molded of sand and aggregate, bound together with polymer resin, and reinforced with steel, fiberglass, or a combination of the two.
	1. Manufacturers:  Subject to compliance with requirements, provide products by one of the following:
	2. Standard:  Comply with SCTE 77.
	3. Configuration:  Designed for flush burial with open bottom unless otherwise indicated.
	4. Cover:  Weatherproof, secured by tamper-resistant locking devices and having structural load rating consistent with enclosure and handhole location.
	5. Cover Finish:  Nonskid finish shall have a minimum coefficient of friction of 0.50.
	6. Cover Legend:  Molded lettering, "ELECTRIC." or “Communications”.
	7. Conduit Entrance Provisions:  Conduit-terminating fittings shall mate with entering ducts for secure, fixed installation in enclosure wall.
	8. Handholes dimensions as noted on draings:  Have inserts for cable racks and pulling-in irons installed before concrete is poured.



	PART 3 -  EXECUTION
	3.01 RACEWAY APPLICATION
	A. Outdoors:  Apply raceway products as specified below unless otherwise indicated:
	1. Exposed Conduit:  GRC.
	2. Concealed Conduit, Aboveground:  GRC, EMT, RNC, Type EPC-40-PVC.
	3. Underground Conduit:  RNC, Type EPC-40-PVC, direct buried.
	4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric Solenoid, or Motor-Driven Equipment):  LFMC.
	5. Boxes and Enclosures, Aboveground:  NEMA 250, Type 3R.

	B. Indoors:  Apply raceway products as specified below unless otherwise indicated:
	1. Exposed, Not Subject to Physical Damage:  EMT.
	2. Exposed, Not Subject to Severe Physical Damage:  EMT.
	3. Exposed and Subject to Severe Physical Damage:  GRC.  Raceway locations include the following:
	a. Gymnasiums.

	4. Concealed in Ceilings and Interior Walls and Partitions:  EMT, Type EPC-40-PVC to 48”AFF.
	5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric Solenoid, or Motor-Driven Equipment):  FMC, except use LFMC in damp or wet locations.
	6. Damp or Wet Locations:  GRC.
	7. Boxes and Enclosures:  NEMA 250, Type 1, except use NEMA 250, Type 4 stainless steel in institutional and commercial kitchens and damp or wet locations.

	C. Minimum Raceway Size:  1/2-inchtrade size.
	D. Raceway Fittings:  Compatible with raceways and suitable for use and location.
	1. Rigid and Intermediate Steel Conduit:  Use threaded rigid steel conduit fittings unless otherwise indicated.  Comply with NEMA FB 2.10.
	2. EMT:  Use setscrew or compression, steel fittings.  Steel compression type for two inches (2”) and smaller, steel set-screw type for conduits two and half inches (2 ½”) and larger Comply with NEMA FB 2.10.
	3. Flexible Conduit:  Use only fittings listed for use with flexible conduit.  Comply with NEMA FB 2.20.

	E. Install surface raceways only where indicated on Drawings.
	F. Do not install nonmetallic conduit where ambient temperature exceeds 120 deg F

	3.02 INSTALLATION
	A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements on Drawings or in this article are stricter.  Comply with NECA 102 for aluminum conduits.  Comply with NFPA 70 limitations for types of raceways allowed in spec...
	B. Keep raceways at least 6 inchesaway from parallel runs of flues and steam or hot-water pipes.  Install horizontal raceway runs above water and steam piping.
	C. Complete raceway installation before starting conductor installation.
	D. Comply with requirements in Section 26 0529 "Hangers and Supports for Electrical Systems" for hangers and supports.
	E. Arrange stub-ups so curved portions of bends are not visible above finished slab.
	F. Install no more than the equivalent of three 90-degree bends in any conduit run except for control wiring conduits, for which fewer bends are allowed.  Support within 12 inches of changes in direction.
	G. Conceal conduit and EMT within finished walls, ceilings, and floors unless otherwise indicated.  Install conduits parallel or perpendicular to building lines.
	H. Support conduit within 12 inches of enclosures to which attached.
	I. Raceways Embedded in Slabs:
	1. Run conduit larger than 1-inchtrade size, parallel or at right angles to main reinforcement.  Where at right angles to reinforcement, place conduit close to slab support.  Secure raceways to reinforcement at maximum 10-footntervals.
	2. Arrange raceways to cross building expansion joints at right angles with expansion fittings.
	3. Arrange raceways to keep a minimum of 1 inch of concrete cover in all directions.
	4. Do not embed threadless fittings in concrete unless specifically approved by Architect for each specific location.

	J. Stub-ups to Above Recessed Ceilings:
	1. Use EMT or RMC for raceways.
	2. Use a conduit bushing or insulated fitting to terminate stub-ups not terminated in hubs or in an enclosure.

	K. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions:  Apply listed compound to threads of raceway and fittings before making up joints.  Follow compound manufacturer's written instructions.
	L. Raceway Terminations at Locations Subject to Moisture or Vibration:  Use insulating bushings to protect conductors including conductors smaller than No. 4 AWG.
	M. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes or cabinets.  Install bushings on conduits up to 1-1/4-inchtrade size and insulated throat metal bushings on 1-1/2-inchtrade size and larger conduits ter...
	N. Install raceways square to the enclosure and terminate at enclosures with locknuts.  Install locknuts hand tight plus 1/4 turn more.
	O. Do not rely on locknuts to penetrate nonconductive coatings on enclosures.  Remove coatings in the locknut area prior to assembling conduit to enclosure to assure a continuous ground path.
	P. Cut conduit perpendicular to the length.  For conduits 2-inchtrade size and larger, use roll cutter or a guide to make cut straight and perpendicular to the length.
	Q. Install pull wires in empty raceways.  Use polypropylene or monofilament plastic line with not less than 200-lbtensile strength.  Leave at least 12 inches of slack at each end of pull wire.  Cap underground raceways designated as spare above grade ...
	R. Surface Raceways:
	1. Install surface raceway with a minimum 2-inch radius control at bend points.
	2. Secure surface raceway with screws or other anchor-type devices at intervals not exceeding 48 inchesand with no less than two supports per straight raceway section.  Support surface raceway according to manufacturer's written instructions.  Tape an...

	S. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with listed sealing compound.  For concealed raceways, install each fitting in a flush steel box with a blank cover plate having a finish similar to that of...
	T. Install devices to seal raceway interiors at accessible locations.  Locate seals so no fittings or boxes are between the seal and the following changes of environments.  Seal the interior of all raceways at the following points:
	1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated spaces.
	2. Where an underground service raceway enters a building or structure.
	3. Where otherwise required by NFPA 70.

	U. Comply with manufacturer's written instructions for solvent welding RNC and fittings.
	V. Expansion-Joint Fittings:
	1. Install in each run of aboveground RNC that is located where environmental temperature change may exceed 30 deg F and that has straight-run length that exceeds 25 feet. Install in each run of aboveground RMC and EMT conduit that is located where en...
	2. Install type and quantity of fittings that accommodate temperature change listed for each of the following locations:
	a. Outdoor Locations Not Exposed to Direct Sunlight:  125 deg F temperature change.
	b. Outdoor Locations Exposed to Direct Sunlight:  155 deg F temperature change.
	c. Indoor Spaces Connected with Outdoors without Physical Separation:  125 deg F temperature change.
	d. Attics:  135 deg F temperature change.

	3. Install fitting(s) that provide expansion and contraction for at least 0.00041 inch per foot of length of straight run per deg F of temperature change for PVC conduits.  Install fitting(s) that provide expansion and contraction for at least 0.00007...

	W. Install expansion fittings at all locations where conduits cross building or structure expansion joints.  Install each expansion-joint fitting with position, mounting, and piston setting selected according to manufacturer's written instructions for...
	X. Flexible Conduit Connections:  Comply with NEMA RV 3.  Use a maximum of 72 inches of flexible conduit for recessed and semirecessed luminaires, equipment subject to vibration, noise transmission, or movement; and for transformers and motors.
	1. Use LFMC in damp or wet locations subject to severe physical damage.
	2. Use LFMC or LFNC in damp or wet locations not subject to severe physical damage.

	Y. Mount boxes at heights indicated on Drawings.  If mounting heights of boxes are not individually indicated, give priority to ADA requirements.  Install boxes with height measured to center of box unless otherwise indicated.
	Z. Recessed Boxes in Masonry Walls:  Saw-cut opening for box in center of cell of masonry block, and install box flush with surface of wall.  Prepare block surfaces to provide a flat surface for a raintight connection between box and cover plate or su...
	AA. Horizontally separate boxes mounted on opposite sides of walls so they are not in the same vertical channel.
	BB. Locate boxes so that cover or plate will not span different building finishes.
	CC. Support boxes of three gangs or more from more than one side by spanning two framing members or mounting on brackets specifically designed for the purpose.
	DD. Fasten junction and pull boxes to or support from building structure.  Do not support boxes by conduits.
	EE.     Set metal floor boxes level and flush with finished floor surface.  Set nonmetallic floor     boxes level.  Trim after installation to fit flush with finished floor surface.

	3.03 INSTALLATION OF UNDERGROUND CONDUIT
	A. Direct-Buried Conduit:
	1. Excavate trench bottom to provide firm and uniform support for conduit.  Prepare trench bottom as specified in Division 3 "Earth Moving" for pipe less than 6 inches in nominal diameter.
	2. Install backfill as specified in Division 3 "Earth Moving."
	3. After installing conduit, backfill and compact.  Start at tie-in point, and work toward end of conduit run, leaving conduit at end of run free to move with expansion and contraction as temperature changes during this process.  Firmly hand tamp back...
	4. Install manufactured rigid steel conduit elbows for stub-ups at poles, equipment, and at all building floor penetrations.
	a. Couple steel conduits to ducts with adapters designed for this purpose, and encase coupling with 3 inches of concrete for a minimum of 12 inches on each side of the coupling.
	b. For stub-ups at equipment mounted on outdoor concrete bases and where conduits penetrate building foundations, extend steel conduit horizontally a minimum of 60 inches from edge of foundation or equipment base.  Install insulated grounding bushings...
	c. All rigid steel conduit elbows shall be wrapped with Scotchwrap #50 corrosion protection tape.

	5. Underground Warning Tape:  Comply with requirements in Section 26 0553 "Identification for Electrical Systems."


	3.04 INSTALLATION OF UNDERGROUND HANDHOLES AND BOXES
	A. Install handholes and boxes level and plumb and with orientation and depth coordinated with connecting conduits to minimize bends and deflections required for proper entrances.
	B. Unless otherwise indicated, support units on a level bed of crushed stone or gravel, graded from 1/2-inchsieve to No. 4sieve and compacted to same density as adjacent undisturbed earth.
	C. Elevation:  In paved areas, set so cover surface will be flush with finished grade.  Set covers of other enclosures 1 inch above finished grade.
	D. Install handholes with bottom below frost line below grade.
	E. Install removable hardware, including pulling eyes, cable stanchions, cable arms, and insulators, as required for installation and support of cables and conductors and as indicated.  Select arm lengths to be long enough to provide spare space for f...
	F. Field-cut openings for conduits according to enclosure manufacturer's written instructions.  Cut wall of enclosure with a tool designed for material to be cut.  Size holes for terminating fittings to be used, and seal around penetrations after fitt...

	3.05 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS
	A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies.  Comply with requirements in Section 26 0544 "Sleeves and Sleeve Seals for Electrical Raceways and Cabling."

	3.06 FIRESTOPPING
	A. Install firestopping at penetrations of fire-rated floor and wall assemblies.  Comply with requirements in Section 07 8413 "Penetration Firestopping."

	3.07 PROTECTION
	A. Protect coatings, finishes, and cabinets from damage and deterioration.
	1. Repair damage to galvanized finishes with zinc-rich paint recommended by manufacturer.
	2. Repair damage to PVC coatings or paint finishes with matching touchup coating recommended by manufacturer.




	260544 fl - sleeves for electrical raceways and cabling
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section Includes:
	1. Sleeves for raceway and cable penetration of non-fire-rated construction walls and floors.
	2. Grout.

	B. Related Requirements:
	1. Division 7 Section "Through-Penetration Firestop Systems" for penetration firestopping installed in fire-resistance-rated walls, horizontal assemblies, and smoke barriers, with and without penetrating items.



	PART 2 -  PRODUCTS
	2.01 SLEEVES
	A. Wall Sleeves:
	1. Steel Pipe Sleeves:  ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc coated, plain ends.
	2. Cast-Iron Pipe Sleeves:  Cast or fabricated "wall pipe," equivalent to ductile-iron pressure pipe, with plain ends and integral waterstop unless otherwise indicated.

	B. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies:  Galvanized-steel sheet; 0.0239-inch minimum thickness; round tube closed with welded longitudinal joint, with tabs for screw-fastening the sleeve to the board.

	2.02 GROUT
	A. Description:  Nonshrink; recommended for interior and exterior sealing openings in non-fire-rated walls or floors.
	B. Standard:  ASTM C 1107/C 1107M, Grade B, post-hardening and volume-adjusting, dry, hydraulic-cement grout.
	C. Design Mix:  5000-psi, 28-day compressive strength.
	D. Packaging:  Premixed and factory packaged.


	PART 3 -  EXECUTION
	3.01 SLEEVE INSTALLATION FOR NON-FIRE-RATED ELECTRICAL PENETRATIONS
	A. Comply with NECA 1.
	B. Comply with NEMA VE 2 for cable tray and cable penetrations.
	C. Sleeves for Conduits Penetrating Above-Grade Non-Fire-Rated Concrete and Masonry-Unit Floors and Walls:
	1. Interior Penetrations of Non-Fire-Rated Walls and Floors:
	a. Seal annular space between sleeve and raceway or cable, using joint sealant appropriate for size, depth, and location of joint.  Comply with requirements in Division 7 Section "Joint Sealants."
	b. Seal space outside of sleeves with mortar or grout.  Pack sealing material solidly between sleeve and wall so no voids remain.  Tool exposed surfaces smooth; protect material while curing.

	2. Use pipe sleeves unless penetration arrangement requires rectangular sleeved opening.
	3. Size pipe sleeves to provide 1/4-inch annular clear space between sleeve and raceway or cable unless sleeve seal is to be installed.
	4. Install sleeves for wall penetrations unless core-drilled holes or formed openings are used.  Install sleeves during erection of walls.  Cut sleeves to length for mounting flush with both surfaces of walls.  Deburr after cutting.

	D. Sleeves for Conduits Penetrating Non-Fire-Rated Gypsum Board Assemblies:
	1. Use circular metal sleeves unless penetration arrangement requires rectangular sleeved opening.
	2. Seal space outside of sleeves with approved joint compound for gypsum board assemblies.

	E. Roof-Penetration Sleeves:  Seal penetration of individual raceways and cables with flexible boot-type flashing units applied in coordination with roofing work.
	F. Aboveground, Exterior-Wall Penetrations: Seal penetrations using steel pipe sleeves and mechanical sleeve seals.  Select sleeve size to allow for 1-inch annular clear space between pipe and sleeve for installing mechanical sleeve seals.
	G. Underground, Exterior-Wall and Floor Penetrations:  Install cast-iron pipe sleeves.  Size sleeves to allow for 1-inch annular clear space between raceway or cable and sleeve for installing sleeve-seal system.



	260553 fl - electrical identification
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section Includes:
	1. Identification for raceways.
	2. Identification of power and control cables.
	3. Identification for conductors.
	4. Underground-line warning tape.
	5. Warning labels and signs.
	6. Equipment identification labels.


	1.02 SUBMITTALS REQUIRED
	A. Product Data:  For each electrical identification product indicated.
	B. Samples:  For each type of label and sign to illustrate size, colors, lettering style, mounting provisions, and graphic features of identification products.

	1.03 QUALITY ASSURANCE
	A. Comply with ANSI A13.1.
	B. Comply with NFPA 70.
	C. Comply with 29 CFR 1910.144 and 29 CFR 1910.145.
	D. Comply with ANSI Z535.4 for safety signs and labels.
	E. Adhesive-attached labeling materials, including label stocks, laminating adhesives, and inks used by label printers, shall comply with UL 969.

	1.04 COORDINATION
	A. Coordinate identification names, abbreviations, colors, and other features with requirements in other Sections requiring identification applications, Drawings, Shop Drawings, manufacturer's wiring diagrams, and the Operation and Maintenance Manual;...
	B. Coordinate installation of identifying devices with completion of covering and painting of surfaces where devices are to be applied.
	C. Coordinate installation of identifying devices with location of access panels and doors.
	D. Install identifying devices before installing acoustical ceilings and similar concealment.


	PART 2 -  PRODUCTS
	2.01 CONDUCTOR IDENTIFICATION MATERIALS
	A. Color-Coding Conductor Tape:  Colored, self-adhesive vinyl tape not less than 3 mils thick by 1 to 2 inches wide.

	2.02 UNDERGROUND-LINE WARNING TAPE
	A. Tape:
	1. Recommended by manufacturer for the method of installation and suitable to identify and locate underground electrical and communications utility lines.
	2. Printing on tape shall be permanent and shall not be damaged by burial operations.
	3. Tape material and ink shall be chemically inert, and not subject to degrading when exposed to acids, alkalis, and other destructive substances commonly found in soils.

	B. Color and Printing:
	1. Comply with ANSI Z535.1 through ANSI Z535.5.
	2. Inscriptions for Red-Colored Tapes:  ELECTRIC LINE, HIGH VOLTAGE.
	3. Inscriptions for Orange-Colored Tapes:  TELEPHONE CABLE, CATV CABLE, COMMUNICATIONS CABLE, OPTICAL FIBER CABLE.


	2.03 WARNING LABELS AND SIGNS
	A. Comply with NFPA 70 and 29 CFR 1910.145.
	B. Self-Adhesive Warning Labels:  Factory-printed, multicolor, pressure-sensitive adhesive labels, configured for display on front cover, door, or other access to equipment unless otherwise indicated.
	C. Warning label and sign shall include, but are not limited to, the following legends:
	1. Multiple Power Source Warning:  "DANGER - ELECTRICAL SHOCK HAZARD - EQUIPMENT HAS MULTIPLE POWER SOURCES."


	2.04 EQUIPMENT IDENTIFICATION LABELS
	A. Engraved, Laminated Acrylic or Melamine Label:  Punched or drilled for screw mounting.  White letters on a black background.  Minimum letter height shall be 3/8 inch

	2.05 CABLE TIES
	A. General-Purpose Cable Ties: Fungus inert, self extinguishing, one piece, self locking, Type 6/6 nylon.
	1. Minimum Width: 3/16 inch.
	2. Tensile Strength at 73 deg F, According to ASTM D 638: 12,000 psi.
	3. Temperature Range: Minus 40 to plus 185 deg F.
	4. Color: Black except where used for color-coding.

	B. UV-Stabilized Cable Ties: Fungus inert, designed for continuous exposure to exterior sunlight, self extinguishing, one piece, self locking, Type 6/6 nylon.
	1. Minimum Width: 3/16 inch.
	2. Tensile Strength at 73 deg F, According to ASTM D 638: 12,000 psi.
	3. Temperature Range: Minus 40 to plus 185 deg F.
	4. Color: Black.

	C. Plenum-Rated Cable Ties: Self extinguishing, UV stabilized, one piece, self locking.
	1. Minimum Width: 3/16 inch.
	2. Tensile Strength at 73 deg F, According to ASTM D 638: 7000 psi.
	3. UL 94 Flame Rating: 94V-0.
	4. Temperature Range: Minus 50 to plus 284 deg F.
	5. Color: Black.


	2.06 MISCELLANEOUS IDENTIFICATION PRODUCTS
	A. Paint:  Comply with requirements in Division 9 painting Sections for paint materials and application requirements.  Select paint system applicable for surface material and location (exterior or interior).
	B. Fasteners for Labels and Signs:  Self-tapping, stainless-steel screws or stainless-steel machine screws with nuts and flat and lock washers.


	PART 3 -  EXECUTION
	3.01 INSTALLATION
	A. Verify identity of each item before installing identification products.
	B. Location:  Install identification materials and devices at locations for most convenient viewing without interference with operation and maintenance of equipment.
	C. Apply identification devices to surfaces that require finish after completing finish work.
	D. Self-Adhesive Identification Products:  Clean surfaces before application, using materials and methods recommended by manufacturer of identification device.
	E. Attach signs and plastic labels that are not self-adhesive type with mechanical fasteners appropriate to the location and substrate.
	F. Cable Ties: For attaching tags. Use general-purpose type, except as listed below:
	1. Outdoors: UV-stabilized nylon.
	2. In Spaces Handling Environmental Air: Plenum rated.

	G. Underground-Line Warning Tape:  During backfilling of trenches install continuous underground-line warning tape directly above line at 6 to 8 inches below finished grade.  Use multiple tapes where width of multiple lines installed in a common trenc...
	H. Painted Identification:  Comply with requirements in Division 9 painting Sections for surface preparation and paint application.

	3.02 IDENTIFICATION SCHEDULE
	A. Accessible Raceways and Cables within Buildings:  Identify the covers of all junction and pull boxes of the following systems with self-adhesive vinyl labels with the wiring system legend and system voltage.  Junction boxes containing line voltage ...
	B.  System legends shall be as follows:
	1. Emergency Power.
	2. Power.
	3. Lighting
	4. Fire Alarm System
	5. Intrusion Alarm System

	C. Install instructional sign including the color-code for grounded and ungrounded conductors using adhesive-film-type labels.
	D. Auxiliary Electrical Systems Conductor Identification:  Identify field-installed alarm, control, and signal connections.
	1. Identify conductors, cables, and terminals in enclosures and at junctions, terminals, and pull points.  Identify by system and circuit designation.
	2. Use system of marker tape designations that is uniform and consistent with system used by manufacturer for factory-installed connections.
	3. Coordinate identification with Project Drawings, manufacturer's wiring diagrams, and the Operation and Maintenance Manual.

	E. Locations of Underground Lines:  Identify with underground-line warning tape for power, lighting, communication, and control wiring and optical fiber cable.
	1. Limit use of underground-line warning tape to direct-buried cables.
	2. Install underground-line warning tape for both direct-buried cables and cables in raceway.

	F. Warning Labels for Indoor Cabinets, Boxes, and Enclosures for Power and Lighting:  Self-adhesive warning labels.
	1. Comply with 29 CFR 1910.145.
	2. Identify system voltage with black letters on an orange background.
	3. Apply to exterior of door, cover, or other access.
	4. For equipment with multiple power or control sources, apply to door or cover of equipment including, but not limited to, the following:
	a. Power transfer switches.
	b. Controls with external control power connections.


	G. Emergency Operating Instruction Signs:  Install instruction signs with white legend on a red background with minimum 3/8-inchigh letters for emergency instructions at equipment used for power transfer.
	H. Equipment Identification Labels:  On each unit of equipment, install unique designation label that is consistent with wiring diagrams, schedules, and the Operation and Maintenance Manual.  Apply labels to disconnect switches and protection equipmen...
	1. Labeling Instructions:
	a. Indoor Equipment:     Engraved, laminated acrylic or melamine label.  Unless otherwise indicated, provide a single line of text with 1/2-inchigh letters on 1-1/2-inchigh label; where two lines of text are required, use labels 2 inches high.
	b. Outdoor Equipment:  Engraved, laminated acrylic or melamine label.
	c. Elevated Components:  Increase sizes of labels and letters to those appropriate for viewing from the floor.
	d. Unless provided with self-adhesive means of attachment, fasten labels with appropriate mechanical fasteners that do not change the NEMA or NRTL rating of the enclosure.

	2. Equipment to Be Labeled:
	a. Panelboards:  Typewritten directory of circuits in the location provided by panelboard manufacturer.  Panelboard identification shall be engraved, laminated acrylic or melamine label.
	b. Enclosures and electrical cabinets.
	c. Switchboards.
	d. Transformers:  Label that includes tag designation shown on Drawings for the transformer, feeder, and panelboards or equipment supplied by the secondary.
	e. Emergency system boxes and enclosures.
	f. Enclosed switches.
	g. Enclosed circuit breakers.
	h. Power transfer equipment.
	i. Power-generating units.
	j. Monitoring and control equipment.
	k. Junction boxes





	262726 fl - wiring devices
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. This Section includes the following:
	1. Receptacles, receptacles with integral GFCI, and associated device plates.
	2. Twist-locking receptacles.
	3. Toggle switches and wall-box dimmers.
	4. Pendant cord-connector devices.
	5. Cord and plug sets.
	6. Floor service outlets, poke-through assemblies, service poles, and multioutlet assemblies.

	B. Related Sections include the following:
	1. Division 27 Section "Data Voice Cabling" for workstation outlets.


	1.02 DEFINITIONS
	A. EMI:  Electromagnetic interference.
	B. GFCI:  Ground-fault circuit interrupter.
	C. Pigtail:  Short lead used to connect a device to a branch-circuit conductor.
	D. RFI:  Radio-frequency interference.

	1.03 ADMINISTRATIVE REQUIREMENTS
	A. Coordination:
	1. Receptacles for Owner-Furnished Equipment: Match plug configurations.
	2. Cord and Plug Sets: Match equipment requirements.


	1.04 ACTION SUBMITTALS
	A. Product Data: For each type of product.
	B. Shop Drawings: List of legends and description of materials and process used for premarking wall plates.

	1.05 CLOSEOUT DOCUMENTS
	A. Operation and Maintenance Data: For wiring devices to include in all manufacturers' packing-label warnings and instruction manuals that include labeling conditions.

	1.06 QUALITY ASSURANCE
	A. Source Limitations:  Obtain each type of wiring device and associated wall plate through one source from a single manufacturer.  Insofar as they are available, obtain all wiring devices and associated wall plates from a single manufacturer and one ...
	B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended use.
	C. Comply with NFPA 70.


	PART 2 -  PRODUCTS
	2.01 MANUFACTURERS
	A. Manufacturers' Names:  Shortened versions (shown in parentheses) of the following manufacturers' names are used in other Part 2 articles:
	1. Cooper Wiring Devices; a division of Cooper Industries, Inc. (Cooper).
	2. Hubbell Incorporated; Wiring Device-Kellems (Hubbell).
	3. Leviton Mfg. Company Inc. (Leviton).
	4. Pass & Seymour/Legrand; Wiring Devices & Accessories (Pass & Seymour).


	2.02 GENERAL WIRING-DEVICE REQUIREMENTS
	A. Wiring Devices, Components, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	B. Comply with NFPA 70.
	C. Devices that are manufactured for use with modular plug-in connectors may be substituted under the following conditions:
	1. Connectors shall comply with UL 2459 and shall be made with stranding building wire.
	2. Devices shall comply with the requirements in this Section.


	2.03 STRAIGHT BLADE RECEPTACLES
	A. Convenience Receptacles, Specification Grade, Tamper Resistant, 125 V, 20 A:  Comply with NEMA WD 1, NEMA WD 6 configuration 5-20R, and UL 498.
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper:  TR5362
	b. Hubbell: 5352TR
	c. Leviton:  5352TR
	d. Pass & Seymour:  5362TR



	2.04 GFCI RECEPTACLES
	A. General Description:
	1. Straight blade, non-feed-through type, tamper resistant.
	2. Comply with NEMA WD 1, NEMA WD 6, UL 498, UL 943 Class A, and FS W-C-596.
	3. Include indicator light that shows when the GFCI has malfunctioned and no longer provides proper GFCI protection.

	B. Duplex GFCI Convenience Receptacles, Specification Grade, 125 V, 20 A, tamper resistant:
	1. Products:  Subject to compliance with requirements, provide one of the following:


	2.05 TWIST-LOCKING RECEPTACLES
	A. Single Convenience Receptacles, 125 V, 20 A:  Comply with NEMA WD 1, NEMA WD 6 configuration L5-20R, and UL 498.
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper; CWL520R.
	b. Hubbell; HBL2310.
	c. Leviton; 2310.
	d. Pass & Seymour; L520-R.



	2.06 PENDANT CORD-CONNECTOR DEVICES
	A. Description:
	1. Matching, locking-type plug and receptacle body connector.
	2. NEMA WD 6 Configurations L5-20P and L5-20R, heavy-duty grade, and FS W-C-596.
	3. Body:  Nylon, with screw-open, cable-gripping jaws and provision for attaching external cable grip.
	4. External Cable Grip:  Woven wire-mesh type made of high-strength, galvanized-steel wire strand, matched to cable diameter, and with attachment provision designed for corresponding connector.


	2.07 CORD AND PLUG SETS
	A. Description:
	1. Match voltage and current ratings and number of conductors to requirements of equipment being connected.
	2. Cord:  Rubber-insulated, stranded-copper conductors, with Type SOW-A jacket; with green-insulated grounding conductor and ampacity of at least 130 percent of the equipment rating.
	3. Plug:  Nylon body and integral cable-clamping jaws.  Match cord and receptacle type for connection.


	2.08 TOGGLE SWITCHES
	A. Comply with NEMA WD 1, UL 20, and FS W-S-896.
	B. Switches, 120/277 V, 20 A:
	1. Products:  Subject to compliance with requirements, provide one of the following:
	1) Single Pole:
	2) Two Pole:
	3) Three Way:
	4) Four Way:


	C. Pilot Light Switches, 20 A:
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper; AH1221PL for 120 and 277 V.
	b. Hubbell; HBL1201PL for 120 and 277 V.
	c. Leviton:  1221-PLR.
	d. Pass & Seymour; PS20AC1RPL for 120 V, PS20AC1RPL7 for 277 V.

	2. Description:  Single pole, with neon-lighted handle, illuminated when switch is "ON."

	D. Key-Operated Switches, 120/277 V, 20 A:
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper; AH1221L.
	b. Hubbell; HBL1221L.
	c. Leviton; 1221-2L.
	d. Pass & Seymour; PS20AC1-L.

	2. Description:  Single pole, with factory-supplied key in lieu of switch handle.

	E. Single-Pole, Double-Throw, Momentary Contact, Center-Off Switches, 120/277 V, 20 A; for use with mechanically held lighting contactors.
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper; 1995.
	b. Hubbell; HBL1557.
	c. Leviton; 1257.
	d. Pass & Seymour; 1251.


	F. Key-Operated, Single-Pole, Double-Throw, Momentary Contact, Center-Off Switches, 120/277 V, 20 A; for use with mechanically held lighting contactors, with factory-supplied key in lieu of switch handle.
	1. Products:  Subject to compliance with requirements, provide one of the following:
	a. Cooper; 1995L.
	b. Hubbell; HBL1557L.
	c. Leviton; 1257L.
	d. Pass & Seymour; 1251L.



	2.09 WALL-BOX DIMMERS
	A. Dimmer Switches:  Modular, full-wave, solid-state units with integral, quiet on-off switches, with audible frequency and EMI/RFI suppression filters.
	B. Control:  Continuously adjustable slider; with single-pole or three-way switching.  Comply with UL 1472.
	C. LED Dimmer Switches:  Modular; compatible with LED driver; trim potentiometer to adjust low-end dimming; dimmer-driver combination capable of consistent dimming with low end not greater than 10 percent of full brightness.

	2.10 WALL PLATES
	A. Single and combination types to match corresponding wiring devices.
	1. Plate-Securing Screws:  Metal with head color to match plate finish.
	2. Material for Finished Spaces:  0.035 inch-thick, over-sized “jumbo” satin finished stainless steel.
	3. Material for Unfinished Spaces:  0.035 inch-thick, over-sized “jumbo” satin finished stainless steel.
	4. Material for Damp Locations:  Cast aluminum with spring-loaded lift cover, and listed and labeled for use in "wet locations."

	B. Wet-Location, Weatherproof Cover Plates:  NEMA 250, complying with type 3R weather-resistant, die-cast aluminum with lockable cover.

	2.11 FLOOR SERVICE FITTINGS
	A. Type:  Modular, flush-type, dual-service units suitable for wiring method used.
	B. Compartments:  Barrier separates power from voice and data communication cabling.
	C. Service Plate:  Rectangular, die-cast aluminum with satin finish.
	D. Power Receptacle:  NEMA WD 6 configuration 5-20R, gray finish, unless otherwise indicated.
	E. Voice and Data Communication Outlet:  Blank cover with bushed cable opening Two modular, keyed, color-coded, RJ-45 Category 5e jacks for UTP cable.

	2.12 FINISHES
	A. Color:  Wiring device catalog numbers in Section Text do not designate device color.
	1. Wiring Devices Connected to Normal Power System:  Gray, unless otherwise indicated or required by NFPA 70 or device listing. Provide brown devices shown on stained wood surfaces. Coordinate with Architectural surface finish infrastructure.
	2. Wiring Devices Connected to Emergency Power System:  Red



	PART 3 -  EXECUTION
	3.01 INSTALLATION
	A. Comply with NECA 1, including the mounting heights listed in that standard, unless otherwise noted.
	B. Coordination with Other Trades:
	1. Take steps to ensure that devices and their boxes are protected.  Do not place wall finish materials over device boxes and do not cut holes for boxes with routers that are guided by riding against outside of the boxes.
	2. Keep outlet boxes free of plaster, drywall joint compound, mortar, cement, concrete, dust, paint, and other material that may contaminate the raceway system, conductors, and cables.
	3. Install device boxes in brick or block walls so that the cover plate does not cross a joint unless the joint is troweled flush with the face of the wall.
	4. Install wiring devices after all wall preparation, including painting, is complete.

	C. Conductors:
	1. Do not strip insulation from conductors until just before they are spliced or terminated on devices.
	2. Strip insulation evenly around the conductor using tools designed for the purpose.  Avoid scoring or nicking of solid wire or cutting strands from stranded wire.
	3. The length of free conductors at outlets for devices shall meet provisions of NFPA 70, Article 300, without pigtails.
	4. Existing Conductors:
	a. Cut back and pigtail, or replace all damaged conductors.
	b. Straighten conductors that remain and remove corrosion and foreign matter.
	c. Pigtailing existing conductors is permitted provided the outlet box is large enough.


	D. Device Installation:
	1. Replace all devices that have been in temporary use during construction or that show signs that they were installed before building finishing operations were complete.
	2. Keep each wiring device in its package or otherwise protected until it is time to connect conductors.
	3. Do not remove surface protection, such as plastic film and smudge covers, until the last possible moment.
	4. Connect devices to branch circuits using pigtails that are not less than 6 inches in length.
	5. Use side wiring with binding-head screw terminals.  Wrap solid conductor tightly clockwise, 2/3 to 3/4 of the way around terminal screw.
	6. Use a torque screwdriver when a torque is recommended or required by the manufacturer.
	7. When conductors larger than No. 12 AWG are installed on 15- or 20-A circuits, splice No. 12 AWG pigtails for device connections.
	8. Tighten unused terminal screws on the device.
	9. When mounting into metal boxes, remove the fiber or plastic washers used to hold device mounting screws in yokes, allowing metal-to-metal contact.

	E. Receptacle Orientation:
	1. Install ground pin of vertically mounted receptacles down, and on horizontally mounted receptacles to the right.

	F. Device Plates:  Use oversized or jumbo plates.  Repair wall finishes and remount outlet boxes when standard device plates do not fit flush or do not cover rough wall opening.
	G. Dimmers:
	1. Install dimmers within terms of their listing.
	2. Install unshared neutral conductors on line and load side of dimmers according to manufacturers' device listing conditions in the written instructions.

	H. Arrangement of Devices:  Unless otherwise indicated, mount flush, with long dimension vertical and with grounding terminal of receptacles on top.  Group adjacent switches under single, multigang wall plates.
	I. Adjust locations of floor service outlets and service poles to suit arrangement of partitions and furnishings.

	3.02 IDENTIFICATION
	A. Comply with Division 26 Section "Electrical Identification."
	1. Receptacles:  Identify panelboard and circuit number from which served.  Use hot, stamped or engraved machine printing with black-filled lettering on face of plate, and durable wire markers or tags inside outlet boxes.


	3.03 FIELD QUALITY CONTROL
	A. Perform tests and inspections and prepare test reports.
	1. Test Instruments:  Use instruments that comply with UL 1436.
	2. Test Instrument for Convenience Receptacles:  Digital wiring analyzer with digital readout or illuminated LED indicators of measurement.

	B. Tests for Convenience Receptacles:
	1. Line Voltage:  Acceptable range is 105 to 132 V.
	2. Percent Voltage Drop under 15-A Load:  A value of 6 percent or higher is not acceptable.
	3. Ground Impedance:  Values of up to 2 ohms are acceptable.
	4. GFCI Trip:  Test for tripping values specified in UL 1436 and UL 943.
	5. Using the test plug, verify that the device and its outlet box are securely mounted.
	6. The tests shall be diagnostic, indicating damaged conductors, high resistance at the circuit breaker, poor connections, inadequate fault current path, defective devices, or similar problems.  Correct circuit conditions, remove malfunctioning units ...

	C. Wiring device will be considered defective if it does not pass tests and inspections.
	D. Prepare test and inspection reports.



	265116 FL - INTERIOR LIGHTING
	PART 1 -  GENERAL
	1.01 SUMMARY
	A. Section Includes:
	1. Interior, Exterior luminaires, LED module, and drivers.
	2. Luminaire supports.


	1.02 DEFINITIONS
	A. CCT: Correlated color temperature.
	B. CRI: Color Rendering Index.
	C. IP: International Protection or Ingress Protection Rating
	D. Lumen: Measured output of lamp and luminaire, or both.
	E. Luminaire: Complete lighting unit, including lamp, reflector, and housing.

	1.03 SUBMITTALS REQUIRED
	A. Product Data: For each type of product.
	1. Arrange in order of luminaire designation.
	2. Include data on features, accessories, and finishes.
	3. Include physical description and dimensions of luminaires.
	4. Include life, output (lumens, CCT, and CRI), and energy efficiency data.
	5. Include photometric data and adjustment factors based on laboratory tests, complying with IESNA Lighting Measurements Testing and Calculation Guides, of each luminaire type. The adjustment factors shall be for lamps, ballasts, and accessories ident...

	B. Product Schedule: For luminaires and lamps. Use same designations indicated on Drawings.
	C. Sample warranty.

	1.04 CLOSEOUT SUBMITTALS
	A. Operation and Maintenance Data: For luminaires and lighting systems to include in maintenance manuals.
	1. Provide a list of all lamp types used on Project; use ANSI and manufacturers' codes.


	1.05 QUALITY ASSURANCE
	A. Luminaire Photometric Data Testing Laboratory Qualifications: Luminaire manufacturer's laboratory is accredited under the NVLAP for Energy Efficient Lighting Products.

	1.06 DELIVERY, STORAGE, AND HANDLING
	A. Protect finishes of exposed surfaces by applying a strippable, temporary protective covering before shipping.

	1.07 WARRANTY
	A. Warranty: Manufacturer and Installer agree to repair or replace components of luminaires that fail in materials or workmanship within specified warranty period.
	1. LED Warranty Period:  Five year(s) from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.01 GENERAL LUMINAIRE REQUIREMENTS
	A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.
	B. NRTL Compliance: Luminaires for hazardous locations shall be listed and labeled for indicated class and division of hazard by an NRTL.
	C. UL Compliance: Comply with UL 1598.
	D. Nominal Operating Voltage: see drawings.
	E. Recessed Luminaires: Comply with NEMA LE 4.

	2.02 LED LUMINARIES
	A. CRI of minimum 80.
	B. Rated lamp life of 50,000 hours.
	C. Lamps dimmable from 100 percent to 10 percent of maximum light output, unless otherwise noted.
	D. Internal driver.  Provide with standard 0-10V dimming.

	2.03 MATERIALS
	A. Metal Parts:
	1. Free of burrs and sharp corners and edges.
	2. Sheet metal components shall be steel unless otherwise indicated.
	3. Form and support to prevent warping and sagging.

	B. Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage under operating conditions, and designed to permit re-lamping without use of tools. Designed to prevent doors, frames, lenses, diffusers, and other components from fa...
	C. Diffusers and Globes:
	1. Acrylic Diffusers: One hundred percent virgin acrylic plastic, with high resistance to yellowing and other changes due to aging, exposure to heat, and UV radiation.
	2. Lens Thickness: At least 0.125 inch minimum unless otherwise indicated.

	D. Factory-Applied Labels: Comply with UL 1598. Include recommended lamps. Locate labels where they will be readily visible to service personnel, but not seen from normal viewing angles when lamps are in place.
	1. Label shall include the following lamp characteristics:
	a. "USE ONLY" and include specific lamp type.
	b. Lamp diameter, shape, size, wattage, and coating.
	c. CCT and CRI for all luminaires.



	2.04 METAL FINISHES
	A. Variations in finishes are unacceptable in the same piece. Variations in finishes of adjoining components are acceptable if they are within the range of approved Samples and if they can be and are assembled or installed to minimize contrast.

	2.05 LUMINAIRE SUPPORT COMPONENTS
	A. Comply with requirements in Section 26 0529 "Hangers and Supports for Electrical Systems" for channel and angle iron supports and nonmetallic channel and angle supports.
	B. Single-Stem Hangers: 1/2-inch steel tubing with swivel ball fittings and ceiling canopy. Finish shall match luminaire.
	C. Wires: ASTM A 641/A 641M, Class 3, soft temper, zinc-coated steel, 12 gage.
	D. Rod Hangers: 3/16-inch minimum diameter, cadmium-plated, threaded steel rod.
	E. Hook Hangers: Integrated assembly matched to luminaire, line voltage, and equipment with threaded attachment, cord, and locking-type plug.


	PART 3 -  EXECUTION
	3.01 EXAMINATION
	A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for installation tolerances and other conditions affecting performance of the Work.
	B. Examine roughing-in for luminaire to verify actual locations of luminaire and electrical connections before fixture installation.
	C. Proceed with installation only after unsatisfactory conditions have been corrected.

	3.02 TEMPORARY LIGHTING
	A. If approved by the Architect, use selected permanent luminaires for temporary lighting. When construction is sufficiently complete, clean luminaires used for temporary lighting and install new lamps.

	3.03 INSTALLATION
	A. Comply with NECA 1.
	B. Remote Mounting of Drivers: Distance between the driver and luminaire shall not exceed that recommended by driver manufacturer. Verify, with driver manufacturers, maximum distance between driver and luminaire.
	C. Install luminaires level, plumb, and square with ceilings and walls unless otherwise indicated.
	D. Coordinate layout and installation of luminaires and suspension system with other construction that penetrates ceilings or is supported by them.
	E. Supports:
	1. Sized and rated for luminaire weight.
	2. Able to maintain luminaire position after cleaning and relamping.
	3. Provide support for luminaire without causing deflection of ceiling or wall.
	4. Luminaire mounting devices shall be capable of supporting a horizontal force of 100 percent of luminaire weight and vertical force of 400 percent of luminaire weight.

	F. Ceiling-Grid-Mounted Luminaire Supports: Use grid as a support element.
	1. Install ceiling support system rods or wires, independent of the ceiling suspension devices, for each luminaire. Locate not more than 6 inches from luminaire corners.  Provide a minimum of two wires on opposite corners of fixture
	2. Support Clips: Fasten to luminaires and to ceiling grid members at or near each luminaire corner with clips that are UL listed for the application.
	3. Luminaires of Sizes Less Than Ceiling Grid: Install as indicated on reflected ceiling plans or center in acoustical panel, and support luminaires independently with at least two 3/4-inch metal channels spanning and secured to ceiling tees.

	G. Flush-Mounted Luminaire Support:
	1. Secured to outlet box.
	2. Attached to ceiling structural members at four points equally spaced around circumference of luminaire.
	3. Trim ring flush with finished surface.

	H. Wall-Mounted Luminaire Support:
	1. Attached to structural members in walls.
	2. Do not attach luminaires directly to gypsum board.

	I. Suspended Luminaire Support:
	1. Pendants and Rods: Where longer than 48 inches, brace to limit swinging.
	2. Stem-Mounted, Single-Unit Luminaires: Suspend with twin-stem hangers. Support with approved outlet box and accessories that hold stem and provide damping of luminaire oscillations. Support outlet box vertically to building structure using approved ...
	3. Continuous Rows of Luminaires: Use tubing or stem for wiring at one point and tubing, rod or wire support for suspension for each unit length of luminaire chassis, including one at each end.
	4. Do not use ceiling grid as support for pendant luminaires. Connect support wires or rods to building structure.

	J. Comply with requirements in Section 26 0519 "Low-Voltage Electrical Power Conductors and Cables" and Section 26 0533 "Raceways and Boxes for Electrical Systems" for wiring connections and wiring methods.

	3.04 IDENTIFICATION
	A. Identify system components, wiring, cabling, and terminals. Comply with requirements for identification specified in Section 26 0553 "Identification for Electrical Systems."

	3.05 FIELD QUALITY CONTROL
	A. Perform the following tests and inspections:
	B. Operational Test: After installing luminaires, switches, and accessories, and after electrical circuitry has been energized, test units to confirm proper operation.
	1. Test for Emergency Lighting: Interrupt power supply to demonstrate proper operation. Verify transfer from normal power to emergency power and retransfer to normal.

	C. Luminaire will be considered defective if it does not pass operation tests and inspections.
	D. Prepare test and inspection reports.

	3.06 ADJUSTING
	A. Occupancy Adjustments: When requested within 12 months of date of Substantial Completion, provide on-site assistance in adjusting the direction of aim of luminaires to suit occupied conditions. Make up to two visits to Project during other-than-nor...
	1. During adjustment visits, inspect all luminaires. Replace lamps or luminaires that are defective.
	2. Parts and supplies shall be manufacturer's authorized replacement parts and supplies.
	3. Adjust the aim of luminaires in the presence of the Architect.
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